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ABOUT OHIS BOOK 



This book sunnarizes the new features and changes in Prime's user 
software at Rev. 19.4 of PRIMDS. One chapter is devoted to each of the 
following: 

• Executable Program Formats (EPFs) (Chapter 2) 

• PRIMDS and Utilities (Chapter 3) 

• Languages (Chapter 4) 

• Data Management Systems (Chapter 5) 

• INFORMATION (Chapter 6) 

• FORMS and FED (Chapter 7) 

• Communications (Chapter 8) 

Within each chapter, the information on each product (e.g. COBOL, 
MIDAS, rje) begins on a new right-hand page. Pages can thus be 
extracted from this book and placed in other manuals as necessary. 

Note 

This book is designed to supplement other manuals. Its pages 
are r»t replacement pages, and its pagination does not 
correspond to the pagination of other books. 
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For each individual product, this book provides the following 
information (where applicable) : 

• New features and changes in the software 

• Documentation corrections and additions 

• Software problems fixed 

• Software problems outstanding 

In all cases, this information refers to Rev. 19.4. If you want 
information on earlier versions of Rev. 19, see: 

• The Rev. 19.3 Software Release Document (MRU43 04-011) 

• The Rev. 19.2 Software Release Document (MRU43 04-010) 

• The Rev. 19.1 Software Release Document (MRU43 04-009) 

• The Rev. 19.0 Software Release Document (MRD43 04-008) 



Note 

This book contains corrections and additions to other Prime 
software manuals. It is assumed that you have access to our 
most recent documentation. Lists of new books and updates can 
be found in the following places. 

• The section New Book Titles , in Chapter 1, for titles new at 
Rev. 19.4. 

• The Rev. 19.3 Software Release Document for titles new at 
Rev. 19.3. 

• An online file, accessible by typing HELP DOCUMENTS, for a 
cumulative list of manuals, updates, etc. 
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CHATTER 1 
INTRODUCTION 



IN THIS CHARTER 

This chapter provides: 

• An overview of Rev. 19.4 

• Information on installation of Rev. 19.4 

• A list of new book titles from Prime's Technical Publications 
Department 



OVERVIEW OF REV. 19.4 

Rev. 19.4 contains many new features of interest to Prims users, 
operators, and Administrators. The following lists only the 
highlights, arranged according to the intended audience. 



New Features for the User 

The following will interest the Prime user: 

• Executable Program Formats (EPFs) 

• BIND, Prime's new linker 
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• Search rules 



• An enhanced Command Environment, and several new commands to 
utilize and control the environment 

• Changes to the Spooler Subsystem 

• Auto Speed Detect 

EPFs : EPFs (Executable Program Formats) are dynamic runfiles 
^programs) that are assigned by PRIMDS at runtime to any segments. 
EPFs can be suspended and re-invoked without loss of data by running 
the EPFs in different "command levels" of PRIMDS. The number of 
command levels, number of program invocations per command level, and 
number of private static and private dynamic segments you can have is 
limited by the System Administrator via EDIT_JEROFILE. EPFs are created 
with BIND, Prime's new linker. For more information on EPFs see 
Chapter 2. EPFs are more fully documented in the Programmer's Guide to 
BIND and EPFs and in the Advanced Programmer's Guide d 

BIND ; Prime's new linker, BIND, creates dynamic runfiles (or EPFs). 
BIND's subcommands can be entered on the command line or BIND can be 
run interactively. For more information on BIND, see Chapter 2. BIND 
is fully documented in the Programmer's Guide to BIND and EPFs . 

Search Rules t At Rev. 19.4 there is a new file, ENTRY$.SR, in the 
directory SYSTEM. This required file contains names of system 
libraries, one per line. The order in which these libraries are listed 
is the order in which the libraries will be searched to find a match to 
the subroutine entrypoints. You can define your own library search 
list in a file in your own directory and request that PRIMDS follow the 
system list with your own list. 

New Commands : Several new commands have been added at Rev. 19.4 to 
support EPFs and library search lists. They are: 

INITIALIZELCOMM?4ro_ENVIRCNIfan? 

Restore your command environment to the state it is 

in when you first log in. 
LIfflLEPF List information about any or all of the EPFs you are 

currently using. 

LIST_MINI_COMM?iNDS 

List those commands you can use if you reach Mini 

Command Level. 

LISTJilBPARYJNTRIES 

List the entrypoints in library EPFs. 

LIST_JiIMITS Display your command environment limits. 
First Edition 1-2 
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LISTJSEfiROUULES 

Display the contents of your library search list. 

LIST_SEGMENT List segments you are using. 

REM)VE_EPF Remove an EPF from your address space. 

SETjSEflROUULES 

Set your own search rules. 

These commands are described in Chapter 2. 



Enhanced Command Environment ; At Rev. 19.4 you are no longer limited 
to a maximum of 127 file units per user. Because the maximum number of 
file units per system has been increased from 3247 to 32,762, there is 
no longer a need to be concerned with an individual's number of 
reserved file units. 



Spooler Subsystem Enhancements : The Spooler can now handle lines up to 
400 characters in length. However, T$LMPC, the parallel printer 
driver, still truncates lines to 140 characters. 

Several new options have been added to the SB00L command to allow you 
to modify your own print requests and to list files spooled to remote 
spool queues. The options are: 

-DISK Allows you to specify the partition name of the SKJOLQ 
you wish to use. 

-LIST There are three new options available: 

* list all spool queues on all partitions that 
have been added to your system. 

AT list only the SBOOLQ specified by AT. 

OWN list only your own entries in the queue. 

-MDDIEY Modify your own print request. 

-NOTIFY Tells the Spooler phantom to send a message to your 
terminal when your print request has printed. 

-TRUNCATE Print only the first n characters in each line. 

These options are described in Chapter 3. 



Auto Speed Detect (ASP) : If the line to which you are connecting is 
ASD enabled, and if your terminal generates either "mark" or "odd" 
parity, PRIJDS can now determine the following terminal line speeds 
automatically: 110, 300, 1200. PRIMDS can also determine the 
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following terminal line speeds if your System Administrator has 
configured your system to do so: 2400, 4800, and 9600. 



New Features for the Operator 

The following will interest the Prime operator : 

• Disk Controller enhancement 

• Changes to the Spooler Subsystem 

• Changes to the CHAP command 

Disk Controllers : Controllers at addresses *22 and '23 can now contain 
paging partitions. These controllers are accessible under PRIMDS II, 
however, you cannot use MAKE for these controllers under PRIM0S II. 

Changes to the Spooler Subsystem : There are three new options to the 
SPOOL command that are of interest to the operator. They are: 

-MDDIFY Allows you to change the parameters of a print request. 

-KJSH Allows you to give a file high priority so that it will 
be printed before other files in that SPOOLQ. 

-NOHJSH Cancels the priority given previously with the -HJSH 
option. 



Changes to the PROP Command : A new option has been added to the PROP 
command. 

-COMPRESS Renumbers the entries in a designated spool queue and 
removes gaps between entries in the queue. 

Changes to the CHAP Command : IDLE and SUSPEND are two special-purpose 
new priority levels. A process CHAPped to IDLE will be serviced only 
when no other process requires service from the CPU. SUSPEND blocks 
the suspended process from access to the CPU until it is explicitly 
CHAPped otherwise. 
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Changes for the System Administrator 

SSSives- Confiquration Dir ectives : There are four new configuration 

LOGBAD Message will be printed at the supervisor terminal if an 
unsuccessful login attempt is made. 

MSMHLT Under certain circumstances will log out a process 
incurring an uncorrectable memory parity error instead of 
halting the machine. 

NVMFS Defines the system-wide number of Virtual Memory Pile 
Access segments for EPPs. 

SYNC Can be used as a synonym for SMLC. 

The FILUNT directive has changed because the number of ssonents «>r 
user nas changed to a maximum of 32,762 (-77772). It is no lonrer 
necessary to reserve file units on a per user basis. 

The NtJSBG directive has been replaced by EDITJSOFILE subcomnands at 
Rev. 19.4. 

M3NITORJSET; The M)NITQR_NBT command replaces the MONITOR msr 
"5JJ MDNITOSJET displays error and traffic information^^ 
RINGNET, synchronous lines, and virtual circuits for your system. You 
SSnr^r^^L? 116 . ** ^ ree TOnitor S (RING, SYNCHRONOUS LINE, or 
VIRTUAL CIRCUIT) from the Main Menu. Each of these monitors has an 
overview screen and one or more detailed screens. 

Changes to Synchronous Support; At Rev. 19.4, dial-up half duplex 
support for Prime-to-Prime links is now available over MDLC. 

256 Lines Supported; At Rev. 19.4, up to 256 lines can be connected to 
a system. The maximum line number is »377 (255 decimal). These lines 
may exist on AMLC, ICS1, or ICS2 controllers. No more than 128 lines 
may be on AMLC controllers. For ICS2 controllers, the async line 
adapter cards may be distributed over up to four ICS2s, even if the 
total number of ICS2 lines is less than 256. Lines »376 and '377 can 
only be used as assignable lines if the formula user number = line 
number + 2 is maintained. — — 

EDITJROFILE; Four attributes have been added to EDITJROFILE at 
Rev. 19.4 to define a user's (or a project's) command environment. 
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These attributes allow specification of the following characteristics. 

• Number of command levels 

• Number of live program invocations per command level 

• Number of private static segments 

• Number of private dynamic segments 

Changes to the Spooler Subsystem : Revision 19.4 supports a number of 
new Spool subsystem features. It now fully supports Prime* s Office 
Automation System. Multiple SPOCLQ directories are now allowed on one 
system. You can now choose between two algorithms, for how a Spooler 
phantom on a networked system searches SPOCLQs for print requests. You 
can define those users who should be able to modify the prop 
environment in a new file, L.USER. These features are described in 
Chapter 3. 



INSTALLING REV. 19.4 

The Rev. 19.4 Master Disk contains all Master Disk software, including 
the softwear that has not changed since Rev. 19.0. Itev. 19.4 can 
therefore be installed without prior installation of other Rev. 19 
versions. 

If you are installing from tape, you should delete the following files 
before restoring the tapes. 

CMDNO)>BCX3TJOTACH.CPL HELP*>FTOP.HELP LIB>SPLLIB.BIN 

CMDNC0>B0OILIMPCDDE.CPL HELP*>FTGEN.HELP LIB>PPTNLB.BIN 

CMDNC0>B0OT_TREE.CPL HELP*>FTS.HELP LIB>NPPTNLB.BIN 

OC»rcO>BOCyT_CREATE.C3 I L HELP*>FTR. HELP LIB>NSPLLIB.BIN 
GMDNCB>BCCr_SAVE. CPL 

Because the new files are of a different file type, MAGRST will not 
restore them over another file of the same name. 

The ppTwns. mMi me and Shared Segments : Check your PRIMDS.CDMI (or 
C^RMb)£iie against the tile mMJS.CD MI. TEMPLATE in the PRIKJN 
directory of the Master Disk Revision 19.4 »ftware. ETOLffi, CDBCL, 
and SPLLIB are now EPFs and are no longer shared using the SHARE 
command. 
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NEW BOOK TITLES 

The following technical publications are new at Rev. 19.4. 

PRIMPS and Utilities 

The System Operator's Guide, Volume II has been broken up into the 
following series of books, designed for ease of use. 

D0C9298-1IA,1PA Operator's System Overview 

E0C9299-1LA,1PA Operator's Guide to System. Monitoring 

DOC9300-1LA,1PA Operator's Guide to File System Maintenance 

DOC9301-1IA,1PA Operator's Guide to System Backups 

DOC9302-1LA,1PA Operator's Guide to the Batch Subsystem 

DOC9303-1LA,1PA Operator's Guide to the Spooler Subsystem 

DOC9304-1LA,1PA Operator's Guide to System Commands 

For operators of Prime computers. Obese books assume acme knowledge of 
how to start up and use a Prime computer. 

This series of books was designed and written to help operators and 
System Administrators of Prime computer systems do their jobs. The 
series covers the techniques and commands necessary for the smooth 
functioning and operation of Prime computers to facilitate the tasks of 
the systems' users. 

D0C8691-1LA,1PA Programmer's Guide to BIND and EPFs 

For all users of Prime computers who write programs in compiled, 
high-level languages (such as GOBOL and FORERAN) or in assembler (PMA) , 
all of which require the use of a linker. This book assumes that the 
reader knows how to write and compile a program in a Prime-supplied 
language and has read the Prime Dser's Guide . 

This book introduces the user to BIND, a linker new at Pev. 19.4, and 
Executable Program Formats (EPFs) , the type of runf ile generated by 
BIND. The differences between BIND and its predecessors, SEG and LOAD, 
are examined, as are the differences between EPFs (which are dynamic 
runfiles) and static runfiles generated by SEG and LOAD. 



The following series of books has been written for the Advanced 
programmer. 

D0C9229-1LA,1PA Advanced Programmer's Guide, Volume 

DOC10055-1LA,1PA Advanced Programmer's Guide, Vol. I: BIND and EPFs 

DOC10056-1LA,1PA Advanced Programmer's Guide, Vol. II: File System 

DOC10057-1LA,1PA Advanced Programmer's Guide, Vol. Ill: Command 

Environment 

The Advanced Programmer's Guide is a series of books that deals with 
system-level programming concepts in-depth. Most of the information 
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pertains specifically to the 50 Series, although seme topics apply to 
operating systems or computing systems in general. 

For Rev. 19.4, the series consists of four volumes. Volume describes 
the notation used in other volumes in the series and contains 
appendixes on new features for Rev. 19.4 that are particularly 
important for a systems-level programmer and on PRIM3S error codes and 
their meanings. The other three volumes examine specific topics in 
detail: BIND and EM'S, the File System, and the Command Environment. 

This series is for users of Prime computers who write programs in 
compiled, high-level languages (such as PL/I Subset G and FORTRAN) or 
in assembler (PMA) , all of which require the use of a linker. This 
series assumes that the reader knows how to write, compile, link, and 
execute a program written in a Prime-supplied language as an EPF using 
BIND, and that the reader has read the Prime User's Guide , Programmer's 
Guide to BIND and EPFs , and the Subroutines Reference Guide . Portions 
of this series also assume that the reader understands the Prime 50 
Series architecture, particularly the procedure call, virtual memory, 
shared memory, memory segmentation, and dynamic linking mechanisms. 



The following updates to existing documents are available: 
PRIMDS and Utilities 

EOC4130-4LA,4PA Prime User's Guide 
FDR3108-5LA,5PA PRIMDS Commands Reference Guide 
DOC5037-2LA,2PA The System Administrator's Guide 



Languages 

UPD3621-31A Subroutines Reference Guide 

UPD5040-11A RPG II Programmer's Guide 

UPD5039-11A COBOL 74 Reference Guide 

UPD3058-13A BASIC/VM Reference Guide 

UPD4031-13A PL/I subset G Reference Guide 

UPD4303-21A Pascal Reference Guide 

UPD4029-31A FORTRAN 77 Reference Guide 

UPD7534-11A C Reference Guide 

UPD4033-21A Source Level Debugger User's Guide 



Data Management 

UPD6292-11A DBMS Administrator's Guide 

UPD7345-11A Data Management File Administrator's Guide 

UPD5308-11A D3MS DML Reference Guide 

UPD5717-11A D3MS DDL Reference Guide 

DOC7999-2LA,2PA PRISAM User's Guide, Rev. 19.4 
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Oommtni cations 

OPD3710-31A IRIffiNET Guide 

D0C7532-2LA,2EA Network Planning and Administration Guide 

UPD4035-21A Distributed Processing Terminal Executive Guide 
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CHAPTER 2 
EXECUTABLE PROGRAM FORMATS 



NEW FEATJRES AND CHANGES 
EXECUTABLE PROGRAM FORMATS (EPFs) 

The introduction of EPFs and the enhanced command environment makes it 
easier for programmers to build and maintain software. The enhanced 
command environment provides programmers with new tools with which to 
build snail, medium, and large programs. These tools are tailored 
towards increasing the capabilities of programs and may also increase 
the programming speed of developers. 

This chapter presents software developers and System Administrators 
with an overview of the EPP product. This chapter also discusses 
differences between programming in the old environment (only static 
mode programs) and programming in the new environment (EPFs and an 
enhanced command environment) . 

This chapter discusses the various aspects of the EPF product. Tne 
order of the sections is designed to take the programmer through the 
various steps needed to understand EPFs and then to program with EPFs. 
The final section relates information that a System Administrator will 
need when installing the new system. The sections are: 

• A brief overview of EPFs and the enhanced command environment 

• A discussion of building and running EPFs 

• A discussion of the enhanced command environment 
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• A discussion of programs calling programs 

• A discussion of EPF libraries 

• An explanation of the new commands that allow full utilization 
of the enhanced command environment 

• A discussion of new user attributes 

• A discussion of programming restrictions 

• Information for the System Administrator 

• A discussion and examples of converting existing static mode 
programs to EPFs. 

For the beginning programmer, the sections on building and running an 
EPF are all that is needed. For the programmer who is concerned with 
putting together software packages, the sections on EPFs, Enhanced 

Co mmand Environment , New User Attributes , and Error Detection,, 

Handling, a nd Recovery are appropriate. For the programmer who will be 
converting static mode programs to EPFs, Programming Restrictions and 
Co nverting Old Static Mode Programs To EPFs will be useful. System 
Administrators should read the section discussing System Administrator 
Information . 

A Brief Overview Of EPFs 

There are two basic kinds of EPFs, the program EPF and the library EPF. 
A program EPF is an executable object that is invoked with BESUMS . A 
library EPF "is an executable object that contains entrypoints that are 
dynamically linked at run time. Library EPFs cannot be invoked with 
RESUME. 

EPFs are not statically bound to segments via LOAD or SEG as are static 
mode programs. Prime's new linker, BIND, produces EPFs, and is much 
friendlier than either SEG or LOAD. (An entire BIND session can be 
performed from the command line.) BIND is described in the section 
EPFs - The New Program Format . 

As BIND is easier to use than both SEG or LOAD, so EPFs are easier to 
use than static mode programs. Since EPFs take care of all addressing, 
the programmer need not remember where a program, or a structure within 
a program, is placed. Because the operating systen takes care of 
loading EPFs into memory, it is now possible to have many different 
programs in memory at the same time. The operating system makes sure 
that these programs do not overwrite each other. 

Command writing is easy with EPFs. Because EPFs run on the same stack 
as the command processor, it is easy for the command processor to 
execute EPFs. Only a simple procedure call instruction is needed. 
This means that EPFs appear to the operating system to be no more than 
another subroutine. This, in turn, makes it possible to pass arguments 
to and from a command. 
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A Brief O verview Of Hie Enhanced Command Environment 

The enhanced command environment brings three new major features to 

JbKXIDS* 

• The ability to create personalized libraries of entrypoints. 
Bus aids the developer in both the development and maintenance 
phases of a project, it also makes it possible to put together 
software packages in a manner which was, up until this time, 
impossible. ' 

• The ability to create commands which can directly interface with 
the PRIMDS command environment. These new commands can be 
directly passed from the command line entered by a user and can 
return their status directly to the command environment. In 
addition, command functions can now be written by the 
programmer. 

• The ability to have programs call other programs. It allows 
programmers to write a transaction processor which runs user 
chosen transactions as separate programs which can be debuqqed 
as separate pieces. 

As part of the enhanced command environment, special user attributes 
were developed. These attributes help a System Administrator to manage 
a system's resources. For further information, consult the section on 
New User Attributes . 

Since EPFs run in a set of segments called dynamic segments (which is 
part of a user's DTAR2 segment), more segments have been added to 
DTAR2. A user can now be assigned up to 512 DW«2 segments. 



EPFs - The New Program Format 

When Prime introduced processors containing full virtual addressing 
capabilities (paging and seqnentation ) , the need to generate and use 
the V-mode code which supports this architecture was fulfilled by the 
language translators and SEG. The translators generate object code 
that can be loaded by SEG. This loaded image is known as a run file. 
It is this file which can be invoked by RESUME. In many cases, SEG 
needs special instructions about where and how to organize this file. 
With the advent of EPFs, the need for these instructions vanishes. The 
object code generated by the translators is no longer loaded together 

I 1 *? a . ^ f Ue ' Instead ' BIND puts the object code into a form which 
is loaded by the operating system at run time. 

In the past, Prime had two program formats, the R-Mode image and the 
SEG image. An R-Hode image is created by either LOAD or by SEG. (For 
SEG to create an R-Mode image, special SEG commands are needed. ) The 
S ^L 11 ^ "^ onlv te creafc ed by SEG. The R-Mode image may be invoked 
with RESUME. The SEG image may only be run from SEG. Both of these 
program formats are static mode formats. All of their addressing 
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requirements, with the exception of dynamic linking, are fulfilled 
before they are executed. EPFs bring a new program format. This 
program format is built using BIND. Its image is known as a HJNf ile. 
This file nay be invoked with RESUME. The EDN file is a dynamic mode 
format. Many of its addressing requirements are not fulfilled until it 
is executed. 

This chapter contains all the information that directly relates to the 
construction and types of EPFs, using, building, and executing EPFs, 
and programming with EPFs. 

What Is An EPF? 

The executable program format (EPF) implements a new program object 
representation for V- and I-mode programs. Unlike both SEG files and 
R-Mode SAVE files, which represent a memory image of both procedure and 
data, an EPF is a file that contains both an image of the procedure and 
a description of the data (linkage) for a given program. This 
description can be thought of as a set of templates that the operating 
system uses when it RESUMES the EPF to build the linkage and resolve 
the addressing requirements. Since it is doing address resolution at 
execution time, the operating system places the EPF in a segment of the 
user's address space that it finds free. This capability allows the 
operating system to keep many EPFs in memory at the same time; EPFs 
will not write over each other. 

DAM files were chosen to contain EPFs because their structure (indixes 
which point to the data records of the file) has two important 
features. The first is the spaed with which the data records of the 
file can be found. toe only has to go through an index to find any 
data record. The second has to do with how the operating system reads 
the data from an EPF file. 

EPFs are special with regard to the manner in which the operating 
system reads their data. The operating system takes the information in 
the DAM index and stores it in the paging system data bases. Since 
raging data bases relate to where on disk the virtual memory for a page 
may be found, remembering the DAM index means that a mapping is made 
between the EPF file and the virtual memory it will occupy. More 
simply put, EPFs are directly paged in from their file system 
partition. No special copy is made on the paging partition as is done 
for a static mode file. This paging from the f ile system is known as 
Virtua l Memory File Access or VMFA . One restriction is placed on this 
new form of paging: the address space associated with the EPF must be 
read only. 

Since EPFs may contain read-only data only, they must not contain any 
code or data areas which need to be modified. In other words, EPFs 
must be pure code. Pure code is reentrant and EPFs may contain only 
pure codeT~The system takes advantage of this fact by mapping the same 
file to different users' address spaces whenever different users 
execute the same EPF; that is, EPFs are shared. 
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Since an EPF contains only pure code and templates which describe the 
linage associated with the EPF, the operating system musTdySScally 
S 1 ^^ 061 ?^^.^.^ build the actual linkage for the ^f! 

?n,-5ff- S 18 ^-^^ 123111011 **• m iinkage for an EPFis 
initialized when it is first placed into memory t£ the operatiiq 

Sf Tt i i" 06 J* 16 syst€m tee P s EPFs ^H 8 ^ into memory even after the 
f^kS!^^ ^JZ*^ ** EPP ^ to be executed, only the 
linkage, which needs to be set up for every run f will be initialized? 
Nb action will be taken for the rest of the linkaqe This aires an 
advantage to EPFs that are executed many times^ch as Se" LD^er^ 

«£h « 2?£ £ ** °? er hand ' y0U my lose — iniSaSSon 
which^SEG did for you; make sure you follow the language rules 

^ ai Vf EF ! iS ^ nt ' "° instructions about where the stack for the EPF 
is to be placed are made. This is left up to the operatinq system 
The system uses the same stack for the EPF that it is SSSy ft 
on. Specifically, the system uses its command processor stack fo? 
EPFs. An EPF will look just like any other ataEK to ^ZJ* 
■ims is nanay to know when debugging an EPF. " " " *—>-». 

EPF Types 

There are two types of EPFs: 

• The program EPF is executed via a main entrypoint. 

• g^ijpa: EPF contains entrypoints to which dynamic links may 

Program EPFs 

You may invoke Program EPFs with RESUME. Program EPFs have one main 
entrypoint to which flow of control is passed. TheseTre t2 £t£l 
program images which you build. typical 

^ZL^x a Proq ? am &? whenever you would have used a SEG program. The 
enhanced command environment allows one program to "call* Mother 
S2S I a running program may RESOTE another run image. If the 

JKEP ^^ S? 0ther are E^ 8 ' a ^i* 8 of sequential^alls can 
be made. Many EPFs nay reside in memory at the same tine without 
overwriting each other. However, only one static mode pr^S Say 
appear in this sequence of calls. *■■*«' ««* 

StoSL^S ^f ^S^f 1 USerS ' pc ° gram EPFs mynot be treated 
aSc^^t Statlc "^ ^OV 5 ™* such as the current version of 
EMACS. This is because programs like EMACS contain two types of 

Jh?^ , „£r? r / nd *?"**■■• »» Per-system linkage is shared and 

lintaglT ^ " n0t> Pr ° 9ram EPPS SUpP ° rt onlyper-user 

EPF programs may also be executed as commands or command functions. A 
command interface for EPFs has been defined allowing i*Fs to pass 
information back to the command environment. 
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Si mple EPF Calling Sequence ; You may be building EPFs to run your own 
programs that do not ne ' e d any information at initial execute time. 
These programs should use the following calling sequence: 

del your_epf entry () ; 
call your_epf ; 

Many programs that have already been written would use this railing 
sequence: An example is a TIC-TAC-TOE program. This program has no 
need of any user supplied information before it starts. It simply puts 
up the playing board on the screen and then asks the player for a move. 

EPF Command Ca lling Sequence ; You may be writing programs that need 
information from the comman d line, That is, whenever anyone invokes 
these programs, they will enter added information on the command line. 
The EPF product will automatically pass this command line information 
to the invoked program. We call these programs commands . 
Additionally, the EPF product also allows the command to pass its 
status back to the operating system whether or not it has completed 
successfully. The calling sequence for commands follows: 

del your_epf entry (char (1024) var, fixed bin(15); 
call your_epf (command_args, command_status) ; 

oommand_args is the entire command line as entered by the user. 

command-status is the command status returned by the program to 
operating system. Values returned are: 

= - no error 

> - fatal error 

< - soft error or warning 

There are many examples of programs that can be a fJ^-?v^f delete 
the present version of PRIMDS, commands such as LD, COPY, and DELETE 
need information from the command line. In fact, these commands are 
already EPFs and use the EPF calling sequence. 

EPF Command Calling Sequence With CPL Local Variables : Commands may be 
executed from within^a CPL til e. The CPL tile may contain some local 
variables that are needed by the command. To get these variables, the 
following interface has been defined. 
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del your_epf entry (char (10 24) var, fixed bin(15) , 

1, 2 char (32) var, 
2 fixed bin (15) , 
2 ptr); 

call your_epf (command_args, comnand_status f command_state) ; 

command_args is the entire command line as entered by the user. 

oommand_status is the command status returned by the program to the 
operating system. Values returned are: 

=» - no error 

> - hard error 

< - soft error or warning 

commandLstate is information relative to this invocation. Its 
wntents, in the order specified, are: 

eomrnand_name is the command name as entered by the user, 
version is the current version of command state structure; 

currently this value is = 0. 
vd3-ptr is a 2 word pointer to CPL local variables, 

When you write a command that needs to reference CPL local variables, 
use the vcb_ptr as the argument to be passed to the CPL routines LV$GET 
and LV$SET to retrieve and set the value of CPL local variables 
respectively. For example: 



del lv$get entry (ptr options (short) , char (32) var, 

char (1024) var, fixed bin (15), fixed bin (15)); 

call lv$get (vcb_ptr, var_name, var_value, var_size, err_code); 

vcb_ptr is a pointer to CPL local variables. 

var_name is a CPL local variable name. 

var_value is the value of the CPL local variable. 

var_size is the maximum length in chars of the user buffer, 

var_size. 
code is the standard return error code (0 for success) . 

del lv$set entry (ptr options (short ) , char (32) var, 
char (1024) var, fixed bin (15)); 

call lv$set (vcb_ptr, var_name, var_value, err_code) ; 
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, _,__^ is a pointer to CPL local variables. 

va£jame is a CPL local variable name. 

var_value is the value of the CPL local variable. 

code is the return error code. 

EPF Command Calling Sequence With Command Processor Features ; You may 
find it necessary to determine whether or not the operating system 
command processor has performed any preprocessing. Preproces sing is 
automatically done by the command processor whenever certain command 
line arguments such as '-file' and , -no_verify' are given. The 
preprocessor options fall into three categories: 

• Date restrictions 

• Type of objects being used by the command 

• Command processing options 

To find out if any preprocessing has been done, use the following 
calling sequence: 

del your_epf entry (char (1024) var f fixed bin (15), 

1, 2 char(32) var, 
2 fixed bin (15) , 
2 ptr, 
2, 3 fixed bin (31) , 

3 fixed bin (31), 

3 fixed bin (31) , 

3 fixed bin (31) , 

3 bit(l), 

3 bit(l), 

3 bit(l), 

3 bit(l), 

3 bit(l), 

3 bit (11) , 

3 bit(l), 

3 bit(l), 

3 bit (14), 

3 fixed bin (15), 

3 fixed bin (15), 

3 bit(l), 

3 bit(l), 

3 bit(l), 

3 bit (13); 

call your_epf (command_args, commancLstatus, command_state) ; 
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These arguments are defined as follows: 



command_args The entire command line as entered by user 

command_status The command status returned by the program to 
the operating system: 



= : no error 

> : fatal error 

< : soft error or warning 



command_state 



Information relative to this invocation, 
contains, in the order specified: 



It 



command name — command entered by user 

version - current version of the structure of 
the command state (1 at Rev. 19.4) 

vcb_ptr — pointer to CPL local variables 

preprocessing_inf o — information relating to 
what has been preprocessed: 



mod_after_date — if nonzero, then the 
command processor has found something 
modified after the given date 

mod_bef ore_date — if nonzero, then the 
command processor has found something 
modified before the given date 

bk_after_date — if nonzero, then the 
command processor has found something 
backed up after the given date 

bk_before_date — if nonzero, then the 
command processor has found something 
backed up before the given date 

type_dir — a directory has been found 
which matches a wildcard 

type_segdir — a segment directory has 
been found that matches a wildcard 

tYPe_file — a file has been found that 
matches a wildcard 
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type_acat — an access category has been 
found that matches a wildcard 

type_rbf — a EDAM based file has been 
found that matches a wildcard 

mbzl — 11 bits that are undefined 

verify_sw — the -VERIFY option has been 
given 

botup_sw — perform full treewalk before 
executing program 

mbz2 — 14 bits that are undefined 

walk_f rem — the tree level at which the 
present treewalk started 

walk_to — the present treewalk level 

in_iteration — command processor is 
currently in an iteration sequence 

in_wildcard — command processor is 
currently in a wildcard sequence 

in_treewalk — command processor is 
currently in a treewalk sequence 

mbz3 — 13 bits that are undefined 



To determine if any of the options has been used, you need only check 
the appropriate field in the * commandLstate' parameter. This 
information is set up at the execution time of the EPF. 

EFF Command Function Calling Sequence ; You may want to create programs 
that pass back information to their callers. The information is 
normally passed directly back to the caller via an assignment 
statement. An example of this type of program is the string function, 
LENGTH. LENGTH takes as its argument a target string. It passes back 
a count of the number of characters in the string. For example: 

number_of_characters_in_string = length (target_string); 

EPFs allow this kind of activity at command level. In other words, you 
can write a program that directly passes seme result back to the 
operating system. This is in addition to the command's status. To do 
this use the interface below. 
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del your_epf entry (char (1024) var, fixed bin (15) , 

1, 2 char (32) var, 
2 fixed bin (15) , 
2 ptr, 
2, 3 fixed bin (31), 

3 fixed bin (31), 

3 fixed bin (31) , 

3 fixed bin (31) , 

3 bit(l), 

3 bit(l), 

3 bit(l), 

3 bit(l), 

3 bit(l), 

3 bit (11) , 

3 bit(l), 

3 bit(l) , 

3 bit (14), 

3 fixed bin (15), 

3 fixed bin (15) , 

3 bit(l) , 

3 bit(l), 

3bit(l), 

3 bit (13); 
1, 2 bit(l), 
2 bit(l), 
2 bit (14) , 
1, 2 bit(l), 
2 bit (15), 
Ptr); 

call your_epf (commancLargs, oommancLstatus, commancLstate, 
COTimand_fcn_flags, rtn_fcn_ptr); 



These arguments are defined as follows: 



commancLargs The entire command line as entered by user 

oommancLstatus The command status returned by the program to 
the operating system: 



= : no error 

> : fatal error 

< : soft error or warning 



commancLstate Information relative to this invocation. It 
contains, in the order specified: 



command name — command entered by user 
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version - current version of the structure of 
the command state (1 at Rev. 19.4) 

vcb_ptr — pointer to CPL local variables 

preprocessing_info — information relating to 
what has been preprocessed: 



mod_after_date — if nonzero, then the 
command processor has found something 
modified after the given date 

mod_before_date — if nonzero, then the 
command processor has found something 
modified before the given date 

bK_af ter_date — if nonzero, then the 
command processor has found something 
backed up after the given date 

bk_bef ore_date — if nonzero, then the 
command processor has found something 
backed up before the given date 

type_dir — a directory has been found 
which matches a wildcard 

type_segdir — a segment directory has 
been found that matches a wildcard 

type_file — a file has been found that 
matches a wildcard 

type_acat — an access category has been 
found that matches a wildcard 

type_rbf — a BDAM based file has been 
found that matches a wildcard 

mbzl — 11 bits that are undefined 

verify_sw — the -VERIFY option has been 
given 

botup_sw — perform full treewalk before 
executing program 

mbz2 — 14 bits that are undefined 

walk_f rom — the tree level at which the 
present treewalk started 
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walk_to — the present treewalk level 

in_iteration — command processor is 
currently in an iteration sequence 

in_wildcard — command processor is 
currently in a wildcard sequence 

in_treewalk — command processor is 
currently in a treewalk sequence 

mbz3 — 13 bits that are undefined 



comrtand_f cn_flags — information relative to 
this command function invocation. Its 
contents in the order specified are: 



command_fcn_call — indicates that this 
program has been called as a command 
function 

no_eval w vbL - fcns — when set, this 
indicates that command function and 
global variable references are not to be 
evaluated 

mbz — 14 bits that are undefined 



rtn_jEcn_ptr — pointer to a structure that 
describes the values returned to the caller 
of the EPF function. This structure is 
itself defined as: 



del 1 rtn_fcn_struc, 

2 version fixed bin (15), 
2 value_str char(*) var; 



Where: 



version — is the structure's version 
(see ensuing discussion) 

value_str — is a string of 1 to 32767 
(or any language-imposed limit) 
characters holding the value to be 
returned. 



2-13 First Edition 



Software Release Document 



First obtain the value of rtn_jEcn_ptr by calling ALC$RA (or ALS$RA) . 
After the call to ALC$RA r your program must set the version number of 
rtn_fcn_struc to and copy the value of that structure into value_str. 
Then the interface sets rtn_fcn_ptr in its main entrypoint 1 s calling 
sequence and returns to the calling program. To get the space needed 
for rtn_fcn_struc use the following: 



del alc$ra entry (fixed bin (31) , ptr options (short)); 
call alc$ra(space_needed f rtn_^fcn_ptr) ; 

srace_needed is the total amount of space needed for rtn_fcn_struc in 
words. It is the sum of the space needed for your return value and the 
rtn_fcn_struc version. 

Note that ALC$RA provides you with the value for rtn_fcn_ptr which you 
can then pass back to the command processor. 



Library E PFs 

Libraries are sets of subroutines that have been bound together into 
one file. Each subroutine within the file is known an an entrypoint 
and is available to the PRIMDS dynamic linking mechanism. Therefore, 
programs external to a library may call subroutines within the library 
at run time. An example of a library is the FORTRAN library which 
contains entrypoints for the SINE and GOSINE functions. 

EPF libraries, like static-mode shared libraries, are linked via the 
dynamic linking mechanism. This is the main difference between program 
and library EPFs. 

EPF libraries have all of the same properties as EPF programs with the 
exception of how they are started. Addressing is automatically 
handled; the library is mapped into memory; its program image may be 
shared; its linkage is automatically allocated; and so on. 

EPF libraries may be created as your own personal libraries. These 
libraries have the same properties as the standard shared language 
libraries. The space used for the linkage comes entirely out of your 
address space. Linkage is generally initialized the first time a link 
is made to an entrypoint within the library. More about linkage 
initialization is discussed later. 

EPF libraries are not SHARED into memory as are static mode libraries. 
The normal EPF mechanism is used by the dynamic linking mechanism to 
bring EPF libraries into memory. This means that an EPF library is not 
put into your address space until the first time the dynamic linking 
mechanism needs to look in the library for an entrypoint. 
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Since EPF libraries are created by you as RUN files, you can restrict 
access to them by using the file system access control mechanism. That 
is, you can give certain users valid access rights to your file while 
denying access rights to others. To take this idea to the extreme, you 
can create a library that is truly private by only giving yourself 
access rights to the EPF library. 

There are two different types of EPF libraries, Program Class and 
Process Class . The types are differentiated by when their linkage is 
initialized. The next three sections discuss the two library classes 
and the rules involved in linking to libraries. 



Program Class Libraries ; Program class libraries are directly 
comparable to the old static mode language libraries. The linkage for 
these libraries is initialized the first time a link is made to an 
entrypoint within the library from a new program invocation. 

ETDP nrnnram place 1 lkrsriae sra 1-ia4-+-a«- 4-kan ,-4--,4— i „ ix^Ja 1jk>»<V« ■! — 

that multiple programs can link to a library simultaneously. Remember, 
the enhanced command environment allows a program to "call" another 
program. Both programs may wish to use the same library. If the 
library were a static mode library, the first time the second program 
linked to the library, the library would be initialized. Since there 
is only one linkage area for any static mode library, this 
initialization would corrupt the linkage with respect to the first 
program's use of the library. If the library were an EPF program class 
library, it would be given a new linkage area for every program that 
linked to it. There would be no corruption of linkage as in the 
previous example. 



Process Class Libraries ; EPFs allow you to build libraries which are 
only initialized once during a login session. These libraries are 
known as process class libraries. The linkage area for a process class 
library is allocated only the first time the dynamic linking mechanism 
looks for an entrypoint within that library. 

Process class libraries are useful for sets of entrypoints that only 
need static data initialized once or that don't need static data at 
all. The latter case would be a set of entrypoints whose actions are 
determined solely by their input arguments, constant data, and any 
local variables (variables that are kept on the stack) . 

Linking Rules ; Since the linkage for the various libraries is 
initialized at different times, certain kinds of links may not be made. 
For example, a process class library cannot link to a program class 
library. This is best shown by a scenario; 



2-15 First Edition 



Software Release Document 

Program PI links to process class library LL 

II has its linkage initialized 

LI links to program class library L2 

L2 has its linkage initialized 

L2 returns to LI which returns to PI 

PI calls program P2 

P2 links to process class library LI 

LI links to program class library L2 

L2 has its linkage initialized again 



This second initialization of L2 may yield different results for LI 
than did the first link to L2. LI would not know this and would 
generate results based upon the value returned from L2. LL would then 
pass this invalid result back to P2. P2 would then generate bad 
results. The user might never realize anything bad ever happened; not 
a nice thing to do to a user. Even worse, the programmer would have an 
even harder time of tracking down this kind of an error. 

The following table shows which links are valid: 



PROGRAM PROGRAM CLASS PROCESS CLASS STATIC MDDE 
FROM/TO LIBRARY LIBRARY LIBRARY 



PROGRAM | 


NA | 


VALID 


I VALID 


| VALID | 


PROG. LIB. | 


NA | 


VALID 


| VALID 


| VALID 1 


PROC. LIB. | 


NA 1 


INVALID 


I VALID 


I INVALID | 


STAT. LIB. | 


NA | 


VALID 


I VALID 


I VALID | 



In addition, there is one other rule: 



Whenever a static mode library is in use, linking to it is only 
valid within the same program or library invocation. 

Specifically, if program PI or program class library LL or static mode 
library L2 links to static mode library 13, no other program may link 
to 13 until all program and libraries are fully exited . Fully exited 
means that the original command level is returned to. Entering a 
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terminal quit or taking an exception that increases the current command 
level does not fully exit a program or library. Entering a terminal 
quit or taking an exception and then releasing to or past the program 
and/or libraries in question dbes fully exit the program and/or 
libraries. 



When To Use EPFs 

Both program and library EPFs may be used at all times. Their 
introduction removes the need to build any new static mode programs or 
libraries. The only exception to this statement is the building of 
libraries that need to have per-system linkage. Currently, only 
specially hand-built static mode libraries handle this situation. 



How To Build An EPF 

EPFs are built in the exact same manner as static mode programs except 
that you do not have to worry about addressing. You perform all the 
normal design, editing, and compiling steps. Nothing is different 
until it is time to load the compiled modules. Instead of using SEG to 
load your program, you use BIND. If the program requires LOAD, BIND 
can not handle it; that is, it is probably in R-mode or in S-mode. 

What BIND Does 

BIND is the new linker for EPFs. It takes the place of SEG; SEG 
cannot produce EPFs. It is much easier to use than SEG. This is 
because: 

• BIND has only one command that specifies an address. This is 
the SYMBOL command. 

• BIND provides you the ability to tell the system' s command 
processor which of its extended features such as wildcarding or 
treewalking it should perform. 

• BIND can be run either as a subsystem taking its commands one at 
a time or directly from the command line . 

• BIND allows you to build your own personal EPF libraries. 

• BIND has a built-in HELP facility. 
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Using BIND 



BIND may either be run from the command line or as a subsystem 
comparable to SBG. To run BIND from the command line enter: 



BIND [epf_filename] arguments 

epf__filename is the name of the file into which BIND places the loaded 
EPF; if not specified, the EPF takes the name of the first binary 
loaded 

arguments are as follows: 



-LORD, -10 list_of_pathnames 
-LIBRARY, -LI [list_of_pathnames] 
-RELOAD, -BL list_of_pathnames 
-ENTRYNAME, -EN list_of_names 
-LIBMDDE, -LM -PROGRAM | -PROCESS 
-SYMBOL, -SY symbol_name definition 

definition is the <symbol_name> or absolute virtual address 
<segno>/<wor6ho> 

symbol_name must not be an already defined symbol, or an error results. 

For example, to build an EPF named MY_EPF from binaries named MY_JR0G1 
and MY_PR0G2 that need standard libraries functions enter: 



BIND MYJEPF -ID MY_PR0G1 My_PR0G2 -LI 



This will generate an EPF named MY_EPF.HJN. 

To build a program class library named MYJEPFLIB from a binary named 
MSLENTRY that contain the entrypoints ENT1, ENT2, and ENT3 enter: 



BIND MY_EPFLIB -ID MXLENTRY -LIBMDDE -PROGRAM -ENTRYNAME ENT1 ENT2 ENT3 

This will generate a program class EPF library named MY_.EPFLIB.HJN. 
To run BIND as a subsytem enter: 

BIND [epf_filename] 
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All arguments are new entered when the BIND prompt is given in exactly 
the same manner as commands would be given to SEG. The arguments are 
as above except that the "-■ is not needed. That is, at the BIND 
prompt, enter LOAD rather than -LOAD. Running BIND in this manner will 
generate epf_filename .RUN. 



How Do I Run An EPF? 

Running a program EPP is no different than running any static mode 
program; just issue the RESUM3 command for the EPF in question. For 
example, if you want to run MY_EPF enter: 

RESCUE MY_EPF 

The operating system will automatically detect that MY.EPF is an EPF 
rather than an R-Mode image and execute the file as an EPF. The system 
is able to do this because all EPFs must use the RON suffix. 

Library EPFs are executed in a very different manner. They are 
dynamically linked to at run time. This happens when a reference is 
made to an entrypoint within the library. The dynamic linking 
mechanism automatically detects that the entrypoint is within an EPF 
library and executes the library as an EPF. 



Programming With EPFs 

As has been previously mentioned, programming with EPFs is much easier 
than programming with static mode images because you do not have to 
worry about addressing. The entire edit, compile, load, execute 
sequence is faster because the EPF loader, BIND, is much easier to use 
than either LOAD or SEG. EPFs allow you to write commands much more 
readily than in the past. Even command functions can now be written. 

EPFs give you a choice of writing large applications in two distinct 
ways; the application may be one large program image or the 
application may be broken into many different EPF libraries. 

The former choice is very much comparable to how applications are built 
by you today. This can be a very good way to build an application. 
Using EPFs will make this job go faster because EPFs are faster to 
develop than are static mode programs. 

The latter choice lends itself to programming in a structured 
environment. You can use EPF libraries to hold all the pieces of your 
application that you have already debugged. These pieces never have to 
be reloaded. The current part can be worked on separately as either a 
program EPF or as another library EPF. You can also structure you 
application into a set of clearly ordered libraries that can be worked 
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on separately. Simply put, EPF libraries give you much more 
flexibility in how you build an application than was ever available 



before. 



The Enhanced Command Environment 

One of the main objectives of the EPF product is compatibility. Every 
program that used to run under PRIMDS must still run under PRIMDS. The 
command environment should look the same as it always did. To the 
everyday user, only small changes in the command environment will be 
evident. Only the more advanced user, and the programmer who makes 
heavy use of the new features provided with EPFs, will be able to 
detect all of the new features. 

The small changes that the everyday user will see come in two areas; 
limits on their resource utilization and a slightly higher visibility 
for command levels. When a users log in, they are placed at command 
level 1. Whenever an exception is seen or a terminal quit is entered, 
a new command level is created. The limits on resources are discussed 
in this chapter. The visibility of command levels is discussed in the 
section on the Mini-Command Level . 

Entrypoint Search List : With the introduction of EPF libraries, 
especially the ability to define private, per-user libraries, PRIM3S 
needs a way to find out where the various kinds of libraries may be 
found. The Entrypoint Search List fulfills this need. 

What's A Search List? : A search list is a set of rules that tell the 
user of the search list where to look for an item. In the context of 
EPFs, the Entrypoint Search List will tell PRIMDS where in the file 
system hierarchy to look for a library. 

Search List Format : On our system, a search list is an editable ASCII 
file that contains the rules, one per line, telling the system where to 
look for the object in question. In other words, to create a search 
list, all one needs to do is create a file, with any editor, that 
contains a list of rules, one per line. Comments may also be placed 
within a search list. Comments must begin with the characters "/*". 

A distinction must be made between a search list template file and the 
current, in-memory version of the search list. A template exists as an 
editable ASCII file of pathnames. The in-memory version of the search 
list is updated from the search list template file via a command. 
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Entrypoint Search List Rules ; The Entrypoint Search List may contain 
three kinds of rules. 

• EPF Library Pathname - a pathname to an existing EPF library 
tells the system to look in that library for the entrypoint. 

• Static Mode Library - the string -static_mode_libraries tells 
the system to scan the set of shared static mode libraries for 
the entrypoint. 

• Use System Default Entrypoint Search List - the string -SYSTEM 
tells the system to embed the entire system default entrypoint 
search list at this point in the search list. This search rule 
is useful onlyf if the -ro_SYSTEM option of the Set-SearchJUile 
command is used. This command is explained in detail below. 

Duplicate rules are not allowed and will be flagged as duplicates. 

Most search list rules will be complete EPF pathnames, although full 
pathnames for library EFFs are not necessary. 

The EPF runf ile suffix of .HJN may or may not be indicated. 

The search list facility will not detect whether or not the EPF library 
exists. 

When the dynamic linking mechanism finds that either a library EPF does 
not exist or that the user in question does not have the necessary 
access rights to the library EPF, the search rule which identifies the 
library will be ignored. No error will be reported. The next search 
rule in the entrypoint search list will be processed. 



System Default Entrypoint List : In order to maintain the basic 
compatibility of the EPF product, it must be possible for the average 
user to reach the EPF libraries that are provided with the basic system 
without having to create their own entrypoint search list. This is 
accomplished via the System Default Entrypoint List. This list is 
named ENTRY$.SR and is kept in the directory SYSTEM. It is provided 
with the master disk software. This file should be ACLd so that it may 
be altered only by the System Administrator. 



Search List Commands : There are two commands that manipulate 
entrypoint search lists: 



Set_Search_jSules 



<search_list_pathname> 

-DeFaULT ENTRY? 
-Help 



[-ListJJAMe ENTRY$, 

-No_System] 



ListjSearchJiules r ENTRY$ 



f ENTRY$ "I 
L -Help J 
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The Set_Search_ J Rules command is used to update the in-memory copy of a 
user's search list from the file template <search_list_pathname>. The 
entryname portion of <search_list_pathname> must end in the suffix 
ENTRY?. SR but may include any other file name components. An exception 
to this rule is, if the -LIST.JJAM3 ENTRY$ option is used, the entryname 
portion of <search_list_pathname> does not need to end in the suffix 
ENTRY$.SR. The .SR suffix does not need to be included on the command 
line with this command. 

If a user does not explicitly set up an ENTRY$ search list, the 
entrypoint search rules will be set up from the system default file. 
If a user desires to restore the entrypoint search rules to the system 
default rules, the -DEFAULT ENTRY$ option to the Set_j3earch_J&iles 
command should be used. 

The default condition is to force the inclusion of the search rules as 
defined in the system default search list at the head of the user's 
search list. This will have the effect of forcing the search of the 
system libraries, as defined in the system default search list 
SYSTEM>ENTRY$.SR, to be searched before any user private library EPFs. 
This condition will take effect for those users who either do not 
change their dynamic linking search list or who issue the 
Set_Search_Rules command without the -PQJSYSTEM option. 

The -ND_SYSTEM option is meant to allow the user to install the search 
list without having the search rules, as defined in the system default 
search list, inserted at the head of the search list. If a user issues 
the SSR command without this option, the system default search rules 
for that search list will be inserted at the head of the list 
independent of whether they have included the -SYSTEM search rule as 
the first search rule in their search list template. If a user issues 
the SSR command with this option, the user may indicate that the 
private libraries are to be searched before any of the system 
libraries. If this option is present on the command line, the system 
default search rules may be inserted anywhere in their search list by 
including the -SYSTEM search rule in their template file. If the 
-NDJSYSTEM option to the SSR command is used and the -SYSTEM search 
rule is missing, the user will not be able to access any of the system 
default libraries, unless of course the user specifies the individual 
library pathnames in the private search list. 

Initialization of Dynamic Linking Name Space ; Both the user and the 
system components of I user's dynamic linking name space are 
initialized each time a process' command envirorment is initialized: 
for example, at the issuance of ICE or at process login time or 
whenever the dynamic linking name space is reset. Therefore, after a 
process' environment is initialized, its per-process library search 
list consists entirely of system-wide library entries. 
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Sample Entrypoint Search Lists ; The following sample entrypoint search 
list is actually an example of a system default entrypoint search list, 
ENTRY$.SR: 



/* Unless the -N0_J3YSTEM option to the Set_jSearch_j?ules 
/* command is used, the system default entrypoint search 
/* rules will be inserted here by default. 

/* Search my own library EPFs. 
myuf d>myepf libs>mylibl . run 
myuf d>myepf libs>mylib2 . run 
myuf d>myepf libs>mylib3 . run 



The following is an example of a tailored entrypoint search list: 



/* First search my own EPF libraries. 

myuf d>myepf libs>mylibl . run 

myuf d>myepf iibs>myiib2 . run 

myuf d>myepf libs >mylib3 . run 
/* Next search all the libraries contained within the 
/* system default entrypoint search rules. 

-system 



Because the user desires to have his own library EPFs searched before 
any of the system libraries, this search list would need to be set up 
using the -N3_SYSTEM option to the Set_Search_Rules command. 



Interaction With Static Mode Libraries : In order for the system to 
find any static mode shared library, the -static_jnode_libraries rule 
must be included in either the file SYSTEM>ENTRY$.SR or in your 
individually defined entrypoint search list. 



Programs Calling Programs 

One of the best new features of the EPF product allows a currently 
executing program to actually call another program that is not a 
library entrypoint without returning to command level. This is done 
without affecting the calling program's environment. When the called 
program finishes, execution will continue within the intial program. 

When Might A Program Call Another Program ; There are basically two 
different reasons for a program to use this feature : 

• To execute an external command as an order from a user. For 
example, a purchasing system might be created wherein a user is 
given the commands needed to order various products. When the 
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user runs the system, a program is executed that reads the 
user's commands. Each command is kept as an external program in 
some directory known to the purchasing system program. Whenever 
the user alters a command, the command reading program calls the 
appropriate external program to service the user. Since each 
command is a separate piece, each piece can be altered without 
affecting any other piece. Also, new commands can be easily 
added. 

To start another subsystem from within the current subsystem. 
For example, an engineering development environment subsystem 
may need to interact with the purchasing system noted above when 
engineers need to buy parts for their projects. The development 
environment calls the purchasing system which then asks the 
engineers for their orders. When all orders have been made, the 
engineer returns to the development environment. 



Limitations On Programs Calling Programs : Since programs may be either 
RESUNEd or executed as libraries, limitations must be defined for both 
environments. 



Limitations On RESUMEd Programs ; Basically, if the programs to be 
called are EPFs, the only limitation on programs calling programs is 
defined by the System Administrator on a per-user, par-project, or 
per-system basis. You can find out what your limit is with the command 
LISTJjIMITS. These limits are discussed in more detail in the section 
on New User Attributes . A program can call another program repeatedly 
and can call as many different programs as it wishes. A program can 
call another program which can call another program and so on. This 
all stops as soon as any static mode program is called. 

Only one static mode program may be active at any time. Please note 
that static mode shared libraries are somewhat of an exception to this 
rule. Static mode programs cannot call static mode programs as the 
second program would likely overlay the first. 

Static mode programs may call EPFs. These EPFs can then call other 
EPFs. An EPF program may call a static mode program. This static mode 
program can then call EPF programs. 



Limitations On Libraries : Generally the limitations on libraries are 
the same as those on RESOTEd programs with the addition of the linking 
rules noted in the section Library EPFs . There is one major exception. 

It may be the case that a program called from another program or from a 
library needs to use a library that is already in use. If this library 
is not an EPF program class library, then the called program may not 
use the library since it is already in use. This may be a difficult 
problem to foresee as the programmer of the caller may not know about 
the libraries needed by the callee and vice versa. 
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Hew A Program Calls Another Program 

There are three ways for one program to call another : 

• via a simple and friendly interface, CP$ 

• via a second less friendly interface, EPF$RDN 

• via a more complex mechanism which uses the EPF$ routines 

For most applications, the CP$ or the EPF$BDN interface will be enough. 
The first two examples noted above will most likely use the CP$ 
interface. CP$ can perform all wildcarding, treewalking, and iteration 
but will not perform abbreviation expansion. If the external program 
is an EPF and does not need any of these command processor features, 
EPF$RUN is suitable. Only a few applications need to use the EPF$ 
routines, Please note that the EPF$ routines can only be used to 
execute EPFs. 



Q>$ Interface ; The CP$ interface is designed for most applications 
that need to call external programs. It is designed with ease of use 
in mind. It permits arguments to be passed to and from the called 
program. All a programmer has to do is call CP$ with an argument that 
represents a command line. This pseudo command line will be a 
character string representation of the external program to be called. 

Tfl^p "Fq1 l/%?inrr i e 4-Vko -Fnl 1 r*s±l 1 -ii-i*t »ytiv^w/vs •£*%«- r*n& 9 

del cp$ entry (char(1024) var, fixed bin(15), fixed bin(15), 
1, 2 bit(l), 2 bit(14), ptr, ptr); 

call cp$ (commandU-ine, status, oommand_status, command_flags, 
locaL_variable_ptr, rtn_function_ptr) ; 

These arguments have the same meanings as those mentioned previously on 
the EPF calling sequence. Therefore you need only pass the arguments 
that your program requires. Remember, you must pass command_line, 
status, and command_status. 

For example, a user may have a purchasing program that allows several 
different commands, each of which calls an external program that can be 
called by CP$. The purchasing program prompts the user to insert a 
command-line; the user inputs GREER WRENCH (or the longer form below). 
ORDER is the name of the external program that does the ordering. Part 
of the purchasing program would therefore resemble the following: 

/* At this point the User is prompted to input a command. */ 
/* The User now wants to OREER WRENCH. But, unless ORDER */ 
/* is in CMDNCO, the RESUME command must be added to execute */ 
/* ORDER, which is probably one of several programs within a */ 
/* subdirectory of programs: RESUME PRCGSX)RDER WRENCH. */ 
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/* The subroutine CL$GET is called to gather the terminal input. */ 

call cl$get(commancl_line, oommancl_line_length, status); 

/* Now CP$ uses that oommanoLline to fetch */ 
/* the progran that will honor this request. */ 

call cp$ ('RESUME PRCGRS>OPJDER WRENCH' , status, command_status) ; 

Again, remember that CP$ can perform all wildcarding, treewalking, and 
iteration but will not perform abbreviation expansion. 

Using EPF&UN ; The EPF$HJN interface is designed for those 
applications that need to call external EPF programs. It has also been 
designed with ease of use in mind. It permits arguments to be passed 
to and from the called EPF. Basically, all a programmer has to do is 
open the EPF file and then call EPF$HJN with the arguments needed by 
the EPF. The following is the full calling sequence for EPF&UN: 



del epf$run entry (fixed bin (15), fixed bin (15), 






fixed bin(15), char(1024) var, fixed bin(15), 






1, 2 char (32) var, 






2 fixed bin (15), 






2 ptr, 






2, 3 fixed bin(31) , 






3 fixed bin (31) , 






3 fixed bin (31) , 






3 fixed bin (31) , 






3 bit(l), 






3 bit(l), 






3 bit(l), 






3 bit(l), 






3 bit(l), 






3 bit (11) , 






3 bit(l), 






3 bit(l), 






3 bit (14), 






3 fixed bin(15) , 






3 fixed bin (15), 






3 bit(l), 






3 bit(l), 






3 bit(l). 






3 bit (13), 






1, 2 bit(l), 






2 bit (15), 






ptr)? 


epf_id = 


epf$run 


(key, unit, status, commancLargs, 
oommancLstatus, command_state, 

nnwiBnd ■Plane r+« fiwif+inn T+r^ • 
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key. is used to tell EPF$HUN how far to go with the execution of the 
EPF. It has three values: 

k$invk run, and eneache, upon completion, the EPF; this 

is the key you will normally use 

k$invk_del run and delete upon completion but do not eneache 

the EPF; you may use this key upon occasion 

k$restore_only only map, allocate linkage for, and initialize the 
EPF but do not invoke it; you will probably never 
need this key 

"nit is the file on which the EPF is open for VMFA read. 

The rest of the arguments have the same meanings as those noted in the 
previous sections on the EPF calling sequence. Therefore, you need 
only to pass the arguments that your proqran recruires. Remember vou 
must pass comnand_line, status, and command_status. 

If the EPF you wanted to run was named Mr_J3?F and MY_EPF needed no 
arguments, you would use the following code sequence: 

/* First open the EPF. */ 

call srsfx${k$vmr, 'MJCEPF 1 , src_unit, type, n_suffixes, 
suffix_Jlst, basename, suffix_used, status); 

/* Now run the EPF. */ 

epf_j.d » epf $run (k$invk, unit, status, command_args, 
command_status, oommand_state) ; 



Mini-Command Level 

As has already been mentioned, the EPF product provides the user with a 
much better command environment in which to build and run programs. 
Another improvement has also been made which helps the system control 
the allocation of memory, a very valuable resource. 

Whenever any program is run, the program needs memory in which to 
execute. This memory comes from the system and is shared among all 
users. As the EPF product allows more than one EPF to be suspended at 
°ne time, it is possible for a user to use up a lot of memory without 
even noticing. Remember, a program is suspended every time you enter a 
quit or whenever a program exception, such as an access violation, is 
taken. In addition, EPF libraries use up valuable space in a way that 
was previously impossible. Therefore, to remind users that they are 
using a lot of memory, only a fixed number of suspended programs are 
allowed. (This number is set by the System Administrator and may vary 
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from user to user. Please see the section on New User Attributes for 
further information.) When this number is exceeded, the user enters 
the Mini-Command level. 

The Mini-Command level is just like a normal command level except that 
a fixed subset of PRIMOS commands are allowed. These commands allow 
users to free up the memory in use by the suspended programs. They 
prevent any more memory from being used. In addition, private command 
level abbreviations are disabled at the mini-command level. 

When you exceed your allocated number of command levels the following 
message is printed: 

You have exceeded your maximum number of command levels. 

You are now at mini-command level. Only the commands shown below are 
available. Of these, ELS -ALL should return you to command level 1. 
If it does not, type ICE. If this problem recurs, contact your System 
Administrator. 

Valid mini-commands are: 



Abbrev 


Full name 


Abbrev 


Full name 


C 


CLOSE 


COMO 


COMXT 


DMSTK 


DUMP_ST»CK 






ICE 


INITIALIZE_C0MM?aro_JNVmONMENT 


LE 


LISTLEPF 


LL 


LISTLLIMITS 


LMC 


LIST_MINI_COMMfiNDS 


LS 


LISTLSBGMENT 


LOGIN 


LOGIN 


LO 


LOGOUT 


P 


PM 


PR 


PRERR 


RDY 


RDY 


REN 


REENTER 


RLS 


RELEASELLEVEL 


REMEPF 


REMDVELEPF 


S 


STSRT 



If you try to enter another quit, the following message is printed: 
Terminal QUIT invalid now. (listen_) 

The subset of JRIMOS commands that are permitted may be obtained by 
entering List_Jlinl_Commands (LMC) as follows: 
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OK, LIST_MINI_03MMfiNDS 

Abbrev Full name Abbrev Pull name 



c 


CLOSE 


COM) 


COMOUT 


EMSTK 


DUMP_STACK 






ICE 


INITIALIZE CDMMAND_JNV1RC«MENT 


LE 


LIST.EPF 


LL 


LISTJilMITS 


LMC 


LISTJON3LCOMMANDS 


LS 


LIST_SEGMENT 


LOGIN 


LOGIN 


LO 


LOGCDT 


P 


PM 


m 


JRERR 


RDY 


RDY 


REN 


REENTER 


RLS 


RELEASE_J£VEL 


REMEPF 


REMOVE_EPF 


S 


START 



OK, 



At this point, the commands that you will use most often are 
RELEASELLEVEL and CLOSE. You should Drobablv use both as fniinwct 



C -ALL;RLS -ALL 

This frees all of the memory that you have used for program EPFs and 
closes all open file units. Library EPFs remain mapped to your user 
process. 

If you want to return to your initial attach point and run your LOGIN 
program when you reach the Mini-Command level, just enter the 
INITIALIZE_CDMMANDJNvIRONMENT (ICE) command. 

If your program became suspended because of an exception, such as 
access violation, you may wish to try diagnosing the problem before 
releasing the program. Ccmmands such as HI, EMSTK, and COMO are useful 
for this kind of debugging. 

If your program became suspended because you ran out of memory, you may 
wish to try returning some memory that is not currently in use to the 
system and then REENTER your program. LIST^EPF (LE) and LISTJSEGMENT 
(LS) allow you to see what EPF is in which segment and which segments 
are currently in use. With this information available, you can then 
use the REMOVE_EPF (REMEPF) command to delete an EPF which will free up 
its associated memory. You can then try a REENTER (REN) command. 



New Commands 

Many new commands have been added to the system for use with EPFs. 
Seme of these commands relate to entrypoint search lists, some relate 
to the enhanced command environment, and some relate directly to EPFs. 
In addition, the COPY command has been modified to allow copying an 
in-use EPF. 
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Entrypoint Search List Commands 
Set_jSearch_iailes ; 



SET_SEARCH_JULES 



search_list_pathname 

-DeFauLT ENTRY$ 
_ -Help 



[-ListJJMfe ENTRY$, 
-No_System] 



Abbreviation: SSR 

This command updates the in-memory copy of a user's search list from 
the file template <search_list_pathname>. 

search_li st_pathname Name of an entrypoint search list. The 

search list file template name must end 

in the suffix ENTRY$.SR but may include 
any other file name components. The .SR 
suffix does not need to be included on 
the command line with this command. 



For example: 

SETJSEfiROOULES MS_UFD>ENTRY$.SR 

List_Search_jftil.es : 

List_Search_Rules f ENTRY$ "1 
L "Help J 

Abbreviation: LSR 

This command lists the in-memory copy of a user's search list. For 
example: 

LISTJSEARGEUULES 

Search list template file: <DCH1>SYSTEM>ENTRY$.SR 

L3BRARIES*>SYSTEMJLIBRARY. HJN 
LIBRARIES*>FORTRAN_ID_LIBRARY. HJN 
-STATICJDDELLIBRARIES 
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Command Environment Commands: 



LiLSTJJMITS 
LL 



You use this command to display information on various attributes 
affecting your command environment. The LISTJJMHS command displays 
the following attributes: 

• The number of command levels you can use 

• The number of programs you can invoke at any command level 

• The number of private dynamic segments you can use 

• The number of private static segments you can use 

LIST_jilMns is useful when you think you may have exceeded one of these 
.Limits. For example, if you have used up all the command levels 
allocated to you and have reached mini-command level, you can use this 
command to check your limit. 

The System Administrator sets all these attributes either in your user 
profile or on a system-wide basis. 

The following example shows how LIST_JJMriS displays this information. 



Maximum number of command levels: 10 
Maximum number of program invokations: 10 
Maximum number of private static segments: 100 
Maximum number of private dynamic segments: 150 

OK r 
INITIALIZE_^CDMM AND ENVjRCjggTOT ; 



Initialize_Command_Environment 
ICE 



This command re-initialize the user's Ring 3 command environment and 
will close all open files including any open COM3UTPUT file, reset the 
Ring 3 command environment to an initial state, and execute a user's 
login file. 
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LIST-SEGMENT : 

L35T_SEGMENT [ segno-1 ... segno-8 ] 

Abbreviation: LS 



-STATIC -DYNAMIC -NAM3 

-ST -DY 

-BRIEF -NCLJflAIT -HELP 

-br -m -H 



The LIST_SEGPENT command displays information about the private 
segments of the current user which are in use. The command displays 
only the DTAR2 private segments. The DTAR2 segments are defined within 
a range from '4000 to '5777. 

Segment numbers are displayed in ascending numerical order. If you 
give the command with no options, then LISTJSEGMENT displays only the 
segment number and the access rights assigned to each segment. Three 
possible combinations of access rights may be assigned: 

Access Code Access Allowed 



Null No access allowed 

rx Read and execute access 

FWx Read f write, and execute access 

The following example shows the output of a LIST_SEGMENT command 
without options. 

OK, LIST-SBGtENT 

3 Private static segments, 
segment access 



4000 IWX 

4001 FWX 

4002 RK 



4 Private dynamic segments, 
segment access 

4340 RX 

4341 RX 
4375 UK 
4377 KK 
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You use ssqno-1 ... segno-8 to specify up to eight octal segment 
numbers on which you want inf onration. You cannot include wildcard in 
the segment numbers or use iteration with them. If you do not give any 
segment numbers, LIST_SEGMENT displays information for each segment 
that is currently in use in the static and dynamic segment ranges. 



The following examples 
segment numbers. 



show two uses of LISTjSEGMENT with specified 



OK, LIST_SEGMENT 4000 4001 4005 4377 

2 Private static segments, 
segment access 



4000 
4001 



RWX 
RWX 



1 Dynamic Segments, 
segment access 

4377 RWX 

Private static segment 4005 is not currently in use. 

OK, LIST_SEGMENT 4374 4376 4372 

3 specified private dynamic segments are not currently in use. 



Option 



Meaning 



f -STATIC ] 

L-sr J 

(" -DYNAMIC 1 
L-EY J 

[-NAMS ] 



Displays information only about static 
private segments. 

Displays information only about dynamic 
private segments. 

Displays the name of any EPF file which 
is associated with the segment. (An EPF 
may be associated with a segment if the 
procedure or the linkage areas for that 
EPF are assigned to that segment.) This 
option is valid only for your own 
private, dynamic segments. 

If more than one EPF is associated with a 
given segment, as may happen if the 
linkage areas of several EPFs are 
allocated within the same segment, the 
EPF pathnames are displayed 
alphabetically by filename, one per line. 
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If a given EPF uses more than one 
segment, the EPF pathname will appear 
alongside the segment number/access right 
pair for each segment. 

If a dynamic segment is not associated 
with an EPF, the word "none" appears by 
that segment. 

-BRIEF 1 Displays only total number of segments 

which are currently in use in each 
segment range. 



f -BRIEF] 
L-BR J 



The following example shows the use of the -NAME option. 



OK, LIST_gEGtENT -NME 



3 Private static segments, 
segment access 



4Q00 IWX 

4001 IWX 

4002 EMX 



4 Private dynamic segments, 
segment access epf 

4340 RX <DEN>LIBRfiRIES*>SYSTEMJiIBRRRY.HJN 

4341 RX <IlN>LIBRfiRIES*>FORmMiJiIBRMiy.HJN 
4375 IWX (none) 

4377 RflX <ISN>LIBRflRIES*>FOR T ERAN J LIBRARy.FDN 

<DEN>LIBRfiRIES*>SySTElU J IBEfiRY. FDN 



The next example shows the summary display provided by the -BRIEF 
option. 

OK, LIST-SEGMENT -BRIEF 

3 Private static segments. 

4 Private dynamic segments. 

TO control screen scrolling, use the -NDJHAIT option. To remind 
yourself of the syntax of the command, use the -HELP option. 
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Optical 



Meaning 



r -no_j*ait ~| 
L-iw J 



[:r p ] 



Enahles terminal screen scrolling. This 
option suppresses the —More— prompt 
that is otherwise given at the end of 
each 23 lines of display. 

If you do not specify -NDJWAIT, PRIMOS 
prompts you before scrolling the terminal 
screen. To display the next screen of 
output, respond Y, YES, OK, NEXT, or 
press RETJRN. To exit from the oomnand, 
respond N, NO, Q, or QUIT. 

Displays the syntax of LISTJSEGMENT. 
The -HELP display is also printed if 
PRIMDS encounters an error while parsing 
the command. 



List.JMini_Comma nds ; 

LIST_MIN]LCDMMBNDS [command_patch] 
Abbreviation: LMC 



you can 



LIST_MINI_CDMMSNDS displays the names of PRIMDS commands that 
use after you reach mini-command level, as explained earlier. 

A corniandLmatch is possibly a wildcard-laden character string that is 
used as a pattern match for mini-commands to be listed. If you leave 
out this argument, LIST_jnNI_COMMANDS displays the names of all the 
PRIMDS commands that you can use at mini-command level. 

For example, if you do not specify a command match: 



OK, LISTJflNIJPMMANDS 
Abbrev Full name 



Abbrev Full name 



C 

EMSTK 

ICE 

LL 

S 

LS 

LO 

m 

REN 
REMEPF 



CDMO 



CLOSE 

DUMP_JSTACK 
INITIALIZE_CDMMfiND_JNvIRCNMSNT LE 
LISTJilMITS LMC 



LISTJSEGMENT 

LOGOUT 

PRERR 

REENTER 

REMDVEJ3PF 



LOGIN 

P 

RDY 

RLS 

S 



COMOUT 

LISTJ3PF 
LIST_M3N]LCOMMAND 

LOGIN 

PM 

RDY 

RELEASE_JiEVEL 

START 
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If you specify the command match LIST@@: 



OK, LISTjyONL COMMANDS LIST@i 

Abbriv Full name Abbrev Pull name 



LE LIST_J3>F LL LIST_JJMITS 

LMC LIST_MINI_COMMANDS LS LIST_SEGMENT 

OK, 

EPF Commands : 

LISTLEPF [ pathname-1 ... pathname-8 ] 

f -ACTIVE -IEWLACTIVE -NDT_MAPH:D 1 
L -AC -NA -NM -I 

f -PROGRAM -LIBRARY -SEGMENTS ] 
|_ -PRG -LI -SEGS J 

[ -COMMflND_ER0CESSING 1 



-EEF_JftTA 1 
-ED J 



[ 

f -DETAIL "j 
L -DET J 

T -N3JWAIT -HELP 1 
|_ -1W "H J 



Abbreviation: LE 

You use this command to display information on EPFs. The LIST_EPF 
command can display information about EPFs whether or not the EPF is 
currently mapped to your address space. That is, the command works on 
two domains: 

1. Your address space. You can display information on any or all 
of the EPFs that are mapped into your address space. For 
example, if you quit from a running EPF, it remains mapped into 
your space. 

2. The file system. You can display information on any EPF by 
giving its pathname. If you want to find out about an EPF 
that's not mapped to your address space, use the -IDTJIAPEBD 
option, described below. 
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Unless you use the -NOTJflAPPED option, LIST_EPF looks for an EPF that 
is already mapped into your address space, if you give the pathname of 
an EPF that is not mapped, without specifying the -NDT_MAPPED option, 
LIST_EPF displays no information about that EPF. 

You can use pathname-1 . . . rathname-8 to specify up to eight pathnames 
of EPFs. You need not include the EPF suffixes .RUN or .RPn, (where n 
is one of 10 decimal digits) . These pathnames may be simple filenames 
or full pathnames. 

You may include wildcards within the entryname portion (that is, the 
final component) of the pathname but L3ST_EPF does not support 
treewalking or iteration. 

This example shows how to use LIST^EPF with a pathname: 

OK, LIST_JiPF <MflGNUM>LIBRftRIES*>@@ 
2 Process-CLass Library EPFs. 

(not_active) <MNMJM>hmBmTES*>FGRSBm-XJB'BPiRY.Wn 
(active) ^IAGNUM>L:BmiES*>SYSTE^IBR^Y.HJN 

1 Program-Class Library EPF. 

(not_active ) <MAG!TO>L]BmiES*>FQRTRJ>N_ID^ HJN 

OK, 

If you give the command with no options, LIST_EPF displays the full 
pathname of the EPF file or files, and sorts the files by type . This 
type may be one of: ~ 

• Process-CLass Library EPF 

• Program-Class Library EPF 

• Program EPF 

Within these types, LIST_EPF displays the names in alphabetical order 
based on the filename of the EPF. The names of the EPFs displayed 
include the .HJN or any of the .RPn suffixes, whichever applies. 

LISTJEF also displays the status of each EPF. The status of an EPF 
may be one of these three: active, not active, or not mapped. 

Active: PRIMDS treats an EPF as active if it is mapped to a user's 
address space and: 

1. The EPF is a program or program-class library EPF that has been 
suspended while executing or 
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2. The EPF is a process-class library and has been initialized. 
This is also called an in-use EPF. 

Not active : PRIMDS treats an EPF as not active, or inactive, if it is 
mapped to the user's address space but is neither a suspended EPF nor 
an in-use process-class library EPF. 

Not mappe d: PRIK)S classifies all other EPFs as not mapped. 

If you use LISTLEPF with a filename, rather than a pathname, the 
command displays the full pathnames of all the EPFs with that filename, 
as this example shows: 



OK, LIST_JffF LP 

2 Program EPFs. 

(active) <DEN>CMDNCO>LD.HJN 

(active) <DEN>TIM>LD.KJN 

If you do not specify a pathname, LISTLEPF displays information for all 
EPFs currently mapped to your address space, as shown in the following 
example: 

OK, LIST_EPF 

1 Program-CLass Library EPF. 

(not active) <ISN>LIBR^IES*>FOPJRMl_ID_JiIBIffiRY.HJN 
1 Process-Class Library EPF. 

(active) <DEN>LIBRfiRIES*>SySTEH_LIBRfiRY.FDN 

3 Program EPFs. 

(active) <DEN>CMDNCU>LD.HJN 

(active) <DEN>TIM>LD.HJN 

(not active) <DEN>TIIC>SDBl>SUB2>SUB3>StB4>SUB5>SlB6>M!f_IR0GPAM.FDN 

If the file you specify in pathname does not exist, you see the message 
shown in the following example: 

OK, LISTLEPF SPENSEPOFAERIEJQOEES 

No entries selected. 

OK, 
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To select the kind of EPF to be listed, by type or status, you can use 
the following options: 

Option Meaning 

I" -ACTIVE "I Selects only active EPPs. 



[ 
[- 



-NMLACTIVE Selects only non-active EPFs. 

-NA 



-toT_MAPP2D "I Displays information for the EPF file 

-NM J given by pathname . If no pathname is 

specified, displays information for all 
EPF files in the user's current (working) 
directory. 

r -PROGRAM 1 Selects onlv raroaram EPPs. 

L-PRG j 

I" -LIBRARY "I Selects only library EPFs. 

The following examples show the use of the -ACTIVE and -NDTJOIVE 
octions. 



OK, LISTJEPF -ACTIVE 

1 Process-Class Library EPF. 

(active) <I®J>LIBRARIES*>SySTEM_I.IBRARy.RUN 

2 Program EPFs. 

(active) <DEN>CMDNCO>LD.RUN 

(active) <DEN>TIM>LD.RUN 

OK, LIST_EPF -NOT_ACTIVE 

1 Program-Class Library EPF. 

(not active) <I®J>LffiRARIES*>FOFa!RA!q_]D_iIBRARY.RUN 
1 Program EPF. 

(not active) <DEN>TIM>S0Bl>SUB2>SUB3>SUB4>SaB5>MY_PR0GRAM.RUN 

To find out what segments and linkage areas your EPFs are using, 
specify the -SEGMENTS option. 
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Option Meaning 

f -SEGMENTS 1 For all EFFs that are currently mapped 
L -SEGS J into your address space, displays: 

1. The type of the EPF 

2. The status of the EPF 

3. The full pathname of the EPF 

4. The number of procedure segments 
being used by the EPF 

5. For each procedure segment in use, 
two numbers separated by a colon. 
The number to the left of the colon 
is an even integer greater than or 
equal to zero, preceded by a + sign. 
The number to the right of the colon 
shows the actual segment number used 
for the EPF procedure. The integer 
on the left relates the actual 
segment number to the imaginary 
segment number indicated by the same 
even integer in the BIND map for the 
EPF. 

6. The number of linkage areas being 
used by the EPF 

7. For each linkage area in use, two 
numbers separated by a colon. The 
number to the left of the colon is an 
even integer less than zero, preceded 
by a - sign. The number to the right 
of the colon shows the segment/word 
number pair of the linkage area used 
for the most recent invocation of the 
EPF. The integer on the left relates 
the actual segment number to the 
imaginary segment number indicated by 
the same integer in the BIND map for 
the EPF. 

If procedure segments or linkage 
areas have not yet been allocated to 
the EPF, the phrase "not allocated" 
is displayed. 

The following examples show the use of the -SEGMENTS option, both 
without and with a pathname. 
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OK, LISTJEPF -SEGMENTS 

1 Process-CLass Library EPF. 

(active) <£EN>L:BRARIES*>SYSTE21J,IBRARY.HJN 

7 procedure segments: +0: 4370 +2: 4373 

+4: 4374 +6: 4375 

+10: 4376 +12: 4377 

+14: 4402 
3 linkage areas: -2: 4365/55342 -4: 4366/0 

-6: 4367A76503 

1 Program-Class Library EPF. 

(not active) <DEN>LIBRRRIES*>FORrRMq_3D_JiIBRMlY.HJN 

2 procedure segments: +0: 4320 +2: 4322 
1 linkage area: -2: 4377/25637 

3 Program EPFs. 

(active) <DEN>CMDNC0>LD.HJN 

1 procedure segment: +0: 4370 

1 linkage area: (not allocated) 

(active) <DEN>TIM>LD.HJN 

1 procedure segment: +0: 4045 

5 linkage areas: -2: 4046/176500 -4: 4047/5251 

-4: 4047/40454 -10: 4050/52510 
-12: 4052/0 
(not active) <DEN>TIM>SUBl>SUB2>S0B3>SUB4>SCB5>My_PRCGPAM.ION 

3 procedure segments: +0: 4015 +2: 4020 

+4: 4021 

2 linkage areas: (not allocated) 

OK f LI5T_EPF COPY -SEGMENTS 
No entries selected. 



The following example shows the use of the -SEGMENTS and the 
-NDT_MAPIED options together, for a user attached to the directory 
CMDNC0. 



OK, LIST_EPF COPY -N3TJ1APPED -SEGMENTS 
1 Program EPF. 

(not mapped) <DEN>CMDNC0>COPY.HJN 

2 procedure segments: (not allocated) 
2 linkage areas: (not allocated) 
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To look at the state of command processing features for a program EPF, 
use the -ODMMMTO_PR0CESSING option. 

Option Meaning 

f KDMMAND_PROCESSING "1 

L-cp J 

Displays the full pathname of the EPF 
and, for a program EPF, examines command 
processing features, such as: 

1. The type of file system objects on 
which the EPF may operate. 

2. Whether the command processor should 
process wildcarding, treewalking, or 
command iteration for the EPF 
concerned. 

3. The name generation position for the 
EPF. 

For the first two categories, the 
presence of the terms indicates that the 
feature is enabled. Command processing 
information is not relevant for library 
EPF, and is not displayed. 

For example: 

OK, LIST_BFF KPMMfiND_JKCCESSING 

1 Process-Class Library EPF. 

(active) <DEN>LIBRfiRIES*>SYSTEHJ.IBRfiRY.HJN 

1 Program-CLass Library EPF. 

(not active) <DEN>LIBRRRIES*>POim?ML.ro_LIBRBRY.HJN 

3 Program EPFs. 

(active) <DENXMDNCO>LD.HJN 

command options: wldcrd,trwlk,iter file,dir,segdir,acat, 1 
(active) <DEN>TIM>LD.HIN 

command options: wldcrd,trwlk,iter file,dir,segdir,acat, 1 
(not active) <DEN>TIM>S0B1>S0B2>SUB3>SCB4>SUB5>MS_PR0GERM.HJN 

command options: (none) (none) • 
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^EtiOQ Meaning 

I" -EPF_DATA "I For the specified EPF or EPFs, displays 
L _ED J the following information: 

1. The type, status, and full pathname 
of the EPF 

2. The version of BIND used to create 
the EPF 

3. The date on which the EPF was bound 

4. The program name of the EPF 

5. The user version of the EPF 

6. The contents of the EPF comment field 

7. The number of debugger segments being 
used by the EPF 

If the EPF was bound by a version of BIND 
which cannot supply data on items 2 
through 6, the following message is 
displayed instead: 

EPF data not available. 

For example, some PRIMOS commands were 
created as EPFs prior to Rev. 19.4: the 
BIND used to create them may not supply 
this information. 
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For example: 

OK, LIST_EPF -EPF_DATA 

1 Process-CLass Library EPF. 

(active) <DEN>LIBRRRIES*>SYSTEJU J IBRfiRY.HJN 

bind version: 19.4.1 

date of binding: 01 Jan 84 00:00:01 

program name: systemJLibrary 

user version: 2.7.my_release 

comment: This library is guaranteed to be bug-free, 

debug segments: (none) 

1 Program-Class Library EPF. 

(not active) <DEN>LIBR^IES*>FOFrRfiN_ro_LIBRfiRY.HJN 
bind version: 19.4.1 
date of binding: 12 Oct 83 16:25:56 
program name: fortran_io_library 
user version: 2.7.my_release 
comment: Copyright (c) 1983, Prime Computer, Inc., 

Natick, MA 01760 All Rights Reserved 
debug segments: 5 

3 Program EPFs. 

(active) <DEN>CMDNCO>LD. HJN 

bind version: 19.4.1 

date of binding: 09 Sep 83 11:23:59 

program name: Id 

user version: (none) 

comment: (none) 

debug segments: (none) 

(active) <DEN>TIM>LD. HJN 

bind version: 19.4.1 

date of binding: 05 May 83 05:05:05 

program name: Id 

user version: 20.0.my_release 

comment: This EPF had better fix the bug in the 

installed version of ID. HJN. 
debug segments: (none) 

(not active) <DEN>TIM>SUBl>SDB2>S[JB3>StB4>SUB5>SUB6>MY_JRCGRAM.HJN 

bind version: 19.4.1 

date of binding: 03 Mar 83 00:00:09 

program name: Id 

user version: 20.0.1 

comment: No specific comment to place here now. 

debug segments: (none) 
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Option 

f -DETAIL 1 
L -DET J 



Meaning 

Displays all attributes for each entry 
selected. These attributes include the 
ones displayed by the options 

-O)MMfiND_PR0CESSING, -EPF_DATA " and 
-SEGMENTS. 



For example: 



OK, LISTLEPF -DETAIL 

1 Process-Class Library EPF. 



(active) 



<DEN>LIBRARIES*>SySTEM_ J LIBPARY. RUN 



7 procedure segments: 



3 linkage areas: 

bind version: 19.4.1 

date of binding: 01 Jan 84 00:00:01 



+0: 4370 


+2: 4373 


+4: 4374 


+6: 4375 


+10: 4376 


+12: 4377 


+14: 4402 




-2: 4365/55342 


-4: 4366, 


-6: 4367A76503 





program name: 
user version: 
comment: 
debug segnents: 



system_library 

2.7.my_release 

This library is guaranteed to be bug-free* 

(none) 



1 Program-Class Library EPF. 

(not active) <DEN>L]BPWlIES*>FORERAN_]D_J,IBRfiRY.HJN 
2 procedure segments: +0: 4320 +2: 4322 



1 linkage area: 
bind version: 
date of binding: 
program name: 
user version: 
comment: 

debug segments: 

3 Program EPFs. 



-2: 4377/25637 
19.4.1 

12 Oct 83 16:25:56 
fortran_io_library 
2.7.my_release 

Copyright (c) 1983, Prime Computer, Inc., 
Natick, MA 01760 All Rights Reserved 
5 



(active) <DEN>CMDNC0>LD.RUN 

1 procedure segnent: +0: 4370 

1 linkage area: (not allocated) 

bind version: 19.4.1 
date of binding: 09 Sep 83 11:23:59 
program name: Id 
user version: (none) 
comment: (none) 

debug segments: (none) 
command options: wldcrd,trwlk,iter file,dir,segdir,acat,rbf 
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(active) <den>tim>ld.HJN 
1 procedure segment: 
5 linkage areas: 



bind version: 
date of binding: 
program name: 
user version: 
comment: 

debug segments: 



+0: 4045 

-2: 4046/176500 -4: 4047/5251 
-6: 4047/40454 -10: 4050/52510 
-12: 4052/0 

19.4.1 

09 Sep 83 11:23:59 

Id 

20.0.my_release 

This EPF had better fix the bug in the 

installed version of LD.HJN. 

1 



command options: wldcrd,trwlk,iter file,dir,segdir,acat,rbf 1 
(not active) <DEN>TIM>SUBl>SUB2>SC]B3>SUB4>S[B5>SUB6>My_JR0GRAM.HJN 



3 procedure segments: 



2 linkage areas: 
bind version: 
date of binding: 
program name: 
user version: 
comment: 

debug segments: 
command options: 



+0: 4015 +2: 4020 

+4: 4021 

(not allocated) 
19.4.1 

03 Mar 83 00:00:09 
Id 

20.0.1 

I do not really have a specific comment to 
place here now. 
29 
(none) (none) 



To control screen scrolling, use the -N3JWAIT option, 
yourself of the syntax of the command, use the -HELP option. 



To remind 



Option 

f -ND_WAIT 
L -W 



] 



[ -T p ] 



Meaning 

Enables terminal screen scrolling. This 
option suppresses the — More — prompt 
that is otherwise given at the end of 
each 23 lines of display. 

If you do not specify -NDJWAIT, PRIM0S 
prompts you before scrolling the terminal 
screen. To display the next screen of 
output, respond Y, YES, OK, BEXT, or 
press RETURN. To exit from the command, 
respond N, KD, Q or QUIT. 

Displays the syntax of LISTJEPF. This 
HELP display is also printed if PRIMDS 
encounters an error while parsing the 
command. 
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REM3VELEPF ; 

REJOVEJEPF [ pathname ] F -ACTIVE -NDTJOIVE 



f -ACTIVE -NDTJOIVE 1 
L -AC -NA J 

f -VERIEY -ND_VERIFY 1 
L -VFY -NVFY J 

f -QUERY -NCLQUERY "I 
L -N2 J 

[ T p ] 



Abbreviation: REMEPF 



You use this command to remove an EPF from your address space. That 
is, if an EPF is mapped to your address space, REMOVE_EPF will unmap 
it. REMOVEJEF does not remove suspended EPFs. 

REM3VE_EPF does not delete the EPF file itself. The command is useful 
if: 

• You want to delete an EPF that is currently mapped to your 
address space. Before you can use the DELETE command, you have 
to remove the EPF. If you try to delete the EPF without first 
removing it, you will get the error message 'File in use', 

• While you have been using one version of an EPF, another user 
has replaced it (using the REPLACE function of COPY or BIND) . 
If you want to use the new version, you must first remove the 
old one. 

• If you want to use a new version of an EPF, but have the old one 
mapped into your address space. You do not always have to use 
REMOVE_EPF in this case: for example, if you rebind an EPF, 
BIND automatically removes the previous version. Removal is 
also automatic if you are using the debugger. 

You can specify the pathname of the EPF file you want to remove. You 
can use a simple filename or a full pathname. You do not have to 
include the EPF .HJN or .RPn suffixes. Because REMDVFJEPF supports 
command processor iteration, the pathname can include wildcards. The 
command does not, however, support treewalking. 

If you do not give a pathname, REM3VE_EPF assumes that you want to 
remove all the non-suspended EPFs in your address space. The command 
asks you which EPFs you wish to remove, as shown in the following 
example. To remove the EPF, answer Y or YES. To leave the EPF alone, 
answer N or NO. 
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OK, REMOVE_EPF 

Ok to remove EPF file <OSGRI«>LIBRfiRIES*>F0RTRflll_3D_JiIBRftRy.HJN? NO 
Ok to remove EPF file <0SGRK)>LIBRARIES*>FORTRANJLIBRfiRY.HJN? NO 
Ok to remove EPF file <OSGRP0 LIBRARIES *>SYSTEH_JiIBRfiRY.HJN? NO 

No EPFs removed (REMOVELEPF) . 
OK, 

If the EPF file you specify does not exist, or is not already napped 
into your address space, you will get the message shown in this 
example: 



No EPFs removed (REMOVE_EPF) . 
OK, 



The options for REMOVE_EFF are: 



Option 



(" -ACTIVE "I 

f -NOTJOIVE "I 
L-NA J 

f -VERIFY "1 
|_ -VFY J 

f -N0_VERIFY "1 
[ -NVFY J 



[ -QUERY ] 



[:: 



-ND_QUERY "1 
NQ J 



Meaning 

Terminates only in-use process-class 
library EPFs. You cannot use REMDVE_EPF 
to remove suspended EPFs. 

Terminates only non-active EPFs. These 
are EPFs which are currently mapped to 
the user's address space but which are 
neither suspended EPFs nor in-use 
process-class library EPFs. 

Requests the user to verify all EPF 
terminations. By default, you are asked 
to verify terminations only when you 
include wildcards in pathname . 

Suppresses verification checking when you 
include wildcards in the pathname. You 
cannot use the -VERIFY and -N0_VERIFY 
options together. 

Requests the user to verify that an EPF 
is to be removed if the EPF is currently 
in use within the user's address space. 
This is the default. 

Suppresses user verification if the EPF 
is currently in use within the user's 
address space. You cannot use the -QUERY 
and -N0_QUERY options together. 
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Displays the syntax of REMOVE_EPF. The 
help display is also printed if PRIM3S 
encounters an error while parsing the 
command. 



In the following example, the user MAGGIE lists her EPFs, removes a 
FORTRAN library EPF, and finally removes all her inactive EPFs. 



OK, LISTJPF 

1 Process-Class Library EPF. 

(active ) <BEN>LffiRARIES*>SYSTEM_LIBRARY. RUN 

1 Program-Class Library EPF. 

(not active) <DEN>LIBRARIES*>F0RTRAN_1D^IBRARY.RDN 
3 Program EPFs. 

(active) <DEN>CMDNCO>LD.RUN 

(active) <DEN>MAGGIE>LD.RUN 

(not active) <DEN>MAGGIE>SDB1>SUB2>SDB3>SDB4>SCB5> 
MY_JRCGRAM.HJN 

OK, REM3V1L_EPF FORERAN§@ 

Ok to remove EPF <EEN>L:BRARIES*>FORTRAN_:iDJ^:mRARY.HJN? YES 

OK, REMOVEJEPF @@ -KPTJO'IVE 

Ok to remove EPF <DEN>LffiRARIES*>P0RTRA^3PJ^IBRARY.RUN? YES 
Ok to remove EPF <DEN>MAGGIE>SUB1>S[B2>SUB3>SLIB4>SUB5> 
MY_BRCGRAM.HJN? YES 

List_JabraryJEntries ; 

LISTJLIBRARY_JNTRIES [ pathname-1 ... pathname-8 ] 

f" -ENTRYNAME entryname-1 . . . entryname-8 1 
L -EN J 

f -ND_WAIT -HELP 1 

L -m -H J 

Abbreviation: LLENT 

This command displays alphabetically-sorted selected entrypoints in a 
library EPF where pathname identifies the library EPF. You can use the 
optional entrynames to select the library entrypoints to display. The 
entrynames can include wildcards. 
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You can use pathname-1 . . . pathname-8 to specify up to eight pathnames 
of library EPFs^ Wildcarding is supported only within the entryname 
portion of the pathnames, which means that treewalking is not 
supported. You do not have to include the suffixes .FUN or .RPn. 

If you do not specify a pathname, information is displayed for all EPFs 
currently mapped to your address space. 

The options for L]BTJL:mRftRY_JNTRIES are: 

Option Meaning 

f -ENTRYNAME "1 entryname-1 ... entryname-8 

L -EN J 

Displays selected entrypoints within a 
library EPF. You use the entrynaroes , 
which may include wildcards, to specify 
which entrypoints you want displayed. If 
you do not specify entrynames, or do not 
use the -ENTRYNAM3 option, all of the 
entrypoints within the library EPF are 
displayed. 

By default, LISTJLIBRARYJENTRIES displays entrypoints in seven columns 
per line of display. If the name of an entrypoint runs into an 
adjacent column, fewer than seven names are displayed on the affected 
line. For example: 

OK, LIST_J.IBRflRY_JNTRIES LIBRARIES *>FORTRAN_3DJ[.IBRARY -EN F$@@ 

(not active) <raEN>L3BRSRIElS*>FORIRSN_3D_J.IBFaRY.RJN. 

Program-CLass Library EPF, 104 Total Entrypoints, 12 Selected Entrypoin 
ts. 

F$ABCDEFG F$BCDEFG F$CDEFG F$DEEG 

p$E F$F F$GHnKLMTOFQRSTUVWX 

F$HIJKLMroEQRSEUVWXyZABCDEFGHIJK F$LJKLMSDP 
F$JKLM F$KLMNDP 

To control screen scrolling, use the -NDJWATP option. To remind 
yourself of the syntax of the command, use the -HELP option. 

Option Meaning 

[ -ND_WAIT 1 Enables terminal screen scrolling. This 

|_ -NW J option suppresses the — More — prompt 

that is otherwise given at the end of 

each 23 lines of display. 
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If you do not specify -NDJWAIT, FRIMDS 
prompts you before scrolling the terminal 
screen. To display the next screen of 
output, respond Y, YES, OK, NEXT, or 
press RETURN. To exit from the command, 
respond N, NO, Q or QUIT. 



I" -HELP 1 Displays the command syntax. Thi 

L - H J display is also printed if 



This HELP 
PRIMDS 

encounters an error while parsing the 
command. 



Copying Over An In-Use EPF 

No new options have been added to the COPY command for EPFs. However, 
you can use COPY to replace one EPF with another. The format of the 
command is: 



COPY pathname [new-pathname] [options. . . ] 

pathname identifies the object you wish to copy (source object) , and 
new-pathname identifies the destination and name of the copied object 
(target object) . (The PR33PS Commands Reference Guide describes the 
options to the COPY command.) 

If the target object, identified by new-pathname , is open, the COPY 
command fails unless the target is an EPF. This example shows what 
happens when a user tries to copy the file ELEANOR to the open file 
FRANKLIN: 



OK, COPY ELEANOR FRANKLIN 

"FRANKLIN" already exists,' do you wish to overwrite it? YES 

File open on delete. Unable to delete file "FRANKLIN" (copy) 

ER! 



Using COPY to Replace an Open EPF File : At Rev. 19.4, the COPY command 
allows you to specify a target file that is open, provided that the 
target is an EPF. When you give the command, COPY performs a REPLACE 
operation in two stages: 

1. First, COPY changes the name of an open EPF file, which you 
specify as the target object. 

2. COPY then replaces this file with the file you specify as the 
source object. 

For this REPLACE operation to work, the target object must be an EPF, 
and you must include its .RUN suffix on the command line. 
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To replace an open EPF file, you would give a comnand like: 

COPY MYLffi>BETTER_EPF.HJN LIBRMHES*X3LDJEPF.HJN 

where QLD_EPF is the (possibly open) file you want to replace and 
BETTER_EPF is the file you are putting in its place. 

In this example, REPLACE works as follows: 

1. The name of the target EPF file is changed. That is, the 
suffix .HJN is replaced by the suffix .RPn, where n is one of 
the 10 decimal digits in the range to 9. In the above 
example, CLD_EPF.HJN might be renamed QLD_.EPF.RP0. 

2. The source EPF file is then copied to new-pathname . In the 
example, BETTER_EPF.HJN would be copied to 
LIBRARIES*>QLD_EPF. HJN 

By default, COPY tells you that the target EPF file is open, and asks 

whether or not you want the REPLACE operation completed. COPY also 

displays the name of the replaced file. These messages are shown in 
the following example: 



OK, COPY TIM>FORTRAN_ro_LIBRARY.HJN LIBRARIES *>= 
Ok to replace EPF file LIBRARniS*>FORTRAN_ID_JiIBPARY.HJN? YES 
New version of EPF file FORTRAN_ro_J.IBRARY.HJN now in place. 
Old version of active EPF file now named FOETRAN_ro_LIBRARY.RP0. 



To prevent the display of these messages, use the -N0_QUERY option of 
the 00PY command. 

Once you have replaced the EPF, anyone who invokes it will get the new 
version. However, if people were using the old version at the time 
that you replaced it, that version remains mapped into their address 
spaces. You may want to tell them what you have done, and suggest that 
they use REM)VE_EPF and invoke the new version if they wish. 

REPLACE Files : PRIWDS does not delete REPLACE files when they are no 
longer mapped into the address space of any users. If you create 
REPLACE files, then you are responsible for deleting them once they are 
no longer needed. 

Numbering : The suffix numbering sequence starts at .RPO, and continues 
to .RP9. This means there are up to 10 possible REPLACE files. If all 
possible files exist, PRIMDS asks you whether it can delete one of the 
REPLACE files which is not currently napped to any user's address 
space, as shown in the following example. 
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OK, COPY TIM>LD.RUN CMDNC0>LD. RUN 

Ok to replace EPF file CMDNCO>LD.RUN? YES 

Ok to delete EPF file CMDNC0>LD.RP2? YES 

New version of EPF file LD.RUN now in place. 

Old version of active EPF file now named LD.RP2. 



Using the -NOjQUERY option suppresses both the prompts shown in the 
above example. 

If all ten REPLACE files are still mapped into the address spaces of 
some users, then the REPLACE operation cannot be completed, as the 
following example shows. 



OK, COPY TIM>LD.HJN CMDNCO>LD.HJN 
Ok to replace EPF file CMDNCO>LD.HJN? YES 
EPF replace files are all in use. 
Unable to complete file copy, (copy) 



New User Attributes 

The EPF product provides the user with many new features. Some of 
these features may indirectly cause the user to utilize more resources. 
This can happen completely without the users knowledge in seme 
situtations. Therefore, this revision of the system allows the System 
Administrator to limit some of the command environment resources given 
to users on a per user basis. 

This section is divided into three parts. The first part defines the 
command environment features that may be controlled. The second notes 
the EDIT_PROFILE interface to these features. The third lists the 
defaults. 



Features 

All of the command environment features that can be controlled on a per 
user basis are stored for each user in the System Administration 
Directory (SAD) as are user passwords and initial attach points. These 
new attributes are stored on a par project basis like the initial 
attach points rather than on a per system basis as are passwords. 

The new attributes are divided into two types, segment usage limiters 
and command environment limiters. The segment limiters take the place 
of the NUSEG CONFIG parameter. The environment limiters are new. 



Number of Dynamic Segments ; The first new attribute is the number of 
dynamic segments that a user may receive in DTAR2. The dynamic 
segments are a set of segments into which PRIMDS command environment 
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information, all program EPFs, process and program class library EPFs, 
and the process, EPF, subsystem, and user class dynamic storage heaps 
are placed. The process, EPP, and subsystem heaps are used by PRIfOS 
while the user storage heap may be used by any programmer. These 
segments may be found at the high end of the user's DTM12. The HMR2 
segments are defined within a range from '4000 to '5777. 



Number of Static Segments ; The second new attribute is the number of 
static segments a user may receive in DTAR2. These segments are used 
by static mode programs and may be found at the low end of the user's 
DTAR2. This attribute takes the place of the CONFIG parameter NUSEG. 



Command Level Depth ; The third new attribute is command level depth. 
This attribute controls the number of command levels that a user may 
receive. When logging in, a user is placed at command level one. 
Everytime a program takes an exception or a user enters a terminal 
quit, a new command level is entered. This attribute limits the number 
of times one of these events may occur by imposing a highest command 
level. At this command level, only certain designated PRIM3S commands 
may be used and terminal quits are ignored. This command level is the 
mini-command level. 



Command Level Breadth ; Command level breadth is used to control how 
many times programs can execute other programs. Remember that with 
EPFs, more than one program can be in memory at the same time. 



Edit__Prof ile Interface 

Edit_J>rof ile has been modified to enable system and project 
administrators to set the new user attributes. This is done via the 
EDITLPROFILE commands ADD_PROJECr, CHflNGFJEROJECT, ADD_USER, and 
CHANGEJDSER. The latter two must be used in conjunction with a 
project. This is the basically same as adding and changing initial 
attach points. 

When a user logs in, the attributes for that user are set up. It is 
possible for a user to log in without having had these new attributes 
set up. If a user has had these attributes set up, then the user will 
be assigned these limits. If no limits can be found, then the default 
limits from the current project will be used. If the current project 
does not have these attributes set up, then the default system limits 
will be used. 

Setting up these limits for a project is a two step process. First, 
EDIT_PROFILE will ask you to set up the project maximums. Then you 
will be asked to set up the project default. These defaults are given 
to users within this project that are not specifically assigned these 
attributes. This maximums are used as a check when setting the limits 
for either the project or any user within that project. 
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EDIT_PROFILE is new compatible in two ways with respect to these new 
attributes. Rev. 19.4 EDITJEROFILE can use any SAD made from Rev. 19.2 
to Rev. 19.4. The SAD does not have to contain this new profile 
information. Additionally, the data has been placed into the SAD in 
such a manner as to allow any revision of PRIMDS to read the SAD. 
Therefore, from Rev. 19.2 onward, compatability is supported both 
upwards and downwards with respect to revisions. 

It is also possible to set these limits on a system wide basis via 
EDITJFROFILE's CHANGEJSYSTEM_PEFAULT3 command. The limits can be set 
to change the default limits that come with ERIHDS. Additionally, 
these system limits can be used to override the per user and per 
project limits by using EDITJROFILE's SYSTEMJDEFAULTS command. 



Defaults 

There are two kinds of defaults for these new attributes; project and 
system. If a user does not have these limits set on a per user basis, 
then the user will get the limits set for the current project. If the 
current project does not have limits set, then the user will get the 
limits set for tiie system. These limits come with PRIMDS and are 
compiled into it. 

The default limits for projects are set in the SAD by either the System 
Administrator or by project administrators. The system limits from 
PRIMDS for Rev. 19.4 are: 



Attribute Recom mend Minimum Maximum 

Command levels 
Live invocations per level 
Private dynamic segments 
Private static segments 



Note that the total number of segments that a user may obtain is 512. 
This is 256 more segments than before. Also note that the number of 
dynamic segments takes precedence over the number of static segments. 



Special notes about Dynamic Segments 

The Linkage area of a program or library EPF is created using DTAR 2 
segments in the '4000 range. The procedure code of an EPF is shared 
among users but each user will get his own copy of the linkage area. 
Once an EPF is mapped into the user's address space, it stays mapped in 
until it is explicitly removed via the REMDVeIeff command or the 
command breadth is exceeded. At Rev. 19.4, there exist per-user 
attributes which limit the amount of virtual memory a user may acquire. 
One attribute limits the number of dynamic segments a user may own and 
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it can be set by a project/System Administrator via the EDITJROFILE 
subsystem. The default on this new attribute is set at 32 segments. 
If many EPFs have been mapped in to the user's address space (using 
per-user DTAR 2 segments) , it is conceivable that the default limit of 
the number of dynamic segments is exceeded before another EPF can be 
mapped in. If this limit is exceeded the message "No more Segments" is 
displayed and the user can contact the System Administrator to increase 
his limit on dynamic segments. For more detailed information on these 
new attributes and dynamic virtual memory management, refer to ERIMDS 
documents for Rev. 19.4. 



EDIT_IRDFILE/USER l Dynamic and Static Segment Handling 

It is now possible to change the default attributes for USER 1. To do 
this, the user must enter EDIT_EROFILE and issue the 
CHANGEjSYSTaUDEFAULOS (CSD) command. In changing the system defaults, 
all users who do not have specific EPF attributes set will acquire the 
system default attributes. For users to acquire the new limits they 
must logout and login again. For USER 1 to acquire the new limits, the 
system must be cold started. 



Calculation of Total Number of Static and Dynamic Segments 

The sum of combined static and dynamic segments for normal users may 
not exceed 512. For USER 1, the sum of combined static and dynamic 
segments may not exceed 256. Therefore, if you issue the CSD command 
and change the number of static and dynamic segments to a number which 
exceeds 256, users will acquire limits equal to the value entered. For 
USER 1, the amount that you exceed the 256 limit by will be evenly 
subtracted from both the number of static segments and the number of 
dynamic segments. For example, if you enter 200 static segments and 58 
dynamic segments, you will have exceeded the limit of 256 by 2. 
Therefore, the number of static segments will be changed to 199 and the 
number of dynamic segments will be changed to 57. If there is a wide 
range between the number of static segments entered and the number of 
dynamic segments entered, then the number of static and dynamic 
segments for USER 1 will be set to default values of 32 (given to the 
smaller segment value entered) and 224 (given to the larger segment 
value entered) . For example, if you enter 33 static segments and 425 
dynamic segments, the number of static segments will be changed to 32 
and the number of dynamic segments will be changed to 2 24. The new 
system limits for USER 1 can be seen by issuing the LIST_JiIMITS command 
at the supervisor terminal. 
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Programming Restrictions 

When programming with EPFs, there are certain rules you must follow in 
order to meet the requirements of the EPF format. For example, since 
EPFs allow only reentrant code, your program cannot be self modifying. 
These rules have been put in place to ease the programmer's job. 
Sometimes this may mean changing a programming habit or two but, by 
using EPFs and following the rules, the end result will be a much 
better program. 

This section is divided into four parts. The first part compares and 
contrasts EPFs versus static mode programs. The second part discusses 
the use of a few routines that were originally built for static mode 
programs. The third tells you what happens when you try running a 
remote EPF. The final part discusses some of the tilings you can and 
can not do via dynamic linking. 



Comtatability With Old Static Mode Programs : In general, most static 
mode programs can be made into EPFs by simply running them through 
BIND. The command environment for EPFs has been changed to be 
compatible with most of the program styles that can be found in static 
mode programs. This means that a program does not have to be fully 
structured to be an EPF. It is advised to program in a structured 
manner wherever possible. Remember, to the system your EPF looks like 
a subroutine. Therefore, if you write your programs such that they 
always return through their main entrypoint, you will have the most 
luck with EPFs. 

All EPFs must be reentrant code. Reentrant code is always produced by 
Prime's compilers. This means that EPFs are generally better suited to 
high level languages rather than to PMA. It is possible to program in 
PMA and make EPFs as long as you do the following: 

• Make sure your code is not self modifying. 

• Make sure your non-constant data areas (linkage and common data) 
and your executable code are separated using the LINK 
pseudO-operation. 

• If you have impure code, make sure to flag it as such via the 
PMA pseudo-operation, SEG IMPURE. 

One other area to watch out for when using EPFs is the interaction of 
command lines and EPFs. If you have an EPF which is to be passed by 
the command line as an argument, you cannot use the RDTK$$ interface. 
You should use the passed command line argument together with the 
CLSPIX routine. If your EPF does not take the command line argument, 
then is is all right to use the RDTK$$ interface. The system detects 
whether or not to pass the command line to your program. This is 
another example of how the EPF product has been made compatible with 
static mode programs. 
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Using The Static Mode Interfaces : A few routines that have been in the 
system for a long time were specif ically built to allow termination of 
static mode programs. They are: 

• EXIT 

• ERRPR$ with the K$NRTN key 

• ERRSET 

If you call these routines from an EPF, the system will recognize this 
fact and handle the termination in a manner different from handling 
termination of a static mode program. In other words, no adverse 
effects will be felt by an EPF that uses these routines. It must be 
noted that the system signals STOP$ for EPFs when these routines are 
called. It then cleans up the EPF's stack. The use of these routines 
from inside of EPFs is strongly discouraged for three reasons: 

• The signalling of the STOP$ condition happens unknown to the 
EPF. It is possible that the program may have set up a handler 
for this condition. This handler may then get invoked at the 
wrong time. 

• The signalling of the STOP$ condition prevents program restart. 

• Use of these routines promotes unstructured code. 

Since FTN does not allow a return from the MAIN module, the last 
statement within the MAIN module should be a STOP statement. The same 
is true for CDBOL and CBL. All other languages should use a return 
statement. In addition, the EPF may itself use the SIGNL$ routine to 
signal the STOP$ condition. 

Use of EXIT to pause a program is also disallowed. To pause a program 
use a PAUSE statement, use the SIGNL$ routine with the PAUSE $ 
condition, or use ERRPR$ with the K$SRTN key. Use of ERRPR$ with the 
K$IRTN key is always allowed. 

Remote EPFs : Running a program EPF from a remote partition is allowed 
although the system will not use VMFA to read the EPF into memory. 
Rather, the EPF will be copied onto the paging partition and will be 
read from there. The startup time for a remote EPF is longer than that 
for a local EPF because of the copying needed. Also, since the EPF 
will be on the paging partition, it will not run as fast as an EPF 
using VMFA. This is because VMFA is not always in contention for the 
same disk drive which contains the paging partition. 

A remote program EPF once copied onto the paging partition can do 
anything any other EPF can do such as call an external program, gets 
its arguments directly from the system, and return directly to the 
system* 
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Dynamic Linking ; Once again there are certain rules to be followed 
when building and using libraries. The following table shows which 
links are valid: 



PROGRAM UROGRAM CLASS PROCESS CLASS STATIC MODE 
FROM/TO LIBRARY LIBRARY LIBRARY 



PROGRAM 
FROG. LIB. 
FROC. LIB. 



NA 



VALID 



I 



VALID 



I VALID 



NA 



VALID 



VALID 



I VALID 



NA 



INVALID 



VALID 



STAT. LIB. | NA | 



VALID 



VALID 



INVALID | 
VALID | 



In addition, there is one other rule: 



Whenever a static mode library is in use, linking to it is only 
valid within the same program or library invocation. 

This means that only one active invocation of a static mode library is 
allowed at any given time* In other words, if a program uses the DBMS 
static mode library and then calls another program which wants to use 
DBMS, the second program will not be permitted to use DBMS because it 
is active only for the first program. So watch out for the libraries 
being used by external programs that haved been called by other 
programs. 

It should also be mentioned that the changing of levels due to a 
terminal quit or an exception does not free up an in-use static mode 
library. The same restrictons apply here as for when programs call 
programs. 



Error Detection And Handling 

This section describes any policies used for reporting or handling 
error conditions. Error processing may be broken down into three 
areas: 

• Returning FRIMDS defined error codes to application software 

• Displaying error text to a user's terminal and either continuing 
processing or re-initializing the user's command environment 

• Signalling a condition to be handled by user software or, in 
most cases, by the command environment (system defined 
condition) 
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Exceeding Resource Limits 

Users of the EPF product will run up against both system and par-user 
resource limitations. System limits will be set up by cold start 
CONFIG directives and dedicated System Administrator commands. 
Per-user limits will be set up via project administrator or System 
Adninistrator control of the user profile mechanism. 

System Resources ; The primary system resource for the product is 
virtual memory segments. Two categories of segments exist: non-VMFA 
and VMFA segments. Additionally, paging disk space may be a scarce 
resource. 

• If there are no non-VMFA segments available, users may not 
perform useful work until a system segment is freed by some 
user. 

• If the system runs out of those segments allocated to EPF 
procedure code (VMFA segments) , users who wish to execute EPFs 
may have to wait until another VMFA segment is freed. Users are 
cautioned that each installed EPF library will use up at least 
one VMFA segment. 

• If the system runs out of paging disk space, the user may have 
to wait until more disk space is made available as user's 
de-activate segments or the user may have to contact the System 
Administrator and request more paging space be allocated for the 
next system cold start. 

In each case, users of the EPF product will be returned an error code 
indicating the cause of the problem. Under most conditions, the 
program will need to prompt the user for some help in freeing the 
scarce resource. 

User Resources : There exist par-user resource limits on the command 
environment. The primary goal is to limit the effect any one user may 
have on the overall performance of the system. Limits exist on both 
the depth and breadth of the command environment and the number of both 
static and dynamic private segments. 

• Upon reaching the "high water mark" for the command environment, 
a user will be allowed to issue only a restricted set of 
commands. This "high water mark" is what has been previously 
referred to as the mini-command level. This set of commands 
will be displayed once a user exceeds the command level high 
water mark. The command LIST_MINI_CDMMANDS, (LMC) , will also 
display these commands. Please refer to earlier sections of 
this document for more information on the mini-command level. 

• If the par-user limit on the number of simultaneous program 
invocations at one command level; that is, the breadth of the 
command environment, is exceeded, the error code "E&EEB" is 
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returned to the user software. It is the responsibility of the 
application programmer to perform any necessary cleanup 
operations, such as closing of file units. 

In order to minimize this difficulty, there exists a program 
callable interface in order to determine this command 
environment limit. 

del rd$ced entry (fixed bin (15)); 

call rd$ced(oirrent_oommand_environment_breadth) ; 

• If a user has run out of private, dynamic segments, the user 
will be notified of the resource problem in one of three 
possible methods: 

1. The error code E$NMES may be returned to the running 
program. 

2. The condition name "STORAGE" may be signalled. 

3. The user's Ring 3 environment may be re-initialized. 

Again, in most cases, the problem will need to be solved by the 
user at command level. 

• If a user runs out of private, static segments- the condition 
name ILLEGAL SEGNO$ will be signalled within the user process. 

If a user runs out of resources (segments) , the user will be able to 
display the memory resources used by program invocations in the address 
space with either the LIST_EPF or LISTJSEGFENT commands. 

For most cases, user segments are also using up system-wide resources. 
Therefore, freeing up per-user segments will help alleviate any 
system-wide resource scarcity. There no longer exists any 
functionality to de-allocate specific dynamic segments such as with the 
DELSEG command. The REMDVE_EPF command will allow a user to 
de-allocate any memory resources used by an active EPF. The 
RELEASE_LEVEL command will allow users to return to previously 
suspended command levels, thereby releasing any memory resources 
utilized at the command levels being released. The ICE command will 
allow a user to completely re-initialize their command environment, 
causing all of a users' s private, dynamic segments to be de-allocated. 



Linkage Fault Handling 

The information provided at command level to a user in the advent of a 
linkage fault includes the name of the faulted entrypoint and the name 
of the procedure from which the fault had originated (if the name is 
attainable) . 
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Attempting Invalid Link Types ; The dynamic linking mechanism does not 
correct attempts to create unsupported link types but detects such 
cross references among library classes and library types. Unsupported 
dynamic link types are detected by the dynamic linking mechanism and an 
appropriate system defined condition is signalled. User software may 
set up on-units to handle the specified conditions. About all that may 
be done is to display an informative error message and temporarily 
abort the program session. The only permanent solution is: 

• If the invalid link type is related to EPF library class, 
convert the EPF library to the proper class. 

• If the invalid link type is related to an in use static-mode 
library, convert the static-mode library to an EPF library. 

Dynamic links to static-mode libraries that are currently in use by 
programs at lower command levels are allowed. Programs at previous 
command levels that are currently using these libraries will be marked 
as not restartable. This is similar to invoking a static image over a 
suspended static image. An informative error message will be displayed 
if an attempt is made to restart a program at a previous command level 
that is using these libraries. 



New Error Codes ; The following new error codes have been added for the 
EPF product: 



e$epft: Invalid EPF type 

e$epfs: Invalid EPF search type 

e$iltd: Invalid EPF LTD linkage descriptor 

e$ilte: Invalid EPF LTE linkage descriptor 

e$eceb: Exceeding command environment breadth 

e$epfl: EPF file exceeds file size limit 

e$hta: EPF file not active for user 

e$swps: EPF file suspended within current program session 

e$swpr: EPF file suspended within this process 

e$adcm: System Administrator command only 

New Keys ; The following new keys have been added for the EPF product: 



k$copy: Copy EPF file into temporary segments 

k$dbg: Map DBG information into memory from EPF 

k$initall: Initialize all of the linkage areas 

k$reinit: Only reinitialize linkage areas 

k$invk: Invoke and do not de-allocate EPF from memory 

k$invk_del: Invoke and delete EPF 

k$restore_only: Restore but do not invoke EPF 

k$frc_del: Force terminate EPF 

k$ho_f rc_del : Do not force terminate EPF 

k$vmr: Open EPF file for reading 

k$any: Any segment (s) acceptable 
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k$dupl: Duplicate segments requested 

k$cnsc: Consecutive segments required 

k$r : Read access only 

k$rx: Read/execute access only 



New System Conditions; The following new system defined condition name 
has been added for the EPF product: 

1) LINKAGE_JIRROR$: 

An error occurred while attempting to 
resolve a dynamic link. The type of 
error will be obvious from the text 
of the error message being displayed. 

New System Error Messages : The following EPF error messages have been 
added to the file EPF_error_table in the UFD SYSOVL: 

• dealloq^procedure_segs 

An error was encountered while attempting to de-allocate EPF 
procedure segments for 

• circular_epf_level_cache 

Internal EPF error: the EPF level cache has become 
circularized. Please contact your System Administrator. 

• circular_list_of_epfs 

Internal EPF error: the list of active EPFs for this process 
has become circularized. Please contact your System 
Administrator. 

• circular_entry_search_list 

Internal EPF error: the ENTRY search list for this process has 
become circularized. Please contact your System Administrator. 

• epf_smt_not_found 

Internal EPF error : the segment mapping table for EPF file %v 
could not be retrieved. Please contact your System 
Administrator. 

• epf_storage_class_corrupted 

Internal dynamic storage error: the EPF dynamic storage class 
has been corrupted. Please contact your System Administrator. 
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• user_storage_class_corrupted 

Internal dynamic storage error : the USER dynamic storage class 
has been corrupted. Please contact your System Administrator. 

• level_storage_class_corrupted 

Internal dynamic storage error: the LEVEL dynamic storage class 
has been corrupted. Please contact your System Administrator. 

• program_session_depth_invalid 

Internal EPF error: the depth of the progran session for this 
user is invalid. Please contact your System Administrator. 

• comnBndJLeveX_depth_exceeded 

You have exceeded your maximum number of command levels. 

You are now at mini-command level. Only the commands shown 
below are available. Of these, RLS -ALL should return you to 
command level 1. If it does not, type ICE. If this problem 
recurs, contact your System Administrator. 

Valid mini-commands are: 

• circular_command_level_list 

Internal EPF error: the command environment level structure is 
invalid. Please contact your System Administrator. 

• circular_epf_smt_active_ents 

Internal EPF error : the EPF segment mapping table for %v has 
become invalid. Please contact your System Administrator. 



System Administrator Information 

For the System Administrator there are four main areas of concern, 
CONFIG parameters, the Edit_Prof ile interface, the system entrypoint 
search list, and the LIBRARIES* directory. 

CONFIG Parameters : Two CONFIG parameters are affected by the EPF 
product, NUSEG and NVFMS. 

NUSEG, the number of segments that a user may acquire, no longer 
applies. If it is used a diagnostic will be printed. It has been 
superceded by the new number of dynamic segments and number of static 
segments user attributes. 
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NVMFS, the number of read only VMFA segments, is new with the EPF 
product. EPFs are placed into read-only VMFA segments. This parameter 
controls the total number of these segments that may be active on a 
system. When setting this number remember that these segments are 
shared between users. The default for NVFMS is 64 ('100). The minimum 
is and the maximum is 1024 ('2000). 



EDIXJROFILE Interface ; The new user attributes have been discussed 
previously. System Administrators and project administrators should 
understand that none of these new features need to be used. PRIMDS 
will work perfectly well using the predefined system defaults. If you 
do want to make use of these features, EDIT_PROFILE must be used to set 
up these new user resource limits. The EDIT_PROFILE commands that are 
importrant are: 



ADD_JROJECT 

CHANGE_PROJECT 

ADDJUSER 

CHAnGE_USER 

OMNGEJSXSTEMJEFAULTS 

SYSTEM_JEFAULTS 



The EDIT_PROFILE part of the EPF product has been built to insure both 
upward and downward compatability. This means that any Rev. 19.2 or 
later SAD can be used on any Rev. 19.2 or later system no matter what 
attributes are used. This capability will be maintained in the future. 



Entrypoint Search List : The entrypoint search list is used to tell 
PRIMDS where to resolve dynamic links. A default list will come with 
PRIMDS in the SYSTEM directory. It contains rules that tell the system 
when to search the static mode libraries and when to search the system 
EPF libraries. It also tells where these libraries can be found. It 
is an editable ASCII file. 

If you need to change the order of this list or need to add new items 
to it, you can simply edit the file. Remember, currently logged in 
users will not reflect the changes you make until either they login 
again, initialize their command environment, or issue a 

SET_SEARCELRULES command. 



LIBRARIES* : LIBRARIES* is the directory which contains the EPF 
libraries provided by Prime. It is new with the EPF product. It is 
also a good place to put any public EPF libraries that you create. 
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Converting Old Static Mode Programs To EPFs 

As we have stated all along, the EPF product is fully compatible with 
the old static mode programs. In fact, it is so compatible that most 
static mode programs can be converted into EPFs by simply using BIND 
instead of SBG. Of course, there are a few exceptions and some catches 
that can make conversion a little bit harder. 

This section will present you with the reasons why you should convert 
your present programs into EPFs. The kind of programs that cannot be 
converted will be discussed and you will be provided you with a 
step-by-step example of how to convert a static mode program into an 
EPP. 



Why Would You Want To Convert? ; The major reason to convert your 
programs to EPFs is the ease with which EPFs are built and maintained. 
Not having to use SEG is a real blessing. BIND is a much cleaner 
interface. 

The second most important reason to convert your programs to EPFs is 
that, by converting, you make them callable from other programs. 
Remember, EPFs will not overlay one another. They are maintained in 
memory by the operating system. 

Another reason to convert your programs to EPFs is for expandability. 
The nature of the interaction of an EPF program image with the system 
allows you to forget about how big a program is, where its data goes, 
and so forth. You can write as much code as you want without having to 
worry about space limitations. You don't have to worry about whether 
your code will fit into the memory allocated to it or whether another 
segment must be added by title programmer. 

Furthermore, if you do a good job converting your programs to EPFs, the 
result will be well-structured code which is much easier to maintain 
than unstructured code. Any savings in the maintainence phase of a 
program may well be worth the effort of conversion. 

Finally, you may wish to convert your program into an EPF as the first 
step in building up an EPF library of similar programs. 

What You Can Not Convert ; The main class of static mode programs which 
are not amenable to conversion are shared static mode programs which 
use the PBECB option. P3ECB shares link frames with executable code. 
This mixes writable storage with read-only storage. EPFs can only have 
read-only storage. Therefore, you can not convert these programs 
unless you can drop the -PBECB option. 

The second class of programs which can not be converted are programs in 
which some linkage has been made public. By public is meant that it 
resides in a shared segment. This is usually done to minimize the 
working set of a program. The EPF product presently does not have the 
ability to put linkage into shared segments. 
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The next class of programs which can not be converted easily are 
typical IMA programs. Most often you will find executable code and 
data well mixed within a IMA program. This makes it impossible for 
BIND to separate code and data into pieces that it can make into an 
EPF. it should be added that seme IMA programs may be converted with 
some effort. It all depends on how well the programs were oriqinallv 
written. * ■* 

Another kind of program that can not be converted is the one which has 
self-modifiying code. This means that code will change while the 
program is running. EPFs must be pure code. Therefore, these programs 
cannot be converted. 

Finally, some programs have been built to fit into a very small amount 
of memory for one reason or another. If they were converted into EPFs, 
they might take up too much space. They will definitely find 
themselves in more than one segment with the program in one segment and 
linkage in another. 

Sample Conversion; This section will take you through the conversion 
of R-mode and S-mode programs into an EPF. The conversion will take 
place in a step-by-step manner. The approximate tine it took to 
perform the conversion will also be noted. The example will convince 
you that it is worth your time to convert seme programs into EPFs. 

The Static Mode Progran; The following is a static mode program which 
determines if a file exists in the current directory or, optionally, in 
a UFD. It is a command with this syntax: 

FILE_EXCSTS <filename> [<ufdname>] 

The program verifies that the proper arguments have been entered, tells 
the user when any errors were made, and states whether or not the file 
exists. 



file_exists: proc; 

del info (8) fixed bin, /* info vector for rdtk$$ */ 

filename char (32), /* file to check exLstance of */ 
filename_len fixed bin, 

ufdname char (32), /* where to look */ 
uf dnameJLen fixed bin, 

ercode fixed bin, /* standard error code */ 

pathname char (65), /* pathname of file to look for */ 
pathname_len fixed bin, 

chrpos (2) fixed bin, /* info vector for tsrc$$ */ 

unit fixed bin, /* unit file opened on */ 

type fixed bin; /* type of file */ 
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%replaoe rdtK_key by 1, /* read next token and convert to 

uppercase */ 
kSnrtn by 0, /* no return */ 

eSmisa by 170, /* missing argument */ 

k$exst by 6? /* check file existance */ 

del rdtk$$ entry (fixed bin, (8) fixed bin, char(*), fixed bin, 

fixed bin) , 
errpr$ entry(fixed bin, fixed bin, char(*), fixed bin, char(*), 

fixed bin) , 
tsrc$$ entry(fixed bin, char(*), fixed bin, (2) fixed bin, 

fixed bin, fixed bin) , 
tnoua entry(char(*), fixed bin), 
tnou entry (char (*), fixed bin), 
exit entry; 

/* **************************************************************/ 
/* Get the name of the file and its length. */ 

call rdtk$$(rdtk_key, info, filename, 32, ercode); 
f ilenameJLen = info (2) ; 

/* Make sure file argument was given and is ok. */ 

if ercode = & f ilename_len = then 

ercode = e$misa; 
if ercode = then 

6b; /* file arg is ok */ 

/* Get the name of the ufd and its length. */ 

call rdtk$$(rdtk_key, info, ufdname, 32, ercode); 
ufdname_len = info (2) ; 

/* Make sure ufd argument is ok if given. */ 

if ercode = then 
do; /* ufd arg is ok */ 

/* Make a pathname up out of the ufd name and the file name. 
Remember, the ufd name may not have been given. */ 

if uf dname_len > then 
do; 
pathname = substr (ufdname, 1, ufdname_len) II •'>' II 

substr (filename, 1, f ilename_len) ; 
pathnameJLen = ufdname_len + 1 + filename_len; 
end; 
else 
do; 
pathname = substr (filename, 1, f ilename_len) ; 
pathname_len = filename_len; 
end; 
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/* New set up fee and see if file exists. */ 

chrpos(l) ■ 0; 
chrpos(2) = pathname_len; 

call tsrc$$(k$exst, pathname, unit, chrpos, type, 
ercode) ; 

/* Tell user results. */ 

if ercode = then 
do; 
call tnoua (filename, f ilename_len) ; 
call tnou(' exists.', 8); 
end; 
else 
call errpr$(k$nrtn, ercode, filename, filename_len, 
l FILE_EXISTS , , 11); 

end; /* ufd ara is ok */ 

else 
call errpr$(k$nrtn, eroode, 'ufd argument 1 , 13, 
, PILE_EXISTS , , 11); 

end; /* file arg is ok */ 

else 
call errpr$(k$hrtn, ercode, 'file argument 1 , 13, 
1 PILE_EXESTS ' , 11) ; 

call exit; 

end; 

The First Conversion Step ; The first conversion step is nothing more 
than using BIND on the program' s object instead of using SEG. The 
oompatability built into the EEF product allows this program to execute 
as an EPF. To BIND this program you would enter this command line: 

BIND FILE_EXIST5 -lo FILE_EXISTS.BIN 

BIND produces FILE_EXISTS.HJN which you could then RESUME. The time 
needed here to convert is equal to the time needed to run BIND. 

The Second Conversion Step : The second conversion step involves 
remembering that EPFs are called as subroutines of the operating system 
and should directly return to the system. The final call to EXIT in 
the program prevents this direct return so the next conversion step 
involves removing the call to EXIT. This is demonstrated below. Note 
that the declaration for EXIT has also been removed. 
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file_exists: proc; 

del info (8) fixed bin, /* info vector for rdtk$$ */ 

filename char (32), /* file to check exLstance of */ 
filename_len fixed bin, 

ufdname char (32), /* where to look */ 
ufdname_len f ixad bin, 

ercode fixed bin, /* standard error code */ 

pathname char (65), /* pathname of file to look for */ 
pathnameJLen fixed bin, 

chrpos (2) fixed bin, /* info vector for tsrc$$ */ 

unit fixed bin, /* unit file opened on */ 

type fixed bin? /* type of file */ 

%replace rdtk_key by 1, /* read next token and convert to 

uppercase */ 
k$nrtn by 0, /* no return */ 

e$misa by 170, /* missing argument */ 

k$exst by 6? /* check file existance */ 

del rdtk$$ entry (fixed bin, (8) fixed bin, char(*), fixed bin, 

fixed bin), 
errpr$ entry(fixed bin, fixed bin, char(*), fixed bin, char(*), 

fixed bin) , 
tsrc$$ entry(fixed bin, char(*), fixed bin, (2) fixed bin, 

fixed bin, fixed bin) , 
tnoua entry (char (*), fixed bin), 
tnou entry (char (*), fixed bin); 

/* ************************************************************/ 
/* Get the name of the file and its length. */ 

call rdtk$$(rdtk_key, info, filename, 32, ercode); 
filename_JLen = info(2); 

/* Make sure file argument was given and is ok. */ 

if ercode = & f ilename_len = then 

ercode = e$misa; 
if ercode = then 

6b; /* file arg is ok */ 

/* Get the name of the ufd and its length. */ 

call rdtk$$(rdtk_key, info, ufdname, 32, ercode); 
ufdname_len = info (2) ; 

/* Make sure ufd argument is ok if given. */ 

if ercode = then 
do; /* ufd arg is ok */ 
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/* Make a pathname up out of the ufd name and the file name. 
Remember, the ufd name may not have been given. */ 

if uf 6name_len > then 
do; 

pathname = substr(ufdname r 1, ufdhame_len) || •>» || 

substr (filename, 1, f ilename_len) ; 
pathname_len = ufdname_len + 1 + filename_len; 
end; 
else 
do; 

pathname = substr (filename, 1, f ilename_len) ; 
pathname_len = filename_len; 
end; 

/* Now set up for and see if file exists. */ 

chrpos(l) = 0; 
chrpos(2) = pathname_JLen; 

call tsrc$$(k$exst, pathname, unit, chrpos, type, 
eroode); 

/* Tell user results. */ 

if eroode = then 
de- 
tail tnoua (filename,- f ilename_len) ; 
call tnou(' exists.', 8); 
end; 
else 
call errpr$(k$hrtn, eroode, filename, filename_len, 
, FILE_EXISTS , , 11); 

end; /* ufd a rg is ok */ 

else 

call errpr$(k$hrtn, eroode, ' ufd argument' , 13, 
, FILE_EXIST5 I , 11); 

end; /* fn e ar g is ok */ 

else 



call errpr$(k$nrtn, eroode, 'file argument 1 , 13, 
'FILELEXISTS', 11); 



end; 



This conversion took only about five minutes. To make an EEF out of 
this source code, you need to compile the source code and execute BIND 
which takes another few minutes. 
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Conversion Step Three : If you take a careful look at what we now have, 
you will encounter calls to the error printing routine, ERRER$. These 
calls use the K$NRIN key. This key causes ERRIR$ to never return to 
the program. If this is the case, the program cannot directly return 
to the system. Since it is better for EPFs to directly return, change 
the key to K$IRTN. 

file_exists: proc; 

del info (8) fixed bin, /* info vector for rdtk$$ */ 

filename char (32) , /* file to check existance of */ 
filenameJLen fixed bin, 

ufdname char (32) , /* where to look */ 
ufdname_len fixed bin, 

ercode fixed bin, /* standard error code */ 

pathname char (65), /* pathname of file to look for */ 
pathname_J.en fixed bin, 

chrpos (2) fixed bin, /* info vector for tsrc$$ */ 

unit fixed bin, /* unit file opened on */ 

type fixed bin; /* type of file */ 

%replace rdtk_key by 1, /* read next token and convert to 

uppercase */ 
k$irtn by 0, /* immeadiate return */ 

e$misa by 170, /* missing argument */ 

k$exst by 6; /* check file existance */ 

del rdtk$$ entry(fixed bin, (8) fixed bin, chart*), fixed bin, 

fixed bin) , 
errpr$ entry(fixed bin, fixed bin, char(*), fixed bin, char(*), 

fixed bin) , 
tsrc$$ entry (fixed bin, chart*), fixed bin, (2) fixed bin, 

fixed bin, fixed bin) , 
tnoua entry (char (*), fixed bin), 
tnou entry (char (*), fixed bin); 

/* ******************************************************/ 
/* Get the name of the file and its length. */ 

call rdtk$$(rdtk_key, info, filename, 32, ercode); 
f ilename_len = info (2) ; 

/* Make sure file argument was given and is ok. */ 

if ercode = & f ilename_len = then 

ercode = e$misa; 
if ercode = then 

<3o; /* file arg is ok */ 
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/* Get the name of the ufd and its length. */ 

call rdtk$$(rdtk_key, info, ufdname, 32, eroode); 
ufdname_len = info (2); 

/* Make sure ufd argument is ok if given. */ 

if eroode = then 
do; /* ufd arg is ok */ 

/* Make a pathname up out of the ufd name and the file name. 
Remember, the ufd name may not have been given. */ 

if uf dname_len > then 
do; 
pathname = substr (ufdname, 1, ufdname_len) || »>■ || 

substr (filename, 1, f ilename__len) ; 
pathname_len = ufdname_len + 1 + filename_len; 
end; 
else 
do; 
pathname = substr (filename, 1, f ilename_len) ; 
pathname_len = filename_len; 
end; 

/* Now set up for and see if file exists. */ 

chrpos(l) = 0; 
chrpos(2) = pathname_len; 

call tsrc$$(k$exst, pathname, unit, chrpos, type, 
eroode) ; 

/* Tell user results. */ 

if eroode = then 
do; 
call tnoua (filename, f ilename_len) ; 
call tnou(' exists.', 8); 
end; 
else 
call errpr$(k$irtn, eroode, filename, filename_len, 
l FILE_EXISTS^ 11); 

end; /* ufd arg is ok */ 

else 
call errpr$(k$irtn, eroode, 'ufd argument 1 , 13, 
•FILE.EXESTS', 11); 

end; /* file arg is ok */ 

else 
call errpr$(k$irtn, eroode, 'file argument 1 , 13, 
, FILE_EXISTS , , 11); 

end; 
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This conversion took another five minutes. Again, you must now compile 
and BIND the program. 

Please note that many programs do not have the innate structure of 
FILEJXISTS. Without the structure, this step may take much longer. 
Remember, this step is not needed; the program will run without it. 
It all depends on how much work you wish to put into your conversions. 
Converting and structuring your programs will make future maintainence 
much easier. 

Conversion Step Four ; In this step it is noted that EPFs, as 
subroutines of the system, are passed arguments. One of the arguments 
is always the command line. Therefore, the program is modified to 
accept this argument. In doing so, the program is changed to call the 
command line parsing routine CL$PIX. This conversion took about an 
hour. 



file_exists: proc(command_line, command_status, command_name) ; 

del command_line char (80) var, 
command_status fixed bin, 
command_name char (11) var; 

del pix char(18) var static init('entry; entry; end;')* 1 struc, 
2 filename char (32) var, /* file to check existance of */ 
2 ufdname char (32) var, /* where to look */ 
pix_idx fixed bin, 
bad_idx fixed bin, 

pathname char (65) var, /* pathname of file to look for */ 
chrpos (2) fixed bin, /* info vector for tsrc$$ */ 

unit fixed bin, /* unit file opened on */ 

type fixed bin; /* type of file */ 



del 



1 cvs based, /* overlay for a varying string */ 

2 len fixed bin, 



2 chars char(l); 



% replace cl$pix_key by , 0002'b4, 

k$irtn by 0, /* immeadiate return */ 

e$misa by 170, /* missing argument */ 

k$exst by 6; /* check file existance */ 

del cl$pix entry (bit (16) aligned, char(*) var, ptr, fixed bin, 

char(*) var, ptr, fixed bin, fixed bin, fixed bin), 
errpr$ entry(fixed bin, fixed bin, char(*), fixed bin, char(*), 

fixed bin) , 
tsrc$$ entry(fixed bin, char(*), fixed bin, (2) fixed bin, 

fixed bin, fixed bin) , 
tnoua entry (char (*), fixed bin), 
tnou entry (char (*), fixed bin); 

/* ************************************************************/ 
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/* Get the name of the file and the ufd. */ 

call cl$pix(cl%>ix_key, oomnandLname, addr(pix), length (pix), 
command_line, addr (struc), pix_idx, struc idx, 
command_status) ; 

/* Make sure arguments are ok and f ile argument was given. */ 

if oommand_status = & length (struc. filename) = then 

command_status = e$nisa; 
if oommand_status = then 

*' /* file arg is ok */ 

/* Make a pathname up out of the ufd name and the file name. 
Remember, the ufd name may not have been given. */ 

if length (struc. ufdname) > then 

pathname = struc. ufdname I! •>' || struc. filename; 
else 

pathname = struc. filename; 
/* Now set up for and see if file exists. */ 

chrpos(l) « 0; 

chrpos(2) = length (pathname); 

call tsrc$$(k$exst, addr (pathname) -> cvs. chars, unit, 

ChrCOS, tvne- OOmmanri ghahtna} . 

/* Tell user results. */ 

if command_status = then 
do; 

call tnoua (addr (struc. filename) -> cvs. chars, 

length (filename)); 
call tnou ( • exists. ' , 8) ; 
end; 
else 
call errpr$(k$irtn, command_status, 

addr (struc. filename) -> cvs. chars, 
length (filename), l FILE_EXIS^3S , , 11); 

, end '* /* file arg is ok */ 

else 

call errpr$(k$irtn, comroand_status, 'file argument , r 13, 
'FILEJXISTS', 11); 
end; 

Note that by using CL$PIX, the argument-checking logic within the 
program was simplified. Also, since CL$PIX uses varying length strings 
by default, our program was converted to use the same type and the 
extra SUBSTR calls needed to remove the blank padding from the end of 
the fixed length strings was eliminated. 

Remember, you must still compile and BIND the program. 
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PRIHDS AND PRIMDS II 



PRIJDS 



RECOVERABLE MACHINE CHECK FUNCTIONALITY 



Current Prime processors allow correctable nain-memory parity errors to 
be retried without affecting the operation of the system. However, 
parity errors in other places in the processor, such as the nain-memory 
cache, cause the system to immediately halt. Some of the new 
processors now under development allow other transient errors to be 
corrected thereby providing improved system availability. 

With most existing Prime processors, PRIMDS halts the system if there 
is a parity error in either the cache or the STLB. This is because 
previous Prime processors may have unrecoverably damaged the "machine 
state" as a consequence of taking the check or attempting to use the 
bad data. This can be true even if one attempts to warmstart the 
system. Therefore, the PRIMDS action is to attempt to log the error 
and then halt the system. 

With the introduction of new hardware, logic will be able to 
effectively correct the problem without affecting the processor 
microcode. When the hardware detects a parity error in either the 
cache or the STLB, it forces a cache or STLB "miss" which causes the 
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erroneous location to be reloaded from main memory. This operation is 
completely transparent to the microcode. 

The obvious reason for implementing recoverable machine checks is for 
higher availability on future processors. It is felt that a very high 
percentage of cache parity errors are transient in nature. Thus, 
allowing complete recovery from these errors can markedly increase the 
amount of time the system is operational. 

Future machines will have faster processors than the P9950 and the 
main-memory cache, the branch cache, and the STIB may be larger. The 
increase in size of these elements could be accomplished by using 
denser logic. There is some concern that these components may 
experience a higher rate of failure than current parts and thus a way 
to improve the situation is desired. The concept of recoverable 
machine checks is the answer. It should be emphasized that cache and 
STLB parity errors are not especially frequent today. 

The functionality of the addition of correctable machine checks is 
completely transparent to a typical user. The system will not stop 
when a correctable parity error occurs. In fact, except for the log 
entry, there will be no external indication that an error occurred at 
all. 

However, a system administrator or field service person would be able 
to look at the EHMDS event log files and tell that the system had been 
having correctable machine checks. The same information that is 
currently returned on unrecoverable machine checks will still be 
returned to one examining the machine history using either I0GEKT or 
HttNT_SYSLQG. The only difference is that a corrected machine check 
will say so. 

Another point about recoverable machine check handling should be made. 
It can be relatively expensive to log large numbers of these errors. 
If all such errors were logged, it is conceivable that some significant 
performance degradation would be experienced. In fact, the logging of 
errors would degrade performance far more than simply correcting the 
original problem. This problem will be addressed similar to 
correctable memory parity errors. A count of the number of correctable 
machine checks will be kept in IRIMDS and when this number exceeds a 
certain arbitrary number, 1024, miVDS will cause the hardware to 
suppress reporting of recoverable machine checks. 

In order to support the recoverable machine check interface, changes 
had to be made to the machine check handler in ERIMDS and to those 
routines that output the event log information generated by ERIMDS. 

Since a conscious decision was made to choose the approach that had the 
least effect on the check handling code, the changes here are quite 
simple. A new check header has been put into segment 4 at location 
320. This check header invokes code that very easily merges with the 
code that already counts correctable main memory parity errors and then 
restarts ERIMDS. The only change was to add a separate counter for 
corrected machine checks. 
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Modifications to LOGEKT and IRINT_SYSLOG to support ECCD 

There are two programs that print out the contents of the FRIMDS event 
log files. These programs have the same functionality. Both LOGHO? 
and HRINT_SYSLOG have been changed to recognize recoverable machine 
checks. They have been modified so that the routine that decodes the 
contents of DSWSTAT checks to see if bit 26 of DSWSTATL is set. If it 
is, these utilites have been modified to indicate that the machine 
check was recovered. 

An error will be put into the NETLOG and PRINT_SYSLOG when a bad HDX 
restart packet is received by the DTE. 



CONFIGURATION DIRECTIVES 

LOGBfiD 

If a login attempt is unsuccessful (due to an unrecognized userid or a 
bad password or project) and the directive: 

LOGBAD YES 



the supervisor terminal, depending on the login type. 



Login Was Local and Terminal Line Number is Known ; 



Failed login <day-of-week> <date> <time>: line* <line>, 
Dserld <userid>. 



Login Was Local and Terminal Line Number is Unknown : 



Failed login <day-of-week> <date> <time>: line* UNKNOWN, 
Userid <userid>. 



Note 

This case would only occur if the userid did not appear in 
LWORD, a table mapping userid 1 s to terminal line numbers. 
This case should never occur. 
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Login Was Remote and Remote Node Was a PRIM3NET Node ; 



Failed login <day-of-week> <date> <time>: User Id <userid>, 
from PRBENET system <^imenet_node_name>. 



Login Was Remote and Remote Node Was Not a PRItENET Node; 



Failed login <day-of-week> <date> <time>; Userld <userid>, 
from X.25 address <X.25_address>. 



Login Was Remote and Remote Login Was From an Unknown Node ; 



Failed login <day-of-«eek> <date> <tims>; Userld <userid>, 
from UNKNOWN network address. 



Notes 

• Tliis case should never occur. 

• If the failed login attempt occurred before the date and 
time was set, then "<day-of-week> <date> <time>" is replaced 
by "At system startup". 

The appearance of LOGBAD NO in C30NFIG results in no failed login 
messages appearing on the supervisor terminal. The absence of LOGBAD 
YESiNO in OONFIG is equivalent to the presence of LOGBBD NO. 



NEW AMLC PROTOCOL 



JT8BIT 

TE8BIT, the eight bit protocol, allows for recognition of character 
sets which require the use of 8 bits to represent each character. It 
was written to provide support for the Arabic character set. 
Essentially, the protocol behaves in the same manner as the TTY 
protocol with the exception that the eighth bit {ASCII parity bit) is 
not forced on for each character input from the terminal. This is to 
"allow the eighth bit to be used as part of the character. All control 
characters are handled in the same manner as the TT£ protocol. 
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The protocol requires special firmware support from the terminal and 
may be run only from locally attached terminals. Remote login can not 
be used. The special terminal sends 8 bits of character and 1 bit of 
parity. This requires that parity be enabled on the Prima as specified 
below. 

In order to use this protocol the user must specify the protocol name 
TT8BIT in the AMLC command and set bit 13 of the line configuration 
word to to enable parity. For example: 

AMLC TT8BIT 2403 /* Line f odd parity enabled, 9600 baud. 



REVERSE FLOW CONTROL ON THE ICSl AND ICS2 CONTROLLERS 

PRIMDS support is provided for reverse flow control on the ICSl and 
ICS2 controllers. Users can now enable this feature via the AMLC 
command for use while running certain block mode terminals on the ICSl 
and ICS2. 



ADDITIONAL ASYNCHRONOUS LINE SUPPORT 

At Rev. 19.4, the maximum number of asynchronous lines which can be 
supported on a single system has been raised from 128 to 256. On a 
single system there may be a mix of AMLC, ICSl, and ICS2 asynchronous 
lines. There has not been a change in the number of AMLC controllers 
that may be in a single system; the limit remains at eight AMLC 
controllers and, therefore, 128 AMLC lines. PRIMDS now supports up to 
four ICS controllers, which may be any mix of ICSl and ICS2. 

Since there are only 255 processes supported by PRIMDS, one of which is 
reserved for the supervisor terminal, only 254 asynchronous lines may 
be configured for user login. The remaining two lines can be 
configured as assignable lines. 

There have been no syntax changes in the commands or directives 
applicable to asynchronous lines as a result of this new functionality. 



AUTO SPEED DETECT (ASP) 

This enhancement to PRIMDS provides the capability to automatically 
adjust current asynchronous communications hardware (AMLC, ICSl, ICS2) 
to operate at the speed of a terminal attached to a loginable line. 
The supported terminal speeds are 110, 300, 1200, 2400, 4800 and 9600 
baud. 
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ODNFIG Parameters for ASD Support 

A terminal line must be explicitly set to ASD protocol for this 
enhancement to be operable. This is done by giving the AMLC ASD 
command from the supervisor terminal, normally at cold start of PRIMDS. 
Ihe AMLC ASD command may be issued for a line with a logged in user but 
will not take effect until one of the conditions that cause a return to 
ASD protocol occurs. 

In order for the speed detect algorithms to work, the following 
hardware configuration is necessary: 

• The programmable clock speed must be set to 9600 baud. (This is 
the default speed and corresponds to a CONFIG word of X4XX.) 

• The first jumperable speed must be set to 2400 baud. (This 
corresponds to the GONFIG word X5XX.) 

• The second jumperable speed must be set to 4800 baud. (This 
corresponds to the ODNFIG word X6XX.) 

• The third jumperable speed (corresponding to the CONFIG word 
X7XX) is not used by ASD and may be set to any speed desired. 

The AMLC requires modification to hardware jumpers to set these line 
speeds. The ICS1 and ICS2 controllers require that the following 
directive be issued: 



ICS JUMPER 04540 11300 <ANY_JOBER> 

Without performing the jumpering modification or issuing the ICS JUMPER 
directive, only line speeds of 110, 300 and 1200 baud are supported. 
Attempted operation at other line speeds cause failure to establish 
correct line speed, resulting in loss of the use of that line. At seme 
speeds, no line characters may be seen resulting in the ASD process 
waiting forever for the next character. The third numeric parameter 
for the ICS JUMPER directive must be given but it's value is not used 
by ASD processing. 

The number of stop bits at each line speed is not modifiable by a 
command issued from the supervisor terminal. Simple modifications to 
the source module AMLDIM.PMA allow a field analyst or knowledgable 
customer to adjust the stop bits as necessary. The standard stop bit 
configuration for lines configured for ASD is two stop bits at 110 baud 
and one stop bit at all other speeds. 

The AMLC ASD command is only applicable to current asynchronous 
implementations. Support is provided for the AMLC, ICS1 and ICS2 
controllers. 

The AMLC ASD command may only be issued fear unassigned lines. The 
command is rejected if issued for an assigned line. 
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Any protocol can be used with lines oonf igured for ASD. This is done 
by issuing the 'AMLC <protocol> line 1 coranand prior to the 'AMLC ASD 
line ' command. 

ASD operation on a line nay be terminated by issuing any AMLC command 
for that line that does not specify ASD protocol. 

There are a number of system wide configuration directives that affect 
the operation of ASD. 

• The 'DISLOG YES' Configuration Directive should be given to 
ensure the return to ASD protocol if a user disconnects without 
logging out. 

• The ' disctime ' parameter of the AMLTIM configuration directive 
controls how often a user's line is checked for loss of carrier. 

• The 'gracetime' parameter of the AMLTIM configuration directive 
controls the delay in return to ASD protocol for users not 
logged in. 



Caution 

It is very important that neither the ' disctime ' nor the 
'gracetime' parameters be set to zero. Setting either 
of these parameters to zero prevents recovery from 
certain error conditions and may result in loss of the 
use of ASD lines. 



• The 'disctime' parameter must be at least twice as large as the 
'ticks' parameter on systems using ICS1 or ICS2 controllers. If 
' disctime ' is set to a smaller number, disconnect checking will 
occur at every tick interval and gracetime processing will never 
occur. That is, gracetime processing occurs at all tick 
intervals that disctime processing does not occur. 

AMLC ASD Command Syntax : The following are the commands to start and 
end ASD operations: " 



AMLC ASD line [CONFIG] [lword] 

AMLC [protocol] line [CONFIG] [lword] 



Refer to the System Administrator's Guide (DOC5037-2ift.) for definitions 
of the parameters. 
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Note 

If a protocol is not specified for an ASD line with a prior 
'AMLC <protocol> line' command, the default TTY protocol will 
be enabled when speed detect processing has completed. If a 
prior AMLC command is issued for an ASD line but does not 
specify a protocol, TRANS protocol is enabled on the completion 
of speed detect processing. This is compatible with the 
current implementation of the AMLC command. 

Compatability ; This implementation of ASD is intended to operate with 
the AMLC hardware (both DMT and DMQ versions) and both ICS1 and ICS2 
controllers using current software. 

The user interface to a line in ASD mode can not be compatible with 
previous user interfaces due to the nature of ASD, that is, speed must 
be determined before any other interaction with a user terminal can 
take place. 



Operation of ASP 

A user attempting to login on a line that has been defined for ASD 
would repeatedly type (in upper case only) the character *A* until the 
prompt 'Login please.' appeared on his terminal screen. The prompt 
would indicate: 

• The terminal support software had detected the user's terminal 
speed 

• The asynchronous hardware had been progranmed to operate at that 
speed on the line to which the user was attached 

• The line protocol had been changed from ASD to that line's 
normal protocol 

If the user is running at a speed other than one of those supported for 
ASD or if the user types characters other than upper case A's, the line 
remains in ASD protocol. Character echo never occurs while in ASD 
protocol. 

The users terminal must be configured to generate either 'mark' or 
'odd' parity. The speed detect algorithms will not work with either 
•space' or 'even' parity. 

The line will be returned to ASD protocol under the following 
conditions: 

• A local user's line returns to ASD protocol when the user logs 
out. Note that a local user performing login over login does 
not have his or her line returned to ASD protocol, 
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A logged-through user's line returns to ASD protocol when the 
local host receives a 'call clearing' packet. This packet is 
sent from the remote host to the local host to indicate that the 
connection between them is being broken. This normally occurs 
when the logged-through user logs out from the remote host. 
This packet may also be received under certain error conditions 
that cause disruption of the link between the hosts. Note that 
a local user who had netlinked to a remote host and logged in 
there (Remote Login) does not have ASD enabled on logout from 
the remote system. 

Graoetime (see the AMLTTM Configuration Directive) has expired 
and the user has not successfully logged in. 

Carrier loss is detected for a non-logged in user. Logged in 
user's lines are returned to ASD by the logout on disconnect 
processing. 



For users who are logging out, the message "Auto speed detect is 
enabled. Type "A n s until a login message appears. B is printed on the 
user's terminal. The line's speed is then set to 1200 baud. Messages 
from external logout routines are garbled or not printed if the 
terminal speed is not also 1200 baud. 

Conditions other than logout that cause a return to ASD protocol do not 
print a message at the user's terminal. 



BALFHPUPLEX SOPTORT OVER MDLC 

Dialup half duplex support for Prine-tc-Prime links is now available 
over the MDLC only. This is functionally equivalent to and compatible 
with the half duplex protocol that was supported prior to Rev. 19.3 but 
was temporarily dropped. 



PRIMPS CHANGES TO WARM START HANDLING 

A new software interrupt that occurs at warmstart has been defined. 
The software interrupt causes all logged in processes to receive a 
condition WARMSTART$ signal. The default PRIMDS on-unit simply 
displays the following message and then returns: 

***** WARM START ***** 

User software with ANY$ on-units should preferably ignore (continue to 
signal) this condition and let PRIMDS display the usual massage and 
then resume normal execution. If the user ANY$ on-unit desires, it may 
deal with WARMSTART$ itself but it should, in all cases, display sane 
message so the user is informed of the warmstart. 
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The visible effect of this change to warmstart is that logged out 
terminals no longer have the ***** WARM START ***** message displayed 
but phantoms now see this message (in COMD files) and logged in 
terminals see the message not only on the terminal but also in a CDTO 
file if one is in use. 



ERIMDS CHANGES TO SUPPORT THE PRIKE/SNA PRODUCT 

Other changes to ERIMDS for PRIMS/SNA are largely internal and should 
have no effect on users not running ERIM3/SNA. These changes include: 

• ICS2 support has been added for synchronous lines for use by 
FRIME/SNA; this enhancement includes a new configuration 
directive to specify that the synchronous SDLC protocol should 
be down-line-loaded to the ICS2. 

• Several ICS2 initialization error messages have been improved 
for clarity. 

• Several new Ring entrypoints have been added to ERIMDS to 
support ERIMS/SNA and a new DTAR segment has been added to 
contain the ERIMS/SNA Ring databases. 

• Three new free storage classes have been added to the storage 
pools used by the communications software. 



SOFTWARE FROBLEMS FIXED 

The following non-reported bugs were fixed: 

• The test to distinguish between normal status and marker status 
was reversed. 

• The line number and loop counter were not being correctly 
incremented when a controller was skipped. 

• An index register was not being initialized correctly in some 
cases in two loops. 



DYNAMIC FILE UNITS 

Dynamic File Unit allocation (DFO) has increased the number of file 
units within ERIMDS. The Rev. 19.3 limit of 3247 units per system and 
127 per user are increased such that there are no internal system 
limits. To do this, file units are allocated dynamically from shared 
memory. The prior DFU limitation of 3247 file units is a reslut of the 
size of the Unit Tables Entries (UTE) that fit into one segment (64K 
words) . DFU changed this limitation by using more than one segment 
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worth of storage and changed the file system routines to use double 
word pointers to access multiple segments. 

DFU has not changed the basic unit table structures but the FORERAN 
modules have been recoded to take advantage of the pointers in ELP and 
use the Dynamic Storage Allocators to allocate unit tables. Each user 
has a single pointer in his FUDODM area that points to the start of the 
unit table (UTBL) . There is a unique unit table for each user process. 
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CHAP COMMAND ENHANCEMENTS 



Functional Overview 

The new scheduler enhancements add two special purpose priority levels 
to the current scheduler. The first, called IDLE level, defines a 
class of users that use spare system resources. Processes relegated to 
the IDLE priority level run only when no other process at any other 
priority is eligible to run, that is, when the system is idle. IDLE 
processes comprise a queue that is conceptually below the low priority 
queues. The second new priority level, called SUSPEND level, defines a 
class of users that are temporarily blocked from receiving service. 
Processes at SUSPEND priority level are ineligible for service for an 
indefinite period of time during which they are not subject to the 
system idle time limit. This facility may be used by the System 
Administrator to speed very high priority jobs through a loaded system 
or to synchronize the execution of large jobs that thwart the system by 
thrashing against each other. 

Movement between existing priority levels and the two new levels is 
controlled by the CHAP command. Both the supervisor version and the 
normal user versions of the command have been modified to accommodate 
the new levels. The new form of the supervisor command may be employed 
to place users on either the IDLE or SUSPEND queue. Processes remain 
idle or suspended until they are explicitly placed back on one of the 
existing priority levels (0-3) by CHAP. The new form of the user 
command allows a user process to CHAP itself into the IDLE level only 
and to return itself to the default user priority level. 

In addition, the routine SPAWN$ is enhanced to allow phantoms to be 
spawned directly into the IDLE priority level. This involves 
implementing the priority argument to SPAWN$, which currently exists 
but is ignored. A privileged process is allowed to spawn phantoms into 
any priority level except SUSPEND. 

CHAP Command Syntax 



Supervisor Command : This section presents the revised syntax of the 
supervisor version of the CHAP command and describes the new options in 
detail. Refer to the System Operator's Guide for a discussion of the 
existing CHAP parameters. 

The new form of the CHAP command is: 
CHAP 



f -userno ) 
1 ALL ) 



-IDLE 

-SUSEEND 

priority [timeslice] 
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userno is the target process' user number. If ALL is specified, all 
processes except certain privileged or special purpose processes; such 
as user 1, NETMAW, and slaves, are affected. 

IDLE places the specified process at IDLE priority level. SUSPEND 
places it at SUSPEND level. (Refer to the previous section for a 
description of the IDLE and SUSPEND priority levels) . The new priority 
level remains in effect until it is explicitly changed again. 

IDLE may not be specified if the target process is a terminal user; an 
attempt to do so results in an error message. When a terminal process 
is suspended, a warning message is issued. Any characters typed before 
the process is made eligible again may be lost. Neither IDLE nor 
SUSPEND is valid for time-critical processes, which have their 
timeslices set to -1. The timeslice must be reset to a normal value 
before the process can be made idle or suspended. IDLE and SUSPEND are 
only valid for normal terminal users and phantoms. If the requested 
priority change is not valid for the specified user when the -usemo 
argument is supplied, an error message is issued. If the ALL option is 
specified, processes for which the priority change is invalid are 
simply skipped and a warning message giving the number of processes 
that were not affected by the command is issued. This form of the CHAP 
command can only be issued from the supervisor terminal. 



User Command; The syntax of the user version of the CHAP command is: 



CHAP< 



UP 

DOWN 

LOWER } [timeslice] 

IDLE 

DEFAULT 



UP moves the user's priority up one level but no higher than the 
current default user priority level (The default user priority level 
may be reset by the system operator through the supervisor terminal 
version of the CHAP command) . The UP option has no effect if the 
process is at IDLE level. 

DOWN moves the user's priority down one level but no lower than the 

lowest normal priority level configured (usually 0) . The DOWN option 

can not be used to move the process into the IDLE or SUSPEND levels. 
CHAP DOWN is equivalent to CHAP LOWER 1 (see below) . 

LOWER lowers the user's priority by nnn levels, but no lower than the 
lowest normal priority level configured (usually 0) . nnn must be an 
integer value in the range 1 through 7. timeslice is optional; it 
specifies a new timeslice value in octal in units of tenths of a 
second. The new timeslice value must be smaller than the users' s 
current timeslice value; in other words, the user may shorten his 
timeslice but may not lengthen it. The LOWER option can not be used to 
move the process into IDLE or SUSPEND level. 
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IDLE places the user at IDLE priority level. This option may only be 
issued from a phantom. Terminal users may not make themselves IDLE. 

DEFAULT resets the user to the current default user priority The 
default user priority level may be reset by the system operator through 
the supervisor terminal version of the CHAP command. 

SPAWN$ Interface Changes ; The priority argument to SEfiWN$ is an 
element of a structure describing various characteristics of the new 
process. Currently, the priority field is ignored. A phantom is 
assigned a priority of 1 if the spawner is User 1; otherwise it is 
assigned the priority of the spawning process. SPAWNS allows phantoms 
to be spawned into any priority level except SOSIEND. This is 
implemented through the priority argument as follows: 

Value of 

Priority Meaning 

-2 Place phantom at IDLE level 

-1 If the caller is user 1, assign the phantom to 
priority level CURLEV (currently 1) . Otherwise, 
assign the phantom to the spawner' s priority level 

0-3 Assign the phantom to priority level 0-3 or the 
spawner* s priority level, whichever is lower. 

All other priority values are invalid and result in an E$BPAR error 
code being returned from 3KSWN$. Note that the default action (taken 
when the priority is -1) is different for user 1 than it is for other 
users. 
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BATCH 



NEW FEATURES MP CHANGES 
Batch EPF Support 

• The Batch subsystem was modified to save the EPF attributes of 
the process submitting a request and passing them on to the 
actual job. 

• The size of the batch queue entry has been expanded. 

Prior to Rev. 19.4 Batch, there was no way to limit the EPF attributes 
of a Batch job. These EPF attributes include the maximum number of 
private static and dynamic segments the process is permitted, as well 
as the maximum number of cammand levels and program invocations. These 
limits are set when a terminal process logs in. For phantoms, however, 
they are copied from the process which creates the phantom. This means 
that every Batch job would inherit the same EPF attributes as the Batch 
monitor which creates all Batch phantoms. Therefore, Batch was 
modified so that the EPF attributes are acquired from the process 
submitting a Batch job and passed on to the Batch phantom when the job 
is run. 

Since there is a delay between the time a Batch job is submitted and 
the time it is run, the new EPF attributes must be stored in the Batch 
job queue entry. This resulted in a change in the overall length of 
each Batch job queue entry. Since the old entry lengths are 
incompatible with the new entry lengths, all Batch jobs submitted prior 
to Rev. 19.4 Batch must be either executed or deleted before upgrading 
to Rev. 19.4 Batch. A new error code has been added to Batch which 
checks through all active Batch job queues to see if there are any 
queues with active job entries of the old length. If there are, a 
message is sent to the supervisor terminal informing the operator that 
the Batch queues are not completely Rev. 19.4 compatible. 



Note 

Rev. 19.3 Batch will continue to function with Rev. 19.4 
Primes. However, there is no Batch support for EPFs prior to 
Rev. 19.4 Batch. 



Longer CPL Arguments 

Prior to Rev. 19.4 Batch, the length of the argument to be passed to a 
CPL Batch job was limited to 80 characters. With Rev. 19.4 Batch, this 
limit has been doubled to 160 characters. 
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Batch Support for Dynamic File Dnits 



Prior to Rev. 19.4, a user could specify that a Batch job open its 
input file only on units less than 126. With Rev. 19.4 Batch, this 
restriction has been removed. 



SOFTWARE PROBLEMS FIXED 

Open CPL Files ; A major problem fixed at Rev. 19.4 is the situation 
where queues hang for no apparent reason. The problem was that CPL 
jobs have always kept the temporary file they use for command input 
open until termination of the job. GOMI jobs, on the other hand, 
closed the temporary file before the job terminated. This led to the 
occasional situation where a CPL job from one queue used the same 
temporary filename as a OOMI job from a second job queue. When the 
COME job finished it would try to delete the temporary file. However, 
this file was already held open by the CPL job. Therefore, the COMI 
job would have to wait until the CPL job terminated before it could 
finish. This effectively hung the queue where the COMI job had been 
submitted. 



Monitor Attaches to BATCHQ Directory : Another problem fixed at 
Rev. 19.4 is that of the BATDEF file not being found even though it 
existed in the BATCHQ directory. The problem was that the Batch 
monitor was not always attached to the right directory before trying to 
open the BATDEF file. 

The Batch monitor now does an explicit attach to the BATCHQ directory 
before opening the BATDEF file (SPAR 3002389) . 

File Units and Monitor Waiting ; File unit handling was modified to 
support dynamic file units up to 128. Also, to avoid hanging queues, 
COMI jobs no longer close their temporary files until the job is 
finished. 

On a heavily loaded system, there are certain situations where race 
conditions develop between the Batch monitor and Batch jobs. The 
length of time that the Batch monitor waits for a Batch job to reach a 
certain stage in its processing was not always sufficient. With 
Rev. 19.4 Batch, the length of time that the monitor waits has been 
increased. This should provide a more stable and more reliable Batch 
product (SPAR 2004578) . 
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BOOQLCREATE 



NEW FEATURES AND CHANGES 
None 

SOFTWARE PROBLEMS FIXED 

Password Promct: The option -NDPASS has been replaced by the option 
-NDjQOERY (-N3) . This option prevents any prompts for passwords being 
given during a BOOT_CREATE session (SPAR 3003495) . 

Access Rights; If SEGSftM or SEGDAM type files were explicitly named in 
the list file for BOOT_CREATE, then in attempting to check the access, 
error conditions were always raised. This was due to BOOT_CREATE 
attempting to open each sub-entry of the SEGDIR to check its access 
rights. B0OT_CREATE now checks access rights by opening only the top 
level of the SEGDIR (SPAR 3007629). 

Correction to List File : Files of the type SEGSAM were not supported, 
when explicitly named, in the list file of BOOQLCREATE, The file +-ypa 
was isolated as an attribute and checked against a list of supported 
fiietypes. The list held a name SEGAM instead of SEGSAM (SPAR 

Options: If multiple options are given for one of the files in the 
list file of BO0T_CREATE f then BCOT_CREATE tells the user that it will 
default to the -YES option instead. It then goes on to test that the 
'-CHECK option has been used and takes -CHECK in preference to -YES 
(SPAR 3007631) . 

If multiple options have been used, BCOT_CREA!IE uses -YES by default. 

The -CHECK Option: The -CHECK option does not present blank lines to 
HAGSAV. This prevents the "Syntax error" message from being displayed 
for each blank line. -CHECK still has the rest of its previous 
functionality (SPAR 3008138) . 
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BPMS 



NEW FEKHJRES NOD CHMfcES 



At Rev. 19.4, BRMS attempts to replace any in-use EPF's encountered 
during restore operations (archive_restore, transport_restore and 
backup_restore) . Ofce functionality is similar to that of (DFY and 
involves restoring the EEF into a temporary file and then replacing the 
target EEF. ttie old file is renamed from name .HJN to name .RPn, where n 
is a digit. 
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CMEF/MRGF 



NEW FEATURES MP CHANGES 



CMEF was fixed so that it does not clear the last digit of control 
characters. 
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cmCAT 



SOFTWARE PROBLEMS FIXED 

Missing Keyword : -If NEWLTHLE is not specified with the TITLE 
subcommand, the user receives the message 'Missing keyword 
option(cmdl$a) » (SPAR 3002103) . 



3-25 First Edition 



Software Release Document 



First Edition 3-26 



PRIMDS and Utilities 



COPY 



NEW FEATURES MP CHANGES 

At Rev. 19.4, the COPY command, used on EPF files, attempts to remove a 
mapped EPF from a user's address space before performing the COPY 
operation. This is done to ensure that the EPF is removed from the 
disk and from the user's address space. 

The COPY command also allows the copying of an in-use program EPF or 
EPF library. The suffix on the command (.HJN) is incremented to the 
next revision (RPO) to allow the old version of the EPF to continue to 
function. The newer version of the EPF is then used and the older 
version can be deleted either when the EPF is removed from the user's 
address space or the user logs out. There may be up to nine versions 
of an EPF with suffixes from .RPO to .RP9. 
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COFY_DISK 

NEW FEA3URES AND CHANGES 

CDKLPISK messages have been converted to upper/lower case. 

The routine YESNO, which obtains yes or no answers from the current 
input stream, has been modified to be case insensitive. The acceptable 
responses are (in either upper or lower case) YES, Y, YE, NO, and N. 
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DELETE 



NEW FEATURES AND CHANGES 

At Rev. 19.4, the DELETE oomnand used on EPF files attempts to remove a 
mapped EPF from a user's address space before performing the DELETE 
operation. This is done to assure that the EPF is removed from the 
disk and from the user's address space. 
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ED 



SOFTWARE EROBLEMS FIXED 

ACCESS_VIDLAT:K)N$ error message was raised when issuing the command 
VOTE L. This problem has been fixed (SEAR 3009488) . 

The problem with using M3V SERA INLIN or KJV SERA /POO/ has been 
corrected (SEAR 3009542). This SPAR duplicates SEAR 3007868. 
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EEB 



NEW FEAIORES fiND CHflNGES 

EEB now displays up to 32 characters in entry names so that users can 
see the part of the names that BIND is dealing with. No method exists 
to display only 8 or 6 characters. Since 32 characters take up a large 
portion of the screen, only two names are output per line. 



EERMflNENT RESTRICTIONS 

EEB does not search binary files for the .BIN suffix; it must be 
supplied by the user. 
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EDIT_jROFILE 



NEW FEATURES AND CHANGES 

Four new user, or project, and system default attributes, and new 
conversion procedures were added for Rev. 19.4. 

The LIST_j55fSTEM coiracand has been modified to display system default 
attributes. 



SOFTWARE PROBLEMS FIXED 

The -DEFAULT option of EDIT-PROFILE now works correctly (SEAR 3002167) . 

EDITJPROFILE no lonoer accents null user ids or null nroiect ids (SPAR 
3003324/3002290) . 

EDIT_PROFILE no longer accepts invalid default project names. If the 
user enters an invalid default project name, EDIT_EROFILE returns an 
error message followed by the EDIT_EROFILE prompt. The rebuild now 
runs smoothly (SPAR 3004176) . 

Tr> inifialiTafiAn nvyfe. ■{•? 4-Vwa noer reemnA: 4-n i~Y\a rniae^i nn 'IJPfYTWI'Wi^ 

NUMBER OF USERS 1 with a number larger than the size that EDIT_ J EROFILE 
can handle, EDIT_EROFILE responds with the error message "SIZE MIST BE 
A NUMBER BETWEEN ZERO AND 28004" (SEAR 3005232) . 

When changing a user's initial attach point, EDIT_EROFILE now allows 
the user to enter 'none' in the retry loop (SPAR 3004845). 

Quits are now inhibited during the ADD_PROJECT command (SEAR 3003327) . 

If the user shuts down the partition, from the supervisor terminal, 
that he or she is attached to and then enters EDITJPROFILE, the user 
now receives just one error message when exiting from EDIT_PROFILE 
using QUIT (SPAR 3002595) . 

If EDIT_PROFILE is aborted during the entry of a project and then a 
list of projects is requested, EDIT_PROFILE no longer terminates with 
the message "END OF FILE. PVF HEADER" (SPAR 3001396/3003327) . 
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EMACS 



NEW FEA330RES AND CHANGES 

The following summarizes the new features and changes. 

• New EMACS functions 

• New EMACS Atoms 

• New terminal support: the Prime PT200 

- Command line arguments -TTP PT200 and -TTP PT200W 

- Saving/Restoring the state of PT200 Screen Display Mode 

- New command line option: -SAVEJSQREEN for PT200 in 80x48 
mode 

- Change in the setup of the PST100 CDRSOR-FUNCTIDN/NDMBER 
Pad in EMACS Fundamental Mode and its relation to the 
PT200 PF/MJM3ER Pad 

• Changes to EMACS which are not terminal-specific 

- Removal of the limitations on the PREMDS_INTERNAL_SCREEN 
command 

- New global switch controlling level of user feedback: 
VEKBOSITY_J£VEL$ 

- OPTIONAL change to feedback from quit command when 
buffers are unsaved 

- OPTIONAL change to feedback from <CTRL>P 

- Slight change to internals of COBOL mode 

- New Command or macro: fundamental for reestablishing 
Fundamental Mode bindings 

• Changes to the Standard User Interface (SOI) 

- Change to PRIMDSjODMMAND command 

- Substitution of the FTND_FILE for the GET_FILE function 

- Addition of new predefined PRIMDS commands: LD, OLD, VLD 

- Changes to attach and spool commands 

- Miscellaneous changes to internals of the SOI 
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- Horizontal scrolling has been added to the SOI 

- Changes to the SOI HELP screens 

- SOI support in both 80x24 and 132x27 display nodes for 
the PT200 terminal 

- Normal operation of SOI/SOIX on PT200 terminal 

- A note on the BS and DEL keypaths in SOI/SOIX versus 
Fundamental Modes 

• Changes in the EMflCS* directory 

- Contents of EMflCS* 

- Contents of EMACS*>INFO 

- Contents of EMACS*>EXTENSIONS 

- Contents of EMACS*>EXTENSIDNS>SCORCES 

- Contents of EMflCS*>EXTENSDONS>SOI 

- Contents of EMflCS*>EXTENSK)NS>SOI>SCORCES 

- Contents of EMflCS*>EXTENSK)NS>SOI>UNSHflRED 



Caution 

Unless your user process has been allocated an adequate number 
of dynamic segments at Rev. 19. 4 , you will be plagued by EMflCS 
telling you 'NOT ENOUGH SEGMENTS' and having many of your 
commands aborted. To run EMflCS without getting such errors, 
you should have your System Administrator set your allowed 
number of dynamic segments to at least 100. This should only 
be done by the System Administrator using EDIT_JROFILE. 



New EMflCS Functions 

The following previously-undocumented functions are documented here in 
a format similar to that used in EMftCS*>INFO>DESaHBE_JMACS where 
functions can be accessed via the describe command. 



autolcacLlib Extended command that faslcads a file and executes 
the given command. 



(autoloaoLlib atom string) 
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The two required arguments are an atcm which is the 
command to be executed and a string which is the 
pathname of the file containing the command. The 
file must be in "fasload" format. (See fasdump, 
fasload, and dumpjEile.) 

This is another user type similar to programmed (see 
EMACS Reference Guide (IDR5026) ) but it is much 
simpler. All files are loaded with fill mode on. 



create_text_save_buf f er $ 

Goes to or creates the next buffer in a circular list 
of ten buffers, deletes the contents of that buffer, 
and inserts the string argument into that buffer. It 
saves the text in a temporary buffer. 



(create_text_save_buffer$ string) 



cursor_info Returns the asked for property of a cursor. 



(cursor_info cursor prop {new_value}) 



Valid properties are buffer_name, line_num, char_pos, 
and sticky. new_value is only valid for sticky and 
is ignored for the other properties. If an illegal 
property is asked for, the string $ERROR$ is returned 
and an informational message appears. 

decinaljrep Same as integer_to_string 

def_auto Creates a function object stub before the function is 

loaded. This makes functions available with their 
description strings without actually loading the 
function. When the function is invoked, then it is 
actually loaded. This was used prior to Rev. 19.2 to 
create the libraries to be loaded. It may be useful 
for loading personal libraries. 



(def_auto atom string string) 



atom is the name by which the function is to be 
invoked, the first string is the help description 
string, and the second string is the pathname of the 
file containing the function. 
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found_fHe_J»ok 

This is the function that checks the suffix when a 
new file is brought into a buffer and then turns on 
the mode associated with that suffix. (See EMACS 
Reference Guide (IDR5026) , Appendex A.) 

get_cursor Returns a list of the cursor properties. 



(get_cursor {cursor}) 



The list is of the form ( n buffer_name n line_num 
char_j»s sticky); for example, ("main" 1 1 true) 

go_tc_buf fer Like select_buf but returns a cursor to the first 
line of the buffer and positions the user at the 
first line. 



(go_to_buffer "buffer_name") 



Id Does a ERIMDS LD command at the current attach point. 

(Operative in SUI only) 

loadJib Fancy fasload with message and bit to tell if the 

load was successful. 

make_cursor Returns a cursor generated from the argument. 



(make_cursor bjf_jame Inum epos {sticky}} 



nthcar 



The sticky bit defaults to true if not specified. 
Returns the nth car of the list. 



(nthcar list number) 



The car to return is specified by the number. 

pending_reenter 

Same as suppress_redisplay. 

primos_smsgl Send a IRIM3S message. 



(primos_smsgl any string) 
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any is either the addressee 1 s name or process number 
and string is the message to be sent. 

programmers This is a user type. It sets the mode of the buffer 
depending on the suffix of the file name read into 
the buffer. (See EMBCS Reference Guide (IDR502S) 
under Changing File Hooks.) 

reset_tabs SOI tab function to set the tabs to every five spaces 
up to column 130. 

rests Same as suffix$. 

restrict_to_sui$ 

Bound to functions appropriate only when using the 
SOI. Further documentation below. 

scan_errors (scan_errors language) Special function which scans 
the current buffer for errors in the format for 
language , language is a non-quoted atom. The list 
of languages currently is: C, BFG, FDl, Pf& and TSI. 
TBI refers to all of Prime's common envelope 
compilers; PI/L, EI/1G, Pascal, CBL, VRPG, and SPL. 

search_back_first_charset_line 

Same as search_bk_in_line. 

searchjDack_first_not_charset_line 

Same as verify_bk_in_line. 

search_charset_backward 

Same as verify_bk. 

search_charset_forward 

Same as f orward_search. 

search_ J for - first_charset_line 

Same as search_jfd_in_line. 

searchJEor_ J first_not_charset_line 

Same as verify_fd_in_line. 

search_not_charsetJ3ackward 

Same as verify_bk. 

search_jiot_charset_fQrward 

Same as verifyjEd. 

share_library$ 

(share_library$ pathname) 
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Shares an efasl file. It is used in init_emacs when 
sharing EMACS. The shared efasl file must have only 
defun's and def corn's in it, 

show_JLib_alc$ Prints at the terminal what the current shared EMACS 
library segments are. It is used in init_emacs when 
sharing EMACS. 

sublist (sublist list number {how_many}) Sublist is a list 

equivalent to substr. It returns the list starting 
at the numbered car. If the optional how_many is 
specified, it returns the list with that number of 
items starting at the numbered car. 

suf f ix$ returns the substring after the rightmost • . • in the 

name of the current buffer or the passed treename. 
If the string has no periods or there is a • > * after 
the rightmost period, this returns a string 
consisting of a single space. 



(suffix$ [string]) 



string is an optional argument and is assumed to be a 
pathname. 

su:L_exchange_mark 

SOI version of exchange_mark command. More user 
feedback is provided. 

suijx>riz_left 

SOI version of horiz_left command, 

sui % _primos_command 

SUI version of primos_command command. 

suJL_set_tabs Establishes TAB settings for SDI users. 

tld Does a PRIMDS LD -LONG -SRTD command at the current 

attach point. (Operative in SOI only.) 

unused_key_feedback$ 

Bound to unused keys in SOI. 

unusedJib_keyjEeedback$ 

In mb_mode, bound to unused keys in SOI. 

vld Does a PRIMDS LD -LON3 -SKIN command at the current 

attach point. (Operative in SOI only.) 



First Edition 3-44 



PRIMDS and Utilities 



New EMflCS Atoms 

verbosity_J.evel $ 

Controls level of user feedback from quit function 
and CONTROL-P Handler. The default value is 2. 
Further documentation below. 

sui_info_jiESsage_tinE$ 

Controls length of tine that certain SOI error 
messages are displayed at the bottom of the screen. 
The initial value is 3000, measured in milliseconds. 
Further documentation below. 

A new COMPILE command has been installed that is much faster than the 
previous one in scanning and displaying errors. It allows a user to 
include language options on the COMPILE command line. Languages 
supported are C, COBOL, FIN, PMA, RPG, PL/1, PL/1G, Pascal, CBL, VRPG, 
and SPL. 



New Terminal Support 

The Prime PI200 is now supported. 

Command Line Arguments 

EMflCS now recognizes two new arguments to the -TIP Command Line option: 



-TIP PT200 
-TTP PT200W 



When given with no additional -WIDTH or -HEIGHT qualifications, -TTP 
PT200 enters EMACS with normal support for the PT200 terminal. (See 
below for details on SCJI support.) EMACS assumes you wanted its screen 
defaults for the PT200, which are -WIDTH 80 and -HEIGHT 24. 

If you enter EMflCS with -TTP PT200W, EMflCS comes up in 132x27 display 
mode. 132 character-wide files can be displayed with no need for 
horizontal scrolling. The text display area is 24 lines high with the 
normal 3 lines for mode line and minibuffer. 



Normal use of -HEIGHT and -WIDTH Command Line Options ; If you add only 
the option -WIDTH N to the EMflCS command line and N is less than 81, 
EMACS starts up after having set the PT200 terminal into 80x24 display 
mode. If N is greater than 80 and less than 133, EMflCS starts up on 
the PT200 terminal after having set the terminal's display into 132x27 
mode. In both cases, the actual EMflCS display window is N characters 
wide, which may be smaller than 132 characters. 
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If you add only the option -HEIGHT N to the EMACS command line, and N 
is greater than 5 and less than 25, EMACS starts up in normal 80x24 
display mode. If N is between 25 and 27, and -WIDTH is greater than 
80, EMACS starts up after having placed the PT200 in 132x27 mode. In 
both cases, the EMACS display window is N lines high, including mode 
line and EMftCS MiniBuffer lines. 

Thus the -TTP PT200W Command Line Option is simple £iorthand for the 
text: 



-TTP PT200 -HEIGHT 27 -WIDTH 132 



on the command line. In fact, if your command line contains -TTP 
PT200W, any arguments to -HEIGHT or -WIDTH are ignored. If you want 
any nonstandard screen height or width, use -TTP PT200 and go from 
there. 



Limitation - No PT200 Display Mode Switching ; It is not possible at 
this release to issue any EMACS conrnandthat switches a given EMACS 
session between the PT200's 132-column and 80-column modes. To switch 
display modes, the user must exit EMftCS and return in the other mode. 



Saving/Restoring the State of PT200 Screen Display Mode ; The PT200 can 
operate in any of four configurations of its own internal display 
memory; 80x24, 80x48, 132x27, and 160x24. 

When EMACS is in control of the terminal, it is either in 80x24 mode or 
in 132x27 mode. This is because EMftCS makes no use of within-terminal 
display scrolling capabilities, either horizontal or vertical. EMACS 
handles all of the scrolling responsibility itself. When you are not 
using the SUI, the total size of your EMACS screen may be between 6 and 
27 lines in height and between 10 and 132 columns in width. 

The user can call EMACS from the PT200 terminal at PRIM3S level when it 
is operating in any of the four configurations of its internal display 
memory. 

In all cases, upon normal exit from EMftCS, the PT200 is returned to the 
going-in state of its internal display memory. 



New Command Line Option; -save_screen for PT200 in 80x48 Mode ; The 
normal behavior of EMftCS upon the termination of an EMACS session is to 
clear the contents of the terminal display memory and leave the user 
with the PRIMDS prompt at the top of the screen. 

Users are now able to invoke EMACS with the addition of the new Command 
Line Option -save_screen. This does ' not have any effect on any 
terminal other than the PT200 (and its Prime terminal successors). 
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The -save_screen option has an effect only when the PT200 terminal is 
in 80x48 mode before going into EMflCS and the 132x27 mode is not used 
inside of EMflCS. The save_screen option is accepted without error but 
has no effect if the user invokes EMflCS when the PP200 terminal is in 
any state other than 80x48 screen display. 

When the above conditions are satisfied at EMflCS invocation, EMflCS asks 
the terminal to remember the current location of the cursor within its 
display memory. Upon exit from EMflCS *s control, EMflCS restores the 
PT200 display to its going-in state and then, if that state was 80x48 
and -save_screen was given, EMflCS instructs the terminal to restore the 
cursor to where it was at the start of the session (unless the user 
executes a primos_interna] w screen command during that EMflCS session, as 
will be documented further). 

The result of this new feature is that the second page of display 
memory (if any) is saved and restored after the EMflCS session is 
completed. Since EMflCS does all its work in the first page of display 
memory when it places the terminal in 80x24 mode during a normal 
session, nothing on the second terminal page is touched during the 
EMflCS session (assuming the user does not give the 

primos_internal_screen command) . Therefore, upon exit from EMACS, the 
user sees the PP200 screen as it appeared just as EMflCS was being 
invoked. The few lines above the EMflCS invocation are still there on 
the screen. If the user scrolls the PI200 back to the first page of 
display memory, the page will be blank. EMflCS was doing all of its 
work in that page and EMflCS clears it prior to exit, 



Relation Between the -save_screen EMflCS Command Line Option and the 
primos_internal_screen EMflCS Command ; This restoration of cursor 
positioning outside of EMflCS has a considerable benefit for users of 
the primos_interna] w screen command. 

When the primos_internal == screen command is operating, EMflCS normally 
restores the PT200 display mode to its going-in state and only then 
issues the PRIMDS command the user entered. (This command can now be 
external as discussed later.) Just before the beginning of the 
execution of the desired command, therefore, the screen has the 
appearance it did when EMACS was invoked. In fact, the screen appears 
as it would have at the conclusion of the EMACS session, had the 
primos_internal_screen command not been given. 

An EMACS user with -save_screen in operation sees the display and 
cursor restored to their going-in state prior to the execution of the 
internal PRIMDS command. The user sees the last few command lines 
given at PRIMDS level prior to their invocation of EMACS. Internal 
PRIMDS commands that result in output lines cause the original EMflCS 
invocation command to scroll upward, possibly off the screen. 
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Successive operations of the prinDS_internaX_screen command produce 
output at the bottom of this second page of display memory. Thus, 
PT200 user context can be saved in successive primos_internal u _screen 
commands. 

Upon exit from EMACS, the -save_screen user retains the last 24 lines 
of display memory even if these were executed from inside EMACS via the 
primos_internaX_screen command. 



Limitations on the Usefulness of -save_screen ; The -save_screen 
command line option is of benefit to the user if (and only if) the 
PT200 cursor was somewhere in the second page of display memory when 
MACS was invoked. Because the cursor is at the bottom of display 
memory for the great majority of times that MACS is called, the 
benefit of context-saving is obtained most of the time. 



-save_screen or -ss Command Line Abbreviation ; To save typein, the 
EMACS command line abbreviation -ss may be used to obtain this feature. 
A PT200 user should keep in mind that, to get the benefit of the 
-save_screen functionality, the user must add it to the PRIMDS command 
line (or abbreviation) used to invoke EMACS; -ss or -save_screen are 
not defaults. 



Change in the Setup of the PST100 OJRS0R-FUNCT1DN/NUMBER Pad in EMACS 
Fundamental Mode " " ~~ 

TO avoid disrupting current PST100 users' EMACS Fundamental Mode 
interfaces at this release, the default handling of the PST100 PF/N pad 
has not been changed. For Fundamental Mode, the FF/N pad setting is 
not affected at startup. SDT/SUIX users' PF/N pads are, however, 
forced into PF mode at startup. The PST100 commands which force the 
PF/N Pad into one or the other mode have also been removed from the 
respective refresh functions used in both Modes. 

Thus, the EMACS Fundamental Mode user wishing to bind functions onto 
the PF/to pad can easily include in their library file the following 
EMACS command which switches the pad into PF mode. 



(send_raw_str ing "~c [ [>10h") 



The command stays in effect for the balance of the session unless 
countermanded by a similar raw string terminating in n 101 w (the final 
character is a lowercase L) . The PST100 (refresh) function does not 
affect the mode setting of the PF/N pad. 

The PST100 SUIX user gets the switch into PF mode in the initialization 
sequence used for that mode. The PSTLOO (sui_ref resh) function does 
not affect the mode setting of the PF/N pad. 
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Cautions on the Use of the PST100 PF/N Pad with the 
primos__internal_screen Command 

One major but subtle exception to this policy is important for SUI/SUIX 
users only in the control sequences given to the PST100 when returning 
from the primos_internal_screen command. (This command is accessible 
either by name or by prefixing I! to the argument of a primos_command 
command. It is also used in the STAT, ID, TLD, and VLD commands noted 
elsewhere in this document.) When EMACS is repainting the SUI/SUIX 
screen, the control sequence forcing the PF/N pad back into PF mode is 
invariably given. Thus, if the SOT/SJIX user for some reason had the 
PF/N pad in N mode prior to such a command, the pad would be back in PF 
mode after it. 

The PF/N pads of Fundamental Mode users of the PST100 terminal are not 
affected on returning from these commands but they are affected upon 
exit to PRIMDS level. If the user starts EMACS Fundamental Mode with 
the PF/N pad in N mode, it remains in N mode inside EMACS. If the pad 
is switched to PF mode within the session, it remains so through normal 
refresh functions. However, if a primos_internal w screen command is 
given, the terminal is reset to its going-in state, including N mode 
for the PF/N pad, for that command and it is not forced back into PF 
mode upon return to EMACS Fundamental Mode. 



The CURSOR-FUNCTTON/MJMBER PAD (CF/N) on the PT20Q 

The pad corresponding to the PSTlOO's PF/NUMBER pad is the 
OJRSOR-FUNCTnDN/NUMBER (CF/N) pad. (The old PF keys have moved 
elsewhere on the PT200 keyboard.) The CF/N pad can be toggled between 
these two modes from PRIMDS level, using the NQM LOCK key. When in 
NUMBER mode, the BUM LOCK LED is lit. When in CURSOR-FUNCTION mode, 
the pad sends several different ESC sequences to the host, which EMflCS 
SUI uses for cursor control and the like. 



Behavior of PT200's CF/N Pad in EMACS ; At this release of EMACS for 
the PT200 terminal, the default behavior of the CF/N pad is similar to 
the PF/N pad of the PST100. It is placed in CURSOR-FUNCTION mode as 
SUI/SDIX modes are started and is untouched in the startup of 
Fundamental Mode. This facilitates users' binding their own functions 
to the CORSOR-FUNCFDN pad in both SDI/SUDC and Fundamental Modes. 
Under default conditions for PT200 Fundamental Mode users, the 
coming-in value of their PF/N pad switch determines whether it is 
possible to type in numbers on the CF/N pad. If it came in in number 
mode, that's what it produces inside EMACS. If it came in in CF mode, 
it produces Invalid command: feedback, and occasional inserted 
characters, from CF keys not bound to anything useful. 
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How to Get the PT200 CF/N Bad to Function as a NUMBER PAD in 
Fundamental or SUI/SUIX Modes : If you are a Fundamental Mode user who 
wishes to use the CF/N pad in NUMBER mode, simply cause the execution 
of the following PL codes: 



(send_raw_string "~c[[>101") to turn number mode ON. The last 

character in the command string 
above is a lowercase L 

(send_raw_string "~c[[>10h") to turn number mode OFF 



You can bind functions which generate the above raw strings to the 
PT200 function key(s) of your choice. 

Note that the PT200's NUM LOCK key, for SUI/SUIX modes, is bound to 
functions that do one of two things. If the CF/N pad is in CF mode, 
the key runs the DELETE FOIWARD function, for either characters or 
words, depending on the CHAR/WORD switch. If the pad is in Number mode 
(with the NUM LOCK* s LED on) , it runs a function that turns CF mode on 
and turns off the LED. 

See above for a discussion of the effects of the primos_internal_screen 
command's effect on the current setting of the PT200's CF/N pad. What 
applies to the PSTlOO's PF/N pad applies equally to the PT200 
terminal's CF/N pad. 

Disposition of Unused PT2 00 CF/N Pad Keys in SUI/SUIX and Fundamental 
Modes : All keys on the CF/N pad which are not bound to useful 
functions have been bound, for SUI and SULK users only , to a simple 
EMACS function that echoes 'This key is not used' in the minibuffer for 
a fixed 1 second of time-out, but which does not ring the terminal's 
bell. This function is bound to all members of CF/N pad when the 
SUI/SUIX user presses them with the SHIFT, CONTROL, or both SHIFT and 
CONTROL keys held down. 

This is not true for Fundamental Mode on the PT200 terminal. This 
means that all keys on the CF/N pad, in all augmentations, produce the 
'Undefined key' EMACS feedback if pressed in Fundamental Mode with the 
CF/N pad in CF mode. 



CHANGES TO EMACS WHICH ARE NOT TERMINAL-SPECIFIC 

Removal of the Limitations on the PRIM3S_INTERNAL_SCREEN Command 

It is now no longer necessary to restrict the commands given via the 
primos_internal_screen command to internal commands. Since EMACS is 
now running as a shared library, there are no longer any conflicts with 
other software. The only exception to this rule is that you still can 
not invoke a second EMACS from within the surrounding EMACS. However, 
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you can run internal commands, NETLINK, compilers, and so forth, via 
the primos_internal_screen command, interact with your screen as if you 
were running the subordinate software at the PRIM3S level, and return 
at the conclusion with your full EMflCS editing context undisturbed. 

New Global Switch Controlling Level of User Feedback, VEBBOSnY_J J EVEL$ 

At this revision of EMACS, a new global variable, verbosity_JLevel$, has 
been added to control some of the behavior of the EMflCS user interface. 
The value of this variable is initially used only in controlling the 
user feedback given by the QUIT command and by the handler for <CTRL>P, 
documented below. Command writers are free to write macros that 
consult this variable and make their user feedback contingent on its 
value or to change the value of the variable itself, thus controlling 
the behavior of commands using it. Of course, if they do change it, 
they must take care to make its new value a valid one. 

There are four logical levels for the new verbosity_level$ variable. 
They are all entered as integers: 

This signifies the old-style feedback or the lowest possible 
level of user feedback for newly-written functions. 

1 This signifies a low level of feedback. 

2 This signifies a medium level of feedback and is the new default 
value for the verbosity_ievel$ global variable. 

3 This signifies a high level of feedback and, while it is not 
used at present, it could be used in the future. 

It is the intent that EMACS command writers test the value of this 
variable to do particular actions based on the value of 
verbosityJLevel $. 

With reference to the two commands below, if users wish to reinstate 
t he o riginal behavior of the QUIT command or of the response to the 
<CERL>P key, all they have to do is incorporate the following into 
their user library file: 



(setq verbosityJLevel $ 0) where the argument is an unquoted 

zero 



As usual, users can write macros that control the value of 
verbosity_jevel$ in a more automated, user-friendly manner. 
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Optional Change to Feedback From QUIT Command When Buffers are Unsaved 

One of the more cryptic pieces of user feedback that EMflCS used to 
produce was given if the user attempted to quit EMflCS via the 
<CTBL>X<CTRLX: command in Fundamental Mode or by the key labeled EXIT 
(PP45) or QUIT EMflCS (PST100/PT200) in the SUI mode. 

If there are no buffers with unsaved changes at the time of this 
command, EMflCS simply halts with no errors and no problems. 

However, if there are buffers with unsaved changes, that is, there are 
buffers for which the * is shown on the mode line between buffer name 
and the associated pathname, a question appears in the Minibuffer. The 
language of the question has been changed. The new default behavior of 
EMACS is to prompt: 

Above list of modified buffer (s) not saved to file(s). Quit 
anyway?: 

If the user wishes to retain the old form of the question in this case, 
the only thing required is to set verbosity_level$ back to 0. 



Optional Change to Feedback From <CTRL>P 

At previous EMACS releases, typing <CTRL>P produced clearing of the 
screen and display of the text: 

Type REN to abort command, START to continue. 

The newly added default version of EMACS *s feedback in this case makes 
the distinction between REN and START much clearer and also prevents 
the unintentional erasing of an entire EMACS editing context. 

The first thing that happens is that the terminal's bell is rung and 
the EMACS screen is cleared. All typeahead is flushed and the terminal 
display memory is restored to its going-in state. Then the following 
text appears on the screen. 

CONTROL-P typed. 

To really Quit from EMACS, type Q 

To return to EMACS and Abort the current command (if any) , type A 

To return to EMACS and Continue with no interruption, type C 

Confirm your choice with the RETURN key. 

Typing RETJRN without making a choice is the same as Continue. 
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(If no EMACS command was executing when you pressed CONTRCL-P, 
then Abort is the same as Continue.) 

You may need to refresh the screen if you choose to re-enter EMACS. 
C, A, or Q: 



All responses other than a RETURN or Q, A, or C preceding a RETURN. 
result in the repetition of the last prompt line. 

Thus, if <CTRL>P is mistakenly typed, the user does not lose the entire 
editing context and return to PRIMOS level without a hearing a bell, 
getting the typeahead flushed, and then typing Q and then RETURN. The 
distinction between returning after Aborting an ongoing EMACS command, 
and simply Continuing, is also somewhat clarified. 



Note 

The user is told to refresh the screen after returning control 
to EMACS because it will probably be necessary. SUI users need 
to press <CTRL>L or their CLEAR or RESET keys to reestablish 
the SUI's reverse-videoed area at the bottom of the screen. 

If the user wishes to retain the old form of the dialog, the only thing 
required is to set verbosity_level$ back to 0. 



Change to Internals of CPBCL Mode 

There is a new macro, disabled_in_cobol_mode$, that replaces the 
previous function named not_def ined. Any user calls to not_def ined 
will still execute the old function, which is still shared; however, 
all code in COBOL. EM and COBCL2.EM within EMACS *>EXTENSIONS>SCURCES has 
been changed to call the new disabled_in_cobo]jnode$ macro. 



New Command or Macro for Reestablishing Fundamental Mode Bindings 

If the user has been working in some EMACS environment in which the 
terminal's function keys or ESCAIE or GONTRCL-key bindings have been 
changed from their Fundamental Mode bindings, the fundamental command 
can be given to return to Fundamental Mode. This has two effects: 

• It removes the bindings from all function keys on the terminal, 
if it has any. (The only exceptions to this rule are any 
terminal function keys which happen to send characters identical 
with Fundamental Mode keybindings. For example, the PT45 "SEND" 
key emits <CTRL>W. After the fundamental command, this key will 
be bound to the kill_region macro. ) 
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• It reestablishes the Fundamental Mode keybindings for the ESCAPE 
and (X)NTRCL-key commands. 

The fundamental command does not destroy any macros currently defined. 
All it does is break any bindings between those macros and the ESCAPE 
and CONTRCL-key keypaths. 

A partial list of Fundamental Mode keybindings and associated 
Fundamental Mode macros is given in EMAC5*>INF0>KEY_ASSIGNM5MI5.EM. 
Note that if the user's library file has redefined any of the 
Fundamental Mode macros named in this file or bound by the other 
internal procedures used in the initialization of Fundamental Mode, the 
EMACS environment assigns the new definition to the Fundamental Mode 
keypath rather than to any other keypath being used before the 
fundamental command. 

The new fundamental command may be given when the user is prompted by 
the extend_command command or with the syntax (fundamental) from the PL 
level. 

See the related documentation on the new SUI and SDIX commands below. 



CHANGES TO TOE STANDARD USER INTERFACE 



Change to FRIMDS_COMMAND Command 

There is a new function, suLia:imos_command f that has been bound to the 
<CTRL>X<CTRL>E keypath in SUIX. It has two advantages over its subset, 
the primos_oommand command: 

• It displays an informative message: 

No prefix = Phantom; I - internal, to file_output; !! = primos_i 
nternal_screen 

This at least partially explains the means by which users can 
execute the prinDS_internal w como or primos_internal_screen 
commands by prefixing the argument to this command with either 
one ! or two I! characters, respectively. See the earlier 
discussion of the primos_intemaX_screen command. 

• Upon completion of whatever command was given, the new command 
executes the appropriate highlight function, restoring the 
reverse videoed screen command area. 



First Edition 3-54 



PRIMDS and Utilities 



Substitution of the FINELETLE for the GET.FILE Function 

The get_jEile function has been removed from the SUI. The Fundamental 
Mode f incLfile function has been put in its place. 

With the newly available f ind_file function, SOI users are now able to 
inspect many files simultaneously without having to save one before 
looking at another. They are also able to use PRIMDS-level wild cards 
(@-signs) as arguments to the Find file: prompt and load several found 
files simultaneously. 

SUIX users have more reason to take advantage of the <ESOP, <ESON, 
<CTRL>Xb, and so on, commands. 

The corresponding key of the PT200 SUI template is labeled FIND FILE 
instead of the old GET FILE. PP45 and PST100 users are encouraged to 
revise the GET FILE labels of their SUI templates. 

The pros and cons of f ind_file vs. get_file are summarized in the new 
FIND FILE screen which replaces the GET FILE screen in the SUI HELP 
system. 

The old get_f ile PEEL code has been left in the shared EMSCS library so 
that any user wishing to keep on using it can reestablish the old 
keybinding. If the user wishes to return temporarily to the use of the 
old GET FILE function on the appropriate key, the set_get_file command 
is issued after pressing the (DMMfiND MODE key. Return with the 
setjEind_file command. To permanently retain the binding of the 
unsupported get_file function to the GET FILE key on the terminal, add 
the following to the EMMS library file: 



(set_get_file) 



Addition of New Predefined PRIMPS Commands: LP, TLD, VLD 

Previous releases of the SUI allowed the user to give the commands L or 
LISTF to the Command: prompt raised by pressing the COMMAND key. 
Either of these two inputs results in EMflCS running the PRIMOS LISTF 
command as a primos_internaL_screen. The LISTF is done at the current 
directory attach point. 

Three new commands have been added to this release of SUI: 

Name Underlying PEEL 

Id (primos_internal_screen Id) 

Thus this command simply runs the PRIMDS LD function at 
the current attach point and, when it is complete, the 
screen is restored to its state within EMfiCS. 
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tld (primos_interna:L_screen Id -long -srtd) 

This command gives a time-ordered LD at the current 
attach point and then returns control to EMACS at its 
conclusion. 

vld (primos_internal_screen Id -long -srtn) 

This command gives a Verbose LD at the current attach 
point and then returns control to EMACS at its 
conclusion. 

Of course, EMACS runs the appropriate command no matter if the user 
types in Id, LD, tLD, or YLd at the Command: prompt. EMACS is not 
case-sensitive when prompting for command names in the extend_comroand 
function. 

All the above commands have one added innovation at this release. They 
add, to the above underlying PEEL, a prompt shown on the FRIMDS-Ievel 
screen, at their conclusion. This instructs you to Press CONTROL-G to 
repaint the EMACS screen. 



Changes to ATTACH and SPOCL Commands 

The user feedback from the ATTACH command has been improved. If the 
attach is made successfully, the feedback to that effect is removed 
after suJL_info_roessage_time$ milliseconds. If the user enters a 
directory which does not exist or can otherwise not be attached to, the 
screen is automatically cleared and the user gets a second chance to 
enter the directory name. 

The SPOOL command has been similarly improved. If the file named in 
response to the Filename to spool: prompt does not exist, the user is 
given another chance. If the file does exist, the user is asked for 
additional SPOOL options to be given to PRIMDS. With this information, 
SOI proceeds to give the composite SPOOL command to PRIMDS as a 
primos_command that is executed as a phantom. 

The SUI SPOOL command duplicates the actions of the S option in EMACS' s 
EXPLORE display. 



Miscellaneous Changes to Internals of the SUI 

New Global Variable sui_info_message_time$ : Many commands in the SOI 
display informational messages on the screen using the PL (info_message 
"text appearing on bottom line of screen") construct. A few of these 
messages, once displayed, remain there indefinitely, being removed only 
upon the next use of a function key. Other SOI commands display their 
infQjnessage for a fixed length of time and then clear it away. 
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At this release of the SUI, the user can control the length of tine 
that these info_messages remain on the screen. The controlling 
variable is named sui_info_jnessage_time$ and it is set to a default 
value of 3000 milliseconds (3 seconds) . Experienced users of SOI or 
SUIX may wish to shorten this value because it is a true time-out. 
During the time that this type of infqjnessage is being displayed, user 
typeahead is often flushed depending on the function being used. To 
shorten the timeout period, for example to 1 second, add the following 
PL to your library file: 



(setq sui_info_message_time§ 1000) 

New Macro UNUSED_KEY_FEEDBaCK$ and Its Relatives ; Previous releases of 
the SUI had a macro that was misnamed do_nothing$. It performed the 
same type of thing that the new macro unuse6Lkey_feedback$ now does. 
Any user-written FL calling for the do_nothing$ macro will still find 
it available. All places within the SUI that used to call d« t«<-h<nnfi 
now execute unused_key_feedback$. 



A/uiJji^y 



There is a new macro, unused_mb_key_jEeedback$, that is bound to many 
function keys in mb_mode (that is, when they are pressed while the 
cursor is in the MiniBuffer). There is a new macro, 

eat_keystroke_no_feedback$, whose function is to accept an input 
keystroke with no error message or feedback of any type. Any 

HHp r— uri <-t-on W. rallinn •Pm* l-ka /O /3 mill e,-****l.l **— ~,~ n _„ ^—» 4-in — ,_ 

the old function, which remains available, but all relevant SUI code 
now runs the new eat_keystroke_jio_feedback$ macro. 

Restriction on Many SUI Function Keys in the MiniBuffer ; At this 
release, several SUI function keys on the PST100 and PT200 are bound to 
the newly-coined unusedjbjcey_j:eedback$ macro for the purpose of 
restricting the types of actions that SUI or SUIX users can take while 
in the MiniBuffer. The original impetus for this was to eliminate the 
problem that occurred when the user pressed the HELP key when already 
in the HELP function. Previously, a user could invoke the SUI HELP 
while in the MiniBuffer, which is too small to hold the many display 
lines required. 

The prohibition against use of certain functions in the MiniBuffer has 
been extended to the disabling of other keys that can potentially 
confuse the SUI or SUIX user if used there. Included in the disabled 
list are the CURSOR UP, CURSOR DOWN, INSERT FILE, SAVE FILE, WORD/CHAR, 
and several others. RIGHT and LEFT CURSOR, BEGIN/END LINE, DELETE and 
RUBCUT CHAR are not disabled so the user can edit MiniBuffer commands 
normally. 

The user should consult the @BINDINGS.EM files in the 
EMACS*>EXTENSIONS>SUI>UNSHfiRED subdirectory for the full list of 
restricted function keys and change them in the private user library in 
order to use the MiniBuffer. 
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SOIX users who dislike the restrictions have another, simpler way 
around them. Use the Fundamental Mode keypaths, rather than the 
prohibited function keys, to navigate within the MiniBuffer. 

Changes to Support Terminal Modes : It is possible, through mishap, 
that the PT200 terminal might get placed into its INSERT mode. In this 
case, the LED on the key etched INSERT (the SOI's OTEN LINE key) on the 
CF/N pad is lit up and the word INSERT appears on the PT200 terminal's 
System Line. If this happens, any depression of the OIEN LINE key is 
automatically bound to a new function to correct this wrong insert 
mode. It also does a screen clear to fix up any misdisplays that the 
wrong mode might have caused (EMACS normally operates in the terminal 
screen' s default overlay mode) . 

It is also possible that the ET200 terminal might get placed into its 
NUM LOCK mode. In this case, the LED on the key etched NUM LOCK (the 
SOI's DEL FWD key) on the CF/N pad is lit up and the pad sends numbers 
instead of running EMfiCS functions. If this happens, any depression of 
this key is automatically bound to a new function to correct this wrong 
NUM LOCK mode. (If you are a Fundamental Mode EMfiCS user, or if you 
are writing your own EMfiCS interface, see the earlier discussion of the 
CF/N Bad's possible mode settings in Fundamental Mode. 

It is also possible that the PST100 or PP200 terminals might receive an 
incorrect escape sequence from the host. This normally results in the 
terminal's bell sounding and the addition of INVALID CMD to the 
terminal's system line. At this release, there is a macro called 
remove_invaliaLcmd$ that is bound to the RESET key on the PST100 and to 
the CLEAR key on the PT200. For the PT200 terminal only, the 
controlled augmentation of the PT200's CLEAR key sends <ESC>? that, in 
SUIX or Fundamental Modes only, is bound to the explain_key command. 
This saves a keystroke if all the user wants is to get a keypath 
explained. It is not necessary to type <CTRL>_C to get the same 
function. 

The corresponding BST100 key, RESET, in its controlled augmentation, 
does a complete local screen clear. The RESET key, unaugmented, or 
<CTRL>L must be pressed to refresh the screen after that. This macro 
removes the error message from the terminal's system line and does a 
screen repaint so that any display that may have prompted the keypress 
is removed. 



New Macro RESTRICT_TO_sm$ : All shared SUI macros that should not be 
run by non-SUI users have had a call to the new restrict_to_sui$ macro 
added to their code. Users without the proper internal variables set 
are not able to execute those SUI-specif ic macros if they bind them to 
keys or even if they invoke them by name. The reason for this is that 
the newly-restricted commands would fail less gracefully for the lack 
of atoms, which are available for SUI users but not for non-SUI users. 
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New Macro SOpnGHLIGHT: To facilitate the highlighting of the bottom 
three lines of the screen, a new a-callable command, suiJiighlight, 
has been added. This macro knows about the three physical and four 
logical terminals on which the SOI can be realized: PT45, PST100. 
H200, and ET200W. It can be called without restriction on these four 
terminals. When called by a user without the proper underlyinq 
variable, keybinding$, set to either PT45, BST100, or PT200, this macro 
has no effect on the screen. 

This new macro is called by the suiLref resh function. It is provided 
as a separate call for technical reasons that may be seen in various 
places in the EMACS*>EXTENSJONS libraries. 



Fundamental Mode Commands Which are Replaced in SOIX Mode 

The SOIX mode user will encounter seme slight differences on certain 
Fundamental Mode keybindinqs. The SOIX user is accus«-<«"^ *-« » ~»+«« 
type of service when the MARK key is pressed and tarobablv^w^uld 
apjreciatethe same service when the <CIRL>@ key is pressed, 'in pure 
EMMS Fundamental Mode, this keypath is bound to the (setmrk) 
function. However, for SOI, there exists the new function 
(mod_setmark) . This latter function is assigned to the <CTRL>@ key in 

The TAB key. which always sends <CTRL>I to the host, and the BaCK-lBB 
key (including whatever characters are emitted by this key on the three 
terminals supporting the SOI) are bound to TAB-related functions 
specific to the SOI and not those that are available to Fundamental 
Mode users. More of the differences are given in the following table. 

SOIX Mode Fundamental Mode 

Key ratn Binding Bindinq 

< £5 ,>§§ (mocLsetmark) (setmark) 

225 , 5J? a5I,>X (sui w exchange_mark) (exchange_mark) 

•SS^S (one_file_mode) (mod_one_window) 

<cekl>X2 (two_file_mode) (mod_split window) 

< ™ >XD ^^ERoase 0> (mod_other_window) (other_window) 

<CTRL>Xo <lowercase o> (mod_other_window) (other_window) 

< S >X{ (suU»riz_left) (horiz_left) 

SEP5 ^ (sui^refresh) (refresh) 

<CTRL>X<CTRL>E (su:Lprimos_comroand) (primos_command) 

"* .-, (query_replace_forward) (query_replace) 

^* <lowercasew> (suU»py_region) (copy_region) 

<ESC>W <OPIERcase W>(But not on 

the PT45 terminal, because 
of a conflict with the key 
etched FOKMS, which sends 
<ESOW and is bound to the 
SUI's global replace 
function. ) 
(sui_copy_region) (copy_region) 
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The bulk of the above changes are simply the replacement of a rather 
uninf ormative Fundamental Mode command with a SUI command that puts up 
a relevant infqjmessage (mod_setmark, sui_exchange_mark, 

sui_Jioriz_left, suJLprimos_comnand f su]Lcopy_region) . The remainder of 
the above are real changes from the Fundamental Mode bindings done to 
improve consistency in the type of service expected (one_file_mode, 
two_file_mode, mod_other_window, sui_refresh, query_replace_f orward) . 
The last one, especially, is a substantial change from Fundamental Mode 
in that the fundamental mode query_replace is normally sensitive to the 
EMACS region, where the SUI's que ry_replace_f orward command goes from 
point to the end of the buffer, regardless of the current region. 



Horizontal Scrolling Has Been Added to the SUI 

Background ; One of the functional areas lacking in the SUI as 
originally released was horizontal scrolling bound to function keys. 
This has been now been corrected. 

When EMACS SUI now comes up, the SCROLL LEFT and RIGHT functions are 
already bound to the function keys of all three SUI-supporting 
terminals. 

PT45 and PST100 SUI users who don't add any customized keybindings will 
have to add some labels to their templates in the positions indicated 
by the keyboard maps shown in the HELP system and also in the 
newly-added HORIZONTAL SCROLLING item in the help menu. If users of 
these terminals don't do this, they may be surprised if they press the 
newly-active keys by mistake. 

Terminal SCROLL LEFT Key SCROLL RIGHT Key 

ET45 E-AUX AUX-ON 

PST100 PF4 PF6 

PT200 SUI users' keys are already legended and all they need is 
documentation on the new keys' functions, which is also provided in the 
HORIZONTAL SCROLLING item in the HELP menu. 

Users who have already made some additions to the PT45 or PST100 SUI or 
SUIX via -ulib files may have conflicts between their own keybindings 
and the keys which have been newly-assigned to SCROLL LEFT and RIGHT. 
There are two issues that must be addressed and both are trivially 
resolved. Since the new bindings are pre-shared, any user coming up 
through a private -ulib which binds something to the affected keys sees 
no change in those keybindings. 

This is because the user's changes are done after the publicly-shared 
bindings are established in the product. Of course, they lose the 
newly-available ability to SCROLL LEFT and RIGHT on those keys but at 
least their custom-built interfaces are not disrupted. 
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An existing -ulib user, with conflicts on the assigned scrolling keys, 
gets horizontal scrolling by: 

• Moving their own f motions off the newly-assigned SCROLL LEFT 
and RIGHT keys and allowing the shared bindings to take effect 

• Binding these suij»riz_lef t and horiz_right functions to unused 
keys on their terminals 

If the user wants to bind the horiz_right and suU»riz_left functions 
to keys of their own choosing, see below for descriptions of files 
containing lists of the preshared EMMS variable names to use in doing 
these bindings. (The suOoriz_left function is to be assigned to the 
SCROLL RIGHT key. The name conflict is because the FUNCTION NAME is 
talking about moving the WINDCW rather than moving the TEXT, which is 
the naming standard used in the SUI.) 



Functional Specification of SCROLL LEFT and SCRCLL RIGHT Keys ; The 
basic specification is given in the following excerpt from one of the 
HELP screens. 

SCRCLL LEFT: Means "Push the TEXT to the LEFT so I can see more toward 
the right end of the lines." Unless you say otherwise, the horizontal 
offset changes by 40 columns. If you prefix the SCRCLL LEFT key with 
ESC followed by a number — e.g., ESC 23 SCRCLL LEFT — you will get 
put on "hcol 24." 

SCRCLL RIGHT: Means the opposite. This key also takes the ESC-number 
prefix. 

If hcol is very large and you want to scroll RIGHT "all the way, " 
press ESC 1 and then the SCRCLL RIGHT key, and hcol will be set back 
to 1. 



When hcol is greater than 122 at the conclusion of a SCRCLL RIGHT 
command, a helpful hint appears for a period of time equal to 
sui_info_message_time$ milliseconds telling the user how to get back to 
zero offset without many additional SCRCLL RIGHT keystrokes. 



Change in SUIX RPG Mode on PT45 Terminals : Due to the addition of the 
SCRCLL LEFT and RIGHT keys to the PT45 SUI, there has been a 
displacement of the RPG Mode function key which used to be bound to the 
rpg_unpLate$ function. This used to be bound to the E-AUX key; it has 
now been moved to the PAGE key. 



Changes to the SUI HELP Screens 

HELP screens and function key maps appropriate for the PT200 in its 
80x24 display mode have been added to the HELP system. There are 
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changes in several of the "Explanation of Key Functions" screens, 
including substitution of a FIND FILE screen for the old GET FILE 
screen, including some of the advantages of FIND FILE over the old GET 
FILE function. 



SOI Support in Both Display Modes for the PT200 Terminal 

SUI/SUIX is designed for display widths of only 80 or 132 and nothing 
in between. SUI/SUIX is designed for display heights of only 24 or 27 
and nothing in between. 



Normal Operation of SOI/SUIX on PT200 Terminal 

SUI/SUIX operates (virtually) identically in both 80- and 132-column 
display modes. The only major difference is that what is normally seen 
in 80-column display mode is seen compressed in 132-column mode. 



Keyboard Layout for FT200 SOI : This is available, for the most part, 
by inspection of the PT200 SUI keyboard template. Bead the SUI 
template legends, not the keytop etchings. 



CHANGES IN THE EMACS* DIRECTOR? 

The major user-visible changes in the structure and content of the 
top-level EMACS* directory are presented here. 



Contents of EMACS* 

TEACH-EMACS Available for SOIX Mode : The only files in this top-level 
directory are the TEACH-EMACS@ files, computer-assisted instruction of 
EMACS' s Fundamental and SUIX Modes. At this release, the older @FUND@ 
files have been renamed, reorganized, and rewritten. Additionally, 
there is a whole new group of several @SUIX@ files, similar in content 
to the @FUND@ files but designed for training users on the SUIX. 

Subdirectories for Special Use ; Below this directory are the 
subdirectories EXTENSIONS, INFO, and TEIMINAL_J1ANDLERS1. The latter 
directory is for the use of the local EMACS maintainer and user 
community as a place where customized terminal drivers are kept. 

If the LIB subdirectory is also present, it is for the use of the local 
EMACS maintainer and community. 
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Caution 

The contents of EMACS*>LIB nay be erased as new versions of 
EMACS are installed, although the newer versions of the EMACS 
installation files are designed to prevent this. 



Contents of EMACS*>INFO 

All files in this subdirectory whose names terminate in _INPO are 
screen files used by the EMACS SOI HELP system. The only exception to 
this rule is the describe_emacs file. There have been several 
PT200-related additions. The obsolete sample_library_file.em file has 
been deleted at this release. 



Contents of EMRCS*>EXTBJgpQNS 

The .EFASL files found in this subdirectory comprise the shared code 
that is used in EMACS Fundamental Mode and in many language-specific 
Modes. All .EFASL files in EMACS *>EXEENSIDNS may be considered 
resident in shared memory. 



Contents of EMACS*>EXrENS3DNS>SCURCES 

All the source files that produce the .EFASL files above are in this 
subdirectory. This code can be an extremely valuable tutor on the fine 
points of the Prima EMACS Extension Language, PEEL, or PL. Many users 
have reported that EMACS' s PL was obscure until they saw the library 
sources. 

The EMACS*>EXCENSIDNS>sajRCES subdirectory now contains the files: 
PST100_FUNCTIDlLKEyS.EM, PK00_FONCT]DH_KEYS.EM, PT45_F0NCP]DlL.KEyS.EM. 
These are the PEEL source files giving the symbolic names of the 
function keys for the three Prime terminals supporting SDI/SOIX. 

These files make it considerably easier for users to create their own 
customized EMACS interfaces because their purpose is to save the user 
the work of finding out exactly what each terminal key sends to the 
host. In the shipped version of EMACS, the actual keybindings in SUI 
and Fundamental Mode are not done with these symbolic files. They are 
established by an automatic setup procedure. However, the intentions 
of the files have in fact been executed as part of EMACS* s 
initialization sequence, and therefore the user can establish custom 
bindings to those variables in the way described in the beginnings of 
each of the above noted files. 
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SOFTWARE PROBLEMS FIXED 

Executing a FRIMDS Command no longer requires attribute modification 
rights in the current directory. All intermediate phantom or comoutput 
files used during this operation are put into the user's initial login 
directory (SEAR 3000531) . 

The EMACS allocator aborts the command but stays in EMACS if given a 
request for more than 32K words (SEAR 3002340) . 

The redisplayer is now fixed to correctly display the first screen 
position if the window is horizontally scrolled and the character in 
the first screen position is the last character on the line in the 
window (SEAR 3002380) . 

User error (SEAR 3002713) . 

RPG mode, as of Rev. 19.3, uses VRPG as the default and old REG as a 
request option. COBCL mode defaults to COBOL (old COBCL). An 
extension of .CBL defaults to new COBCL (CBL) (SEAR 3003545) . 

The forced logout condition causes EMACS to save all modified buffers 
into the user's initial login directory (no change from previous 
versions) but the mechanism has been changed to allow the user name and 
the initial login directory to be different. A new message is output 
giving the pathname of the file to which each buffer was saved. The 
CEL file output to copy the buffers to their original places in the 
file system hierarchy has been fixed to work correctly (SEAR 3004514). 
A bug of SpeedType has been fixed. If a user added the same 
abbreviation twice without deleting it, an Access Violation occur ed. 
This has been fixed. This was also SEAR 3007420 (SEAR 3004517) . 

The closing of LISP expressions by the reader, which is what occurs in 
the minibuf fer and when a buffer is compiled, is considered a feature 
and not a bug (SEAR 3004519) . 

The new COMPILE mode uses an improved error scanner which can interpret 
the output from PL/1, FL/1G, SEL, CBL, VRPG, Fascal, C, RPG, EMA, 
COBCL, F77, and FIN (SEAR 3004521) . 

In FORTRAN mode, continuation of comment lines longer than 72 
characters was incorrect. This has been fixed (SEAR 3004556) , 

The new COMPILE mode allows users to add or override established 
compile options by including new options on the compile command line 
(SPAR 3004559) . 

EMACS now clears protect mode on a NL8009 terminal during 
initialization (SPAR 3004600) . 

The PL command now gives the error 'Cannot EL, buffer too big' if the 
buffer is too big (more than 32000 characters) (SEAR 3005943) . 
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GETLFILE incorrectly handles rereading a file with the same name as the 
current file in another UFD. Read the information on GETLFILE in this 
document; it is considered obsolete (SPAR 3006014) . 

The Srepeat option works as documented (SPAR 3006091) . 

The problems with search have been fixed. The user should be warned 
that code written to use the old search functions may now stop working 
(SPAR 3006092) . 

The complete list of changes follows: 



The primitives: 

verify_fd (formerly search_not_charset_forward) 

verify_bk (formerly search_not_charset_backward) 

verify_fd_in_line (formerly search_for_first_not_charset_line) 

verify_bk_in_line (formerly search_back_f i rst_no t_charge t_line ) 

previously returned false only if all the characters to end of 
the buffer (line for "..._in_line" functions) were members of 
the character set specified. In this case, the cursor was moved 
to the end of buffer (line) . All other cases returned the value 
true, regardless of whether the cursor was moved or not. 

The documentation states that these primitives "...return a 
boolean that indicates whether or not the appropriate character 
[in the set] was found. " All the verify_ primitives now return 
true if a character in the specif ied set was found and false 
otherwise. Note that this leads to the correlary that 
true equals cursor moved; false equals cursor stationary. 

This returned value is consistent with the set of n search_. . . " 
routines, which also return true if an appropriate character in 
the specified set was found and false otherwise. 

The fixes here also affect the return value of the following 
primitives, which call upon the *Verify_. . . " routines 
and return their returned value: 



skip_over_white 
skip_back_over_white 



The primitives: 

verifyjEd (formerly search_not_charset_forward) 

verify_bk (formerly search_not_charset_backward) 

verify_J:d_in_line (formerly search_for w Eirst_not_charset_line) 

verify_bk_in_line (formerly search_back_first_not_charset_line) 
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previously ignored a NewLine "~n" character within the buffer, 
implicitly including it in the character set to be verified. 
They no longer include the NewLine character implicitly and 
will perform correctly when it is included explicitly. 

The fixes here affect the following internal primitives since 
they directly use the "verify...." routines: 



skip_over_white 
skip__back_over_white 



Previously, these routines implicitly included the NewLine as a 
white-space character to be skipped over even though the default 
value for the whitespace global did not include it. This was 
contrary to the Emacs documentation. Now they work as 
documented. 



The primitives: 

search_fd (formerly search_charset_forward) 

search_bk (formerly search_charset_backward) 

search_fd_in_line (formerly search_for_first_charset_line) 

search_bk_in_line (formerly search_back_first_charsetJLine) 

previously ignored a NewLine character within the buffer, 
implicitly excluding it in the character set to be searched for, 
even if that character set explicitly included a NewLine. They 
no longer exhibit this implicit behavior and will honor an 
explicit NewLine correctly. 

The fixes here affect the following internal primitives since 
they directly use the "search_. .." routines: 

skip_to_white 
skip_back_to_white 

Only if the whitespace (global) string contained a NewLine is 
their behavior now different. Since the whitespace string 
defaults not to include a NewLine, their behavior should not 
normally be affected. 



The primitives: 

forward_search 
reverse_search 

previously would behave unpredictably and inconsistently when a 
NewLine character was included as the first character of a 
search string. They now work properly. 
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The following primitives are directly affected: 

~s_forward_search_command 

forward_seardi_command 
reverse_search_command 
query_replace 
replace 



The primitives: 

fcrward_search 
reverse_search 

previously could not locate the last (first with reverse_search) 
text in a buffer when the NewLine character was included as the 
first (last) character in the search string and remaining 
characters spanned the last (first) character in the buffer. 
Both primitives now behave correctly at buffer boundaries. 

The following primitives are directly affected: 

A s_forward_search_comnand 

forward_search_command 

reverse_search_command 

query_replace 

replace 



Get_file is obsolete. FincLEile, on the same function key, correctly 
loads a file in two file mode after a pathname error on the first try. 
Read the information on GET_FILE in this documentation (SPAR 3006770, 
3008712, 3008806). 

Fixed a bug which allowed "gutters" in fill mode (SPAR 3009063) . 

Fixed call to RELN$P in READF. User no longer gets remainder of old 
read buffer after aborting f ind_file (or reacLfile, insert_file) (SPAR 
3006090) . 

Fixed dumpf ile to correctly determine the pathname of the file to be 
dumped (SPAR 3006258) . 

Fixed so successive yank_replaces separated by blanks do not behave the 
same as those separated by other characters (SPAR 3007488) . 



OUTSTANDING PROBLEMS 

Incomplete documentation in PRIMER and REFERENCE GUIDE (SPAR 3001737) . 

On a PT45 in VIEW mode, tabbing past the end of the line locks the 
keyboard, rings the bell, and displays an error message (SPAR 3003146) . 
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QUIT during initialization leaves the terminal in half duplex mode 
(SEAR 3003437) . 

Documentation bug in the extensions guide incorrectly states that the 
PEEL function make_array produces an array with bounds (0..N) when in 
fact the bounds are (0..N-1) ,that is, an array of N elements (SPAR 
3004515) . 

Perioom78 terminal driver switches the numeric keypad to function keys 
(SPAR 3004605) . 

Problem in COMPILE if level 'd 1 errors occur (SPAR 3006255). 

When a library .efasl file is not found while installing EMACS, it 
causes the operator console process to get a fatal error and be 
reinitialized (SPAR 3006785) . 

If the command line argument -HEIGHT is given an argument greater then 
the physical height (or diplay height) of the screen, the EMACS display 
may act strangely. A similar situation holds for the -WIDTH argument 
(SPAR 3009068) . 



PERMANENT RESTRICTIONS 

PL can only compile buffers with less than 32000 characters in them. 
This is a permanent restriction (SPAR 3005943) . 

Rebinding of the function forward_place_holder to a printing key 
incorrectly removes the place holder (SPAR 3006257) . 

Forward_kiH_sentence and forwar6Lkill_ciause cannot collect successive 
kills even if the cursor is not moved between them. These are library 
functions and the cursor does, in fact, move, processing them even 
though that motion is not displayed (SPAR 3006599) . 



INSTALLATION AND BUILD PROCEDURES 
Standard. 

Note 

EMACS uses segments in the 2000 range for its libraries. At 
Rev. 19.4, EMACS allocates storage in the dynamic segments. 
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FIXRAT 



NEW FEATURES MP CHMCES 

The readattLity of the user HELP frame is improved. 
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FIX_DISK 



NEW FEATURES AND CHANGES 

New error code has been added for use by DAMJWHLK to report to parent 
that a zero record was added (a warning code only) . 



SOFTWARE PROBLEMS FIXED 

Added checking for correct value of dam index level in non-darn files 
(SPAR 3007446) . 

The record-time product is correctly calculated (SPAR 3009239) . 

A file is now always marked as truncated by FIXJDISK if zero records 
are added to the file (SPAR 3005641) . 
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ICS1 



NEW FEATURES AND CHANGES 

The ICS1 now performs asynchronous reverse flow control thus 
controlling flow of data from terminals. 



SOFTWARE IR03LEMS FIXED 

Outbound flow control support was added to the ICS1. 

Code was added to mask out unused bits when less than 8 bits are 
received from the terminal. 

The state of the RES value is changed in to RES on. 

Goub was Suueu to count tue number wu. receiver overruns on each xine. 

Code was added to reschedule the queueing of an entry into an event 
queue. 

All fixes included in Rev. 19.3 fix releases up to 19.3.2 have been 
included. 



H5RMANENT RESTRICTIONS 

Flow control cannot be used with terminals that do not support the 
standard XOFF and XON characters. If it is used with any of those 
terminals, data from those terminals might be lost during a flow 
control situation. Up to 16 characters per terminal are buffered when 
lines get flow controlled. If all 8 lines become flow controlled, the 
last line is only able to buffer 15 characters. 
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ICS2 



NEW FEATURES AND CHANGES 

Asynchronous reverse flow control is added. 

SDLC and combined SELC/asynchronous protocols are now supported. 

The following multiple download files for different protocol 
combinations are added: 

ICS2JD1.DL (async) 
ICS2_02.EE, (SDLC) 
ICS2J05.DL (async + SDLC) . 

The buffer server process returns transmit buffers on the high priority 
queue to prevent deadlock. 

There is console monitor support for PT200 terminal. 

The following new console monitor commands are supported: 

• S3D/SCC read register (RR) 

• Display synchronous lines (SY) 

• Display physical line (EL) 

• Display free pool(s) (PP) 



SOFTAWRE PROBLEMS FIXED 

The following software problems are remedied: 

• Asynchronous initialization on the second through the fourth 
ICS2 controller 

• Bad status reporting to PRIJDS (SPAR 3004717, 3005114, 3005117) 

• Character handling with or without parity enabled 

• RIB handling holds RES high instead of low 

• Problems with asynchronous loopback and echoback modes 

• Problem with SDLMTR line statistics 
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• Master logical connection for reverse notifies when queue in 
Primos goes from full to not full 

• The queuing routines for one specific case 

• A potential one word status buffer write by the IBC 

• Additional error handling for invalid IBC program counter 
implemented 
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ID 



NEW FEATURES AND CHANGES 

Output formats have been changed to take up less space. No entry ever 
requires more than two lines. The -DIM, -DIB, and -SIZE options use 
only one line when invoked individually. Seme combinations of options 
only require one line as well. 

"Date time saved" is changed to "Date time backedup" (-SORT_DTB, 
-SOKE) . This feature is reserved for future use. A "Date tine 
backedup" column containing '** dtb not set **• is currently displayed. 

One size and quota fields are expanded to seven digits to support 
future expansion of maximum file size. 

A new option, -ND_<I)LUMJjffiADERS (-NCH) , is added to allow suppression 
of column headers in detailed output modes. r£r ~ 



SOFTWARE PROBLEMS FIXED 

Fixed bug which would output 'No entries selected' randomly even when 
the UFD contained data. Initialized TABLE_FULL variable 
(SEAR 3009226) . 

The selection of an output format string is now a simple array 
operation not a massive SELECT statement. A few flags were removed and 
comments were properly indented. 



3-77 First Edition 



Software Release Document 



First Edition 3-78 



IRIM3S and Utilities 



LOAD 



SOFTWARE EROBLKMS FIXED 

There is a new method for determining if the map file is already open. 



EERMftNENT RESTRICTIONS 

LOAD does not always return a severity code for all problems. 
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LOGHCT 



KEW FEATURES AND CHANGES 

The following changes were made: 

• An error is entered in the network event-log file when a bad HDX 
restart packet is received by the DTE. 

• Support is added for 9955 and 9750. 

• The ECCUI0 event type is supported. 

• Messages for ICS2 are updated. 

In addition, LOGIRT is changed to recognize recoverable machine checks. 
It is modified so that the routine that decodes the contents of dswstot 
for P9950's checks if bit 26 of DSWSTA2L is set. If the bit is set, 
these utilites have been modified to indicate that the machine check 
was recovered. The decode routine for the P9950 will also be used by 
future processors. 
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MAGSAV MAGRST 



NEW FEATURES AND CHANGES 

In-use EPF's are restocable with the in-use copy having its suffix 
changed to .RPn (n ranges from through 9) . 

The existing -QUERY command line option tells the user which replace 
file has been created. If all ten in-use EPFs with the filename suffix 
.RPn exist, one will be overwritten if the user does not use the -QUERY 
option. With -QUERY, the user is prompted for which old replace file 
is to be deleted. Users should delete the .RPn files as they 
accumulate. 

The list of index f iletypes has been extended to cover the f Hetypes 
DAM-KBF, SAM-EBF, SEGSAM-RBF and SEGDAM-EBF. 

The warning message for no write-ring on the tape has been altered from 
•Tape is file protected' to 'Tape is write protected*. 

Spelling corrections were made to usage text. 

The message 'We are ignoring it' , to indicate that a ROAM file from 
tape is not being written to disk, is replaced by the message 'File not 
restored' . 



SOFTWARE PROBLEMS FIXED 

The test for the BADSPT file has been improved so that MFD files which 
begin with the characters BADSPT, such as BADSPT. FIN, are restorable 
and files named BADSPT are restorable at UFD level or lower. The 
BADSPT file on the MFD is still not restorable (SPAR 3002715) . 

If the -TTY option is used and the tape unit is off line or write 
protected, the program loops back to the 'Tape unit:' prompt for 
command input files and CPL files (SPAR 3002990) . 

Unrecoverable write errors during the save of a SEGDIR formerly 
restarted the save from the beginning of the SEGDIR. When MAGRST 
encountered a situation of being in one SEGDIR and finding another, it 
attempted to attach down a level and failed. 

On an unrecoverable error during a save of a SEGDIR, the save is 
restarted from the subfile before the one in which the error occurred. 
On restoring a SEGDIR which spans reels, re-initialization is 
performed, preventing any bad attaches (SPAR 3003287) . 

A space is not taken to be equivalent to <RETURN> for the 'Enter 
logical tape number:' and 'Revno:* prompts (SPAR 3003890). 
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Partial restores of ROAM files using a full treename formerly caused 
fatal errors because of an attempt to attach to the ROAM file itself. 
If the user does a partial restore of just a ROAM file, the attaching 
routine M3ATCH is not used, preventing the bad attach (SEAR 3004875) . 

Files of the types SAM-RBP and DAM-RBF can be created if the files did 
not previously exist and if the logical file bit is set as an 
attribute. 



If an RBF file of the same type exists, the file is not restored and an 
"Improper access of restricted file" message is given. If the file 
exists, but only one of the disk and tape files has its RBF bit set, a 
mismatch error message is displayed and the file is not restored. This 
enables the ROAM system files to be saved and restored in the event of 
disk reformatting (SPAR 3005056) . 

Duplicate copies of the same file, identical in all respects, formerly 
produced an error message of "Unit not open" on alternate copies. This 
was caused by the name checking algorithm believing the second copy to 
be a sub-entry of the first. The routine then attempted a SBGDIR 
search for that sub-entry, the SBGDIR being the not open unit. 

The algorithm has been modified and all identical copies of a file are 
now restorable (SPAR 3006149) . 

■Hie variable holding the severity to be returned is initialized to zero 
on entry to MAGSAV. This prevents the program from being run once with 
a bad tape unit being supplied and finishing with an ER! prompt 
followed by the same set of commands returning to an OK, prompt. 

If such a sequence of commands were in a CPL file, which caught errors 
and summed them up, the first run would be registered as an error but 
subsequent invocations would not register as errors (SPAR 3006239). 

Partial restores of an existing tree structure, containing ROAM files 
on lower levels, failed to work due to incorrect building of the full 
relative pathname and due to the ROAM routine DLSD$0 always attaching 
back to the home directory. 

The required portion of the restored file' s pathname is now built. 
This allows the DLSD$U routine to delete the existing ROAM file from 
the disk. When this routine returns, MAGRST attaches back to the 
correct location for restoring the master file (SPAR 3006574) . 

If ROAM is not shared and the user attempts to restore a ROAM file, the 
correct filename is given and the ROAM library routines are not called 
at all. This prevents a fatal LINKAGB_FAULT$ condition from occurring 
(SPAR 3006842) . 

If, for some reason, a ROAM file is not restored, a routine is used to 
scan through the tape until either a treename or an end of tape is 
found. At this point, the routine returns to the main program and 
processes data as before. This routine was written to ignore all 
MASTER records and all SLAVE records. 
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However, if there were consecutive ROAM files on tape and the first was 
ignored, the seco nd f ile would also be totally ignored. The routine 
now ignores only MASTER records until the end of the current ROAM file 
on tape (SEAR 3007096) . 

Nested SEGDIRS are not currently supported. Introduction of this 
feature is anticipated at a later date (SERB. 3003639) . 
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PHYSAV PHYRST 



NEW FEATURES AND CHANGES 

The routine AYENAY, for obtaining yes/no responses, has been modified 
to accept answers in upper or lower case or a mixture of both. Most of 
the messages and prompts are now given in lower case. 

Other instances of character string interpretation; for example, the 
RESTORE/VERIFY option of PHYRST or the QUIT option on the tape unit 
number prompt, are also no longer case sensitive. 

The PHYSAV utility now uses the non-pure FORERAN library. It formerly 
used the default library, LI, which is now an EPF; the EPF libraries 
reside on the command disk. This enables the command device to be 
saved via the process of starting PHYSAV and naming the command disk 
using its pdev. This causes the error message "Disk not assigned" to 
be displayed and the user is returned to PRIMDS. The disk should then 
be shut down, added to the assignable disks table, and assigned. 
PHYSAV can then be restarted using the START command and the save 
progresses normally. At the end of the save, the disk should be added 
back to the system using the ADDISK command. 



SOFTWARE PROBLEMS FIXED 

A space is no longer taken to be equivalent to <RETORN> for the 
'Restore partition nnnnnn as partition:*, 'Logical tape:', and 
'Phys.Dev.No:' prompts (SPAR 3006575) . 

When the -TTY option is used, PHYRST takes its magtape unit number from 
the terminal rather than from the current command stream 
(SPAR 3007945) . 
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HOMLNETLOG 



NEW FEMURES MP CHANGES 

An error is pub into the network event-log file when a bad HDX restart 
packet is received by the DTE. 
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PRINT_SYSLOG 



NEW FEfllURES AND CHANGES 

PRINT_SYSLOG has been changed to recognize recoverable machine checks. 
It has been modified so that the routine that decodes the contents of 
DSWSTAT for Prime 9950' s checks to see that bit 26 of DSWSTML is set. 
If the bit is set, these utilites indicate that the machine check was 
recovered. The decode routine for the Prime 9950 will also be used by 
future processors. 
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STOOL 



NEW FEATURES AND CHANGES 

A number of enhancements have been made to the spooler at Rev. 19.4 to 
overcome problems experienced in the past. In addition, a number of 
bug fixes have been incorporated. The most fundamental change has been 
to incorporate the OAS spooler phantom into the standard spooler 
phantom. This has resulted in a few more printer types in the PROP 
environment and an additional file. L.TYE3, in SKXXQ. 

For those users who wish to operate with passworded SKXXQs, the 
password needs to be changed in only one place and the spooler 
reloaded. There is a CPL program, CH3_IWD.CIL, to perform this 
function. It prompts for the new password, edits the single source 
program, and reloads the spooler. The spooler then has to be 
reinstalled and SKXX$ has to be reshared. 



New SKXX Options 

Eight new spool options have been added to the SKXX command and to the 
SKXX$ subroutine and some improvements to existing options have been 

made. 

-DISK diskname or Idev ; This feature allows the user to specify which 
partition to spool a file on, allowing multiple SKXXQs on a system and 
thus removing the limitation of 200 entries in a system's spool queue. 
This option can be used to spool files on both local disks and remotely 
added disks, providing the disk contains a SKXXQ directory. Using 
ldev is the faster of the two methods. 

-M3DIFY PKTJEilenumber or -M3D filenumber : This option allows the user 
to modify an existing entry in the SKXXQ. All normal spool options 
are permitted to be used with -MDDIFY. The format of the command is: 



SB0CL -MDDIEY PRT002 [options] 

or 

SKXX -M)D 2 [options] 

The options are the normal SKXX command options with the usual 
restrictions. Please note that only the options that are specified 
with -MDDIFY are changed in the print request. 

-1PDEFER or -N3D : Used in conjunction with -MDDIFY, -NODEFER removes 
the -DEFER attribute from a job. 
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-NDEJECT or -NOJ : If specified in the command line, -NDEJECT disables 
the form feed Sat normally occurs after the file has completed 
printing. Please note that a form feed is never performed before the 
banner page and thus this option should only be used in circumstances 
where the banner page is inhibited with the -NDHEADER option. 

-NOTIFY or -NEY : Notifies the user when the user's file has completed 
printing. Notification is done by the spooler phantom by first 
attempting to send the user an immediate message. If the message is 
not received, it will be resent as a deferred message. Since the 
notification is done by the phantom, the user will be notified only if 
a Rev. 19.4 or later spooler phantom prints the job. 

-BDSH/-N3EUSH : The spooler phantom, while scanning a STOOLQ directory, 
first checks to see if there are any priority files in this particular 
STOOLQ. If there is one, that file will be printed next regardless of 
size restrictions or its location in this STOOLQ. Form type and 
printer destination are adhered to. Where more than one priority file 
exists in a STOOLQ, the priority files will be printed in the order 
spooled. This option can only be used in conjunction with the -MDDIEY 
option. Since the rush is done by the phantom, the file will be rushed 
only if a Rev. 19.4 or later spooler phantom prints the job. 

For example: 



STOOL f ilel -POEM WHITE (assume it becomes PRT001) 
STOOL -MDD 1 -RUSH (to set priority) 

STOOL -MDD 1 -NDBDSH (to remove priority) 



Only user SYSTEM and those users listed in the files L.DSER and 
L. environment are permitted to use -BUSH and -NDBDSH. 

-TRUNCATE or -TED ; Prevents a file containing long lines from printing 
on the platen. Truncation is performed by sending only the first n 
characters of each line to the printer, n is defined by the PROP WIDTH 
command. Since the truncation is done by the phantom, the file will be 
truncated only if a Rev. 19.4 or later spooler phantom prints the job. 

STOOL -LIST AT <printer_name> : Lists those files which are spooled to 
a specific printer. This can be used in conjunction with the -LIST * 
command: 



STOOL -LIST * AT <pr inter name> 
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cancelling a Print Request ; If a SPOOL -CANCEL command is issued and 
the file is printing on the local system, a DROP command will be issued 
to the printer concerned. Please note that files that are printing on 
a remote system cannot be dropped; in that case, the following error 
message is displayed: 



File is printing on a remote system - unable to drop it. 



Changes to SPOOL? 

The size of the INFO array has been extended to allow the inclusion of 
the extra SPOOL options. All the additional spool options are 
available under direct calls to SPOQL$. The details on the calling 
sequence for SPOOL $ are included at the end of this document. Please 
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versions of SPOOL?, 

On a key of 2 (open file) , SPOQL$ finds an available unit number to 
open the file on if the value supplied in INFO (2) is zero. 

An additional key of 4 has been included that closes the unit opened by 
a previous invocation of SPOGL$ with a key of 2. Users formerly had to 
close the unit manually by calling SRCH$$ after writing to the open 
unit. This second invocation of SPOOLS also notifies the spooler 
phantom semaphore. 



Changes to SPPHN 

If the QSCAN parameter in the PROP environment is set to 1, all SPOQLQs 
are now accessed equally. This means that, having printed an item from 
the first SPOOLQ on the system, SPPHN scans the next SPOOLQ for a file 
eligible to be printed on that printer. This significantly speeds up 
the printing of those files which reside on SPOQLQs other than the 
first queue and this option should be selected at sites where more than 
one SPOOLQ exists to be scanned. Please note that this can cause 
delays of a few seconds between printing files if secondary SPOQLQs are 
on remote systems since the SPPHN phantom has to do a remote attach 
between the printing of the files. This can be avoided by the 
judicious use of the UPPER and LOWER values in the PROP environment. 

Please note that for those sites where the old method of searching is 
sufficient, QSCAN should be set to (the default) . 

An ETX/ACK protocol has been incorporated for OAS printers. 

If COM3 ON is specified, the command output file is protected for n 
readers and one writer (as long as the phantom has protect rights) . 
This allows users to list the COM3 file while the printer is printing. 
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If the phantom is unable to assign the AMLC line at startup, an error 
message is output and the phantom is logged out. 

Trailing blanks are stripped from output lines. This prevents needless 
output of characters and removes the vertical bars that are the 
representation of a space on Printronix printers using plot packages. 

Lines up to 400 characters in length are now printed. 



WARNING 

For printers on MPC boards, the PRIMDS subroutine T$LMPC 
truncates lines at 140 characters. 



On completion of printing a file, a call is made to a routine ACCTNG. 
A 200 word buffer containing information on the just completed print 
file is passed to this routine. The actual structure of the buffer is 
defined at the end of this document, but among the information passed 
is the number of pages printed, the number of lines printed, and the 
start and stop time for printing. It is intended that users write 
their own routine to extract the information pertinent to them and 
store it in any format or file they require. 

Adding Electronic Vertical Format Units (EVFU) to a printer environment 
is now performed correctly. 

Characters without parity set are now converted to uppercase. This 
required a change to UPCAS$.PMA. 

A bug was fixed that caused files spooled in NOFMT mode to start on the 
second line of a page. Piles spooled with -NDF,-NDH,-NDE are now 
printed without a blank line between them. 



Changes for QAS 

An QAS printer is recognized by a PROP TYPE specification ranging from 
10 through 15. Currently there are three OAS types: 



10 - QAS, Manual 

11 - QAS, Cut sheet feeder 

12 - QAS, Tractor Feed (Continuous) 



In MANUAL mode, all form feeds (FF) are replaced with a null and the 
STOP code sequence for the printer is output. The printer pauses and 
the operator is then free to change or insert new paper and continue 
the print operation in the normal manner as defined by QAS. 
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In the case of a printer defined as a KSR (see file L.THE) , the signal 
to continue is taken as a character input from the keyboard of the 
printer. 

For a cut sheet feeder, the very first FF in the file is not output 
unless a header has already been output. This prevents a blank sheet 
of paper from being thrown out each time a file starts printing. All 
other FFs are acted on normally. A tractor feed (continuous) printer 
is the same as a standard line printer. 

OAS uses the ETVACK protocol rather than XON/XOFF. A new driver value 
of 6 indicates that the ETVACK driver is to be used. This is set by 
SPPHN after checking the printer type. 

The normal spooler outputs these messages (in large letters) to the 
printer. For OAS printers, they will be output only if the printer is 
a type 12 (continuous). 



Changes to PROP 

Compressing the Queue: A new facility exists that allows printer 
operators to tidy up the SPOOLQ on any disk. Printer operators are 
defined as those users listed in the file L.USER. The new facility is 
designed to perform several functions: 

• Remove any entries from the queue that do not have a 
corresponding PRThnn file 

• Delete any PRTnnn file that does not have a corresponding entrv 
in Q.CTRL * * 

• Reorganize the queue to maximize the use of available slots 

• Make the secondary entry area for Rev. 18 entries nulls and 
spaces; that is, make it as a Rev. 19 entry 

The file Q.CTRL is held open during the entire running of this program. 
Thus no user or spooler phantom is able to access the queue while this 
program runs. This facility provides welcome relief to the age old 
problem of 'No rocm' when in fact there are far less than 200 entries 
in the queue. 

To invoke this facility, type: 

PROP -COMPRESS f diskname 1 
L ldev J 

If no diskname or ldev is supplied, PROP defaults to the first SPOOLQ. 
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Naming the Phantom ; PROP has been modified to start the phantom via a 
call to BATCH?. This allows the phantom to be named explicitly; it is 
given the name of the printer environment. If the command is not 
issued from the supervisor terminal and therefore fails due to 'no 
access rights' , the phantom is started directly. (See the WARNING on 
the next page.) 



WARNING 

This may affect access control lists if ACLs are used on the 
SPOOLQ. 



PROP now makes provision for a passworded SPOOLQ and performs an 
'ATTACH SPOOLQ xxxxxx' in the command file to start the phantom. 

Printer Control : To allow the System Administrator to exercise more 
control over which users are permitted to control the printers, two new 
files can be created in the SPOOLQ DFD. L.USER is a general file that 
contains usernames (upper case) of those users who are permitted to 
START, STOP, MODIFY and CREATE the printer environments. An 
L. environment file can also be used to restrict access even further for 
that specific printer. The L. environment file is checked first and, if 
it does not exist, the L.USER file is checked. If neither file exists, 
only the user SYSTEM is permitted to START, STOP, MODIFY and CREATE the 
printer environments. 

No change has been made to the length of the printer environment files; 
thus printer enviroiments are compatible with all Rev. 19 environments. 

To overcome the problem of PROP commands timing out when using slow 
printers, a change was made in the spooler phantom. The phantom now 
checks for PROP commands every 16 lines for normal printers and every 8 
lines for OAS printers. 

Printer Types : Some additional printer types have been added. 
Permitted values of TYPE are now 0, 1, 10, 11 or 12. These types are: 



Printronix (300 1pm printer/plotter) 

1 Dataproducts (band printer) 

10 OAS, Manual 

11 OAS, Cut sheet feeder 

12 OAS, Tractor Feed (Continuous) 

PROP Options : PROP -ABORT, PROP -DROP, or PROP -RESTART clear pending 
hangs and cause an implicit -CONTINUE. They also cause a pending -STOP 
or -MODIFY to take place immediately. 
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PROP -M3DIEY NOW causes the file currently printing to be aborted. The 
modification then takes place and the next applicable file starts to 
print (it could be the same one depending on what has been modified) . 

PROP Subcommands ; The default values of WIDTH, LINES, and LENGTH have 
been changed. The default values are now 132, 66, and 60, 
respectively. These values are commonly used with the wide, 14 by 11 
inch, paper. A new entry in the PROP environment permits the user to 
suppress the printing of the warning messages on the printer relating 
to stopping, aborting, dropping, and so forth. The new entry is 
WARNING and takes a value of ON or OFF. 

An additional entry has been made to the PROP environment to determine 
how the spooler phantom should access systems where there are more than 
one SPOOLQ. The entry is QSCAN and takes the value or 1. 

If QSCAN is set to 0, the SPOOLQs will be scanned as follows. Files 
spooled to the local, or first, SPOCLQ are printed first. When this 
queue is empty, the second SPOOLQ is accessed. If a file exists in 
this queue, it is printed. The first SPOOLQ is rechecked and any files 
in it are printed before the second SPOOLQ is rechecked. When both the 
first and the second SPOOLQs are empty, the third SPOOLQ is checked, 
and so on. This method is not recommended for systems with multiple 
SPOOLQs. 

If QSCAN is set to 1, all SPOOLQs will be accessed equally. This means 
that having printed an item from the first SPOOLQ on the system, SPPHN 
will then scan the next SPOOLQ for a file eligible to be printed on 
that printer. This significantly speeds up the printing of those files 
which reside on SPOOLQs other than the first queue and this option 
should be selected on sites where more than one SPOOLQ exists. 



SPOOL$ 

Below is the new definition of SPOOL$ that includes all the extra 
features incorporated in the Rev. 19.4 version of the spooler. 

A user program can insert a file into the spool directory by calling 
the SPOOL $ subroutine: 



CALL SPOOL$ (key, name, namlen, info, buffer, buflen, code) 



key User option 

1 Copy named file into queue. 

2 Open file on unit info (2) for writing. 
If info (2) =0 then SPOOL$ will find an 
available unit and return the value in 
info (2). 
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3 Modify the attributes of a file already 
spooled. 

4 dose file on unit info (2) in queue and 
notify semaphore. 

name File to be copied (if key = 1) , or name to 
appear on header page (if key = 2) . 

namlen Length of name , in characters (1-32) 

info Information array, 40 elements, as follows: 

1 Reserved after Rev, 17. 

2 Open print file on this unit (key=2) 
If unit number is zero then SB0OL$ 
will return the unit number here. 

3 Print option word. (See below.) 
4-6 Form type (6 ASCII characters). 

This must be entered and blank filled 
(equivalent to -FOBM on PRIMDS command 
line.) 
7 Plot raster scan size (plot only) . 

This represents number of words/raster 
scan. 
8-10 Spool filename (returned). 

11 Deferred print time (valid only if 
defer bit specified in option word) - 
an integer specifying minutes after 
midnight (equivalent to -DEFER in 
IRIMDS command line.) 

12 File size, returned if key is 1. 
13-20 (Optional) Logical destination name - 

must be blank padded (equivalent to -AT 
on PRIMDS command line) . If these 
words are used, bit 10 of word 3 (option 
word) must be set to 1. 
21-28 (Optional) Substitute filename to be used - 
must be blank padded (equivalent to -AS 
on command line) . If these words are used 
bit 11 of word 3 must be set to 1. 

29 (Optional) Number of copies (equivalent 
to -ODPIES on command line) , If this is 
used bit 12 of word 3 must be set to 1. 

The remaining 11 words are for the extended array. If the extended 
array is used then bit 16 of info (3) MOST be set. 

30 Additional option word. (See below. ) 

31 Disk number of the SPOOLQ to attach to 
for the -DISK option. If this word is used 
bit 1 of word 30 must be set. 

32-40 Reserved. 

buffer Scratch buffer - this is used to set up control 

info and to copy the file to the spool queue (key=l) . 
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It must be at least 40 words long. Copy tine 
is inversely proportional to buffer size. 
Nominal size is between 300 and 2000 words. 

buf len Length of buffer . 

code Return code (non-zero if error occurred). 

The print option word (info (3)) specifies various print (/plot) 
information and is defined as follows: 

Bit Designation (If set to 1) 

1 Fortran format control. (Column 1 contains carriage control 
information. ) 

2 Expand compressed listing. 

3 Generate line numbers at left margin. 

4 Suppress header page. 

5 Do not eject page when done. 

6 No format control. 

7 Plot this file - info (7) specifies words/raster scan. 

8 Don*t print this file until the tine specified in info (11) . 

9 Print on local printer only — Not used after Rev. 17. 

10 Print/plot file at location specified by string in 
info (13-20) . 

11 Replace name with string in info (21-28) . 

12 Spool the number of copies specified in info (29) . 
13-14 Reserved. 

15 Inform user when file has completed printing. 
Equivalent to -KDTEEY option on command line. 

16 Extended array used - MOST be set if words 30 - 40 of 
info are used. 

The extended print option word (info (30)) specifies additional 
information and is set up as follows: 

Bit Designation (If set to 1) 

1 Attach to the SPOCLQ on disk number in info (31) . 

2 This file is a PRIORITY file. Can only be used in 
conjunction with the -MDDIFY key. 

3 Used in conjunction with -MDDIEY to remove the PRIORITY 
attribute from this file. 

4 Allow spool $ to place a message in name when code is not 
0, designed to be passed as input to errpr$, which is what 
the spool command has always done. 

5-6 Reserved. 

7 Truncate all lines to value defined by PROP WIDTH command. 

8 Used in conjunction with -MDDIEY to remove the DEFER 
attribute from a file. 

9-16 Reserved. 
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Files That Reside in SPOOLQ. 

Various files reside in SPOOLQ whose function are sometimes difficult 
to comprehend. Listed below are explanations that resolve this. 

L.FOPM : This file contains one form type per line in upper case 
characters only. If this file is present, it specifies all synonyms 
for the SPOOL -FORM option; if absent, any form name is allowable. 



L.EEST : This file contains one destination name per line in upper case 
characters only. If this file is present, it specifies all allowable 
synonyms for the SPOOL -AT option; if absent, any destination name is 
allowed. 



L.DFLT ; This file contains only one destination name that becomes the 
default destination for the SIOCL -AT option. If this file does not 
exist, the default destination is left blank and a file to be spooled 
goes to the first printer that matches the FOBM subcommand criteria. 

L. environment ; This file contains one user id per line, in upper case 
only. It is a list of those users who are permitted to START, STOP, 
CREATE, MODIFY, and so forth, this particular printer environment. If 
this file is not present, the file L.USER is checked to see if a user 
is permitted to control the printer. 

L.USER ; This file contains one user id per line, in upper case only. 
It is a list of those users who are permitted to START, STOP, CREATE, 
MODIFY, and so forth, the printer environments. If this file is not 
present and there are no L. environment files, only user SYSTEM is 
permitted to control the printers. 

Note 

The use of both the L. environment file and the L.USER file 
allows the System Administrator to globally restrict access to 
the printers and to then restrict specific printers to specific 
users with the L. environment file. 

L.TYPE ; This is a new file for OAS users. It defines the type of 
printer for each environment file. The information should be entered 
in upper case as follows: 



PRINTERNAMS1 TYPE 
PRINTERNAM52 TYPE 



First Edition 3-102 



PRIMDS and Utilities 



Current allowable types are QUTE (or 3185), NEC, DIABLO, and KSR. The 
KSR type is for those users who are printing in MftNUAL mode and wish to 
give the PROP CONTINUE command by entering any character from the 
keyboard. 



KETKORiLINroifflR'EIPN. STOOL ; This file consists of one or two ASCII 
lines. The first line should contain the name of the system on which 
the STOOLQ UFD resides. If the STOOLQ is on a Rev. 18 system, the 
second line should be REV. 18. On Rev. 19 and later systems, no second 
line is required. 

The first line (node name information) is used only by STOOL -LIST. 
The text "System:" will be put in front of the first line before the 
queue is listed but only if entries in the queue will be displayed; 
that is, there is a list of PRTnnn files to display. 



CWn 



ige 






Any data line starting with an *001 (or "201) causes the spooler to 
take some action to change control modes. The control mode change is 
determined by the character (s) following the control character. The 
character interpretations are as follows: 



Mode Control Sequences Within File (Words 1-3 of Record) 



WD 1 WD 2 

OCTAL BINARY 
001 

001 000 - 

001 001 - 

001 002 - 

001 004 - 

001 036 data 

001 037 nnnn 

000 001 data 



FF then turn on PAGINATE mode (no page header) 

NO-FOFMAT mode 

Turn on Single FTN control mode (-FTN) 

Turn on Double FTN control mode (-COB) 

Set PAGINATE mode but do not output page 

heading or page number. 

Use data for new page heading, keep same 

page number, set PAGINATE mode and perform a FF 

Use data word for new PAGINATE page size 

Use data for new page heading, reset page 

number, set PAGINATE mode and perform a FF 



Please note that the control sequence "001 004", outlined above, is new 
at Rev. 19.4. 
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Format of Accounting Buffer Passed by Spooler Phantan 

The subroutine ACCTNG is called by the spooler phantom on completion of 
printing the file. The calling sequence is: 



CALL ACCTNG (BUFF) 



BUFF is a 200 word INTEGER array. The format of this buffer appears 
to be in a somewhat haphazard order because it has purposely been made 
compatible with the entries in Q.CTRL. The first 40 words (BUF(l) to 
BUF(40)) are from the first file entry area in Q.CTRL and the next 122 
words (BUF(41) to BUF(162)) are from the file entry's second area in 
the Q.CTRL file. 



Format of Accounting Buffer 

BUF(l) The first 6 characters of user name (ASCII) 

BUF(4) 32 character name to be used in banner, usually 

filename. 
BUF(20) FOEM type spooled with. 

BUF(23) Date spooled (as returned by TIBDAT) 

BUF(26) Time spooled in minutes past midnight. 

(Note that seconds are held in BUF(lOl)) 
BUF(27) Options used 



6 bytes 

32 bytes 
6 bytes 
6 bytes 
2 bytes 

2 bytes 



Bit Designation (If set to 1) 



contains 



1 Fortran format control (Column 1 
carriage control information) 

2 Expand compressed listing 

3 Generate line #'s at left margin 

4 Suppress header page 

5 Don't eject page when done 

6 No format control 

7 Plot this file - BUF(33)) specifies words/raster scan 

8 Don't print this file until the time specified in 
BUF(28) 

9 Force this file to print on home printer (Not used 
after rev 17) 

10 Print/plot file at location specified by string at 
BUF(30) (6 chars) + BUF(33) (remaining 10 chars) 

11 Spooled with -AS option - banner name in BUF(4) 

12 Output the number of copies specified in BUF(39) 
13-14 Reserved 

15 Notify user when file has completed printing 
Equivalent to -NOTIFY option on command line 

16 Extended array used when calling SPOOL$ 

BUF(28) Deferred print time (minutes after midnight) if 2 bytes 

-DEFER option used. 
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BUP{29) Size of file in records. 

BUF(30) First 6 chars of printer printed on 

BUF(33) Raster scan if -HOT used 

BUF(34) Last 10 chars of printer printed on 

BUF(39) Number of copies requested if -CDP option used 

BUF(40) Reserved. 

BUF(41) 32 char user name 

BUF(57) Date-time file last modified as returned by 

RDEN$$. (0 if invalid) 
BUF(59) Length of treename of file spooled 

BUF(60) Treename of file spooled 

BOF(IOO) Key used in call to SPOOL $, one if copy, two if 

open, zero if invalid. 
EOF (101) Seconds file spooled. (BUF(27) already used) 
BUF{102) Additional option word if extended array used 

for call to SPOOL $ 

Bit Designation (If set to 1) 



5-6 
7 
8 

9-16 



2 bytes 
6 bytes 
2 bytes 

10 bytes 
2 bytes 
2 bytes 

32 bytes 
4 bytes 

2 bytes 

80 bytes 

2 bytes 

2 bytes 
2 bytes 



u£vaaju "-» cn-ueu^u l.«j B^euiieu uy uaei, lu.sk. 
niimher held in Rrn? nrm tr\M-aT\ 

This file is a PRIORITY file. Can only be used 

in conjunction with the -MODIFY key. 

Used in conjunction with -MODIFY to remove the PRIORITY 

attribute from this file. 

Allow spool $ to place a message in name when code is not 

0, designed to be passed as input to errpr$ f which is what 

tiie spool command has always done. 

Reserved. 

Truncate all lines to value defined by PROP WIDTH command. 

Used in conjunction with -MODIFY to remove the DEFER 

attribute from a file. 

Reserved. 



BUF(103) Disk number of SPOOLQ to be attached to - if 2 bytes 

default (first) queue in system. 

BUF(104) Nodename of system spooled from 6 bytes 

BUF(107) Length of nodename in BUF(104) 2 bytes 

BUF(108) to BUF(162) Reserved 110 bytes 

BUF(163) Date & time printing commenced in TIMQAT format 10 bytes 

BUF(168) Date & time printing completed in TIM^T format 10 bytes 

BUF(173) Printer control word 2 bytes 

Bit Designation (If set to 1) 



File was 'aborted 1 during printing. 
File was 'dropped' during printing. 
File was 'backed up' during printing. 
File was ' restarted* during printing. 



1 
2 
3 
4 
5-16 Reserved 



BUF(174) to BUF(180) Reserved 14 bytes 

BUF(181) Number of pages printed (including restarts, 4 bytes 

backups and copies) . This is an INTBGER*4 number 
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BDF(183) Number of characters printed (including 4 bytes 

restarts, backups and copies) . This is an 
INTEGER*4 number 

BUF(185) Number of lines printed (including restarts, 4 bytes 

backups and copies) . This is an INTBGER*4 number 

BUT (187) to BUF(200) Reserved 28 bytes 



SOFTWARE PROBLEMS FIXED 

In Fro mode, lines longer than 132 characters were sent with two extra 
blank characters, causing problems on printers that have wrap-around 
capabilities. This has been fixed (SEAR 2000377) . 

EVFU channel numbers between 15 and 28 are now checked to support the 
use of EVFU on serial lines. Additionally, setting up EVFO is now 
performed correctly (SPAR 3001256) . 

The destination field length in the banner message was fixed 
(SPAR 3001303) . 

The EVFU subcommand was fixed to take the command EVFU -NAM! ' ' as an 
error to force the user to give a non-null filename (SPAR 3007947) . 

Tne display for EVFU was fixed so that users can differentiate EVFU -ON 
from EVFU -NAME ON and EVFU -OFF from EVFU -NAME OFF (SPAR 3007942) . 

Trailing blanks are stripped from output lines. This prevents needless 
output of characters and, on Printronix printers using plot packages, 
removes the vertical bars that are the representation of a spaces. 

If the phantom is unable to assign the AHLC line at startup, an error 
message' is output and the phantom is logged out. 

Characters without parity set were not converted to uppercase. This 
problem has been fixed. 

Formerly, files spooled in -NDFMT mode started on the second line of a 
page. Files spooled with -NDFMT, -NDHEADER ,-NDEJECT are now printed 
without a blank line between them. 

The problem that caused the last line of each file to print only when 
the next job started printing was remedied (SPAR 2001904) . 

The spool phantcm now tries for a longer time to open the SPOOLQ>Q.CTRL 
queues (SPAR 3000619) . 

The calling sequence to 0$ALNN was changed, but not all callers were 
updated (SPAR 3007883) . 
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SOETOBRE PROBLEMS OUTSTiaroiNS 

Users are able to specify control sequences in the destination (STOOL 
-ffl?) , alias (STOOL -AS) and form (SEOCL -FORM) fields. This can cause 
problems when other users do a SEOCL -LIST (SEftR 3008035). 
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SYSCDM 

NEW FEATURES AND CHANGES 

A new key, K$OOMD, is added for GEMH$. 
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PRIJOS II 



NEW FEATURES AND CHANGES 



Disk controllers at addresses '22 and '23 can now contain paging 
partitions. These controllers are accessible under PRitDS II, however, 
you cannot use M&KE for these controllers under PRIJOS II 



D^QJ^ENTAT]DN CORRECTION 

The following correction should be made to the System Opera tor's Guide, 
volume I. c ■' 

In Appendix E, page E~3, Step 6. Restart PRIJOS II: 

HV\i» 4-Via tyiCCrt mfcn r*\^t?t\ m\a^/> -■ — .__ .. 

-~* -« ^•'•'"f "o-JUf ry/ov, «»»du, ana i^yb^ ttie command issued should 

&3 S «X a £ a !L C ! ^i 170 ? 00 ' "*3 is correctly documented in the 
Prime 2550 Handbook and the Prims 9950 Handbook. 
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LANGUAGES 



UTILITIES 



BIND 



NEW FEfiTJRES MP CHANGES 

BIND is a new linker that produces EPFs. BIND usage is discussed 
briefly in Chapter 2, EPFs. See also the Programer's Guide to BIND and 
EPFs. 
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SEG 



NEW FEATURES AND CHANGES 

Created dynamic entries (DYNTs) can be as long as 32 characters, 
although the symbol names are still limited to eight characters. 



SOFTWARE PROBLEMS FIXED 

CMDSEG now ignores LISTNER_OREER$ and is no longer required to be run 
at command level 1 (SEAR 2000638, 2006053, 2002648). 

C internal routines are now called properly when reloaded. 

Cleanup is inhibited after executin" a Toraro 

New storage allocator calls are used for map sorts. 
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EBG 



NEW FEATURES AND CHANGES 

"5 ?"£?*?? f Ul1 su FP° rt <* EPF Programs, that is, prograns linked 
and loaded by BIND. The user should notice no difference in DBG' s 
behavior, as it is indistinguishable from debugging a static mode 
program, that is, a program linked and loaded by SEG. 

To use DBG on a Library EPF, compile the library as a program EPF. 
When you no longer need to use DBG recompile the program as a library. 

Note 

When a user invokes DBG on a program that exists both as a .RUN 
and a .SEG file and does not i«*» «»*» bttnt ™- can «if«<, r»o 
defaults to the .RUN file. 

The C Dolla r Extent Operator ($) ; The dollar extent operator is used 
to display C arrays of character as a string. It is used in the same 
manner as the star extent operator. Instead of displaying the entire 
dimension of the array, however, it displays the array's elements up to 
the null c character. For more information on the star extent 
operator, see The Source Level Debugger User's Guide (DOC4033-193) . 
The dollar extent operator is implemented only for C data evaluation! 

For c, DBG now supports array operations on pointers. This is useful 
for evaluating C function arguments that are arrays. 



SOFTWARE PROBLEMS FIXED 

Certain instances of Rascal abstract-type arrays were not interpreted 
correctly by D3G. This is now fixed (SEAR 3002646) . 

DBG now prints the filename involved in a file I/O error in EL1/G 
programs (SERR 3002201:). 

D3G would crash if one tried to UNtfATCH two WATCHLIST entries in a 
particular order. This is now fixed (SEAR 3005625) . 

In Pascal, one could not assign or compare the value of a function to 
an array element. This now works. 

Numerous bugs that occurred when using brackets within actionlists have 
been fixed. 
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The following apply to the C language: 

In C, all bugs with self-referential, recursively-defined structures 
have been fixed. 

C arrays within structures are now evaluated correctly. 

C indirection (* operator) from structure members now works correctly. 

A C structure pointer operator (-» following a structure member now 
works corrctly. 

Very large C programs containing many user-defined declarations caused 
DBG to abnormally terminate. This no longer occurs. 

Invoking the POINTER (or PER) function with C data now returns the 
correct result. 

Occasionally, the address of C data containg no bit offset had a bit 
offset assigned to it. This no longer occurs. 

Using the C ARGUMENTS command from within nested braces did not work 
correctly. This is now fixed. 

Using the C ARGUMENTS command on user-defined arguments did not work 
correctly. This is now fixed. 

Labels contained within nested braces were not always found. This is 
now fixed. 

DBG was improperly handling C constants of the form 0.1 or .1. This is 
now fixed. 

The C ARGUMENTS command did not work correctly when used from an inner 
C block or for user-defined datatypes. Both problems are now fixed. 



OUTSTfflTOING HKBLEMS 

The C escape character (\) and its associated special characters are 
not yet supported. Support is planned (SEKR 3000086) . 

In C, displaying of UNSIGNED LONG integers with the low order bit on 
displays a negative number. However, the internal representation and 
handling is correct. This will be fixed (SHVR 3000013) . 



IERMANENT RESTRICTIONS 

All ARITHMETIC exceptions detected by hardware cause DBG to lose the 
user program's environment. 
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EBG stack areas still remain unprotected from being overwritten by a 
user procedure that, due to its own errors, has developed bad 
addresses. Users should thoroughly investigate this possibility before 
assuming that EBG has a bug in it. 

Rev. 19.4 EBG does not support operations on Pascal SET datatypes in 
programs that have been compiled with a pre-Rev. 19.4 Pascal compiler. 
This is because of the changes and improvments made in Pascal SET 
handling for Rev. 19.4. This only effects Pascal SETs. All other 
Pascal datatypes are compatible. 



ENVIRONMENT 

Rev. 19.4 of EBG requires a Rev. 19.4 or later version of PRIMDS. 

INSTALLATION AND BUILD PROCEDURES 
Standard. 

Note 

DBG uses segments 4037 and 4036 and allocates temporary 
segments not occupied by the user program downward from 4037. 
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LIBRARIES 

Prime's language libraries have been converted to library EPFs There 
is a new system directory, LIBRARIES*, in which the libraries are 
stored. 



CBL_JiIBRARY 



NEW FEATURES AND CHANGES 

The COBCL library is now an Executable Program Format (EPP) Library. 
The .RUN file for the library is the Program Class Library - 
CBL_J,IBRARY in the UFD LIBRARIES*. This library gets referenced when a 
user issues the Library command LIBRARY CBLLIB with BIND. Users can 
reference their own libraries hv m-vKfvinn fkair mwnDvc „ — . — u i.-_i. 

The unshared COBCL library is referenced with the library command 
LIBRARY NCBLLIB. Both CBLLIB and NCBLLIB can be used with SEG. The 
files LIB>VC0BLB.BIN and LIB>NVCOBLB.BIN are identical to 
LIBXBLLIB.BIN and LIB>NCBLLIB.BIN f respectively. 
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CCLIB 



NEW FEATURES AND CHANGES 

The Rev. 19.4 C library introduces the EPF librarv for C c ttr a« 

2* ii bra ? iS a F** ^^ to f^ionSty SS to^ioS 
shared and non-shared static mode libraries. Using tiie new^Scfer 
BIND, C prograns can new be loaded much faster. 9 J-oaoer, 

Seme users may wish to continue using SEG. Users who use <?Fr m,,** 
continue using CCLIB and cannot switchto cJjB? Those ulrs^rnof 

wSf nSoiT wa ^ Qrmance ^ reduoed *«** Sf tffi ra?iS 
Sciul^tht 6 c E ?Li™ rai ? (the reoo T nded *«**«>' ^ ™* 

™£.7%, * C llbrar Y m your search rules. The file 

SySTEM>ENTRY$.SR, contains the standard ««»* n* f~ — u „_?' 
These search rules include the C library^^ ITWWiSaaEa" 
me^roiicwing is what SYSTEM>ENTRY§.SR may look like for" the " average 

LIBRRRIES*>TTyiN$.HJN 
LIBRARIES *>SYSTHUJBRfiRY . HJN 
LIBRfiRIES*>P0RIR^q_S)_J.2BRaRY # cttm 

LIBRRRIES*>APILICAT]DN_JLIBRARY*.HJN 
LIBRARIES *>CC_LIBRARY. HJN 

-SI»Tiq_MDDEJ.IBRARIES 

vUL SSS 1 P^ 00 *?? 06 ' ^ user should create his own private copy of 
the search rules by copying them to an ENTRY$.SR file in hi? own 

S?4-S^S^5 LB ^ 00mnand upon iogging in. This file should also be 
ft ~ B0 J*f*J he O^™**-™ entry occupies the highest placf in 

call most of ten should appear at the head of the list. The libraries 
that you are least likely to call should appear laterin the li st 
5? fSi w S "^ Wmt to P* ^ C library aftef Se JsteS *ibrar£ 
The following is an example of the search list for a typical C user: 

LIBRRRIES*>TTnN$. RUN 
LIBRfiRIES*>SYSTEfU 1 IBRfiRY. RUN 
LIBRARIES *>CQ_JJBRARY. RUN 

LIBRARIES*>PORrRAN_]D_J,IBRARY. RUN 
LIBRARIES *>APFLICATIDNJLIBRARY. RUN 
-STATICJDDE_LIBRARIES 
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For inter nals Specialists : The dynamic entries (DYNTs) that are formed 
5 order to interface betw een a C program and the C EPF library contain 
a 0C$ prefixed onto the name of the C library entry. "H* actu ^ T ^52 
in the C EPF library also contains this prefix. For example, PRINTF s 
DYNT gets changed to CC$PRINTF to match its entry in the C EPF library . 
The user never sees this through normal use of the C compiler and the c 
EPF library. Tne change takes place within BIND upon issuing the 
LIBRARY QJJB command. In fact, the only time this appears is if a 
LINKAGE_FAULT were encountered when trying tojfcramically link to an 
entrv in the C EPF library. As long as the C EPF library has teen 
SSlSd^Sa the prope? search rules effected by following the above 
Procedures, the user is never aware of this internal naming convention. 

Note 

This convention is a function of the C EPF library, QJJB, not 
the C compiler. Therefore, this does not occur when using the 
old, unshared library, CCLIB, or when using SEG. 



SOFTWARE PROBLEMS FIXED 

There are fixes in various library routines to support JRIMOS file 
uSSwnose number is greater tiian 128 Tne C Igwroutajw *j£ 
support more than 128 files, although there can be 128 binary files 
(referenced thru READ, WRITE, OPEN, LSEEK, and so f ortii) and 128 ASCII 
files (referenced thru FOPEN, FREAD, POTS, and so forth) (SPAR 
3005365) . 

Tne floating constant 1.000 is now printed correctly by PRINT$ with 
%x.zf format (SPAR 3005367). 

Tne routine EXIT now dumps any buffered TTY data before a return to 
PRIMDS (SPAR 3005369) . 

The %p format in PRINTF is modified to produce the standard Prime 
format (SPAR 3005370) . 



PERMANENT RESTRICTIONS 

The C user should be aware that there are conflicts between seme of the 
names in the FORTRAN and System Libraries and those in the C library. 
STof those routines is EXIT. CBBCL and FORTRAN routines, that use 
STOP or STOP-HJN statements, call EXIT. If a C Program were loaded 
with other languages, the user must be careful that the routine 
exacted to te called is obtained. Tne C library routines are not 
compatible with those from the other languages. 
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To avoid possible conflicts when modules written in C and other 
languages are mixed within a .HJN or .SBG file, the user should load 
those routines written in C and the C libraries before those of other 
languages. To illustrate: 



[BIND rev 19.4] 

: lo c_module_l.bin 

: lo c_module_2.bin 



: li c_lib /* resolves calls to C 

specific libraries */ 
: lo ftn_module_J..bin 
: lo ftn_moduleJ2.bin 



: 1A /* resolves calls to all 

other libraries */ 

The above insures that the C modules call the correct C library 
routines before attempting to load other nodules that call a library 
routine with a potentially conflicting name. 



INCTALLflTIDN AND BUILD PROCEDURES 

CCLIB is supplied with OC comprising two directories, CC and CCLIB. To 
install CCLIB, the user must run the install file, CCLIB. INSTALL. COMI 
in UPD CCLIB. CCLIB and CC are built separately. 
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PASCAL_J,IBRARY 



NEW FEATURES AND CHANGES 



The Pascal library is now an Executable Program Format (EPP) Library. 
The .RUN file for the library is the Program Class Library, 
PASCAL_J,IBRARY in the UFD LIBRARIES*. This library gets referenced 
when a user issues the Library command LIBRARY PASLIB with BIND. Users 
can reference their own libraries by modifying their ENTRY$ search 
list. 

The unshared Pascal library is referenced with the Library command 
LIBRARY NPASLIB . Both PASLIB and NPASLIB can be used with SEG. 



4-15 First Edition 



Software Release Document 



First Edition 4-16 



LANGUAGES 



ILlG_I.IBRflRY 



NEW FEflTORES AND CHANGES 



The EL1G library is now an executable program format (EPP) library. 
The .JON file for the library is the program class library HJ.G.J.IBRARY 
in the UFD LIBRARIES*. This library gets referenced when a user issues 
the library command LIBRARY EL1GLB with BIND. Users can reference 
their own libraries by modifying their EMERY$ search list. 

The unshared EL1G library is referenced with the Library command 
LIBRfiRY NEL1GLB . Both EL1GLB and NH1GLB can be used with SEG. 
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LMJGUA3ES 



RFTNLIB 



SOFTWARE HMBLEMS FIXED 

The incorrect exponent overflew problem has been fixed. The R-Mode 
routine that processes floating point exception interrupts contained a 
V-Mode instruction which caused the P9950 to go into floating round 
mode and incorrectly generate an exponent overflow (SEftR 3003012) . 
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SYSTEM_LIBRARY 



NEW FEATURES AND CHANGES 

The FORTRAN libraries are new Executable Program Format (EPF) 
Libraries. The .RON files for the libraries are in the UFD LIBRARIES*. 
They consist of the Process Class Library, SYSTEM_J.IBRARY, and the 
Program Class Library, EDRTRAN_ELLIBRARY. These libraries are 
automatically referenced when a user issues the Library command with 
BIND. Users can reference their own libraries by modifying their 
ENTRY$ search list. 

The new ACTION* clause for the F77 OPEN statement is now supported. 
The ACTION has to be READ or READ/toRITE to backspace a file with the 
current implementation. 

Dynamic File Units ; F77 now supports 141 file units open at the same 
time. Users should use the following code sequence to translate PRIJOS 
units to FORTRAN unit numbers instead of computing the numbers. 

CALL SRCH$$ (K$GETU + K$REWR + K$NDAM , FILENM(I), NAJELN, 

+ FUNIT, FILTYP, CODE) 

CALL ATTDEV (LUNIT. PDEV. FUNIT. BUFLEN) 

OPEN (UNIT= LUNIT, FILE= FILENM(I) , ACCESS= 'DIRECT' , 

+ FOR** 'FORMATTED' , RECL= 30) 

LUNIT is the unit number that FORTRAN uses; that is, the OPEN 
statement. FUNIT is the file unit that PRINDS uses. The key K$GETU 
causes SRCH$$ to open the file name, FILENM(I) , on an unused file unit 
selected by PRIMDS, FUNIT. 

F77 support now conforms to the ANSI standard for FORTRAN77. This 
required changes that could be user visible. When the exponent of a 
number exceeded the exponent field on output, the printing of a = or a 
$ and the most significant exponent digits were an extension. 
(Reference FORTRAN77 Reference Guide (DOC4029-183L) , page 4-26) . The 
entire field is filled with asterisks as required by the standard. If 
the width of the exponent field is unspecified and the exponent 
requires three digits, the E, D, or Q is implied before the sign of the 
exponent. 

The backspacing of a variable length record on a binary disk file is 
now supported. 
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SOFTWARE PROBLEMS FIXED 

The 'T' FTN carriage control is supported (SPAR 2000105). 

These related B-FORMAT problems have been fixed (SPARs 2000537, 
2000623, 2001275, 2002652, 2002860, 2002971, 2005126, 3002524, 
3002558) . 

A file protected with 'UR 1 can be opened with the FORTRAN OPEN 
statement without an error (SPAR 2005421) . 

EXP and DEXP do not give a size error when the argument is less than 
-22713 (SPAR 2004808, 2003037). 

A real zero raised to the real zero power returns a diagnostic as 
suggested by Cody and Waite, Software Manual for the Elementary 
Functions, Page 87 (SPAR 2001064, 2001220). 

TO and TL give correct results when the next T is backwards from the 
previous T in the FOFMAT string (SPAR 2002366) . 

The routines F$SCIFWR and F$SCCEWR are loaded with the library for a 
routine compiling with the -INTS option (SPAR 2002292) . 

The following routines were added as direct entrance calls to the 
operating system: TEXTO$, CBG$EW, ASNLN$, 0SER$, I/GN$CN, and ICN$R 
(SPAR 3001475) . 

NAPELIST, used to input from the terminal, works correctly both the 
first time and subsequent times (SPAR 3002057) . 

Reading into a REIL*8 variable using an F20.2 format with FTN and 
entering the character string -0, the RE2L*8 variable now has the 
correct value of 0.0 (SPAR 3001490). 

The output of a character*! variable with an even value of 10 or 
greater correctly indicates overflow with an internal file (SPAR 
3002217) . 

A double precision integer with the smallest negative value of 
-2147483648 is represented correctly internally in binary (SPAR 
3005964) . 

The smallest double precision negative integer, with the sign bit on 
and all the other bits off, correctly outputs -2147483648 (SPAR 
2001147, 2000122). 

F77 B format now works correctly when only one dollar sign precedes a 
comma (SPAR 2004579) . 

The Fortran OPEN statement returns to the calling program when IOSTAT 
is specified without ERR (SPAR 3005895) . 
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In a program class library, modified IPs are now reinitialized 
correctly after the library is reinvoked (SPAR 3010175) . 



SOFTWARE PROBLEMS FIXED 

Performance Impcovement : Performance has been improved for the input 
and output of single precision, double precision, and quad precision 
floating point numbers. 

The performance and accuracy of the Transcendental Functions has been 
improved. 



INSTALLATION AND BUILD PROCEDURES 

The following have changed from SAM files to DAM files which means that 
magrst will not copy the new versions over the old ones: 



SPLLIB.BIN 
PFTNLB.BIN 
NPFTNLB.BIN 
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VRPG_UBRARY 



NEW FEATURES AND CHANGES 

"Hie V-Mode RPG library is now an Executable Program Format (EPF) 
Library. The .HJN file for the library is the Program Class Library, 
VRPG_LIBRARY, in the UFD LIBRARIES*. This library gets referenced when 
a user issues the Library command LIBRARY VRPGLB with BIND. Users can 
reference their own libraries by modifying their ENTRY$ search list. 

The unshared VRPG library is referenced with the Library command 
LIBRARY NVRPGLB . Both VRPGLB and NVRPGLB can be used with SEG. 

The shared FORMS library is now automatically loaded when loading the 
VRPG library. Therefore, the load of any VRPG program that interfaces 
with the Prime Forms Management System (FORMS) does not have to load 
VFORMS. 
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COMPILERS 



BASICV 



NEW FEATURES AND CHANGES 

LOF (Length Of File) : LOF, length of file, is a built-in function. 
The syntax is L = LOF (channel ^number) . This function returns the 
number of records in the direct access file opened on the specified 
channel number. 



ANSI Minimal BASIC Support : The -MEN option provides ANSI minimal 
BASIC support. The following lists exception handling: 

• Division by zero is a non-fatal exception. Machine infinity 
with sign of the numerator is provided. 

• Underflow is a non-fatal exception. Zero is provided. 

• An overflow is a non-fatal exception. Positive or negative 
infinity is provided. 

• raised to power is a non-fatal exception. 1 is provided. 

• raised to a negative power is a non-fatal exception. Positive 
machine infinity is provided. 

• ON-GOTO control expression greater than the number of 
line-numbers in the list is a fatal exception. 

• Subscript of -1 is a fatal exception. 

The following changes in f inictionality to the existing BASICV apply 
only if you use the -MEN option. 



Expressions ; Comparison of string variables and constants are equal if 
and only If the strings are equal in length and contain identical 
sequences of characters. Trailing spaces are significant. 



INT Function ; For negative numbers, INT(x) provides the largest number 
not greater than x. 



ON-GOTO Statement ; Expression in an ON-GOTO statement is rounded to 
the nearest integer. 
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OPTION BASE Statement Added ; Defines default lower bound on array 
dimensioning to be or 1. 



PRINT Statement : The following apply: 

• Consecutive commas prints a TAB character (PRINT A,,B) 

• Positive numeric output is preceded by a space 

• Negative and positive numeric output is followed by a space 

Subscripts : Subscripts are rounded to the nearest integer. 

TAB Function : The following apply: 

• TAB argument is rounded to the nearest integer. 

• TAB less than 1 gives an error diagnostic and is replaced by 1. 

User-Defined Functions : The following are changes to user-defined 
functions: 

• Reference to an undefined function gives an error. 

• A recursively defined function gives an error. 



SOFTWARE PROBLEMS FIXED 

The ENTER statement destroys the value of a variable from a previous 
INPUT statement (SPAR 3007556) . 

An external call to RDTK$$ takes an access violation (SPAR 3001516) . 

When the MASK 1 option of CVT$$ is used, the parity bit is not turned 
off for spaces (SPAR 3009204) . 

The RND function without the RANDOMIZE statement produces an unchanging 
implementation-defined sequence of pseudo-random numers. 

Commas within a quoted string in the INPUT statement are accepted. 
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Rev. 19.4.1 CBL follows the 19.3.3 IPR. Additional changes nay be 
made. See the file CBL. HIM) in the INFO directory for complete 
information. 



NEW FEATURES AND CHANGES 

The following are new features and changes: 

• EXTERNAL files and working storage items are now supported. 

• The primary key is no longer restricted to the first characters 
of a record. 

SOFTWARE PROBLEMS FIXED 

Figurative constant and all literal moves and compares work incorrectly 
for fields greater than 256 characters long. (SPAR 2002180, 3001097, 
3003753, 3003848, 3003850, 3005780) 

Partial key searches work incorrectly on bit string keys (SPAR 
2005240). ^ 

An empty error file is created when OBSERVATIONS only are generated and 
the -SILENT option is used (SPAR 2006056) . 

A move of one element of a 250 element field destroys the field 
following the table (SPAR 3000262) . 

An extremely large procedure division aborts compilation with no 
diagnostic issued (SPAR 3000329, 3001007). 

Compound conditional expressions with negated 88s evaluate incorrectly 
(SPAR 3000330) . 

A misleading diagnostic is issued for linkage section items referenced 
within the procedure division but not in the procedure division USING 
clause (SPAR 3000779, 3002409). 

The compiler terminates compilation and leaves T$nnnn open when a COPY 
library is not found (SPAR 3000784, 3002594). 

A STRING statement imbedded in an IF statement assumes a period after 
the STRING statement (logically terminates the IF) (SPAR 3000815, 
3000830) . 
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A (DMHJTE with multiplication of non-integers works incorrectly (SPAR 
3000827) . 

No diagnostic is issued for a SEARCH of a non-occurring item (SPAR 
3001006) . 

The user cannot specify the same filenames with SORT when both the 
USING and the GIVING options are used (SPAR 3001011) . 

Non-Prime ANSI tapes with odd record lengths are read incorrectly (SEAR 
3001034) . 

COMPUTE truncates the high order digit if the result is larger than 
s9(6)v99 CDMP-3 (SPAR 3001656). 

A program with two sorts aborts with SRTt not found (SPAR 3001672) . 

An IF statement with multiple abbreviations executes incorrectly (SPAR 
3001858) . 

•compute result = f ieldLa / 100' produces a zero result if field_a is 
defined as COMPUTATIONAL (SPAR 3002348) . 

An illegal M3VE CORRESPONDING (elementary receiving field) is not 
diagnosed (SPAR 3002386) . 

Multiple SET statments in a called program cause values from the first 
SET statement to be overwritten (SPAR 3002501) . 

The compiler aborts when processing compound conditionals with 
subscripts (SPAR 3002519) . 

DECLARATIVES are not invoked correctly when the I/O verb is part of a 
conditional (SPAR 3002816) . 

An item that redefines itself causes the compiler to loop (SPAR 
3002828) . 

The compiler aborts when a multi-dimensional table is referenced and 
one of the subscripts is an arithmetic expression (SPAR 3002985) . 

Moving a CDMP-1 field to a field with '-' editing symbols works 
incorrectly (SPAR 3003316) . 

An index file key defined as a bit string in CREATK works incorrectly 
(SPAR 3003548) . 

Numeric editing with zero suppression is not done correctly (SPAR 
3003695) . 

Zero suppression in a table larger than 49,163 characters works 
incorrectly (SPAR 3003700) . 
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Binary files produced by previous versions of COBOL or CBL execute 
incorrectly when rewriting with an alternate key (SEAR 3004151) . 

Compound conditionals cause the compiler to generate erroneous 
diagnostics (SEAR 3004210) . 

A 'findLnode' internal compiler error occurs for compound conditionals 
with subscripting (SEAR 3004220) . 

A START statement on a partial key works incorrectly (SEAR 3004925) . 

The INSEECT statement with the replacing option replaces data in the 
field adjacent to the target field when the target is an element of a 
group item (SEAR 3005157) . 

A problem was corrected relative to opening ERISAM files when the 
length of the filename to be opened was less than the dataname of the 
file (SEAR 3008091) . 



OUTSTANDING FROBLEMS 

In SUBTRACT statements with the CORRESEONDING option, if a data item in 
one or both of a pair of matched fields contains a 'F 1 in its picture 
clause, no more matches will be found. 

In MDVE CORRESPONDING statements containing the SIZE ERROR clause, only 
the first matched pairs have their data moved. If a size error occurs, 
all receiving fields retain their original data. 



INSTALLATION AND BUILD EROCEDDRES 

CBL is now supplied as two directories: CBL and CBL_JJBRARY. To 
install CBL, the user must run the following two files: 

1. CBL. INSTALL. COMI from CBL 

2. CBL_LIBRARY. INSTALL. COMI from CBL_LIBRARY 
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NEW FEATURES AND CHANGES 

CC is Prime's V-mode compiler for the C language. The IRENE C is a 
true, 32 bit, two pass compiler, that generates object code in the 64V 
mode format. This release of the compiler contains numerous bug fixes 
and optimizations and will execute somewhat faster. 

C now supports an EPF library named C_LIB. The C EPP library, C_JLIB, 
will not work when loaded with SEG. Use BIND to create .HIN files of 
programs (instead of .SEG files) and to utilize QJJB. 

Some users may wish to continue using SEG. Users who use SEG must 
continue using CCLIB and cannot switch to C_LIB. Those users will not 
enjoy the improved performance and reduced loading time that BIND users 
will notice. 

If you use the C EPF library (the recommended practice) , you should 
read the discussion of the C library in the Libraries section of this 
chapter. 

The following are examples of using BIND to create C programs. Suppose 
a user wished to load three C routines whose filenames are XX.BIN, 
YY.BIN, and ZZ.BIN into a C program which would be called XXX.HJN. The 
command to BIND would be: 

BIND XXX -lo XX YY ZZ -li C.J.IB -11 

This procedure works very well provided that the main program is not 
expecting to receive the command arguments in the usual UNIX style. If 
your program does start with a main program that expects to receive the 
command arguments from the command line, you must use the LI option to 
BIND to first load CCMAIN. Remember that in this case, your main 
program must be named MAIN. The following is an example of the BIND 
command which would bind the C program if one of the above files has a 
main routine which took such arguments: 

BIND XXX -li CCMAIN -lo XX YY ZZ -li C_LIB -li 

Please note that if you do include CCMAIN in the load list, it must be 
included first and that the routine which first gets control must be 
named MAIN. If you did not include CCMAIN, the first routine you load 
is considered to be the main program and, if it takes arguments, you 
will probably get a pointer fault. 
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The above examples illustrate the use of BIND with a single command 
line performing the entire load. As with SBG f BIND also works 
interactively by issuing the BIND command. See the appropriate BIND 
documentation for more information. 

The CCLIB file is the unshared library. It is copied to the LIB 
directory for users who, for some reason, do not wish to use the C EPF 
library or who wish to continue to use SEG. 

Buffered binary update files are now supported by the C library. This 
is now the default when opening any update file (+ modes) . Unbuffered 
binary update files can still be forced by an explicit call to SET3UF. 
Use of buffered binary update files is approximately 20 to 30 times 
faster than unbuffered binary update files. 

The compiler now accepts both .C and ,OC suffixes for input files. The 
abbreviations -SOF and -NSOF have been added for -STORE_OJNER_FIELD and 
-ND_^TOREJ3WNER_FIELD. 

There is added support for the -PBECB and -IBECB compile line options. 
-IBECB is the default. -PBECB puts the ECBs in the procedure frame. 
If the user is not using CCMAM, the main C routine (the first one to 
be loaded) must not be compiled with -IBECB. Use of -PBECB will 
enhance the performance of large programs by reducing a program's 
locality of reference. 



SOFTWARE PROBLEMS FIXED 

Assignment using an array as an array subscript did not always work 
correctly (SPAR 3006958) . 

BIG code for a structure was not automatically generated when a member 
of that structure caused its size to be greater than a segment (SPAR 
3007023) . 

A bug that caused a byte of precision to be dropped when casting an 
integer to a pointer_to_a_named_type renaming char (SEAR 3006689) . 



First Edition 4-34 



LANGUAGES 



There was a problem with the generation of external names whose length 
was longer than eight characters (SEAR 3002494) . 

A DO statement without the corresponding WHILE terminator had poor 
error recovery (SEAR 3002496) . ~ 

Constant casting to a pointer_to_ajEunction generated spurious error 
messages (SEAR 3002497) . 

A character array indexed by a character expression assigned to a 
character array does not generate the correct code (SEAR 3002498) . 

External names were generated whose length was longer than eidht 
characters (SEAR 3003148) . 

The option -EXFLIST no longer overrides a previous -L TOY and forces 
output to a disk (SEAR 3005371) . 

The construct ++SMJCT. ARRAY now Trochleas an or*™- »f^r ++,=« „ 
compiler failure (SEAR 3005372) . 

A problem with the redeclaration of a defined local function in an 
inner scope was fixed (SEAR 3005373) . 

A problem involved with the skipping of commented out preprocessor 
commands was fixed (SEAR 3005374). 

The severity of errors concerning extraneous tokens following #IFDEF, 
tIFNDEF, and #UNDEF was lowered. The processing of an ftJNDEF is now 
completed (SEAR 3005375). 

The continuation of define macros now works correctly if the line 
continuation character immediately follows the macro name (SEAR 
3005376) . 

Code generation for constant indexing into character arrays was 
improved. This also affects character pointers (SEAR 3005377) . 

The C program compiled with the -STAT option no longer aborts because 
of the EL1G library routine F$EUTF not being on the system (SEAR 
3007409) . 

The compiler is now invoked with a .SAVE file rather than .CPL file. 
This solves a problem with command line processing of equal names. 
Also, the compiler now responds slightly faster (SEAR 3008371) . 

The code generated for short and long unsigned divide and modulus has 
been corrected (SEAR 3008917) . 

The inefficient code being generated for most character pointer 
assignments has been corrected. The code generation problem for 
expressions of the form: A.TEXTfA.LEN] = CHARACTER has also been 
corrected. Generating an unneeded temporary is no longer used (SEAR 
3009227) . 
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The severity of a program with no procedures defined has been lowered 
to warning (SERR 3009285). 



EERMANENT RESTRICTroNS 

All CHAR arguments are promoted to INT arguments when they are passed 
and they are expected to be used when they are received. 

If a constant value is to be passed to a function which expects that 
parameter to be of type pointer, the constant value should be 
explicitly cast to type pointer in the function call. The particular 
case where this is important is in the use of the constant NJLL (as 
defined in STDIO.H) to represent a NULL pointer value. This is because 
the constant will cause only two 16-bit words to be reserved on the 
stack for that value, rather than~tne necessary three. 



INSTALLATION AND BUILD PROCEDURES 

CC is supplied as two directories, CC and CCLIB. To install OC, the 
user must run **two** install files, CC. INSTALL. CDMI in UFD CC and 
CCLIB. INSTALL. CDMI in UFD CCLIB, and CC. SHARE. CDMI in UFD SYSTEM. CC 
and CCLIB are built separately. 
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WARNING 



SEX3 should be used as the loader for COBOL programs that use a 
DECLARATIVE section. Using BIND as the loader may result in 
incorrect flow of control when declaratives are invoked. 



NEW FEATURES AND CHANGES 

This section describes the changes in functionality of the old COBCL 
product. 

The COBCL compiler will continue to be released. However, there is now 
only one set of COBOL libraries (a nonshared and a shared version) that 
supports_both new COBOL (CBL) and old COBOL (COBOL) . The libraries are 
CBLLu5.BIN (shared) and NCBLLIB.BIN (nonshared). The CBLLIB.BIN file 
is simply a list of DYNTs that are loaded into the run file and 
resolved at runtime. 

For users who do not recompile and reload their programs, the runtime 
DYNTs will be resolved as always and programs should operate the same. 

For users who recompile and reload their programs, either VGOBLB or 
CBLLIB will satisfy the load sequence as before. It is recommended 
that users begin to use CBLLIB when loading programsso that users are 
aware that new COBOL (CBL) is Prime's primary COBOL compiler and is 
becoming increasingly more so. The VGOBLB. BIN file will continue to 
exist for customers who do not want to change the application build 
files. The NVGOBLB.BIN no longer exists because it is replaced by 
NCBLLIB.BIN; thus users who wish to load their applications with the 
nonshared library must use NCBLLIB.BIN. 

The COBOL directory that contains the run files for the product and is 
used to install the product has changed. The subdirectory LIB is no 
longer present and the files <DBOL>SYSTEM>(C2014A, C22014B, C4000) have 
been deleted. The COBOL. INSTALL. COMI file no longer installs the 
library. The COBOL. SHARE. COMI file no longer shares the library. 
Installing and sharing of the COBOL library are dbne by separate 
procedures. The SHARE command line for the CBLLIB in the system 
startup file ERIM5S.GOMI (or C_PRMD) should be removed. 

Basically, the COBOL library is considered as a separate product used 
by both the old and the new GOBOL and comes as a separate package. New 
COBOL and old COBOL both use this one library. 

The COBOL shared library is replaced by an EPF COBOL library. 
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SOFTWARE PROBLEMS FIXED 

Some users experienced UII$ conditions being raised while executing 
O0BQL prograns doing MagTape I/O on P9950 machines. This problem has 
been fixed (SPAR 3002199) . 

When using the UNSTRING statement without a TALLYING clause on a P9950, 
some users experienced the UII$ condition. This problem has been f xxed 
(SPAR 3002194) . 



ENVIRONMENT 

The ODBOL product uses the EPF libraries. At Revision 19.4, CR LT .TB is 
an EPF. The nonshared library NCBLLIB.BIN is, as before, simply a 
binary file containing all the runtime code. 
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NEW FEATORES AND CHANGES 

Compiler Options: Changes have been made in the area of compiler 
options for Rev. 19.4. These changes include new options that have 
been added to implement new functionality, new syntaxes that are 
intended to replace older syntax forms of already existing options, new 
abbreviations of options, and others. These changes were implemented 
in an effort to make Prime's Common Backend-based translator products 
more standardized in their user interface among themselves and with 
other Prime software products. The list that follows this discussion 
describes all the options that are supported by the compiler at 
Rev. 19.4, including new options. The other categories of changes are 
more fully explained in the next few paragraphs. 

Note that some of the changes that replace current compiler cotion 
functionality or specification imply that the current forms that' they 
replace are now considered obsolete. This means that at sane 
particular revision in the future these older forms will be in error 
and will not work. Depending on the functionality, this will either be 
Rev. 20 or Rev. 21. However, the obsolete forms will be supported 
until then but use of them will cause a warning to be issued by the 
compiler. * 

New option syntaxes have been introduced that are intended to replace 
older forms of some already existing options. For example, the new 
syntax -OPTimize n, where n is a decimal number that signifies a level 
of optimization to be performed, is intended to replace the older 
syntax of the options -OPTIMIZE, -N30PTIMIZE, and so on. (See below 
for a fuller discussion of this particular option) . 

Most currently existing options now have new abbreviations that are 
intended to replace the older abbreviations, whether they have been 
documented or not. For example, the older abbreviation for -RANGE has 
been previously documented to be -R but -RA would also act to turn on 
range checking. Beginning at Rev. 19.4, each compiler option will have 
one full specif ication and, at most, one abbreviation. In the list 
that follows this discussion, the proper abbreviation for each option 
is indicated by capitalized letters in the full option specification. 
As an example, the full specification for turning on range checking is 
-RAnge and the abbreviation, indicated by the capital letters, is -RA. 

Formation of the negated forms of those options that have them (for 
example, -DEB03 and -NDDEBOG) is now done by prefixing the name of the 
positive form with -No_ (-DeBuG and -NoJteBuG) . To form the 
abbreviated name of a negated option, prefix the positive abbreviated 
name with -N (in this case, -DBG and -NDBG) . The older form of option 
negation will no longer be supported in the future. 

Processing of compiler options has previously allowed such anomalous 
behavior as duplicate and conflicting options on the same command line 
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(such as specifying an option twice or specifying -PRODUCTION and 
-N0PRODUCT3DN for the same compiler invocation). In the case of 
conflicting options, the one that had been specified last on the 
command line was the one that took control. This behavior is now 
considered obsolete and will no longer be supported beginning at 
Rev. 20. Note that redundant specification of any source, binary, or 
listing files has never been supported by Prime's translator products. 

Special note must be made about listing files and the use of options 
that imply that a listing file be produced. To begin with, options 
that specify that a listing is to be produced (-Listing, -No_Listing or 
-Listing NO) must be distinguished from those that specify what is to 
go into a listing if one is produced (such as -XRef, -MAp). If an 
option like -XRef is specified during a compiler invocation, a listing 
file is produced in the absence of an explicit -Listing option. 
However, if -No_Listing happens also to be specified at the same time 
as -XRef, there is a conflict. Beginning at Rev. 19.4, production of a 
listing file is based upon a hierarchical order: 

1. If -Listing [pathname] or -Nb_Listing appear on the compiler 
command line, those switches determine whether a listing is 
produced or not, independent of the appearance of any options 
that specify what goes into a listing. This means that -L -EXP 
produces a listing and that -NL -EXP does not. 

2. If -Listing or -NoJListing was not explicitly set and the 
positive form of an option that controls the contents of the 
listing is specified, a listing file will be produced. Note 
that the sole appearance of the negative form of such an 
option, for example -No_jmp, does not imply a listing and 
therefore none will be produced. 

3. If no options relating to a listing are specified on the 
command line, a listing is produced only if -Listing is set as 
the default at a particular installation. 

Following is a list of the options supported by the compiler and a 
brief statement of their purpose. Compiler-supplied default options 
are noted by an asterisk. The full name of each option is listed along 
with the name of its opposite, or negated, form if it has one. Proper 
abbreviations are indicated by capitalized letters. Abbreviations now 
considered obsolete are listed as such. The initial default settings 
will be stated for each compiler option. These can be changed at the 
user's particular installation. 

-321 ; Generates 321 mode code. No abbreviation. Obsolete: -3 (was 
documented) ,-32. 

-32IX : New. Generates 321 mode code that gives improved performance 
wnenaccessing large data objects (such as segment-spanning arrays or 
common blocks). No abbreviation. 
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Note 



i?cn 9ram ^ °°S^ d With " 32IX ^ be run only on a E2550, a 
F9650, and a P9750 system, or on a P9950 system that has been 

J^S? f ^ &*&>**> or on any P9955. If it is run on 
any other Rev. 19.4 system, unimplemented instruction (UIIS) 
faults will occur. i«**w 

I«g£Jl* Generates 64V mode code. No abbreviation. Obsolete: -6 
(was documented), -64. Default: -64V. 

-Mlow_IREconnectionr*) : -No Allow EREconnscfcion : New . If this option 
is specified, preconnection of the listing output to a pre-opened mit 
2, or of the binary output to a pre-opened unit 3, is allowed. If the 
negative form is specified, the compiler always opens and closes the 

i?T ng JS bina f y mes (and wni ^ dynamic file units) . Default: 
-AllowJREconnection. 

S3M!1 ' New: -nbig. Handles array addressing calculations 
tor all arrays passed as arguments as though the array spans segment 
boundaries. These calculations need to be more complex and therefore 
SSK. "** Y ' ° bSOlete: ~ WB ' -n^i, -nobig. iSauS! 

iffwP* \fl q] { nll 7 N ?- Bina 5Y ; New: -noj^inary, -nb. Specifies binary 
object file. Obsolete: -hi, -bin, -fcira, -binar, -nob, -nobi, -NDBIN, 

;r?^f»i" n ? in fJ?\ to addit ion, ifc is now considered obsolete to use 
SSLJ^w?*. "?' ** SPSC1 ^ **** "° binary fne is to ** Produced and 
SS fSn™-!? indlcate ** a Dinar Y file is to be produced, though 

££ TJ^Jt Sl ? POrted E^ *"' 19A °^' ^is also applies to 
JZl^ ******* releases, binary files with those names would be 
created. Use the -No_Binary option instead of -Binary ND. Default: 

-Oyster: New. This option is used to specify that the source code 

^SL^Ti ^~ n ^i- ^ a Cluster ** is to te PPtimized together. 
At Rev. 19.4, this option is taken to imply that the source code is a 

?K2lL P 2 9,:an ;- At ^ ter revis i° n s it will be extended to include 
libraries of routines, cluster is the term chosen to name a collection 
of program units that have been compiled together in order to maximize 

SS < 5S?? 10nB that „ cm te P? rf ormed. Use of this option mea^fSat 
the compiler can make certain assumptions that are relevant to 
optimization. The compiler checks the validity of these assumptions 
when possible but the responsibility for their validity rests with the 
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The assumptions are the following: 

• The file compiled with the -CLUSTER option is assumed to be a 
program with a single entry point. If the file has a main 
progran in it, then that is the entrypoint. If the user has 
used the -MAIN option to specify a main entry procedure, then 
that routine is the program entrypoint. Otherwise, the first 
routine is taken to be the program entrypoint. 

• The compiler need not make any procedure or data entry points of 
the cluster visible outside the cluster except the mam 
procedure entrypoint. All other procedures may be QUICK-called 
or expanded inline. The user should also specify -OPT 4 when 
using -CLUSTER for this purpose. See the discussion of 
Optimization Levels in this document. The binary files from 
such a compilation cannot be combined with other modules that 
expect to call these procedures. 

• At later revisions, this list of assumptions will be expanded as 
further optimization options are added. For example, support 
will be added for clusters that are libraries of routines in 
which sane are private and seme are externally callable. 

-DClvar; -N o_JClvar(*) : New: -ndc. Flags undeclared variables. 
Obsolete: -del, -dclv, -dclva, -NDDC, -nodcl, -ncdclv, -nodclva. 

-DeBuG; -NoJ eBuGC*) : New: -ndbg. Generates full debugger (DBG) 
iunctionalii^ code. Obsolete: -DE, -DEB, -debu, -NOD, -NDDE, -nodeb, 
-nodeba, -nodebug. 

-DPI; -NODOK*) : Performs one-trip DO loops according to the way PTN 
performs them. Obsolete: -NODO. 

Note 
The 1 is not included in the abbreviations. 

-PYnm(*) : Allocates local storage dynamically. The opposite of -SAVE. 
Obsolete: -dyn. 

-ERRLi st? -No_ERft,ist(*) : New: -nerrl. Prints errors-only listing. 
Obsolete: -errli, -errlis, -NOERH,, -noerrli, -noerrlis, -noerrlist. 

-ERRTty(*) t -N o_ERRTty : New: -no_errtty, -nerrt. ^j-^ 8 ^fifi ,* 
messages at the user termini. Obsolete: -errtt, -NDE, -N3ERRT, 
-noerrtt, -not, -nott, -NOTTY, -notty, -nottyd, -nottydi, -nottydia, 
-nottydiag, -nottydiags. 
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-Enlist; -NoEXPlist(*) ; New: -exp, -no_explist, -nexp. Prints 
listing including assembler-like output. Obsolete: -EX, -expl 
-expli, -explis, -NDEX, -NDEXP, -noexpl, -noexpli, -noexplis. ' 

-FRN; -No_FRN(*): New: -no_frn, -nfrn. Generates special code to 
improve accuracy of single-precision floating-point calculations 
(Floating RouNd on stores). Obsolete: -F, -fr f -nof, -nofr f -NDFRN. 

-FTN_Jhtry; -No_FTN_Entry(*) : New. Means that all procedures passed 
as actual parameters are to be passed in the PIN way. Use this option 
onl Y lf the routine you are calling is known to be a PIN module. If 
you use this to call an F77 routine, you will get an error. 

-Fulljtelp: New. This option is similar to the -help option, except 
that in addition to the usage summary, a description of the meaning of 
each compiler option is given. 

-FulILQPTijnize: New. This option is used to ensure that the maximum 
amount of optimization available is used. This may mean that in 
succeeding revisions, if more optimizations are available, compilation 
may slow down. The program listing tells what optimization level is 
implied by the use of this option. This level may vary from language 
to language. It is currently set to optimization level 4 for th* ^i 
compiler. " " * * 

ZME : New. This option will produce information on using the invoked 
compiler including a list of all compiler options. However, 
descriptions of the options are not given. The user is referred to the 
system HELP command to obtain full information about the installed 
compiler and to the -Fulljelp option for full information about the 
invoked compiler. 

If the user makes a mistake in specifying the options or if only the 
name of the compiler is given on the command line, the user is referred 
to the -help option after the error message is given. 

-Input pathname: This is an alternate way of specifying the source of 
the input file. If pathname is 'tty', input comes from the user 
terminal. Obsolete: -in, -inp, -inpu. 

-INTL(*) ; Makes INTEGER default to INTEGER*4. 

-BTC5 : Makes INTEGER default to INTEGER*2. 
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-LCase : Distinguishes lower and uppercase characters in the source 
program. Keywords must be in uppercase in F77. Obsolete: -lea, 
-leas. 

-Listing ffilel; -NcLListing(*) : New: -no_JListing, -nl. This option 
is used both to specify that a source file listing is to be produced 
and, optionally, to specify where the listing is to go. Obsolete: 
-li, -lis, -LIST, -listi, -listin. In addition, several keywords used 
for the file specification have special meanings. SPOOL specifies that 
the listing is to go directly into the spool queue; TTY specifies that 
the listing is to go to the terminal; YES means that a listing is 
desired; and NO means that a listing is not desired. Note that uses 
of file equal to YES or NO are now considered obsolete. At the next 
release, the compiler would create listing files with those names. The 
-Listing NO form is replaced by the -No_iisting option, and the YES in 
-Listing YES is redundant. 

-LOGL(*) : Makes LOGICAL default to L0GICAL*4. 

-LOGS : Makes LOGICAL default to L0GICAL*2. 

-MAIN program-entry-name : New. This option is used in conjunction 
with the -CLUSTER option to specify the top level routine that is the 
main program entry for those cases where there is no main program that 
is distinguished by the source program. 

-MAp(*); -No_MAp : Produce a listing with a map of data and procedure 
names. Obsolete: -nojra. 

-OFFset; -No_jOFFset(*) : This option causes a map of the code location 
o£ each executable statement to be produced in the listing. New: 
-no_offset, -noff. Obsolete: -o, -of, -offs, -offse, -noof, -nooff, 
-nooffs, -nooffse, -nooff set. 

-OPTimize [dec-integer ] : New: the decimal integer. This option is 
the same as the existing optimize option except that it may be followed 
by a decimal integer that specifies an optimization level. If the 
decimal integer is not specified, a default value that depends on the 
language is supplied. The new option -FullJOPTimize is equivalent to 
-OPTimize n, where n is the maximum effective level of optimization for 
the given language being compiled. The default level is -OPT 2 and 
-FulUDPTimize is optimization level 4. To turn optimization off, 
-OPT should be used. Note that a space is required between the 
option (-OPT), and the value. Obsolete: -NDJOPTIMIZE -OP, -0PT1, 
-0PT2, -OPT3, -N0OP, -NOOPTIMIZE. 
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Following is a brief description of what types of optimzations are 
performed at each level. Each optimization level performs all the 
optimizations of the next lower level plus those that are listed. Note 
that the functionality associated with some levels at Revision 19.4 may 
change in the future and that more levels of optimization may be added 
at later revisions. 



Perform no optimizations. This level replaces the option 
-NDOPTIMIZE. <*«-««i 

1 Pattern replacement 

2 Common subexpression elimination 

3 Loop invariant removal 

4 strength reduction of seme common operations including 
indexing of large arrays and elimination of unreachable code 

Internally-nested procedures are made quick, that is, called 
by a Jump to Subroutine instruction rather than a Procedure 
Call if conditions allow. Basically, the conditions under 
which a procedure are made quick are that it be called 
simply, that is, called from one place. For example, 
procedure C can be quick if it's called from procedure A. 
But if it's also called from B where B is a separate 
procedure from A, then C can't be quick. 

When -CLUster is specified on the command line for F77 in 
addition to optimization level 4, all the subroutines in the 
file being compiled become candidates to be made quick. 

-OVerFlow; -No_OVerFlow : New. This option enables integer exception 
conditions including overflow and division by zero. Default: 
-Nb_CVerFlow. Obsolete: -OVE, -OVER, -OVERF, -OVERFL, -OVERFLO, 
-N30V, -NDOVE, -N0OVER, -N30VERF, -NDOVERFL, -NDOVERFLO, -NOOVERFLCW. 
Default: -No_OVerFlow. 

TJS*? 7 ," Nb " FB ECB(*) •• Generates code to load Entry Control Blocks 
(ECBs) into the procedure frame. Obsolete: -P3, -pbe, -pbec. 

-PRODuction; -Nb_PRODuction(*l : New: -prod, -no_j*oduction, -nprod. 
Generates code for partial debugger functionality. Obsolete: -P, -pr, 
-pro, -produ, -produc, -product, -producti, -productio, -NDP, -nopr, 
-nopro, -NDPROD, -noprodu, -noproduc, -noproduct, -noproducti, 
-noproductio, -noproduction. 
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-RAnge; -No_RAnge (*) : New: -ra, -no_range, -nra. Generates runtime 
code that checks subscript ranges. Obsolete: -R, -ran, -rang, -NDR, 
-nora, -noran, -norang, -norange. 

-SAve: Allocates local storage statically. The opposite of -DYNM. 



Obsolete: -sav. 

-Silent [ integer] : New with decimal argument. The decimal argument is 
the severity level such that errors of that severity and less are not 
reported. If no value is given, a value of 1 is assumed. The default 
severity level is 0. Note that a space is required between the option 
and the value. Obsolete: -SIL, -SOI, -SIL2, -SIL3, -sile, -silen, 
-SILENT, -SILENT1, -SILENT2, -SILENT3. 

-Source p athname : This is an alternate way of specifying the source of 
the input file. If pathname is 'tty', input comes from the user 
terminal. Obsolete: -so, -sou, -sour, -sourc. 

-SPACE : New. This option specifies that space is to be given 

preference over runtime speed in optimization consideration. The 

opposite of -SPACE is -TIKE, which means that optimization is to favor 
runtime speed over space. 

-S TATistics; -No_STATistics(*) : New: -ND_STATISTICS. Displays 

compilation statistics at the terminal. Obsolete: -STATI, -STATIS, 
-STATIST, -STAT3STI, -STATISTIC, -SDST, -NDSTA, -NDSTAT, -NDSTATI, 
-NOSTATIE, -NOSTATIST, -NDSTATISTI, -NOSTATISTIC, -NDSTATISTICS, -TO, 
-TOT, -TOTA, -TOTAL, -TOTALS. 

-Store_Owner Field; -No. Store_OwnerJField(*) : Causes the identity of 
the current routine to be stored in a known place for use by trace back 
routines. This obsoletes the -ND_OWNERID and -NDCWNERID options of 
CBL. Obsolete: -STO, -STOR, -STORE, -STORE_, -STORE_0, -ST0RE_CW, 
-STORE OWN, -STORELOWNE, -STORE_CWNER, -STORE_CWNER_, -STOREJ^RJ?, 
-STORE_CWNER_FI, -STORE_CWNER_FIE, -£TORELCWNER_FIEL, -ND_ST0, 

-N3STOR, -ND_STORE, -ND_STORE_, -NDJSTOREJO, -ND_STORE_CW, 

-NOSTOREJDWN, -ND_ST0RElCWNE, -ND_STORE_CWNER, -ND_STORE_C«NE^, 
-NOlSTORE_OWNER_F, -ND_STORE_OWNER_FT , -ND_STORE_CWNEIl_FIE, 

-ro_JSTORE_CWNER_FIEL, -NSO, -ND_CW, -ND_CWN, -ND_CWNE, -ND_OWNER, 
-ND_OWNERI, -NDJJWNERID. 

-TIM3(*): New. Means optimization is to favor runtime speed over 
space. T he opposite of -TIM3 is -SPACE, which specifies that space is 
to be given preference over runtime speed in optimization selection. 
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-UPcase(*): Map source program to uppercase (except for quoted 
literals) . Obsolete: -U, -UPC, -UPCA, -UPCAS. 

-XRef; -No_XRef(*) : Produce listing with cross reference of 
data/procedure names. Obsolete: -X f -XRE, -NDX, -NOXRE, -NOXREF. 

Output of Numerical Data : There are seme changes in the way that the 
runtime I/O library edits numerical data on output (via a WRITE or 
PRINT statement) . When the number of characters that represent 
numerical data exceeds the specif ied field width or when an exponent 
exceeds its specified length using the Ew.dEe or Gw.dEd edit 
descriptors, the entire field is now filled with asterisks. Note that 
when numbers that contain three-digit exponents are output, the letter 
E that precedes the exponent is dropped in an attempt to fit the 
representation into the specified field width before resorting to 
filling the entire field with asterisks. 

This functionality breaks with Prime's traditional approach to this 
situation. That approach was that a numerical value was right 
truncated and either a dollar sign ($) or equals sign (=) was output as 
the first character of the number if the specified field width was 
insufficient to represent it. However, this new approach conforms with 
ANSI X3.9-1978 FORTRAN 77. 

Floating P oint Libraries : The assembly language mathematical routines 
in the runtime libraries are now built with the -ROUND option. This 
option causes floating point literals used in these routines to 
potentially have up to one half bit of increased accuracy. Programs 
written in F77 may produce different results when they use the 
libraries' mathematical routines. In most cases, the differences will 
be improvements in precision. In a small number of cases, cancellation 
could reveal rounding errors in previous parts of a calculation. 
Generally, this change ensures better accuracy for many computations 
with the same number. 



OPEN Statement Extension : A Prime extension to the OPEN statement has 
been implemented for Rev. 19.4 that allows files to be opened for 
reading only, writing only, or both. The syntax of the new specifier 
xss 



ACT]DN=act 

act is a character expression whose value is READ, WRITE or READ/WRITE. 
READ specifies that only input and file positioning operations may be 
performed on the file opened as such. WRITE specifies that only 
writing and file positioning operations may be performed. READ/WRITE 
permits all types of I/O operations. The default action (if ACT3DN= is 
omitted from an OPEN statement) , as it has been in the past, attempts 
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to first open the file for both reading and writing and then open the 
file for either reading or writing if any errors are encountered. 

A file opened with the READ attribute allows multiple readers. A file 
must be explicitly closed and re-opened by the FORTRAN CLOSE and OIEN 
statements to give it a different ACTDN attribute if this is so 
desired. 

Note that a user must have read rights, given by the file system, to 
BACKSPACE a file opened ACT]DN=WRITE by F77. 

DO Loops ; The code to implement FORTRAN-77 DO loops has been changed 
at this revision in an effort to produce more efficient DO loop control 
code. DO loops in programs compiled with the -D01 option are not 
affected? the compiler continues to generate the same code it always 
has for these loops. 

The main differences in the way PORTRAN-77 DO statements are executed 
beginning at Rev. 19.4 as opposed to the way they were executed in 
previous revisions of F77 are outlined here: 

• The iteration count (number of times to execute the body of the 
DO loop) is calculated during processing of the DO statement. 
This count is determined by the following expression: 



INT ((e2-el+e3)/e3) 

el, e2 and e3 represent the values of the initial, terminal, and 
increment parameters of the DO statement, respectively. If the 
iteration count is zero or less, the body of the DO loop will 
not be executed (this same behavior was effected previously in a 
different way than by calculating the iteration count) . Note 
that the increment parameter of a DO statement cannot be zero 
(0). 

• If the type of the DO variable is INTEGER, the expected final 
value that it will contain upon satisfaction of the DO loop is 
calculated. This value is used to determine when to terminate a 
DO loop that is controlled by an INTEGER DO variable. If the 
type of the DO variable is REAL, this final value is not 
calculated and determination of satisfaction of the loop is done 
by the iteration count. 

• The code that controls incrementation of the DO variable and 
termination the DO loop now appears at the bottom of loops 
rather than at the top. For loops controlled by DO variables of 
type INTEGER, the value of the DO variable is compared against 
the expected final value to determine when to terminate the DO 
loop. For loops controlled by a variable of type REAL, the 
iteration count is decremented by one and the loop terminates 
when this count reaches zero (0) . 
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This new approach to implementing FORTRAN-77 DO loops reduces the 
number of instructions executed during each iteration of a loop in all 
cases except for some loops controlled by a variable of type REAL. In 
these cases, though, the number of instructions remains the same. The 
largest reduction of instructions occurs for loops that have a variable 
specified for an increment parameter. 

DPI Loops; Though F77 still implements DO loops in programs compiled 
with the -D01 option the same way as it always has, some restrictions 
on such loops have been lifted. The FTN restrictions for the formation 
of the DO statement are no longer strictly enforced so that any legal 
FORTRAN-77 DO statement is compilable under the -D01 option. 

It is recommended that adherence to the FTN restrictions be maintained, 
however, in a conversion from FIN to F77, especially where 
extended-range DO loops are involved. F77 allows these in programs 
when compiled with the -D01 option only when the terminal and increment 
parameters are scalar variable references or constants. Therefore FTN 
programs, when converted to F77, do not behave the same if any DO 
statements have been modified to include expressions as terminal or 
increment parameters. F77 issues a warning when it encounters such a 
situation. 



SOFTWARE PROBLEMS FIXED 

An ACCESS_vTDLATIQN occurred from F77 when compiling very large program 
units. The programs submitted with these SPARs were actually too large 
for F77 to compile and the ACCESS_VTDLAT]DN occurred because of that. 
A proper error message is now produced by the compiler for this 
situation (SPAR 2000162, 2004094, 2005239, 3003224). 

Business-style formatting now operates correctly (SPAR 2000623, 
2001275,2002652,2005126,3004891,3007167). 

F77 generated code that incorrectly indexed multi-dimensional arrays 
when the array subscripts were of differing lengths, for example, 
1OTEGER*2 and INTEGER*4. This was only a problem when F77 optimized 
the code and could previously have been worked around by compiling with 
-NDOPT. The problem has now been fixed (SPAR 2002024) . 

An incorrect answer was generated when writing to internal files. The 
problem was due to an improper decision by the optimizer to eliminate a 
common subexpression and, similar to the above problem, could have been 
worked around by compiling with -NDOPT. This problem has also now been 
fixed (SPAR 2002672) . 

List-directed, implied-do READ of an array now works correctly (SPAR 
2005708) . 

The nesting of $INSERT files is illegal. This is now properly detected 
with an appropriate error message of Severity 4 (SPAR 2005762) . 
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The compiler now properly allows the legal use of an assumed-size dummy 
array in an I/O implied DO loop (SPAR 3000154) . 

CABS intrinsic function yields correct results in all instances (SPAR 
3000975) . 

F77 programs using simple REAL*4 constants no longer get compilation 
error messages about bad conversions (SEAR 3000976, 3003225, 3005068, 
3007484) . 

Indexing into an array or calculating a substring with a noninteger 
expression causes a Severity 1 error message to be issued (SPAR 
3001565, 3001577, 3001895). 

The E77 OPEN statement now allows specification of READ-ONLY access. 
Please refer to new functionality mentioned earlier in this document 
(SPAR 3001788) . 

Cascading error messages for I/O statements with incomplete arguments 
are now avoided (SPAR 3002058) . 

The compiler was issuing a severity 4 error message for a certain legal 
implied DO loop that appeared in a WRITE statement. This problem has 
been fixed (SPAR 3002329) . 

F77 no longer aborts with an ERROR 32 when a subroutine statement has 
an argument that is an assumed size array (SPAR 3002526) . 

The legal use of an assumed size dummy array in an I/O implied DO loop 
was incorrectly flagged as an error by F77. The compiler now properly 
allows this (SPAR 3002549) . 

The compiler generated incorrect code for an implied DO loop in an I/O 
statement when the list item was an array of type CHARACTER* (*) . This 
problem has been fixed (SPAR 3002753) . 

The data statement for one element of an array, using constants, now 
compiles correctly (SPAR 3003558, 3006316) . 

Subroutine CHG$EW is now available (SPAR 3003913) . 

A READ statement with no input list no longer generates an error 
message (SPAR 3004161) . 

Attempts to redeclare variables with the same data type and precision 
are now caught at compile time and a Severity 2 error message is issued 
(SPAR 3004892) . 

An OPEN statement with no ERR= clause that has an IOSTAT= clause will 
no longer abort the program execution (SPAR 3005895) . 

F77 compilations with several compile-line options should no longer 
issue ERROR 230 (SPAR 3005924, 3006144, 3006649, 3006968) . 
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A REfiD statement using list-directed I/O on a character array now works 
correctly (SPAR 3006049) . 

The illegal use of two commas in a row to indicate missing parameters 
to the INQUIRE statement is now detected at compile time (SPAR 
3006312) . 

The 1-0 routine now processes floating point constants during Internal 
File Reads the same way it currently processes them during regular 
reads, that is, they are now rounded not truncated (SPAR 3006409) . 

The lack of a continuation character for the second line of a FORMAT 
statement no longer causes the compiler to abort (SPAR 3006502) . 

Array subscript calculations involving a mixture of integer precision 
expressions and variables are now evaluated correctly (SPAR 3006503, 
3007126) . 

Loqical expressions comDiled under 321-mode a**^ nw correal*/ araiijofce^ 
(SPAR 3006666, 3007801)'. ™ 

Past incompatibilities in parameter passing between F77 and FIN have 
been eliminated with the new compile-line option -FTNENTRY (SPAR 
3006845) . 

F77 now correctly assigns an integer*2 value to variable in a 
character*328 function (SPAR 3006876) . 

Odd elements of character *1 arrays are now properly handled in internal 
reads and writes (SPAR 3007647) . 

Logical expressions are now correctly evaluated in 321 mode (SPAR 
3007801) . 

The compiler now detects a common block name with the same symbolic 
name as an externally-named entity (SPAR 3008293) . 

If there was a dummy argument when using -OPT 4 and -CLUSTER with 
assumed-size attributes to a subroutine which could be quick-called, a 
RESTRICTED_INSTFDCTIDN could be raised during program execution. This 
was caused by not allocating space for dope vector information and 
having the same space used for return processing. It has been 
corrected. 

F77 does not currently generate code that detects integer zero divide 
at run time. This has been corrected. (SPAR 2003949) . 



OUTSTANDING PROBLEMS 

DBG does not currently recognize F77 alternate entry points (SPAR 
2003741, 2001604). 
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A legal DIMENSION statement causes the compiler to give an erroneous 
error message when the DIMENSION statement follows an ENTRY statement 
that immediately follows a SUBROUTINE statement (SPAR 2002923) . 



ENVIRONMENT 

The F77 compiler requires the top level directory LIBRARIES* to contain 
the file CDMMDN_JNVELOPE.FDN. 



INSTALLATION AND BUILD PROCEDURES 

Standard. 

CMDNC0>F77.SAVE is no longer needed and should be deleted. 

SYSTEM>FT(2046 2047 2052 2067 2322) are no longer needed and should be 
deleted. 

SYSTEM>F77. SHARE. CDMI is no longer needed and should be deleted. 

Additionally, the lines to share these files should be removed from the 
system start-up file, PRIMDS.CDMI (or C_PRMD). 
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NEW FEATURES AND CHfiNGES 

The assembly language mathematical routines in the runtime libraries 
are new built with the -KXJND option. This option causes floating 
point literals used in these routines to potentially have up to one 
half bit of increased accuracy. Programs written in FEN may produce 
different results when they use the libraries' mathematical routines. 
In most cases, the differences will be improvements in precision. In a 
small number of cases, cancellation could reveal rounding errors in 
previous parts of a calculation. Generally, this change ensures better 
accuracy for many computations with the same number. 
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NEW FEATURES AND CHANGES 

The runtime execution speed of all SET operations has been improved by 
more than 50%. 

The runtime execution speed of ASCII file 1-0 operations has been 
improved by almost 50% (excluding 1-0 on the data type, CHAR). 

The compile line option, -RANGE, now works for enumerated type and 
subrange, as well as subscript, range violations. 

The compile time options -N0OPT1 and -NDOPT3 have been removed. 

Compiler Options ; Changes have been made in the area of compiler 
options tor Rev. 19.4. These changes include new options that have 
been added to implement new functionality, new syntaxes that are 
intended to replace older syntax forms of already existing options, new 
abbreviations of options, and others. These changes were implemented 
in an effort to make Prime's Common Backend-based translator products 
more standardized in their user interface among themselves and with 
other Prime software products. The list that follows this discussion 
describes all the options that are supported by the compiler at 
Rev. 19.4 including new options. The other categories of changes are 
more fully explained in the next few paragraphs. 

Note that same of the changes that replace current compiler option 
functionality or specification imply that the forms that they replace 
are new considered obsolete. This means that at some particular 
revision in the future these older forms will be in error and will not 
work. Depending on the functionality, this will either be Rev. 20 or 
Rev. 21. However, the obsolete forms will be supported until then and 
use of them will cause a warning to be issued by the compiler. 

New option syntaxes have been introduced that are intended to replace 
older forms of some already existing options. For example, the new 
syntax -OPTimize n, where n is a decimal number that signifies a level 
of optimization to be performed, is intended to replace the older 
syntax of the options -OPTIMIZE, -KDOPTIMIZE, and so forth. (See below 
for a fuller discussion of this particular option.) The older form of 
specification will no longer be supported beginning at Rev. 21. 

Most currently existing options now have new abbreviations that are 
intended to replace the older abbreviations, whether they have been 
documented or not. For example, the older abbreviation for -RANGE has 
been previously documented to be -R but -RA would also act to turn on 
range checking. Beginning at Rev. 19.4, each compiler option has one 
full specification and at most one abbreviation. In the list that 
follows this discussion, the proper abbreviation for each option is 
indicated by capitalized letters in the full option specification. As 
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an example, the full specification for turning on range checking is 
-RAnge and the abbreviation, indicated by the capital letters, is -RA. 
The older abbreviations will no longer be supported beginning at 
Rev. 21. 

Formation of the negated forms of those options that have them (such as 
-DEBUG and -NDDEBUG) is now done by prefixing the name of the positive 
full specification with -Nd_ (-DeBuG and -NQJDeBuG) . To form the 
negation of an abbreviated option, prefix the positive abbreviated name 
with -N (in this case, -DBG and -NDBG) . The older form of option 
negation will no longer be supported beginning at Rev. 21. Note, 
however, that the option forms -Listing NO and -Binary NO will still be 
retained for compatibility reasons, though a note will be issued by the 
compiler encouraging the use of the newer forms -NoJListing and 
-NbJBinary. 

Processing of compiler options has previously allowed such anomalous 
behavior as duplicate and conflicting options on the same command line 
(for example, specifying the same option twice or specifying options 
like -PRODUCTION and -N0PRODUCT3DN during the same compiler 
invocation) . In the case of conflicting options, the one that appeared 
last on the command line was the one that took control. This behavior 
is now considered obsolete. Note that redundant specification of any 
of the source, binary, or listing files has never been supported by 
Prime's translator products. 

Special note must be made about listing files and the use of options 
that imply that a listing file be produced. To begin with, options 
that specify that a listing is to be produced (-Listing, -No_Listing or 
-Listing NO) must be distinguished from those that specify what is to 
go into a listing if one is produced (such as -XRef, -MAp). If an 
option like -XRef is specified during a compiler invocation, a listing 
file is produced in the absence of an explicit -Listing option. 
However, if -No_Listing happens also to be specified at the same tine 
as -XRef, there is a conflict. Beginning at Rev. 19.4, production of a 
listing file is based upon a hierarchical order: 

1. If -Listing [pathname] or -No_Jdsting appears on the compiler 
command line, that switch determines whether or not a listing 
is produced independent of the appearance of any options that 
specify what goes into a listing. This means that -L -EXP 
produces a listing, and that -NL -EXP does not. 

2. If -Listing or -No_Listing was not explicitly set and if the 
positive form of an option that controls the contents of the 
listing appears, a listing file is produced. Note that the 
sole appearance of the negative form of such an option, for 
example -NqJIAp, does not imply a listing and therefore none is 
produced. 

3. If no options relating to a listing were specified on the 
command line, a listing is produced only if -Listing is set as 
a default at a particular installation. 
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Following is a list of the options supported by the compiler with a 
brief description of each. The full name of each option is listed 
along with the name of its opposite, or negated, form if it has one. 
Proper abbreviations are indicated by capitalized letters. 
Abbreviations new considered obsolete are listed as such. The initial 
default settings will be stated for each compiler option. These can be 
changed at the user's particular installation. 

-64V: Generates 64V mode code. No abbreviation. Obsolete: -6 (was 
documented) , -64. Default: -64V. 

-Allow_PREoonnection; -Ho_J^llow_EREconnection ; New. If this option is 
specified, preconnection of the listing output to a pre-opened unit 2 
or of the binary output to a pre-opened unit 3 is allowed. If the 
negative form is specified, the compiler always opens and closes the 
listing and binary files and uses dynamic file inits. Default: 
-Allow_PREconnection. 



-BIG; -No_BIG : New: -NBIG. Handles arrays that span segment 
boundaries in situations where the compiler cannot tell from the 
program itself that segment boundaries are spanned. Obsolete: -NDB, 
-N3BI, -N3BIG. Default: -No_BIG. 



-Binary [arg]; -No_Binary : New: -ICUBINARY, -N3. Specifies binary 
object file. Obsolete: -BI, -BIN, -BINA, -BINAR, -MB, -NDBI, -NOBIN, 
-NOBINA, -NOBINARY. In addition, it is obsolete to use arg equal to NO 
to specify that no binary file is to be produced and equal to YES to 
indicate that a binary file is to be produced, though this form will be 
supported indefinitely. Use the -NoJBinary option instead of 
-Binary NO. Default: -Binary. 

-CDPy; -No_CDPy : -GOPY means that, when constants are passed by 
reference, copies of the constants are made to prevent them from being 
changed if the called procedure modifies that parameter. -ND_CDPY 
means that a copy need not be performed, presumably because the 
programmer has been careful not to pass constants as actual parameters 
to f ormals that get modified. Default: -CDPy. 



-DeBuG; -No_DeBuG : New: -NDBG. Generates full debugger (DBG) 
functionality code. Obsolete: -DE, -DEB, -DEBU, -NOD, -NODE, -NDDEB, 
-NODEBU, -NODEBUG. Default: -No_DeBug. 



-ERKList; -No_ERBList : New. Prints errors-only listing. Default: 
-NoJEEFList. 
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-ERRTty; -No_ERRTty :f New: -ND_ERRFTY, -NERRT. Prints error messages 
at a user terminal. Obsolete: -ERRTT, -NDE, -N3ERRT, -NDERRTT, (CBL) 
-NOT, -NDTT, -NOT!?, -NOTr*, -NOTTH), -NDTTYDI, -NDTTTOCA, -NDTTmCAS, 
-NDTTTOEAGS. Default: -ERRTty. 



-EXPlist; -NoJEXPlist : New: -EXP, -NDJBXPLIST, -NEXP. Prints listing 

including assembler-like output. Obsolete: -EX, -EXPL, -EXPLI, 

-EXPLIS, -NDEX, -NDEXP, -KDEXPL, -NDEXPLI, -NDEXPLIS. Default: 
-NcLEXPlist. 



-EXTernal; -No_EXTernal : New: -NEXT. Allows object file to be linked 
to and from other Pascal procedures and functions. Obsolete: -EXTE, 
-EXTER, -EXTERN, -EXTERNA, -NOEXT, -NDEXTE, -NDEXTER, -NDEXTERN, 
-NOEXTERNA, -NDEXTERNftL. 

-FRN; -No_FRN : New: -ND_FRN, -NPRN. Generates special code to improve 
accuracy of single-precision floating-point calculations (Floating 
RouNd on stores) . Obsolete :-F, -FR, -NDF, -NDFR, -NDFRN. Default: 
-No_FRN. 

-FullJfelp : This option is similar to the -HELP option except that, in 
addition to the usage summary, a description of the meaning of each 
compiler option is given. 

-FulJjDPTimize : New. This option is used to ensure that the maximum 
amount of optimization available is used. This may mean that, in 
succeeding revisions, if more optimizations are available, compilation 
may slow down. The program listing tells what optimization level is 
implied by the use of this option. This level may vary from language 
to language. FulLOPTimize is equivalent to -OPT 3 at Rev. 19.4.1. 
Default: -OPT 3. 



-Help : This option produces information on using the invoked compiler 
including a list of all compiler options. However, descriptions of the 
options are not given. The user is referred to the system HELP command 
to obtain full information about the installed compiler and to the 
-Full_Help option for full information about the invoked compiler. 

If the user makes a mistake in specifying the options or if the name of 
the compiler only is given on the command line, the user will be 
referred to the -HELP option after the error message is given. 

-Input pathname : This is an alternate way of specifying the source of 
the input file. If pathname is 'TTY 1 , input comes from the user 
terminal. Obsolete: -IN, -INP, -INTO. 
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-Listing [arg]; -No_j,istinq : New: -ND_JJSTING, -NL. This option is 
used both to specify that a source file listing is to be produced and, 
optionally, to specify where the listing is to go. Obsolete: -LI, 
-LIS, -LIST, -LISTI, -L3STIN. In addition, several keywords used for 
the arg specification have special meanings. SPOOL specifies that the 
listing is to go directly into the spool queue; TTY specifies that the 
listing is to go to the terminal; YES means that a listing is desired; 
and NO means that a listing is not desired. Note that uses of arg 
equal to YES or NO are now considered obsolete (though they will be 
supported indefinitely) . The -Listing NO form is replaced by the 
-NoJListing option and the YES in -Listing YES is redundant. 



-MAp; -No_Mftp : Produce a listing with a map of data and procedure 
names. Obsolete: -ND_M. Default: -No_MAp. 



-OFFset; -NoJDFFset : This option causes a map of the code location of 
each executable statement to be produced in the listing. New: 
-ND_OFFSET, -NDFF. Obsolete: -0, -OF, -OFFS, -OFFSE, -NDOF, -NDOFF, 
-NQUFtfS, -NOoFFSE, -NDOFFSET. 



-OPTimize [dec-integer] : New: the decimal integer. This option is 
the same as the existing optimize option except that it may be followed 
by a decimal integer that specifies an optimization level. If the 
decimal integer is not specified, a default value is supplied. The new 
option -FulUDPTimize is equivalent to -OPTIMIZE n"where n is the 
maximum effective level of optimization. To turn optimization off, 
-OPT should be used. Note that a space is required between the 
option and the value. Obsolete: -OP, -0PT1, -0PT2, -0PT3, -NDOP, 
-NDOPTIMTZE -NOjOPTIMTZE. 

Following is a brief description of what types of optimzations are 
performed at each level. Each optimization level performs all the 
optimizations of the next lower level plus those that are listed. Note 
that the functionality associated with some levels at Rev. 19.4 may 
change in the future and that more levels of optimisation may be added 
at later revisions. 



Perform no optimizations. This level replaces the option 
-NDOPTIMrZE. 

1 Pattern replacement 

2 Common subexpression elimination 

3 Loop invariant removal 
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-PRODuction; -No_mqDuction : New': -ND_PRODUCT]DN, -NPROD. Generates 
code for partial debugger functionality. Obsolete: -P, -PR, -PRO, 
-PRODU, -PRODUC, -PRODUCT, -PRODUCTI, -PRODUCTS), -NDP, -NDPR, -NDPRO, 
-NDPROD, -NDPRODU, -NDPRODUC, -NDPRODUCT, -NOPRODUCTI, -NOPRODUCTK), 
-NDPRODUCT1DN. 



-Rftnge; -No_RAnge : New: -PA, -NO_RSNGE, -NRA. Generate runtime code 
that checks subscript ranges. Obsolete: -R, -RMJ, -RANG, -BDR, -NDRA, 
-NDRAN, -NORANG, -NDRHNGE. 



-Silent [dec] : New with decimal argument. The decimal argument is the 
severity level such that errors of that severity and less are not 
reported. If no value is given, then a value of 1 is assumed. Note 
that a space is required between the option and the value. Obsolete: 

-sn., -sin, -sil2, -sil3, -sile, -silen, -silent, -silenti, -silent2, 

-SILENT3. 

-Source pathname : This is an alternate way of specifying the source of 
the input file. If pathname is 'TTY 1 , input comes from the user 
terminal. Obsolete: -SO, -SOU, -SOUR, -SOURC. 

-SPACE : New. This option specifies that space is to be given 

preference over runtime speed in optimization consideration. The 

opposite of -SPACE is -TIKE, which means that optimization is to favor 
runtime speed over space. 

-STANdard; -NQ_STANdard : New: -ND_JST2!NDARD, -NSTAN. Generates 

warning for variance from appropriate standard's). Obsolete: -ST^ND, 
-STANDA, -STANDftR, -NDSTAN, -NDSTMD, -NDST2NDA, -NDSTANDAR, 

-NOSTANDARD. 



-STATistics; -No_STATistics : New: -NDJSPATISTICS. Displays 

compilation statistics at terminal. Obsolete: -STATI, -STATIS, 
-STATIST, -STATISTI, -STATISTIC, -NDST, -NOSTA, -NDSTAT, -NDSTATI, 
-NDSTATIS, -SDSTATIST, -NDSTATISTI, -NDSTATISTIC, -NDSTATISTICS, -TO, 
-TOT, -TOTA, -TOTAL, -TOTALS. 

-Store__Owner Field; -No_Store_Owner_Field : Causes the identity of the 
current routine to be stored in a known place for use by trace-back 
routines. This obsoletes the -NCLOWNERID and -NXWNERID options of 
CBL. Obsolete: -STO, -STOR, -STORE, -STORE_, -STORE_0, -STOREjOW, 
-STOREJDWN, -STOREJDWNE, -STOREjDWNER, -STORE_0WNER_, -STORELCWNER_F, 
-SIORE_CWNER_FI, -STORE_OWNERJFIE, -ST0RE_OWNER_FIEL, -N0_STO, 

-ND_JSTOR, -NOJSTORE, -ND_STORE_, -ND_STORE_0, -ND_STORE_CW, 

-N0_STORE_OWN, -ND_JSD0RE_0WNE, -ND_STORE_CWNER, -ND_STORE_0WNER_, 
-ND_JSDORE_CWNER_F, -ND_STORE_CWNER_FI , -ND_ J STORE_CWNER_FIE, 
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-NDJSTOR3-CWNERJETEL, ~NSO, -ND_CW, -NO_OWN, -ND_OWNE, -NOjOWNER, 
-NO_CWNERI, -ND_OWNERID. Default: -Store_Owner_Field. 

-TIMS : New. MBans optimization is to favor runtime speed over space. 
The opposite of -TIMS is -SPACE, which specifies that space is to be 
given preference over runtime speed in optimization selection. 
Default: -TIME. 



-UPcase : Map source program to uppercase (except for quoted literals) . 
Obsolete: -U, -UPC, -UPCA, -UPCAS. 

-gRef; -No_XRef : Produce listing with cross reference of 
data/procedure names. Obsolete: -X, -XRE, -NDX, -NDXRE, -N3XREF. 



SOFTWARE PROBLEMS FIXED 

The functions SUCC and PRED now generate an error for out of range 
results if compiled with -RANGE. Variables out of range are caught at 
run time while constants out of range are caught at compile tine 
whether or not -RRNGE is used (SPAR 2000353 ,2000905) . 

Assigning an illegal value to a subranae tvue now Generates an error if 
compiled with -RANGE (SPAR 2000354, 3004739', 3004401) . 

Using the name of an enumerated type as part of the enumeration list 
now gives a compile time error message (SPAR 2004367) . 

Set operations have been improved by 50% (SPAR 2005060) . 

The occurr ence of intermittent and erroneous error messages regarding 
files of INTERACTIVE type has been corrected (SPAR 3000388, 2005528) . 

An external switch set just following the program heading in a main 
program is new processed correctly (SPAR 3001335) . 

Set computations have been improved by 50% (SPAR 3001338) . 

The debugger can now correctly understand the EASCAL construct ARRAY 
[CHAR] of ... (SEAR 3001339) . 

Structures which span segments are now handled correctly (SPAR 
3001930) . 

A case statement based on logical comparisons of chars works correctly 
now (SPAR 3002610) . 



4-61 First Edition 



Software Release Document 



The functionality of the built-in function, UNSTR, now matches the 
documentation. In addition, error messages are now delivered for 
illegal uses of STRINGS and UNSERs in built in functions (SEAR 
3003798) . 

Violations of SUBRANGE can now be detected for variables if the -RANGE 
compile line option is used. The use of constants which violate 
SUBRANGE bounds are caught at compile time (SPAR 3004401) . 

A named constant may now have the value -2147483648 (SPAR 3004061) . 

An element of an array of STRINGS declared inside a record may be 
written out (SPAR 3004414) . 

An extra left parentheses in the argument list of a procedure call is 
ignored and an attempt is made to correct the error. 

An external subprogran with any external switches other than the 
initial one results in an error message. 

The compiler now requires that a function's body contain an assignment 
to the function. 

The compiler now prohibits assigning or passing by value objects that 
are either files or structures containing files. 

The compiler now prohibits the use of a FOR statement control variable 
as an argument to READ within the body of the FOR statement. 

The compiler now prohibits the use of a formal parameter as a FOR 
statement control variable. 

The compiler now prohibits passing a FOR statement control variable as 
a VAR parameter from within the FOR statement. 

The compiler now prohibits the modification of a FOR statement control 
variable within the FOR statement. 

The compiler now requires that nested FOR statements have unique 
control variables. 

The compiler now requires that arguments to TFIJNC and ROUND be of type 
REAL or LONGREAL, as the standard specifies. Arguments to TRUNC and 
MXFND that are of type INTEGER or LONG INTEGER cause severity 1 errors 
while arguments that are of other illegal types cause severity 3 
errors. 

The compiler now requires that the body of a CASE statement be 
nonempty. 

The compiler now prohibits SET types of base type STRING. 
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outstanding ircblems 

Integer egressions whose results are greater than naxint are not 
processed as longintegers, regardless of the data type they are being 
assigned to (SPAR 3005126) . 

Erroneous severity 1 warnings are issued about type conversions even 
when no conversions are necessary (SPAR 3005127) . 



PERMANENT RESTRICTIONS 

Sparse CASE statements will have longer compile times than non-sparse 
CASE statements. The compile time is linear with respect to the 
sparsity. 



ENVIRONMENT 

Standard. 

COMMDN_ENVELOPE.HJN is required to run the PASCAL compiler. 

INSTALLATION AND BUILD PROCEDDRES 

Standard. PASCAL is now supplied as two directories: PASCAL and 
PASCAL_JjIBRARY. In order to use PASCAL, you must run two install 
files, PASCAL. INSTALL. COMI from the UFD PASCAL and, from the UFD 
PASCALJilBRARY, PASCAL_J,IBRARY. INSTALL. COMI. 



Note 

The following files are not needed at Rev. 19.4 and, if they 
exist, they should be deleted: 



CMDNC0>PASCAL. SAVE 

SYSTEM>PASCAL. SHARE. COMI 

SYSTEM>PA2064, PA2065, PA2066, PA2141, PA2147 



The lines to share PASCAL in the system start-up file 
PRIMDS.COMI (or C_PRMD) should also be deleted. 
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NEW FEATURES AND CHANGES 

On loc condition : The ON ERROR statement is now used to catch the 
raised condition when a locked record of a MIDAS file is referenced. 
The corresponding value returned by bif oncodeQ is 1130 and it can be 
used to distinguish the special condition from the other conditions. 

Compiler Options ; Changes have been made to compiler options for 
Rev. 19.4. These changes include new options that have been added to 
implement new functionality, new syntaxes that are intended to replace 
older syntax forms of already existing options, new abbreviations of 
options, and others. These changes were implemented in an effort to 
make Prime's Common Backend-based translator products more standardized 
in their user interface among themselves and with other Prine software 
products. The list that follows this discussion describes all the 
options that are supported by PL1G at Rev. 19.4 including new options. 
The other categories of changes are more fully explained below. 

Note that some of the changes that replace current PL1G compiler option 
functionality or specification imply that the forms that they replace 
are now considered obsolete. This means that at seme particular 
revision in the future these older forms will be in error and will not 
work. However, the obsolete forms will be supported until then and use 
of them will cause a warning to be issued by the compiler. 

New option syntaxes have been introduced that are intended to replace 
older forms of some already existing options. For example, the new 
syntax -OPTimize n, where n is a decimal number that signifies a level 
of optimization to be performed, is intended to replace the older 
syntax of the options -OPTIMIZE, -N30PTIMIZE, and so forth. (See below 
for a fuller discussion of this particular option.) The older form of 
specification will no longer be supported at some time in the future. 

Most currently existing options now have new abbreviations that are 
intended to replace the older abbreviations, whether they have been 
documented or not. For example, the older abbreviation for -RANGE has 
been previously documented to be -R but -RA would also act to turn on 
range checking. Beginning at Rev. 19.4, each compiler option has one 
full specification and at most one abbreviation. In the list that 
follows this discussion, the proper abbreviation for each option is 
indicated by capitalized letters in the full option specification. As 
an example, the full specification for turning on range checking is 
-RAnge, and the abbreviation, indicated by the capital letters, is -PA. 
The older abbreviations will no longer be supported in the future. 

Formation of the negated forms of those options that have them (such as 
-DEBUS and -NDDEBUG) is now done by prefixing the name of the positive 
full specification with -No_ (-DeBuG and -NqJDeBuG) . Tto form the 
negation of an abbreviated option, prefix the positive abbreviated name 
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with -N (in this case, -DBG and -MBG) . The older form of option 
negation will no longer be supported in the future. Note, however, 
that the option forms -Listing NO and -Binary NO will still be retained 
for compatibility reasons, though a note will be issued by the compiler 
encouraging the use of the newer forms -NoJListing and -No_Binary. 

Processing of compiler options has previously allowed such anomalous 
behavior as duplicate and conflicting options on the same command line 
(for example, specifying the same option twice or specifying options 
like -PRODUCTION and -NDPRODUCT3DN during the same compiler 
invocation) . In the case of conflicting options, the one that appeared 
last on the command line was the one that took control. This behavior 
is now considered obsolete and will no longer be supported in the 
future. Note that redundant specification of any of the source, 
binary, or listing files has never been supported by Prime's translator 
products. 

Special note must be made about listing files and the use of options 
that imply that a listing file be produced. To begin with, options 
that specify that a listing is to be produced (-Listing, -No_Listing or 
-Listing NO) must be distinguished from those that specify what is to 
go into a listing if one is produced (such as -XRef, -M&p). If an 
option like -XRef is specified during a PL1G invocation, a listing file 
will be produced in the absence of an explicit -Listing option. 
However, if -NO_Jasting happens also to be specified at the same time 
as -XRef, there is a conflict. Beginning at Rev. 19.4, production of 
a listing file is based upon a hierarchical order: 

1. If -Listing [pathname] or -Nb_Listing appears on the compiler 
command line, this switch determines whether or not a listing 
is produced independent of the appearance of any options that 
specify what goes into a listing. This means that -L -EXP 
produces a listing and that -NL -EXP does not. 

2. If -Listing or -No_J.isting was not explicitly set and if the 
positive form of an option that controls the contents of the 
listing appears, a listing file is produced. Note that the 
sole appearance of the negative form of such an option, for 
example -NoJMAp, does not imply a listing and none is produced. 

3. If no options relating to a listing were specified on the 
command line, a listing is produced only if -Listing is set as 
a default at a particular installation. 

Following is a list of the options supported by PL1G with a brief 
description of each. The full name of each option is listed along with 
the name of its opposite, or negated, form if it has one. Proper 
abbreviations are indicated by capitalized letters. Abbreviations now 
considered obsolete are listed as such. The initial default settings 
will be stated for each compiler option. These can be changed at the 
user's particular installation. 
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H54V: Generates 64V node code. No abbreviation. Obsolete: -6 (was 
documented), -64. Default: -64V. 

-MloiORE connection; -No_Mlow PREconnection : If this option is 
specified, then preconnection of the listing output to a pre-opened 
unit 2 or of the binary output to a pre-opened unit 3 is allowed. If 
the negative form is specified, PUG always opens and closes the 
listing and binary files (and uses dynamic file units) . Default: 
-Allow_PREconnection. 



-BIG; -No_BIG: Handles arrays that span segment boundaries in 
situations where the compiler cannot tell from the program itself that 
segment boundaries are spanned. Obsolete: -NOB, -NOBI, -N3BIG. 
Default: -No_BIG. 

-Binary far gj; -Nb_Binary : New: -ND_BINARY, -NB. Specifies binarv 
object file. Obsolete: -BI, -BIN, -BINA, -BINAR, -NDB^ -N3BI, -NDBIN*, 
-I*jbINA, -N3BINARY. m addition, it is new considered obsolete to use 
arg equal to NO to specify that no binary is to be produced and equal 
to YES to indicate that a binary file is to be produced, though this 
form will be supported indefinitely. Use the -Nq3inary option instead 
of -Binary NO. Default: -Binary. 

-CPPy? -No_CDPy: -COPY means, when constants are passed by reference, 
copies of the constants are made to prevent them from being changed if 
the called procedure modifies that parameter. -ND_O0PY means that such 
copy need not be performed, presumably because the programmer has been 
careful not to pass constants as actual parameters to formal s that qet 
modified. Default: -CDPy. 

-DeBuG; -NoJteBuG: New: -NDBG. Generates full debugger (DBG) 
functionality code. Obsolete: -DE, -DEB, -DEBU, -NDD, -NODE, -NDDEB, 
-NODEBU, -NODEBOG. Default: -No_DeBug. 

-ERRList; -No_ERRList : New: -ERRLIST, -NERRL. Prints errors-only 
listing. Obsolete: -ERRLI, -ERRLIS, -NOERRL, -NOERRLI, -NOERRLIS, 
-NOERRLIST. Default: -No_ERRList. 

ERRTty; -No_ERRTty : New: -ERRTTY, -ND_ERRnY, -NERRT. Prints error 
messages at user terminal. Obsolete: -ERRTT, -NOE, -NOERRT, -NOERRTT, 
(CBL) -NOT, -NOTT, -NDTET, -NDTOY, -N0TT5TD, -NOTIYDI, -NOTTYDIA, 
-NOTlYDiaG, -NDTIYDIA3S. Default: -ERRTty. 
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-EXPlist; -NoJSXPlist : New: -EXP, -ND_EXPLIST, -NEXP. Prints listing 
including assembler-like output. Obsolete: -EX, -EXPL, -EXPLI, 
-EXPLIS, -NDEX, -NDEXP, -NDEXPL, -NDEXPLI, -NDEXPLIS. Default: 
-No_EXPlist. 

-FRN; -No_FRN : New:-ND_JRN, -NFRN. Generates special code to improve 
accuracy of single-precision floating-point calculations (Floating 
RouNd on stores) . Obsolete :-F, -FR, -NOF, -NDFR, -NDFRN. Default: 
-NoJPRN. 

-FulUfelp : This option is similar to the -HELP option, except that, 
in addition to the usage summary, a description of the meaning of each 
compiler option is given. 

-FulLOPTimize : New. This option is used to ensure that the maximum 
amount of optimization available is used. This may mean that, in 
succeeding revisions if more optimizations are available, compilation 
may slow down. The program listing will tell what optimization level 
is implied by the use of this option. This level nay vary from 
language to language. Default: The full optimization level is 3 at 
Rev. 19.4.1. 

-Help : New. This option produces information on using the PL1G 
compiler, including a list of all compiler options. However, 
descriptions of the options are not given. The user is referred to the 
system HELP command to obtain full information about the installed 
compiler and to the -FulUfelp option for full information about the 
invoked compiler. 

If the user makes a mistake in specifying the options or if only the 
name of the compiler is given on the command line, the user will be 
referred to the -HELP option after the error message is given. 

-Input pathname : This is an alternate way of specifying the source of 
the input file. If pathname is 'TTY', input comes from the user 
terminal. Obsolete: -IN, -INP, -INTO. 

-LCase : Distinguishes lower case and upper case characters in the 
source program. System calls must be in upper case. Obsolete: -LCA, 
-LCftS. 

-List ing fargl: -NcLListing : New: -1CULISTING, -NL. This option is 
used both to specify that a source file listing is to be produced and, 
optionally, to specify where the listing is to go. Obsolete: -LI, 
-LIS, -LIST, -LISTI, -LIST3N. In addition, several keywords used for 
the arg specification have special meanings. SPOOL specifies that the 
listing is to go directly into the spool queue. TTJT specifies that the 
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listing is to go to the terminal. YES means that a listing is desired 
and NO means that a listing is not desired. Note that uses of arg 
equal to YES or NO are now considered obsolete (though they will "be 
supported indefinitely) . The -Listing NO form is replaced by the 
-No_iisting option, and the YES in -Listing YES is redundant. 

-MAp, -NoJIftp; New. Produce a listing with a map of data and 
procedure names. Obsolete: -ND_M. Default: -No_Mftp. 

-NSstinq; -Nb_JEstinq : New: -N0JJEST1N3, -NNE. Acids nesting level 
numbers in program listing. Obsolete: -NONE, -NONES, -NONEST, 
-NONESTI, -NDNESTEJ, -NONESTING. Default: -NqJEsting. Default: 
-NqJEsting. 

-OFFset; - No_OFFset : This option causes a map of the code location of 
each executable statement to be produced in the listinq. New 
-Ni.OFESET r -NOFF. Obsolete: -0, -OF, -OFFS, -OFFSE, -N0OF, " -NOOFF, 
-kjuFro, -NOOFFSE, -NOOFFSET. Default: -Nb_0FFset. Default: 

-No_0FFset. 

-OPTimize [ dec-integer 1 : New: the decimal integer. This option is 
the same as the existing optimize option except that it may be followed 
by a decimal integer that specifies an ortimization Wei # t* the 
decimal integer is not specified, the default' value is suppliedr The 
new option -Full_OPTimize is equivalent to -OPTimize n, where n is the 
maximum effective level of optimization for PL1G. To turn optimization 
off, -OPT should be used. Note that a space is required between the 
option and the value. Obsolete: -OP, -0PT1, -0PT2, -0PT3, -N0OP 
-NDOPTIMIZE -NOJOPTIMIZE. ' 

Following is a brief description of what types of optimzations are 
performed at each level. Each optimization level performs all the 
optimizations of the next lower level plus those that are listed. Note 
that the functionality associated with seme levels at Rev. 19.4 may 
change in the future and that more levels of optimization may be added. 

Perform no optimizations. This level replaces the option 
-NDOPTIMIZE. 

1 Pattern replacement 

2 Common subexpression elimination (default optimization 
level) 

3 Loop invariant removal 



4-69 First Edition 



Software Release Document 



Internally-nested procedures are made quick, that is, called by a Jump 
to Subroutine instruction rather than a Procedure Call if conditions 
allow. Basically, the conditions under which a procedure is made quick 
are that it be called simply, that is, called from one place. For 
example, procedure C can be quick if it's called from procedure A. But 
if it' s also called from B where B is a separate procedure from A, then 
C can't be quick. 

-07er Flow; -No__OVerFlow : New. Ihis option enables integer overflow 
conditions. Obsolete: -OVE, -OVER, -OVERF, -OVERFL, -OVERFLO, -NDOV, 
-NDOVE, -N0OVER, -NOOVERF, -NDCVERFL, -NDOVERFLO, -NDOVERFLOW. 
Default: -No_OVerFlow. Default: -No_OVerFlow. 

-PRODuction: -No__PRODuction : New: -ND_PRODUCTIDN, -NPROD. Generates 
code for partial debugger functionality. Obsolete: -P, -PR, -PRO, 
-PRODU, -PRODUC, -PRODUCT, -PRODUCTI, -PRODUCTS, -NOP, -NDPR, -NDPRO, 
-NDPROD, -NOPRODU, -NDPRODUC, -NOPRODUCT, -NOPRODUCTI, -NDPRODUCTTO, 
-NOPRODUCTTON. Default: -No_PRODuction. 

-Rftnge; -NoJRAnge : New: -RA, -NO_RANGE, -NRA. Generate runtime code 
that checks subscript ranges. Obsolete: -R, -RAN, -RANG, -NDR, -NDRA, 
-NDRAN, -N3RANG, -NDRANGE. Default: -No_RAnge. 

-Silent [dec] : New with decimal argument. The decimal argument is the 
severity level such that errors of that severity and less are not 
reported. If no value is given, a value of 1 is assumed. Note that a 
space is required between the option and the value. Obsolete: -STL, 
-SHI, -SIL2, -STL3, -STLE, -STLEN, -SILENT, -SILENT1, -STLENT2, 
-SILENT3. Default: -Silent 

-Source pathname : This is an alternate way of specifying the source of 
the input file. If pathname is 'Try', input comes from the user 
terminal. Obsolete: -SO, -SOU, -SOJR, -SCURC. 

-SPACE : New. This option specifies that space is to be given 
preference over runtime speed in optimization consideration. The 
opposite of -SPACE is -TBE, which means that optimization is to favor 
runtime speed over space. Default: -TIKE (that is, -SPACE is 
disabled) . 

-STAT istics; -NojsrATistics : New: -ND_STATISTICS. Displays 

compilation statistics at the terminal. Obsolete: -STATI, -STAT3S, 
-STATIST, -STAT3STI, -STATISTIC, -NDST, -NDSTA, -NDSTAT, -NDSTATI, 
-NDSTATIS, -NDSTATIST, -NDSTATISTI, -NDSTATISTIC, -NOSTATISTICS , -TO, 
-TOT, -TOTA, -TOTAL, -TOTALS. Default: -No_STATi sties. 
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•Jitore_Owner_Field; -No_Store_Owner_Field : New. Causes the identity 
of the current routine to be stored in a known place for use by trace 
back routines. This obsoletes the -NDjOWNERID and -NXWNERID options 
Of CBL. Obsolete: -STO, -STOR, -STORE, -STORE_, -STORE_0, -STORE_CW, 
-STORE_CWN, -STOREjOWNE, -STOREjOWNER, -STORE_OWNER_, -STORE_CWNER_F, 
-STORE_CWNER_FI, -STORE_CWNER_FIE, -STORE_CWNER_FIEL, -ND_J3TO, 

-N3J3TOR, -ND_JSTORE, -NCLSTORE_, -ND_STORE_0, -ND_jSTORE_CW, 

-NDjSTORE_CWN, -ND_STORE_CWNE, -NDJSTORE_CWNER, -ND_STORE_0WNER_, 
-ND_J33DRE_CWNERJ , f -ND_SK)RE_CWNER_FI f -ND J STORE_CWNER_FIE, 

-ro_jS3DRE_CWNER_FIEL f -NSO, -BD_CW, -NO_CWN, -ND_OWNE, -ND_CWNER, 
-ND_CWNERI, -ND_OWNERID. Default: -Store_Owner_Field. 

-TIMS : New. Means optimization is to favor runtime spaed over space. 
The opposite of -TIMS is -SPACE, which specifies that space is to be 
given preference over runtime speed in optimization selection. 
Default: -TIME enabled. 



-DPcase : Map source program to uppercase (except for quoted literals) . 
Obsolete: -0, -UK;, -UKA, -UPCAS. Default: -UPcase. 



-XRef; -Nb_XRef : Produce listing with cross reference of 

data/procedure names. Obsolete: -X, -XRE, -NDX, -NDXRE, -NDXREF. 
Default: -No_XRef. 



SOFTWARE PROBLEMS FIXED 

A procedure's argument declared as data type (*) bit(*) now works 
correctly when the passed subscript value is larger than 64k (SPAR 
3000678). 

FORMAT statement with label in the beginning now works correctly 
whether it is backward or forward referenced (SPAR 3000605) . 

When a procedure's argument is declared as data type of bit array 
aligned it works correctly. 

Multiple concatenations involving aggregate members and character 
scalars now work correctly (SPAR 3007492) . 

Successive function calls caused floating point inconsistencies in 
nested invokations. This has been corrected (SPAR 3007975) . 

An aggregate, no matter how complex, can now be assigned to an array 
member of equally declared aggregates (SPAR 3006663) . 
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ENVIRONMENT 
Standard. 



Note 



The EPF library CDMMDN_ENVELOPE.HJN is necessary to run PL1G. 



INSTALLATION MP BUILD PROCEDURES 

PL1G is now supplied with two directories: PL1G and PL1G_JLIBRARY. In 
order to use PL1G, the user must run two install files, 
PL1G>PL1G. INSTALL. CDMI and PLlG_LIBRRRy>PLlG_LIBEftRY. INSTALL. CDMI. 

The PL1G. INSTALL. CDMI file now uses the PRIMDS COPY command instead of 
FUTIL. Since PL1G is now an EPF compiler, CMDNC0>PL1G. SAVE and the 
following shared segment files from SYSTEM should be deleted: 

PG2044 PG2045 PG2050 PG2051 PG2216 PG2217 

Also the files SYSTEM>PI!G. SHARE. CDMI and T0CLS>PL1GDF.SAVE should be 
deleted and the line in the system start-up file PRIMDS.CDMI (or 
C_PRMD) file that invokes the share of PL1G should be deleted. 

The directory PLIOSYSTEM has also been deleted. 

All else is standard. 
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PMA 



NEW FEATJRES AND CHANGES 

The opcode for SSSN is added to the opcode tables. 

SOFTAWRE PROBLEMS FIXED 

If the user set his own link base instead of the default in the ECB 
(SHK 3006919? err0ne0US err0r ^^^ This was regression at 19.2 

Use of the -BOUND option caused B register to be set. This could have 
caused erroneous conditional assemblies (SPAR 3007018) . 

External reference for common and external entries could have caused 
*mA to leave files open. 

External reference for entries and DYNTS sometimes caused IMA to leave 
all of its files open. 



OUTSTANDING PROBLEMS 

A regression occurred between Rev. 19.1 and Rev. 19.2 in that R mode no 
longer recognizes §f as a stack manipulation expression (SPAR 3001077) . 

PERMANENT RESTRICT]DNS 

A comment line after a PMA END statement generates error and causes SEG 
to reset the top of the procedure segment to 177777. This is not 

\mm 46341? lMt 1S the rSSUlt * the Way *** handles its ia P at f nes 
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RPG 



SOFTWARE PROBLEMS FIXED 



BQLER 56265 has been corrected. The execution of a Particular rtt 
program resulted in an incorrect runtime error durLg^e %£[J£ 
files. Ihe problem was occuring when a non-disk file wis defineTSn a 
file specification form following a MIDAS file. oerinea on a 



INSTALLATION AND BUILD PROCEDURES 
Standard. 



Note 



S^if th % la f t tim that the RK3 product will be supplied to 
customers. Customers with maintenance agreements for etc are 
entitled to receive tiie VRBG product and should already have 

SSJ5 ^ ° f ^ UP9rade * intact your Prime analyst or 
salesman for more information. 
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VRPG 



NEW FEATQRES AND CHANGES 

Several new features and changes have been made to VRPG at this 
Revision. Many correspond to features in RPG II of IBM System/34, 
making VRPG more compatible with System/34 RPG. The new functionality 
is described in detail below. In summary, the System/34 features 
include : 

• The specification of output fields without an end position 

• An implied SR within subroutines 

• Arithmetic statements with no factor 1 

• Programs with no primary files 

9 Programs witu muxtiple primary files 

• Output only programs 

• Deletion of indexed file records 

• Duplicate naming allowed for a files, subroutines, and labels 

• *ZERO and *BLANK 

• /COPY and 1INCLUDE capability 

• DATE runtime option 

• TREENAMG runtime option 

• SPOOL runtime option with -ALIAS, -AT, -FORM, and -COPIES 

• Larger local data area (1024 characters) 

• Specification of a program name in the Header Specification 

At Rev. 19.4, a number of new oompile-time options have been added to 
the VRPG compiler. These include the following: 

-MAP -ND_MAP 

-OFFSET -NOjOFFSET 

-PRODUCTION -N0_PRODUCT]DN 

-RANGE -1ELRANGE 

-DPCASE -LCASE 
-ALI0W_PRECONKECTDN -ND_J%LIOW_PRECONNECriDN 

-OPTIMIZE [n] -FULLJOPTIMIZE 

-SPACE -TIME 
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-STORE_OWNER_FIELD -N0J5D0RE_CWNFJLFIELD 

-NO_STATISTICS 

-HELP -FULL_HELP 

-N0_PINARY -ND_LISTING 

-SILENT (with a decimal argument) 

Detailed descriptions of each of these options are included here. 

A number of abbreviations for compiler options have been modified. The 
old abbreviations will still be accepted at this revision but will not 
be accepted in the future. 

Formation of the negated forms of those options that have them (such as 
-DEBUG and -NDDEBUG) is now done by prefixing the name of the positive 
full specification with -ND_ (-DEBUG and -NDJDEBUG) . To form the 
negation of an abbreviated option, prefix the positive abbreviated name 
with -N (in this case, -DBG and -ND3G) . Note that the option forms 
-LISTING NO and -BINARY NO will still be retained for compatibility 
reasons, though a note will be issued by the compiler encouraging the 
use of the newer forms -NOJLISTING and -NDJBINARY. Also, this is the 
last revision that accepts the -OBDATA and -NXBDATA options. They are 
the same as the -EXPLIST and -NO_EXPLIST options, which are the more 
acceptable forms. 

Special note must be made about listing files and the use of options 
that imply that a listing file be produced* To begin with, options 
that specify that a listing is to be produced (-LISTING, -IEULISTINS or 
-LISTING NO) must be distinguished from those that specify what is to 
go into a listing if one is produced (such as -XREF, -MRP) . If an 
option like -XREF is specified during a compiler invocation, a listing 
file is produced in the absence of an explicit -LISTING option. 
However, if -NOJJISTING happens also to be specified at the same tine 
as -XREF, there is a conflict. Beginning at Rev. 19.4, production of a 
listing file is based upon a hierarchical order: 

1. If -LISTING [pathname] or -NO_JLISTING appears on the compiler 
command line, that switch determines whether or not a listing 
is produced independent of the appearance of any options that 
specify what goes into a listing. This means that -L -EXP 
produces a listing, and that -NL -EXP does not. 

2. If -LISTING or -NDJLISTING is not explicitly set and if the 
positive form of an option that controls the contents of the 
listing appears, a listing file is produced. Note that the 
sole appearance of the negative form of such an option, for 
example -NO_MAP, does not imply a listing, and therefore none 
is produced. 

3. If no options relating to a listing are specified on the 
command line, a listing is produced only if -LISTING is set as 
a default at a particular installation. 



First Edition 4-78 



LANGUAGES 



Following is a list of VRPG compiler options and their official 
abbreviations. Default options are preceded by an asterisk (*) . 



Option 



* -64V 
-ALiaURBOMECrroN 

* -NO_jaJI3W_JEREOONNECP3DN 
-BANNER 

* -NO_BANNER 

* -BINARY [pathname] 
-1ELBINARY 
-DEBUG 

* -ND_DEBUG 
-ERELIST 

* -nclerklist 

* -errtiy 

-NDJERRTTY 
-EXPL2ST 

* -ND_EXPLIST 
-FULL_HELP 
-FULLjDPTIMrZE 
-HELP 

-INPUT pathname 

-LOSE 

-LISTING [pathname] 

* -ND_J,ISTING 

* -MRP 

-ND_MAP 
-OFFSET 

* -NO_OFFSET 

* -OPTIMIZE [dec-integer] 
-PRODUCTION 

* -ND_JRODUCT]DN 
-RANGE 

* -NCLRANGE 
-SEQCHK 

* -NCLSEQCHK 

-SILENT [dec-integer] 
-SOURCE pathname 
-SPACE 
-STATISTICS 

* -NQJSTATISTICS 

* -STATUS 
-NCLSTATUS 

* -STORE_GWNER_FIELD 
-NOJSTOREJCWNERJTELD 

* -TIME 

* -UPCASE 
-XREF 

* -ND_XREF 



Abbreviation 

(none) 

-APRE 

-NAPRE 

-BAN 

-N3AN 

-B [pathname] 

-NB 

-DBG 

-ND3G 

-ERFL 

-NEREL 

-ERRT 

-NERKP 

-EXP 

-NDEXP 

-FH 

-FOPT 

-H 

-I pathname 

-LC 

— T. f no i-Hrkam^ 1 

-NL 
-MA 

-nma 

-OFF 
-NOFF 

-OPT [dec-integer] 
-PROD 
-NPROD 
-RA 
-NRA 
-SEQ 
-NSEQ 

-SI [dec-integer] 
-S pathname 
(none) 
-STAT 
-NSTAT 
(none) 
-NSTATJS 
-SOF 
-NSOF 
(none) 
-UP 
-XR 
-NXREF 
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The VRPG compiler now recognizes two default program suffixes, .VRPG 
and .ETC, in that order. When invoking VRPG with VRPG TEST, the 
compiler looks first for the file TEST.VRPG, then for TEST.RP3, and 
finally for TEST, to decide which program to compile. 

The user will notice two differences in the way VRPG reports errors. 
The banner, which is printed after the number of errors, has changed 
slightly. Also, if there are any errors, a MAX SEVERIT? IS # message 
appaars after the number of errors indicating the highest severity 
error produced, either 1, 2, 3 or 4. 

The VRPG library now comes in two varieties, NVRPGLB and VRPGIB. 
NVRPGIB is a nonshared library, which in previous revisions had been 
called VRPGIB. VRPGIB is a new shared EPF library. 

The shared FORMS library is now automatically loaded when loading the 
VRPG library. Therefore, the load of any VRPG program which interfaces 
with the Prime Forms Management System (FORMS) does not have to load 
VFORMS. 

For users of local data area, there are a couple of things to note. At 
previous revisions, the local data area was stored in segment 4030 and 
the user was responsible for initializing the segment before beginning. 
At Rev. 19.4, the local data area is dynamically allocated processed 
storage that remains accessible to the user while the user is logged 
in. The user is no longer required to initialize the storage himself. 
The storage is deallocated when the user reinitializes his command 
envirorment or when he logs out. 

Note 

Because of changes in VRPG compiler and library formats at this 
revision, any program that is to be reloaded with tiie VRPG 
library must first be recompiled. Any programs that used local 
data area at Rev. 19.3 and that are to share local data with 
VRPG programs compiled with Rev. 19.4 must be recompiled and 
reloaded with Rev. 19.4 VRPG. 

At Rev. 19.4, the user has the choice of building and executing his 
runf ile in two different ways, either using SEG or using BIND. BIND 
creates an executable program called an EPF with a .PDN suffix that is 
executed with RESUME rattier than SEG. For further details, refer to 
BIND and EPF documentation. 
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New RPG-II Language Features 

The following are new language features: 

• Output fields nay new be entered without the end position 
specified. The end position for that field is calculated to be 
the largest previously defined end position plus the current 
field' s length. A severity 2 warning message is given. 

• The statements within a subroutine, between the BEGSR and the 
ENDSR statements, may new be identified by SR or blanks in 
columns 7 and 8. " ~ 

• The arithmetic opcodes ADD, SOB, MJLT, and DIV may now be used 
without factor 1 specified, in such cases, the result field is 
substituted for factor 1, the operation is performed, and the 
resulting value is placed back in the result field. 

• The Primary file, the main input file in an RPG program, is no 
longer required. Previously, programs were assumed"to be single 
file processing by defining a primary file or multiple file 
processing by defining a primary file and secondary files. The 
program execution would normally end when one or all of these 
files had all records processed. If the primary file is not 
used, the program should provide another means of exit by 
turning on the last record indicator (LR) within the 
calculations. If a primary file is not specified in a program 
and one or more secondary' files are specified, "the 'first 
secondary file is processed as the primary file. 

• The specification of multiple primary files within a program is 
now also allowed. it is assumed that external indicators are 
used to determine which primary file is to be used during the 
program execution. If an attempt is made to use more than one 
primary file during execution, one is treated as the primary 
file and the other files are assigned as secondary files. If no 
primary file is used during execution and secondary files are 
used, the first secondary file is treated as the primary file. 

• It is new possible to write output-only programs. Note that the 
program should provide seme means of exiting, preferably by 
turning on the LR indicator within the calculation section. 

• VRPG now supports deletion of records for indexed files. In 
order to delete records from a file, the file must be specified 
as an update file. Deletion is specified in the output 
specifications by entering DEL in columns 16-18 of the main line 
in an output description, along with the filename, the type of 
output, and any output indicators. 

The method for deleting records is similar to the method for 
updating records. The deletion must be preceded by the 
retrieval of a record. It is this record that is deleted. A 
chained file or a demand file can be deleted at detail time, at 
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total tine, or at exception time. However, all other disk files 
should be deleted only at detail or exception output time during 
the same program cycle in which the record is read. A runtime 
error is given if the program attempts to delete a record when 
there was no successful preceding read. The user has the option 
of continuing the execution and ignoring that particular 
deletion attempt. 

OR lines may be used to condition the deletion but DEL should 
only be specified in the first line of the specification. DEL 
applies to all of the OR lines. No field specifications should 
given for a deletion. 

Filenames are no longer required to be unique names. A filename 
may have the same name as a field, array, table, subroutine, or 
label used within a program. For program clarity, it is 
recommended that unique names be used. 

Subroutines and labels are no longer required to have unique 
names. An internal subroutine (defined with BEGSR) or a label 
may have the same name as a file, field, array, or table used 
within a program. If the Source Level Debugger, DBG, is used 
when a label or subroutine name has the same name as a field, 
table, or array, the label or subroutine should be referenced by 
its name prefixed with an ampersand (&) . A compiler warning 
message appears if a non-unique name is used and the program is 
compiled with the -DEBU3 option. For program clarity and ease 
of debugging, it is recommended that unique names be used. 

Four new figurative constants are now allowed in REG programs, 
*ZERO, *ZEROS, *BLfiNK, and *BLMKS. These may be used only on 
calculation statements as either factor 1 or factor 2. They may 
not be used with move zone operations, bit operations, or the 
DEBUG, DSPLY, or SQRT opcodes. *ZERO/*ZERDS is a field of all 
zeros and may be used with numeric or alphanumeric fields. 
*BLANIy / *BLANKS is a field of all blanks, and may be used only 
with alphanumeric fields. The length of the figurative constant 
is assumed to be equal to the length of the other factor field, 
if present. Otherwise, it is assumed to be equal to the length 
of the result field. Figurative constants are considered to be 
elementary items and, if used with an array, act like a field. 
For example, MDVE *ZEROS ARR1 would fill the entire array with 
zeros. 

/COPY or %INCLUDE file capability is now available with VRPG. 
Enter /COPY or % INCLUDE starting in column 7 followed by a space 
and the filename or pathname of the file to be included in the 
source code. INCLUDE files may be used anywhere in the program 
and may themselves contain INCLUDE files. The included text can 
be seen in the listing file. 

A new runtime option, -DATE or -D, has been added to allow the 
user to set the system date. The date wanted must be entered 
following -DATE in the format MM/DD/YY. Any other format will 
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cause a warning message and the current date will be substituted 
for the one given. 

• An alternate way, -TREENAME or -T f is now available for 
requesting runtime file assignments. This may be used instead 
of using T in column 52 of the header specifcation. 

• Printer output files may now be sent directly to the spooler by 
the use of the -SPOOL runtime option. This option can 
optionally be used with any or all of the following runtime 
options: 



-ALIAS <alias-name>-AT <destination> f 
-FORM <form-type>-(DPIES <number> 



Accepted abbreviations are -S for -SPOOL, -AS for -ALIAS, -A for 

-AT. -F fnr -WYRM. anrt -T -For -fYYDTPG T-P -.CTTYT ■! e< una/* =11 

output printer files are spooled and they are not written on 
disk. 

• A user's local data area now has a maximum size of 1024 
characters. 

• A user may now assign a name to his program in columns 75 
through 80 of the header spacif ication. If none is assigned or 
if there is no header spacif ication, the program name defaults 
to RPG$MAIN. This name must be unique in your program. The 
program name now appears on the cross reference listing of your 
program even if none is assigned. The source level debugger, 
EBG, uses the program name as the main program block of an RPG 
program. 



New Compiler Options 

-MAP/-N0_MAP Options : The -MAP option produces information similar to 
the -XREF option but without the source line references. See the VRPG 
Reference Guide (IDR5040) for an example of output produced by the 
-XREF option. When you specify -MAP, you automatically have a listing 
file produced. Conversely, when you specify -L, you automatically get 
the map information. If you do not want your listing file to have the 
map information, you need to specify -L with -NCLMAP. 

-OFFSET/-N3_OFFSET Options : The -OFFSET option appends an offset map 
to the end of the listing file. The use of -OFFSET implies -L. For 
each statement in the source program, the offset map gives the offset 
in the object file of the first machine instruction generated for that 
statement. The -NDJDFFSET option means that no offset map is created 
and is the default. 
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-EROCCCTION/-IP_IRCaJCTIDN Options ; These options are alternative 
options controlling code for Prime's Source Level Debugger, DBG. The 
-PRODUCTION option is similar to -DEBUG except that no statement 
information is produced. You may not breakpoint at individual 
statements nor step through your program with -PRODUCTION. The 
execution time of a program compiled with -PRODUCTION is better than 
the execution time of a program compiled with -DEBUG. The 
-NCUERODUCTIDN option is the default. 

-RfiNGE/-ND_BflNGE Options ; These compiler options control runtime 
subscript range checking. When -RflNGE is specified on the compile 
line, any variable array subscript is checked for out-of-range 
conditions and, if any occurs, a runtime error is issued and the 
program halts. The use of -RfiNGE increases both the compile time and 
the execution time of a program and therefore should be used only as a 
debugging tool. The -NCURBNGE option suppresses this capability and is 
the default option. 

-UPC4SE/-LCftSE Options ; These compiler options control the compiler's 
automatic conversion to upper case. When -UPCaSE is used, everything 
in the source program, except literals, is translated to uppar case. 
When -LCftSE is used, the source program (except for reserved words) is 
left as is. A program can therefore have two data items, 'X' and 'x' 
for example, which are treated as separate items with -LCRSE. The 
-UPCBSE option is the default. 

-ATJIK_JREaaMCTIDN/-N3^fiLIOW_P^ Options ; If this option 

is specified, preconnection of the listing output to a pre-opened file 
unit 2 or of the binary output to a pre-opened file unit 3 is allowed. 
If the negative form is specified, the compiler always opens and closes 
the listing and the binary files (and uses dynamic file units) . The 
negative form is the default. 

-OPTIMIZE [n] Option ; The VRPG compiler now allows for optimization of 
object code. Optimization may be specified at one of three different 
levels indicated by the decimal number n, which can be either 1, 2, or 
3. Optimization level 1 does code pattern replacement. Optimization 
level 2 performs code pattern replacement and redundancy elimination. 
Optimization level 3 does code pattern replacement, redundancy 
elimination, and also takes invariant code out of loops. If the 
decimal integer is not specified, a default value of 2 is used. If no 
optimization is desired, a value of should be used. It should be 
remembered that optimized code runs more efficiently than non-optimized 
code but that it takes somewhat longer to compile. 

-FULLjOPTDUZE Option ; This option indicates that the highest possible 
optimization should be used and is equivalent to -OPTIMIZE 3. 
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-SPACE and -TltE Options ; The -SPACE option specifies that the size of 
the optimized code (space) is to be given preference over the speed of 
the optimized code (time) in optimization consideration. The opposite 
of -SPACE is -TIIE, which means that optimization is to favor time over 
space. Die -TIBE option is the default. 

-STOREj3WNEIEL_FIELD/-ro_j^ Options ; The 

-STOREJJJNERJTELD option causes the identity of the current program to 
be stored in a known place for use by trace back routines such as 
EMSTK. This option is the default. Using the -ND_STORE_CWNE3i_FIELD 
option does not save this information. 

-NO_STATISTICS Option ; This compiler option suppresses compile time 
statistics, which may be generated by the -STATISTICS option. See the 
VRPG Reference Guide (IDR5040) for information on the statistics 
generated by the -STATISTICS option. The -ND_STATISTICS option is the 
default. 



-HELP Option ; This new option produces information on using the 
compiler, including a list of all compiler options. When this option 
is used, the help information only is issued and the compiler is not 
invoked. 



-FULLJ3ELP Option ; This new option is similar to the -HELP option but, 
in addition to the usage summary, a description of the meaning of each 
compiler option is also given. 



-ro_BINflRY Option ; This option takes the place of using -BINARY NO, 
which will soon be obsolete, to specify that no binary file is to be 
produced. 



-NCLLISTING Option ; This option takes the place of using -LISTING ND, 
which will soon be obsolete, to specify that no listing file is to be 
produced. The default is to not produce a listing file. 



-SILENT [n] Option ; This option has been modified to accept a decimal 
argument, which indicates an error severity level. When n is 
specified, all errors with that severity and less are not reported. If 
n is omitted, a severity level of 1 is assumed, as in the past. There 
must be a space between the option and the value. A level of -1 means 
that -SILENT was not specified and that all error messages will appear. 
This is the default. 
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SOFTWARE PROBLEMS FIXED 



RPG programs generated extra code, which was a problem with some very 
large programs. At this revision of VRPG, most unused information is 
no longer written into the binary file (SERR 3001747) . 

The source level debugger, DBG, was unable to evaluate the table index 
for a table having a name less than 6 characters long. This has been 
corrected (SPAR 3002283) . 

A problem with output of a data structure subf ield using an edit word 
has been fixed and now works correctly (SERR 3003556) . 

An illegal entry in factor 2 of an EXIT statement is now reported as an 
error (SERR 3004236) . 

An overflow indicator is now properly set in a program in which an 
overflow indicator is assigned but not used to condition output (SPAR 
3004320) . 

The use of conditioning indicators in calculation and output statements 
is now properly handled. Prior to Rev. 19.4, if an indicator in any of 
these positions was not previously defined in the program, the 
indicator was generally off and no calculation or output occurred. The 
indicators 01-99, LI -19, HL-H9, OA-OV, and KA-KY should be defined 
elsewhere in the program to be used as conditioning indicators. If 
they are not, a severity 1 warning is now issued (SEAR 3004395) . 

VRPG programs can now have two primary files (SPAR 2004544) . 

More incorrect entry errors are now reported. For example, a severity 
3 error message reports the use of a subroutine name on an output 
field. Similarly, an error is reported if an array subscript is not a 
numeric field or a literal constant. Also, if a semantic error is 
reported on a field within an input or an output record, the rest of 
the fields within the input or the output record are examined. For 
some cases in the past, no other semantic errors were reported for the 
following fields in the record (SERR 3004805) . 

A data structure subfield is new accessible for evaluation or 
modification during a DBG session. Also, if a program does not specify 
a data structure name, one is assigned by the compiler in the form of 
dsJL, ds_2, and so on in the order the structures are defined in the 
program (SPAR 3004806) . 

VRPG now follows the standard Prime suffix convention for filenames. 
To be compatible with previous revisions, VRPG recognizes and accepts 
either the .VRPG or .RPG suffix, in that order (SPAR 3006985). 

If a lookahead record was defined before other input record types, 
usually numeric sequence types, reading from the file caused the status 
of the record id indicators to be invalid and subsequent calculations 
and output conditioned by those indicators never occurred. This has 
been corrected (SERR 3007426) . 
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OOTSTflTOING PRCBLEMS 

It is not possible to set a break point on all TAG statements in VRPG 
programs. A temporary workaround is to set the break point on the next 
executable calculation statement (SPAR 3006403) . 



ENVIRONMENT 

The VRPG compiler needs the file CDMM3NJSNVELOPE.HJN in the LIBRARIES* 
directory to run. 



INSTALLATION AND BUILD PROCEDURES 

VRPG is now supplied in two directories, VRPG and VRPG_LIBRARY. in 
order to use VRPG, the user must run two install files. 
VRPG. INSTALL. CDMI from the UFD VRPG and VRPG_JiIBRfiRY.INSTJSLL.CDMI from 
the UFD VRPG_LIBRARY. 

The default options of the VRPG compiler may be changed by your System 
Administrator by running TOCLS>RPGDF.CPL. When this is done, the name 
of the error file to be used is now called VRPGDATA instead of RPGDATA. 
See the System Administrator's Guide for further information on 
changing compiler options. 



Note that the following files are no longer needed and should be 
deleted by your System Administrator: 



CMDNC0>VRPG. SAVE SYSTEM>VRPG. SHfiRE. CDMI , 

SYSTEM>VR2142 SYSTEM>VR2143 

SYSTEM>VR2144 SYSTEM>VR2145 

SYSTEM>VR2146 TOCLS>RPGDF. SAVE 



The line sharing the compiler in the system start-up file PRIMDS.CDMI 
should also be deleted. 
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CHAPTER 5 
DATA MANAGEMENT SYSTEMS 



EBMS 



NEW FEATURES AND CHANGES 



F77 Interface 



This release provides an interface between DBMS and the F77 compiler. 
If you have F77 installed on your system and plan to use it for writing 
DBMS DML programs, you must obtain the UFD DBMSF77 from the system 
tape. DBMSF77 has a structure identical to that of DBMSPTN; see FILES 
ON SYSTEM TAIE of this document. 

The utilities are invoked in the same manner for DBMS F77 subschemas 
and DML applications as they are for DBMS FEN subschemas and 
applications. See CREATED OF A DML APPLICATION EROGRAM for a 
description of how to create F77 DML application programs. 

Features of F77 include support for long variable names, the CHARACTER 
data type, IOGICAL*4 default for logical data type declaration, and 
INTEGER*4 default for integer data type declaration. F77SUBS (F77 
subshema compiler) and F77DML (F77 preprocessor) support these features 
in the following manner (note the distinctions between F77 and the DBMS 
support of F77) : 

• Data names may be up to 30 characters in length (versus F77's 32 
character name length support) and may include the $ (dollar 
sign) and _ (underscore) characters. 
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Character strings are supported with a new syntax; for example, 
CHARACTER*14 FIRSTJJAM2 as opposed to FTN's CHARACTER FIRS3LNAME 
= FNAM3(7). 



Note 

Character string length must be declared as an even 
number. 



Variables declared as INTEGER or LOGICAL in an F77 subschema 
will be stored as half-words; that is, 16 bits versus F77's 
default to full 32-bit words, and variables declared as 
INTEGER*4 in an F77 subschema will be stored as full words (32 
bits) . 



DMLCP 

Two new formats of the FIND/FETCH DML statements have been added to 
support partial key processing: 



Format 7 — Partial Key Search ; 
FETCH ' 



FIND 



record VIA [CURRENT OF] SET set SUBKEYED item-list. 



This statement bases selection on the values contained in item-list . 
The items in item- list are implicitly qualified by record and must 
constitute a leftmost subset of a search or sort list in set containing 
record . No non-key items are allowed. DBMS then selects a record 
having values for items in the item-list that are greater than or equal 
to the values in the User Work Area. If more than one record 
occurrence meets these criteria, DBMS selects the first record it 
finds. (The set is searched in the NEXT direction.) 

If the CURRENT phrase is used, DBMS bases record selection on the 
current set occurrence of set . If the CURRENT phrase is not used, DBMS 
bases record selection on the SET OCCURRENCE SELECTION clause defined 
for the named record and set. 

Though this format is similar to Format 5, some important differences 
should be noted: 

• The statement will not fail if no equality match is made. It 
only fails with a 'No Record Satisfies Find' exception if the 
values in the User Work Area are beyond all entries in the 
search list for the designated set occurrence. 
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• The SUBKEYED clause is required in all cases. The items in 
item-list must constitute a leftmost subset of a search or sort 
key in set . No non-key items are allowed. 

For example, assume the following set structure having a SEARCH list 
with concatenated key items HIRE-DATE, LAST-NAPE: 



I DEPARTMENT | 
4 h 

I 
\/ 

^ h 

I EMHOYEE | 

■i b 



JlTCCTlir in WUTT /^rtnnTn ttt» /*«rTriTM.»llll /"\m rmm txti h i i mar\ i n n %r j i un it> iiii i n *im m-i 



Assume the HIRE-DATE field in the User Work Area was assigned the value 
'06/01/83'. The above DML statement will retrieve the employee record 
for the first employee in the current department who was hired on or 
after June 1, 1983. If no employees have been hired in that department 
since May of 1983, the statement will return a 'No Record Satisfies 
Find' exception — 2226. 



Format 8 — Relative Access of Search or Sort List: 



/ 



FETCH 



FIND 



NEXT 

RECORD [record] OF CURRENT LIST OF SET set. 
PRIOR 



This format is designed to take advantage of the sort order inherent in 
search lists. This functionality has previously been available only 
for sort lists (member lists) through Format 3. It requires the 
introduction of the concept of the "current list". 

Whenever a record is accessed through its set (Formats 5, 6 or 7, and 
some variations of Formats 2 and 3) , the search or sort list that was 
used to locate that record becomes the current list of that set. In 
most cases, that list is the member list. But Formats 5, 6 and 7 allow 
access through a search list when the items in the USING clause or the 
SUBKEYED clause are a leftmost subset of a search key. In such cases, 
the current list is a search list. Format 8 may be used to access that 
search list in either a sequential or reverse order. 

This format requires a current member, a current owner, and a current 
list. The current list may be either a sort list (member list) or a 
search list. If record is specified, that record type must be 
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contained in the current list at runtime. It should be noted that, 
unlike Format 3, a FIND NEXT or FIND PRIOR where no current member 
exists results in an exception. It does not become equivalent to a 
FIND FIRST or FIND LAST, respectively. 

The most common use of this format will be within a loop following a 
Format 7. Where the FIND NEXT variation is used, it will result in the 
retrieval of records greater than or equal to the values in the 
SUBKEYED item-list. Where the FIND IRIOR variation is used, it will 
result in the retrieval of records less than (but not necessarily equal 
to) the values in the SUBKEYED item-list. Special care must be taken 
in programming with the FIND PRIOR variation. Format 7 retrieves the 
first record greater t han or equal to the item-list. Additionally, a 
subsequent FIND PRIOR will not retrieve any records containing keys 
which are duplicates of the values in the User Work Area. Therefore 
the item-list should be initialized in the User Work Area to a value 
just beyond the upper bound of the key values desired. Then FIND PRIOR 
may be used to effect a strictly "less than" retrieval. 

Continuing the example of Format 7, if it were desired to know the 
names of all employees in the department hired on or after 6/1/83, the 
statement could be followed with: 



10 #FETCH NEXT RECORD OF CURRENT LIST OF SET DEFT-EMP. 

C 

C Print Employee Name... 



C 



IF (ERSTAT.EQ.O) 00 TO 10 



The current list would be the search list containing the key items 
HIRE-DATE, LAST-NAM3. The above statement would retrieve employee 
records in the order in which the employees were hired. 

New Exception Codes ; The following are new exception codes with 
explanations: 



0324 — RECORD TXFE NOT INCLUDED IN CURRENT SET LIST 

The above exception may occur in Format 8 when the record type is 
specified and the set is a multi-member set. Member lists may contain 
more than one record type but search lists always contain just one. If 
the list that is current is a search or member list that does not 
contain the specified record type, the exception will occur. 

0328 — NO CURRENT LIST OF NAM2D SET 
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A current list is established whenever a record is accessed through the 
set. Retrieval of a record through its DBK (Format 1) , its area file 
(Formats 2 and 3) , or its calc key (Format 4) are examples of record 
retrieval without using a set. If no current list has been established 
prior to a FIND Format 8, this exception occurs. 



MODIFY Performance Optimization 

A rewrite and optimization of the MODIFY command is estimated to result 
in an average of 20 to 50% runtime improvement for MODIFY processing. 
In addition to general MODIFY processing optimization, the algorithm 
has been changed to check whether an item in a key has changed before 
removing it from any set lists or deleting it from the calc file. 



CTWPMa fVimrvi 1 ar 



The SCHEMA compiler now supports schemas of up to 65534 half-words. 
Schema size was previously restricted to 32767 half-words. DMLCP and 
all DBMS subproducts now support the increased schema table size. 



Mixed Mode Transactions 

At Rev. 19.4, D3MS, ROAM, and PRISAM support mixed mode transactions. 
This new functionality allows you to access PRISAM and DBMS files from 
within the same transaction from a DBMS or PRISAM application program 
(SPAR 3006498) . 

Using Mixed Mode Transactions : DBMS applications using mixed mode 
transactions can be written in any DBMS data manipulation language 
(COBOL, CBL, FORTRAN, or F77 DML) . TO use mixed mode transactions, you 
must invoke both D3MS and PRISAM prior to the start of the transaction. 
This signals ROAM to expect the mixed mode transaction. 

In a mixed mode transaction, you may issue the calls to STMIT, END, or 

ABORT the transaction through either DBMS or PRISAM. However, the 

user-supplied transaction identifier or number for STJ51T, END, and 
ABORT must be the same regardless of which subsystem you call. 

Both DBMS and PRISAM 'SE«T TPANSACrnDN' calls specify whether the 
transaction will perform an update or a retrieval. The update or 
retrieval parameter applies to all DBMS and PRISAM files used in the 
transaction. 



Loading the PRISAM Library : When you load the DML program that 
contains mixed mode transactions, you must use the -PRISAM or -PSM 
option on the command line to load the PRISAM library, as well as the 
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/* 


DBMS invoke 


/* 


open FRISAM file 


/* 


open DBMS areas 


/* 


start DBMS transaction 


/* 


read from FRISAM file 


/* 


fetch DBMS record 


/* 


end trans, through FRISAM 


/* 


close DBMS areas 


/* 


exit DBMS 


/* 


close FRISAM 
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DBMS library, with the application. This option applies to loads for 
COBOL, CBL* FORTRAN, and F77. For example, if you use the CFL 
procedure to compile and load a CBL DML program, the command line 
should be as follows: 



R DBMSLBXBLDML program-name -FRISAM 

The example below shows a portion of a COBOL DML program that starts 
the transaction through DBMS, accesses both a FRISAM file and a DBMS 
file, and ends the transaction through FRISAM. Each statement is 
commented. 



#INVOKE DBMS. 

OFEN 1-0 MMT 

flOFEN ALL AREAS 

#START TRANSACTIDN TRAN-ID. 

READ MMT RECORD KEY IS MMT-KEY-2 

tFETCH RECORD AlRl-REC. 

CALL , Z$ENDT I USING TRAN-ID, STATJS-OODE. 

4CLOSE ALL AREAS 

#EXIT DBMS 

CLOSE MMT 



Mixed Mode Currency Handling ; FRISAM START and END transaction calls 
can specify whether currency will be cleared for the FRISAM file. This 
has no effect on the currency of the DBMS file. A DBMS 'START 
TRANSACTION' implies that currency for the DBMS subsystem is the same 
as before the transaction starts. In the case of a FRIMEWAY user of 
the DBMS subsystem, however, currency is cleared, resulting in no 
current records at the start of the transaction. 



Mixed Mode Error Handling ; Mixed mode errors are reported in the usual 
manner to the application program by the subsystem in which they occur : 
to the ERSTAT status register for DBMS and as a return code for FRISAM. 
If the error causes the transaction to abort, the transaction is 
aborted for both subsystems. If the error causes an exit and cleanup 
to occur, the exit and cleanup occurs in both subsystems. 

For example, the following errors could be returned by a DBMS START or 
ABORT TRANSACTIDN statement only when a failure occurs in the FRISAM 
START or ABORT transaction procedures: 



ERSTAT GDNTYP Description 

38F Fatal error in non-DBMS subsystem 

35 28 Transaction aborted by non-DBMS subsystem 

76 Error in non-DBMS subsystem 
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In addition, if a FRISAM OPEN or START transaction call or a DBMS 
INVOKE statement occurs within a transaction, the following error 
occurs: 



ERSTAT CONTYP Description 

16P 29 Mixed mode transaction already active 

A transaction identifier mismatch between the END or ABORT transaction 
and the START transaction is handled differently by FRISAM and DBMS. 
If the END or ABORT transaction is a D3MS call, the identifier mismatch 
causes the transaction to abort. If the END or ABORT transaction is a 
PRISAM call, the identifier mismatch generates a PRISAM error return 
but does not abort the transaction. It is up to the application to 
trap this error and perform appropriate action. 

More information about the PRISAM errors is recorded in the FRISAM 
error log. (See the FRISAM User's Guide.) 



Schema Subfiles 

DBMS can now handle schemas that define as many as 254 area, calc, and 
set subfiles (SPAR 3003517) . 



DBACP 

VERIFY SUBSCHEMA no longer shows User Work Area size as negative when 
User Work Area is greater than 32K bytes (FORTRAN subschemas only) . 

VERIFY SUBSCHEMA now correctly displays a subschema's language type for 
all languages (SPAR 3007797) . 

EXPAND no longer clears the date-time saved stamp if the user answers 
NO to an ARE 3DU SURE? prompt when after-imaging is enabled for the 
schema. 

The screen display for EXAMINE SET and PACK SET now scrolls correctly. 
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DMLCP 



Concurrency code 20 is documented as 'Reserved for Future Use' in the 
DBMS Data Manipulation Language Reference Guide . This code is 
currently used and is documented in the Rev. 19.4 update as: 



START, END/ABORT TRANSACTION IDS DO NOT MATCH 



This error is a DML program error. 

FIND NEXT DUPLICATE on calc records no longer loses the remaining 
records on the calc chain due to infinite looping. 

DBMS now correctly converts any blanks in a numeric picture item in a 
calc key to zeros prior to hashing the calc file key on a #MDDIFY. 

DMLCP no longer aborts commands because it has run out of memory to 
support the command rewind functionality. Previously, DMLCP made use 
of a 16K word array in memory to log file modifications within any one 
DML command. If these modifications overflowed the array (as might 
happen in the case of a IDELETE MANDATORY), a fatal error was 
generated. This functionality has been modified so that if buffer 
overflow occurs a temporary file (T$hnnn) containing the contents of 
the buffer is written to disk in the DBMSLB directory. This file is 
created only on memory buffer overflow and is deleted at the completion 
(successful or not) of the command. It is appended as many times as is 
necessary to complete the command (SPAR 3000714) . 

DMLCP now correctly checks privacy keys from DISCOVER (SPAR 3003637) . 

DMLCP no longer has code to disable sharing area file headers (SPAR 
3003640) . 

Member records whose owner record is the system or is in a different 
area are now clustered (SPAR 3004319). 

DBMS now allows access to DBMS and PRISAM files from within the same 
transaction (SPAR 3006498) . 

When executing a DML MDDIFY command without an item list, DMLCP now 
correctly retains all information for items that are part of repeating 
groups not included in the subschema (SPAR 3006601) . 

DMLCP now correctly maintains currency when a DML 'FIND CURRENT OF SET' 
is executed. Previously, the current record of run-unit was 
occasionally not updated on executing this statement (SPAR 3007232) . 

The DML 'IF' command now correctly indicates that a record occurrence 
is not a member of any set if it has in fact not been inserted into any 
set (SPAR 3007757) . 
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When executing a DML MODIFY command, DMLCP now correctly reclaims space 
from obsolete record fragments that are at the bottom of dropped 
buckets (SPAR 3008045) . 



CSUBS/FSU BS 

CSUBS and FSDBS now correctly handle a subschema containing a 30 
character data name. Previously the compilation aborted with a 
'Stringrange' error. 

CDBOL subschema listings now show the last byte field with the correct 
length. 



DBUTL 

Issuing a DBUTL VER command with no current set now reports that there 
is no current set and returns to DBUTL command level (SPAR 3003002) . 

The DBUTL ROAM command now warns the user if an attempt is made to 
convert a file on a remote machine and leaves the file as it originally 
was (SEAR 3003111) . 

The DBUTL ROAM command now deletes extraneous subfiles encountered 
while converting RAM files to ROAM files. The volume and subfile 
number are displayed for every subfile deleted. These extraneous 
subfiles are subfiles that cannot be verified via DBACP because D3MS 
has no record of them. Such subfiles may have been inadvertently 
created by D3MS/RAM. The importance of saving the RAM schema to tape 
before doing the conversion cannot be emphasized too strongly; any 
subfile that DBMS does not know about will be deleted and cannot 
otherwise be restored (SEAR 3003570) . 

DBUTL 's REWIND command now correctly rewinds a record, set, or area 
after a current of file type has been selected via the RDIR, SDIR, or 
ADIR command, respectively. This command has worked and still works 
for a set or area when the current of file type is selected via the SET 
or AREA command, respectively (SPAR 3003644) . 

The attempted conversion of a ROAM schema via DBUTL's ROAM command no 
longer results in the 'File Not Found' message (SPAR 3003957). 

DBUTL's NODE command now displays more than 79 characters (SPAR 
3006039). 

DBUTL's RAM command is now much more robust. The user is given the 
option within the RAM conversion of generating a CDM0UTPUT file of the 
conversion session. This is strongly recommended if the user has not 
already started one before entering DBUTL or has not already used 
DBUTL's CUTPUT command. A list of restrictions for this command are 
displayed to the screen before any conversion is done. There is much 
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more error checking to verify that the envirorment is satisfactory for 
the conversion. A schema is no longer renamed and renumbered unless 
there is already an entry for the schema in the RAM SCHDIR. Segment 
directories are now copied automatically to specified PEBMS UFDs. 
Breaks are disabled during the actual conversion of the file. 
Subschemas are now properly converted (SPAR 3006126) . 



Other Changes 

SCHED now correctly sets up list headers and owner directories when 
adding a new set (SEAR 3009351) . 

DMLCP now allows you to remove a member from a set from which currency 
has been suppressed (SEAR 3000133) . 

CSUBS now aligns a repeating group, which is not word-aligned, as it 
did before Rev. 19.1. This means CSUBS no longer pads the group to 
word alignment as CBLSUBS does (SPAR 3002634) . 

CSUBS assigns correct default size of PIC (6) to a level 77 item if the 
item type is DBK (SPAR 3003296) . 

The RECFDG and ERITEM variables are now declared consistently (SPAR 
3004215) . 

A third argument was added to the calling sequence of the OS routine 
RTOS3$. Prior to Rev. 19.3, this argument is not required (SPAR 
3004306) . 

TVo buffers par user have been added to DMLCP. Ihese buffers act as 
windows into data base files and allow DMLCP to reduce the number of 
calls to ROAM, especially in read operations (SPAR 3006239). 

DBMS no longer generates an internal fatal error when an attempt is 
made to store more than 256 entries in one bucket (SPAR 3007575) . 

DBMS now processes signals in the same manner as EDAM (SPAR 3007423) . 

FSUBS does not check the use of reserved words for Schema name (SPAR 
3002581) . 



ENVIRONME NT 

Rev. 19.4 D3MS requires PRIMDS Rev. 19.4, ROAM Rev. 19.4, and SEG 
Rev. 19.0 or greater. D3MS runtime (DMLCP) requires the use of shared 
segments 2001, 2002, 2003, and 2012 as well as private segments 4030, 
4031, 4032, 4033, and 4034. 
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INSTALLATION AND BUILD PROCEDURES 

The DBMS build procedure is standard. A description of D3MS 
installation procedures follows. 



Files on System Tape 

DBMSEX (UFD ); This is the primary packaged UFD supplied on the system 
tape. It is a prerequisite for all the others. By itself it is 
adequate to allow for execution only of DBMS. Its UFD structure is 
followed by each of the other packaged UFDs. Exceptions will be noted 
where appropriate. 

The three files at the top level are the install procedures 
D3MS.INSTALL.CPL and DBMS. INSTALL. CDMI plus the share procedure 
DBMS. SHARE. CDMI. To meet Master Disk standards, the install file, 
DBMS. INSTALL. CDMI, can now be invoked as a CDMBJPUT file. It simply 
executes the old install file D3MS.INSTALL.CEL, which is still of 
necessity a ur.L routine. The install files for each of the individual 
DBMS packaged UFDs are also still CPL routines. 



D3MSEX>DBMSLB (Sub-UFD) ; Here we find the shareable run files, segment 
directories, and support utilities that are moved to top level D3MSLB 
by D3MS. INSTALL: 



DB2001 DB2002 DB2003 D32012 DB4000 

DB2070 VFYPRT.SAVE DUMP.SEG IDBMS.SEG 

D3ACP.SEG DBUTL.SEG SUMMARY. SAVE DAEERS DBMSE 

D3MSEXXMDNC0 ; This UFD holds the CPL interludes to those V-mode 
products found in D3MSLB that become external commands to PRIMOS. 
These interludes are moved to the top level CMDNCO by D3MS. INSTALL. 

D3ACP.CPL D3U1L.CPL 



DBMSEX>BINARY (Sub-UFD) ; Each sub-product in a package has a binary 
file in this UFD of the form %prod%.BIN. In addition, the following 
files are produced by LQAD_LIB: 



DBDATA.BIN VERSIO.BIN LIBRARY. MAP 
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D3MSEXXKBS (Su b-UFD) ; Here we have the procedures of the form 
%prod%_LQAD.CPL that produce the run files or segment directories in 
DBMSEX>DBMSLB for this package. In the case of EMLCP, the routine is 
called L0AD_L3B.CPL and it, in turn, requires seme additional files: 



DBDATA.FTN VERSIO.FTN HTAB.INS.FTN DYNT.PMA 



Also found here are two utilities for setting up special configuration 
options at the tine of the install and for automating reloads of 
subproducts. (See following sections Introductory Message Control and 
Reloading Subproducts . ) 



SETUP. CPL RESETJJFD.CPL 

DBMSEX>INFO (Sub-UFD) ; This UFD contains the documentation for the 
current release of DBMS. 



DBMSDEF (UFD) : This UFD has a similar structure to DBMSEX. It is 
packaged with DBMSEX for systems on which there will be a need to 
develop schemas, so the sub-products contained herein are SCHEMA and 
SCHDEC. The install file D3MSD3F. INSTALL. CPL is here at the top level. 



D3MSDEF>DBMSLB (Sub-UFD) : SCHEMA. SEG SCHDEC. SEG 



D3MSDEF>CMDNC0 (Sub-UFD) : SCHEMA. CPL SCHDEC. CPL EXEC. SAVE 



EBMSDEF>BINARY (Sub-UFD) : SCHEMA. BIN SCHDEC.BIN EXEC. BIN 



DBMSDEFXrCBS (Sub-UFD) : SCHEMA_JJOAD. CPL SCHDEQJDAD. CPL 

EXEC_LOAD.CPL 



DBMSFTN (UFD) : This UFD is packaged with DBMSDEF and DBMSEX for those 
systems on which FTN applications will be developed. Thus, the 
sub-products FStBS and DML as well as the LIB entry point file DMLLIB 
are included. The only file at the top level is D3MSFTN. INSTALL. CPL. 



EBMSETN>DBMSLB (Sub-UFD) : FSUBS.SEG DML. SEG 



DBMSFTN>CMDNCO (Sub-UFD): FSUBS.CPL FDML.CPL 
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UBMSFTN>LIB (Sub-UFD) ; DMLLIB.BIN 

D3MSFTN>BINARY (Sub-UFD ) : FSUBS.BIN DML. BIN 

EBMSFTOXTCBS (Sub-UFD) ; Here, in addition to FSUBS_JDAD.CEL and 
FDML.JOAD.CPL, are two utilities, FDML.CPL and FLQAD.CPL, for use in 
precompiling and loading applications programs. (See following section 
Creation of a DML Application Program . ) They are moved to the top 
level UFD DBMSLB by the INSTALL procedure. 

DBMSF77 (DFD) ; This UFD is packaged with EBMSEEF and EBMSEX for those 
systems on which F77 applications will be developed. Thus, the 
sub-products F77SUBS and DML as well as the LIB entry point file EMLLIB 
are included. The only file at the top level is BBMSF77. INSTALL. GEL, 

DBMSF77>DBMSLB (Sub-UFD) ; F77SUBS.SEG DML.SEG 

DBMSF77XM3NC0 (Sub-UFD) : F77SUBS.CPL F77DML.CEL 

DBMSF77>LIB (Sub-UFD) : DMLLIB. BIN 

DBMSF77>BINARY (Sub-UFD) ; F77SUBS.BIN DML. BIN 

DBMSF77>JCBS (Sub-UFD) ; Here, in addition to F77SCBS_JLOAD.CPL and 
F77DML_L0AD.CEL, are the two utilities F77DML.CEL and F77LQAD.CPL for 
use in precompiling and loading applications programs. (See following 
section Creation of a DML Application Program .) They are moved to the 
top level UFD DBMSLB by the INSTALL procedure. 

DBMSCOB (UFD) ; This UFD is packaged with DBMSDEF and DBMSEX for those 
systems on which COBOL applications will be developed. Thus, the 
sub-products CSUBS and DML as well as the LIB entry point file DMLLIB 
are included. The only file at the top level is DBMSGOB. INSTALL. CPL. 

DBMSCDB>DBMSLB (Sub-UFD) ; CSUBS.SEG DML.SEG 
DBMSCOBXMDNCO (Sub-UFD) ; CSUBS.CPL CDML.CPL 
D3MSC0B>LIB (Sub-UFD) ; DMLLIB.BIN 
DBMSCOB>BINARY (Sub-UFD) : CSDBS.BIN DML.BBf 
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DBMSODBXJCBS (Sub-PFD) : Here, in addition to CSUBS_JOAD.CPL and 
OML_L0AD.CPL, are the two utilities CDML.CFL and CLOAD.CPL for use in 
precompiling and loading applications programs. (See following section 
Creation of a DML Application Program .) They are moved to the top 
level UFD DBMSLB by the INSTALL procedure. 

DBMSC3L (UFD) ; This UFD is packaged with DBMSDEF and DBMSEX for those 
systems on which the new CBL (ANSI 1974 CDBCL) compiler is installed 
and will be used to develop applications. Thus, the sub-products 
CBLSUBS and DML as well as the LIB entry point file DMLLIB are 
included. The only file at the top level is D3MSCBL. INSTALL. CPL. 

D3MSC3L>DBMSLB (Sub-UFD) ; CBLSUBS. SBG DML.SEG 

DBMSCSL>CMDNCO (Sub-UFD) ; CBLSUBS.CPL CBLDML.CPL 

DBMSCBL>LIB (Sub-UFD) ; DMLL3B.BIN 

D3MSCBL>BINARY (Sub-UFD) ; CBLSUBS.BIN DML.BIN 

DBMSCBLXKBS (Sub-UFD) ; Here, in addition to CBLSUBS_LQAD.CPL and 
CBIJMLJjOAD.CPL, are the two utilities CBUML.CPL and CBLLOAD.CPL for 
use in precompiling and loading applications programs. (See following 
section Creation of a EML Application Program .) They are moved to the 
top level UFD DBMSLB by the INSTALL procedure. 

DBMSLGCL (UFD) ; This UFD is packaged with D3MSDEF and DBMSEX for use 
on systems where the schema editor is needed. The install file 
SCHED. INSTALL. CPL is here at the top level. 

D3MSLGCL>DBMSLB (Sub-UFD) ; SCHED. SEG 

DB^ELGCL>CMDNCO (Sub-UFD) ; SCHED.CPL 

D3MSLGCL>BINARY (Sub-UFD).; SCHED.BIN TEXEED.BIN 

DBMSLGCLXIOBS ( Sub-UFD) ; SCHED_JDAD.CPL 
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Instructions for Init ial Installation of DBMS 

1. If you already have a version of DBMS on your system, see the 
section Upgrading an Existi ng DBMS Installation . 

2. Restore the UFDs supplied on tape. These nay be one or more of 
the following: 



DBMSEX DBMSDEF DBMSFTN DBMSF77 
DBMSCOB DBMSCBL DBMSLGCL 



3. Install and share ROAM on your system (see separate ROAM 
documentation) . 

4. Once the various UFDs described above have been created, attach 
to the MFD where you want DBMS to reside and issue the command: 

CREATE DBMSLB 



5. Run SETJP if you want your configuration options to be 
non-standard. (See following section Introductory Messaqe 
Control .) * a - 

6. If you did not run it already as part of step 5 above, issue 
the command: 



CO DBMSEX>DBMS. INSTALL. COMI 

7. Share DBMS from the supervisor terminal thus: 

CO SYSTEM>DBMS. SHARE. COM! 

Be sure to put the above share command into HtlMDS.COMI 
(CJERMD) in CMDNCO so that DBMS will be shared at any time the 
system is cold started (see section DMLCP Installation ) . 

8. Finally, DELETE the UFD(s) restored from tape. 
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Upgrading an Existing DBMS Installation 

1. Save all Schemas to tape . 

2. If you are upgrading from Rev. 18.2 or later, you should 
delete the DBMSxxjoBIN packaged binary UFDs since they are no 
longer on the system tape and thus will remain with outdated 
binaries on your system until manually deleted. 

3. Install and share ROAM on your system (see separate ROAM 
documentation) . 

4. Restore the UFDs supplied on tape. These may be one or more 
of the following: 

DBMSEX DBMSDEF DBMSFTN D3MSF77 

DBMSGOB DBMSGBL DBMSLGCL 

5. Run SETUP if you want your configuration options to be 
non-standard (See following section Introductory Message 
Control ) . 

6. If you did not run it already as part of step 5 above, issue 
the following command: 

CO D3MSEX>DBMS. INSTALL. ODMI 

7. As of Rev. 19.0, the error message files, DAERRS and DBMSE, 
are copied by the KSTALL procedure from DBMSEX>DBMSLB to the 
UFD DBMSLB. 

8. Share DBMS from the supervisor terminal thus: 

GO SYSTEM>DBMS. SHARE. GOMI 

Be sure to put the above share command into ERIMDS.GOMI 
(CLJERMD) in CMDNCO so that DBMS will be shared at any time the 
system is cold started (See section DMLCP Installation) . 

9. Finally DELETE the UFD(s) restored from tape. 

10. If this is the first time that a ROAM version of DBMS has been 
installed, complete the steps outlined in the section ROAM 
Conversion. 
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Data Administrator Authorizati on 

Every EBMS site must have the following User Profile Groups defined: 

.RQAM_ADMIN EQAM Administrators 
.EBMSJMDMIN EBMS Data Base Administrators 

Persons belonging to the group .D3MS_ADMIN are authorized as valid data 
base administrators. Without such membership, a user may not use any 
of the DBACP commands which alter a data base or display sensitive 
information (such as privacy keys) . Persons who also belong to the 
.ROAM_ADMIN group are classified as privileged administrators. These 
are data administrators who may bypass the various schema privacy locks 
when using DBACP. A privileged data base administrator would be 
responsible for the management and integrity of the DBMS as a whole. 

Introductor y Mess age Control 

It is possible to inhibit the printing of an introductory message at 
runtime when D3MS is invoked. To suppress the introductory message, 
run the CPL procedure SETJP.CPL in EBMSEXXTCBS. This utility asks you 
if you want the message, makes the appropriate change to VERSID.FTN, 
recreates the DMLCP shared segments, and notifies the user to reshare 
DBMS. 



Reloading Products 

There are times when a specific subproduct of DBMS needs to be 
reloaded, that is, the segment directory needs to be created anew. To 
do this it is possible to use the same job streams that were used in 
the original building of the components of DBMS. For this to work, you 
must start with the packaged UFDs delivered on your system tape. 

These job streams are found in the JOBS UFDs of the packages to which 
they belong and they have the names %prod%_LOAD.CPL. 

Note that if you have replaced any of the libraries (ULIB, CLIB, JLIB, 
TEXTED, DMLCP, ASI, or ASG) , you should reload all the subproducts that 
use them in their loading procedures. If you would like to automate 
the remaining reloads, you can use RESET_UFD.CPL (see section on Files 
on System Tape ). 

The load procedures for subproducts produce segment directories in the 
the UFD DBMSLB within their respective packages. To install a reloaded 
SEGDIR, you need only copy it up to the top level UFD DBMSLB. The 
shareable segments produced by LOAD_LIB.CPL should also be promoted to 
the top level DBMSLB but do not come into use until the next time the 
D3MS. SHARE. CDMI command stream is run (see below). 
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DMLCP Installation 



EMLCP requires the exclusive use of shared segments 2001, 2002, 2003, 
and 2012 and private segments 4030, 4031, 4032, 4033, and 4034. To 
install the shared library version of the DML comnand processor, the 
following command must be executed from the supervisor terminal: 



GO SYSTEM>DBMS. SHARE. GOMI 



This command stream installs the DBMS shared library, shares and 
initializes the DBMS segments, and initializes the Ring 3 semaphores. 
This command should be incorporated into PRIMDS.CDMI (C_PRMD), the 
comnand file that is always run after a cold start. 



Creation of a DML Applic ation Program 

Once a schema and subschema have been written and compiled and the data 
base files have been allocated with DBACP, you can write application 
programs for the data base in either COBOL or FORTRAN. The sequence 
used to transform the source code into executable code is as follows: 

1. Preprocess the source code with the host language preprocessor 
(FDML, CDML, F77DML or CBLDML) . 

2. Compile the output of the preprocessor (xxxxx.FTN, xxxxx.F77, 
xxxxx. COBOL, or xxxxx.CBL) with the host language compiler. 

3. Link the binary output of the compiler to the DML command 
processor with the segmented loader SBG. 

Comnand procedures to do these operations with either a COBOL, CBL, ETN 
or F77 program may be found in UFD DBMSLB called CDML.CPL, CLOAD.CPL, 
CBLDML.CPL, CBLIOAD.CPL, FDML.CPL, FLOAD.CPL, F77DML.CPL, and 
F77LOAD.CPL. (The installation utility selects these out of the JOBS 
UFD of the appropriate package if supplied on the system tape and 
promotes them to the top level DBMSLB. ) 

For example, to compile and load a COBOL program called PROG, execute 
the following command: 



R D3MSLB>CDML PROG 

In turn, to compile and load a CBL program called PROG, execute the 
following command: 

R DBMSLBXBLDML PROG 
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Similarly, to compile and load a FORTRAN program called EROG, execute 
the following command: 



R EBMSLB>FEML EROG 
To compile and load a F77 program called PROG, issue the command: 
R EBMSLB>F77DML EROG 



The output files created when using CDML.CEL, GBLEML.CPL, FEML.CEL, or 
F77DML.CEL on the source file PROG are: 



EROG. LIST - The preprocessor and compiler listings 
EROG.BIN - The binary file output by the compiler 

The output files from using CLOAD.CEL, CBLIOAD.CEL, or FLOAD.CEL with 
program EROG are: 



EROG. MAP - SEG program map 
EROG.SEG - The segmented run file 

The resulting user program is executed with the command: 
SEG EROG 

ROAM Conversion 

The conversion of existing RAM style schemas to ROAM format is 
straightforward. No check is made for incomplete transactions before 
the schema is converted; if there is any doubt the user may perform a 
EBACP RECOVER SCHEMA operation before doing the conversion. 

The conversion of a RAM-style schema to ROAM format involves the 
following: 

1. The new ROAM and DBMS software is installed at the customer 
site. 

2. All data bases should be saved to tape or disk before startinq 
the conversion. 

3. The passwords are removed from all the PDBMS UFDs (ROAM does 
not support passwords) . 
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4. The names in the DALIST are added to the ,DBMS_ADMIN and/or 
.ROAMJfflMIN groups as appropriate. User profiles are updated 
to reflect new group membership. 

5. The new DBUTL command 'EDAM' is used to convert each schema to 
a ROAM compatible format. All schemas should be converted at 
once; old style RAM schemas cannot use the new DBACP, SCHED, 
DMLCP, and so forth. The SDnnnn SEGDIR name in the PDBMS UFD 
will be changed automatically to <schema-name>.D3MS (the names 
of all slave SDnnnn' s will be changed also) . Note that part of 
the conversion process will be the truncation of the AI and BI 
files of the schema. Once a schema has been converted to ROAM 
format, DBACP type AI files cannot be applied against it. 

If after-imaging is enabled for the schema, the converted schema has to 
be saved using one of the FOAM utilities before application programs 
can be run against it (the ROAM command assigns the newly converted 
schema a null save date) . 

One invisible apsect of the conversion process is the resetting of the 
ROAM shared system-wide transaction number in the ROAM before-inage 
file header. The RAM transaction number in the old per-schema BI file 
is compared to the new ROAM system-wide transaction number; if it is 
greater than the ROAM transaction number, it is set to the latter 
value. 



Notes 

No DML application programs need to be recompiled to run 
against the ROAM based schema. 

A backward conversion path is available to convert a ROAM file 
to the old RAM based file. This can be done for schemas that 
have not been created under a ROAM version of EBMS and for 
schemas that have not been modified to take advantage of 
features available only at Rev. 19.3 or later. 

The backward conversion process is as follows: 

1. Recreate the appropriate PDBMS UFDs. Place the error files, 
SCHDIR, and so forth, in the master PDBMS UFD. Do not password 
UFDs yet. 

2. An archived ROAM data base must first be restored to active 
status before it can be converted back to RAM. 

3. To start the conversion process, type 'RAM schemajiame' in the 
ROAM based DBUTL. 



First Edition 5-20 



DATA MANAGEMENT SYSTEMS 



4. You will be prompted for the volumes to which the master and 
slave SEGDIRs will reside under RAM. DBMS UFDs (HBMS) must 
exist on these volumes. You will have to copy the SEGDIRs to 
these volumes yourself. 

5. As part of the conversion process, the SEGDIR names will be 
changed to SDNNNN. AI/BI files of minimum size will be 
allocated. Copy the SEGDIRs to the appropriate DBMS volumes 
(as entered in point 4). Passwords can now be set for each 
DBMS UFD. 

6. Install the old DBMS software. 

7. Increase the size of the BI file (via DBACP). 

8. Any application programs that were compiled under ROAM must be 
recompiled to conform to the old RAM invoke call. 
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DISCOVERJBMS 

NEW FEATURES AND CHANGES 

DISCOVER now supports the F77 and CBL subschema types. 

SOFTWARE PROBLEMS FIXED 

The RELEASE RECORD command no longer aborts with a NCJLrj_K)INTER$ 
condition being raised (SPAR 3006637) . 

The OCCURS clause is no longer left off a member of a naming group in a 
PRISAM record (SPAR 3006716, 3007835) . 

TTie TiTST RWnPnR HP FTT.E nrarmariA n/1.7 snran/b 4->»« tutorm «,«j:j.. u~ uu~ 

file name you enter, if it is missing (SPAR 3007834) . 

The RELEASE RELATION and RELEASE ALL RELATIONS commands now properly 
clear the current relation name (SPAR 3007837, 3008109) . 

The SELECT command no longer returns inappropriate data when a null 
record occurrence (represented by question marks) should be returned 

fcrorm *5nfY70-so\ 

The SET TERM LENGTH command now affects the length of the update screen 
forms (SPAR 3007841, 3008110). 

When the RECORD COUNT feature of DISCOVER is disabled, the 'Total 
records selected' message generated by SELECT no longer contains two 
nonprinting characters that cause the line not to be printed by the 
spooler when a CDM3UTPUT file of the session is printed (SPAR 3007839) . 

UPDATE commands now default to the current record when there is both a 
current record and relation (SPAR 3007842) . 

The USE command no longer displays differing error messages when a 
record that is already defined is used depending on whether or not the 
user specified the .PRISAM suffix in the file name (SPAR 3007843) . 

DISCOVER now aborts any active update transaction when an internal 
error occurs (SPAR 3007845) . 

Entering an action code of "A n bort to an update form no longer aborts 
an active CPL or OOMINHJT file (SPAR 3007847) . 

The error message file is no longer closed inadvertently (SPAR 
3007848) . 

The USE FILE command no longer hangs when the user attempts to use the 
same record with the same name three times (SPAR 3008306) . 
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Entering the RELEASE ALL RELATIONS command when there are no relations 
defined no longer causes DISCOVER to abort (SPAR 3009145) . 

The HELP command within the update screen interface now clears the help 
text from the screen before returning to the update screen (SPAR 
3009148) . 

The description of the STORE command in the HELP data base has been 
corrected to show the correct abbreviation. 

When the user breaks out of an update command, the verification message 
now displays the correct command name. 

Certain HELP commands no longer cause the HELP subsystem to abort. 

Entering a token that starts with an underscore character ( _ ) no 
longer cause DISCOVER to abort. 

JOIN now works when the join key is a complex key containing a group 

item. 

Records that contain no keys may now be used in SELECT commands. 



OUTSTANDING PROBLEMS 

DISCOVER does not search DBMS records via an available system-owned set 
when no WHERE clause was specified on the SELECT command (SPAR 
2005698) . 

The SKIP clause sometimes does not work properly (SPAR 3000238) . 

The SELECT command sometimes returns a different number of data rows 
from DBMS depending on the data fields retrieved (SPAR 3002177) . 

DISCOVER generates an internal error when the report width equals the 
terminal width (SPAR 3002533) . 

Formats compiled prior to Rev. 19.2.3 are incompatible at the binary 
level with later releases of DISCOVER (SPAR 3003991) . 

Schema fields defined as INTEGER*4 are improperly displayed by a CBL 
subschema that defines them as S9(6) (SPAR 3003993) . 

PIC 9 fields do not display leading zeros (SPAR 3007122) . 

PICTURE clauses are not displayed correctly for CBL GDMP data items 
(SPAR 3007248) . 

Displaying a COBOL record causes an internal DISCOVER table to 
overflow, while displaying the equivalent FTN record does not (SPAR 
3008286) . 



First Edition 5-24 



DMA MRNAGEMENT SYSTEMS 



The LIST RECORDS OF FILE command does not find the desired record when 
the user-specified pathname already contains the .PRISAM suffix (SEAR 
3008307) . 

Executing the DISPLAY command many times in a session causes DISCOVER 
to run out of dynamic memory (SPAR 3008561) . 



ENVIRONMENT 

Requires DBMS and ROAM Rev. 19.4, PRISAM Rev. 2.0, and PRIMDS 
Rev. 19.4. 



INSTALLATION AND BUILD PRCmgRES 

otanuaj-u, CJltCJJL JLUL LX1C ioj.JLtwxng. 

Users upgrading from VISTA to DISCOVER must use the DISO0VER_UPGRADE 
program in the directory DISCDVER_T00LS to make their VISTA formats, 
procedures, and abbreviations available to DISCOVER. The instructions 
in the file DISO0vER_UPGRfiDE.RUND in the directory DISO>VER_TOCLS must 
be followed to insure a successful upgrade from VISTA to DISCOVER. If 
you are not upgrading from VISTA, you may ignore the preceding 
paragraph. 

DISCOVER uses a configuration file that contains several parameters 
that define the way DISCOVER interacts with users as well as with the 
directories that contain the DISCOVER catalogs and the HELP data base. 
This file is DISCOVER. CONFIG and it is in the directory 
DISO0VERJBMS>SYSTEM. It is copied to the directory SYSTEM by the 
installation procedure. If you have made any changes to this file for 
prior releases of DISCOVER, please enter them into 

DISO0VER_D3MS>SYSTEM>DISO0VER. CONFIG before performing the installation 
or your changes will be lost. 

The DISCOVER configuration file, SYSTEM>DISGOVER. CONFIG, consists of 21 
lines plus a four line header. Each line must be exactly as described 
in these instructions or DISCOVER cannot be expected to work properly. 
The file format consists of the information required by DISCOVER 
followed by an optional comment on each line. A comment begins with 
"/*" and ends at the end of the line. The information on each line is 
as follows: 



LINES 1-4: Configuration file header. These lines are ignored 
by DISONIT.SAVE; they have been added to help 
document the file. Do not delete these lines . If 
they are deleted, DISONIT still ignores the first 
four lines of the file and loses necessary 
information. 
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LINE 5: The number of characters per line of the 1TY display 
that DISCOVER runs with. This number should be one 
character less than the actual screen width to avoid 
unwanted automatic linefeeds (default = 79) . Note 
that this number should be greater than or equal to 
71 for optimum performance of DISCOVER, 

LINE 6: The number of lines per screen on the TTY that 
DISCOVER is run with. This number should be one 
less than the actual screen length to allow for the 
scrolling prompt (the default = 23) . 

LINE 7: The number of characters per logical line on the 
printer that DISCOVER is run withy that is, the 
number of characters on the line after the printer 
has inserted its side margins (the default = 132) . 

LINE 8: The number of lines per logical page on the printer 
that DISCOVER is run with; that is, the number of 
lines on the page after the printer has inserted its 
top and bottom margins (the default = 66) . 

LINE 9: The maximum number of characters per line to be 
written to a file when the PRINT command FILE option 
is used (the default = 132) . 

LINE 10: The maximum number of lines per page to be written 
to a file when the PRINT command FILE option is used 
(the default = 66) . 

LINE 11: This line is reserved for future expansion and 
should be left blank. 

LINE 12: This line is reserved for future expansion and 
should be left blank. 

LINE 13: The name of the master DISCOVER UFD (the default is 
DISCOVER*) . 

LINE 14: The owner password of the master DISCOVER UFD (the 
default is ' ' ) . 

LINE 15: The owner password of the DISCOVER CATALOG UFD 
(where the procedures, formats, and abbreviations 
are stored) (the default is ' • ) . 

LINE 16: The master UFD of the DISCOVER HELP subsystem files 
(the default is DISCOVER*) . 

LINE 17: The owner password of the master HELP UFD (the 
default is • ' ) . 
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Note 



If the default master DISCOVER DFD name 
(DISCOVER*) is used and the default roaster 
DISCOVER HELP Subsystem UFD name (DISCOVER*) 
is also used, the passwords on this line and 
line 14 must be the same since the UFDs they 
apply to are themselves the same. 



LINE 18: The DISCOVER HELP UFD (the actual data files of the 
HELP subsystem reside here) (the default is HELP) . 

LINE 19: The DISCOVER HELP subsystem DFD owner password (the 
default is ■ • ) . 

LINE 20: The DISCOVER HELP subsystem topmost level prefix. 
Since the HELP subsystem prints the actual DFD name 
of its current location, it deletes the topmost 
(passworded) UFD names and their passwords from the 
HELF subsystem header. This prefix replaces the 
deleted portion (the default is HELP DISCOVER) . 

LINE 21: The scrolling default. If SCROLL ENABLED is to be 
the default, set to 1. If SCROLL DISABLED is to be 
the default, set to (the default is 1) . 

LINE 22: The number of records retrieved between printing the 
record count (the default is 1) . 



Note 

If DISCOVER will be used with hard-copy 
terminals, it is suggested that this be left 
as the default. To disable the printing of 
the record count by default, the System 
Administrator can create a pitolic DISCOVER 
"STARTUP" procedure containing the command 
"DISABLE RECORD COUNT". This will avoid the 
constant overwriting of the record count. 



LINE 23: The number of expected tokens to print after a 
syntax error. When DISCOVER finds a token it didn't 
expect it prints what it did ej^ject, up to the 
maximum number of tokens set by this variable. 
Users with slow or hard-copy terminals may want to 
set this to lower than the default value to speed up 
DISCOVER after syntax errors (the default is 48) . 

LINE 24: The name of the pitolic and/or private DISCOVER 
procedures automatically executed when entering 
DISCOVER (the default is STARTUP) . 
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LINE 25: The number associated with the level of update 
security you wish this installation of DISCOVER to 
have. Any or all of the update commands can be 
restricted by changing the value of this parameter 
(the default is 7, all UPDATE commands enabled). It 
must be set to the sum of the keys for the functions 
that you wish to allow from this list: 



ERASE = 1, MODIFY = 2, STORE = 4. 



PRISAM SELECT Performance Issues 

Questions concerning the performance of DISCOVER generally take the 
form of how a given query should be set up for best performance. 
Once again there is no one answer. The performance of a query will 
depend on a number of factors. The best way to address this 
question is with some general guidelines. Note that some of the 
guidelines are release dependent and specifics of each guideline 
may change as development on DISCOVER continues. However, the 
overall intent of each guideline will not change. 



Relation Selection Optimizations : The FROM clause in the SELECT, 
MODIFY, and ERASE commands specifies the relation that will be 
processed. Choosing an appropriate relation for a query is 
important for best performance. 

Single record relations are established by the USE command. The 
command "USE FILE CUSTOMER", assuming that file CUSTOMER is a 
IRISAM file with a single record of the same name, would establish 
one single record relation named CUSTOMER. The commands "USE FILE 
PRODUCT" and "USE FILE ORDER", given similar assumptions, would 
establish two additional single record relations, PRODUCT and 
ORDER. Note that single record relations are usually referred to 
as records in most of the DISCOVER documentation. 

Multi-record relations are built by executing one or more JOIN 
commands. The first JOIN command that is executed on a given 
relation establishes the base record for the relation, names the 
relation, and sets up a default processing sequence for the records 
in the relation. Consider the command: 



JOIN RECORD CUSTOMER TO RECORD ORDER ~ 
ON CUSTOMER-ID = ORDER-CUSTOMER-ID 
GIVING RELATION CUSTOMER-ORDER 



The record named in the "TO RECORD" clause tells DISCOVER that 
ORDER is the base record for this relation. The relation is named 
by the "GIVING RELATION" clause. The default processing sequence 
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is base record ORDER followed by first joined record CUSTOMER. All 
other records that are part of this relation will be joined 
directly to the base record or indirectly to the base record 
through one or more intermediate records. 

JOIN commands which use a previously named relation adds records to 
the named relation. Consider the command: 



JOIN RECORD PRODUCT TO RELATION CUSTOMER-ORDER ~ 
ON PRODUCT-CODE = ORDER-ERODUCT-CDDE 



This command will add another record PRODUCT to an existing 
relation CUSTOMER-ORDER. The PRODUCT record will be appended to 
the end of the default processing sequence. 

The two JOIN commands above will establish a relation named 
CUSTOMER-ORDER with a base record of ORDER and a default process 
sequence of ORDER record, CUSTOMER record, PRODUCT record. 

Now consider the commands: 



JOIN RECORD PRODUCT TO RECORD ORDER ~ 

ON PRODUCT-CODE = ORDER-PRODUCT-CODE ~ 
GIVING RELATION PRODUCT-ORDER 



and 



JOIN RECORD CUSTOMER TO RELATION PRODUCT-ORDSR 
ON CUSTOMER-ID = CRDER-CUSTOMER-ID 



These two JOIN commands will establish a relation named 
PRODUCT-CRCER that is similar to the relation CUSTOMER-ORDER but it 
will have a default process sequence of ORDER record, PRODUCT 
record, CUSTOMER record. 

If a user followed the command sequence above, there would be three 
single record relations (CUSTOMER, ORDER, and PRODUCT) and two 
multi-record relations (CUSTOMER-ORDER and PRODUCT-ORDER) defined 
to DISCOVER that could be used in the FROM clause. The question is 
which is the most appropriate for a given query. The following 
rules should be applied to answer this question: 

1. Choose the relation that has the smallest number of records 
and the smallest FRISAM record descriptions that contain 
all the data the user is looking for and all of the 
qualifying conditions that the user is placing on the data. 

2. If more than one relation satisfies rule 1, look at the 
default processing sequence of the relations that satisfy 
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rule 1 and choose the relation that rejects occurrences of 
the relation as early as possible along the default 
processing path if there is a WHERE clause. If there is no 
WHERE clause, choose the relation that will accept 
occurrences of the relation as early as possible along the 
default processing path. 

3. Always be aware of implied conditions when using a 
multi-record relation. "SELECT CUSTOMER FROM CUSTOMER" 
tells DISCOVER to find each record occurrence in CUSTOMER 
and copy it into the current table; "SELECT CUSTOMER FRCM 
CUSTOMER-CRDER" tells DISCOVER to find each record 
occurrence in ORDER, then find the CUSTOMER occurrence that 
is joined to that ORDER occurrence, and copy that 
occurrence of CUSTOMER into the current table. The first 
SELECT will copy one occurrence of each CUSTOMER into the 
current table. No CUSTOMER occurrence will be skipped and 
none will be duplicated, assuming none are duplicated in 
the CUSTOMER file. The second SELECT will copy one 
occurrence of the joined CUSTOMER into the current table 
for each occurrence of ORDER in the ORDER file. CUSTOMER 
will be skipped if there is no joined ORDER. A CUSTOMER 
that has more than one joined ORDER will be duplicated. 

For example, given the relations defined above: 

1. Find all of the data about all of the CUSTOMERS. 



SELECT ALL FROM CUSTOMER 

The multi-record relations CUSTOMER-ORDER or PRODUCT-ORDER 
could have also been used, but they do not satisfy rule 1. 

2. Find all of the data about PRODUCTS which are out of stock. 

SELECT ALL FROM PRODUCT WHERE PROTOCT-CNHAND = 

The multi-record relations CUSTOMER-CRDER or PRODUCT-ORDER 
could have also been used but they do not satisfy rule 1. 

3. Find the CUSTOMER-ID and PRODUCT-CODE for all ORDERS. 

SELECT CUSTOMER-ID, FRODUCT-COEE FRCM CUSTOMER-ORDER 
or 

SELECT CUSTOMER-ID, PRODUCT-CODE FROM PRODUCT-ORDER 
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Both are equally appropriate because all three records must 
be processed to satisfy the query and there is no WHERE 
clause to aid in selecting the best relation. 

4. Find the CUSTOMER-ID for all ORDERS. 

SELECT CUSTOMER-ID FROM CUSTOMER-ORDER 



CUSTOMER-ORDER is appropriate because of the implied 
condition. PRODUCT-ORDER could also be used but the 
PRODUCT would have to be processed when there is no need to 
(see rule 2) . Note that there will be duplicate 
CUSTOMER-IDs if an occurrence of CUSTOMER has more than one 
ORDER joined to it. The REMOVE DUPLICATE command can be 
used to eliminate any duplicates. 

5. Find the CUSTOMER-ID for all CUSTOMERS who have ordered 
PRODUCT AB123. 



SELECT CUSTOMER-ID FROM FRODUCT-ORDER ~ 
WHERE FRODUCT-CODE = l AB123' 



PRODUCT-ORDER is appropriate because of the implied 
condition and DISCOVER can reject occurrences as soon as it 
has processed ORDER (second on the default process list for 
FRODUCT-ORDER) without processing the CUSTOMER (third on 
the list) . CUSTOMER-ORDER could also be used but DISCOVER 
would always process the CUSTOMER (second on the default 
process list for CUSTOMER-ORDER) before it processed 
PRODUCT. CUSTOMER occurrences would be processed that had 
not ordered the product. The same duplicate condition may 
occur as described in the example above. 



Data Ordering Optimizations ; DISCOVER will take advantage of the 
processing sequence of data when it can. Consider the last example 
above where DISCOVER is asked to find the CUSTOMER- ID of all 
CUSTOMERS who have ordered PRODUCT AB123. If ORDER was sorted in 
ORDER-CUSTOMER-ID sequence then in ORDER-ERODUCT-CODE sequence, 
DISCOVER will be able to take advantage of having already processed 
CUSTOMER and/or FRGDUCT for previous occurrence of ORDER if they 
have the same ORDER-CUSTOMER- ID and/or ORDER-PRODUCT-CODE as the 
current occurrence of ORDER. Given the command "SELECT CUSTOMER-ID 
FROM PRODUCT-ORDER WHERE PRODUCT-CODE = , AB123 ,n r DISCOVER will 
process an ORDER occurrence, then the PRODUCT occurrence joined to 
the ORDER. Assuming that it is indeed product AB123, DISCOVER 
would then process the CUSTOMER joined to ORDER. Having completed 
processing of that occurrence of ORDER, DISCOVER will save the 
PRODUCT and CUSTOMER that it has just processed and proceed to the 
next occurrence of ORDER. If the next occurrence of ORDER has the 
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same CUSTOMER and/or PRODUCT joined to it as the previous ORDER 
had, DISCOVER will perform a substantially shorter processing cycle 
on CUSTOMER and/or PRODUCT because of the saved data. 



FRISAM Key Optimizations ; The current release of DISCOVER uses a 
bottom up access strategy when performing the SELECT, MDDIFY, or 
ERASE command. This strategy entails finding an occurrence of the 
base record in the relation then finding all additional record 
occurrence which are joined, directly or indirectly, to that 
occurrence of the base record. If the command is being performed 
on a single record relation, there will be no additional records to 
find. There are two access methods that DISCOVER can use to find 
occurrences of the base record, a read-first- read-next method or a 
key-read method. The read-first-read-next method will always work 
and is used if the key-read method can not be used. It is not the 
preferred method because it requires finding every record 
occurrence of the base record via what amounts to a sequential 
read, from the beginning to the end, of the base file. This is 
inefficient when there are a large number of base record 
occurrences and only a few of them satisfy the command. The 
preferred method is to find base record occurrence via a key read. 
DISCOVER will use the key-read method when there is a WHERE clause 
in the command that satisfies the following requirements: 

• The WHERE clause must contain at least one simple condition 
of the form "data- item-name equal literal" where 
data-item-name is the name of a key in the FRISAM file which 
contains the base record. The key must have been defined as 
"DUPLICATES NOT ALLOWED" in the FRISAM Data Definition. 

• If there are multiple conditions in the WHERE clause 
connected by the boolean operator AND {a compound 
condition) , there must not be more than one simple condition 
containing the data- item-name. 

• If there are multiple simple and/or compound conditions in 
the WHERE clause connected by the boolean connector OR (a 
complex condition), there must be at least one 
data-item-name that appears in each of the simple and/or 
compound conditions that satisfies rules 1 and 2 above. 

For example, given a FRISAM file CUSTOMER that contains a key STATE 
defined as "DUPLICATES NOT ALLOWED" and a data-item AGE that is not 
a key: 



SELECT ALL FROM CUSTOMER WHERE AGE = 18 
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Read-first- read-next because rule 1 is not satisfied. 
SELECT ALL FROM CUSTOMER WHERE STATE = 'MA' 



Key-read because rule 1 is satisfied and rules 2 and 3 are not 
broken. 



SELECT ALL FROM CUSTOMER WHERE STATE = 'NY 1 MD AGE => 18 



Key-read because rules 1 and 2 are satisfied and rule 3 is not 
broken. 



SELECT ALL FROM CUSTOMER WHERE ~ 

(STATE = 'NH' AND AGE => 19) OR ~ 
(STATE = 'MA 1 AND AGE => 20) 



Key-read because rules 1 and 2 are satisfied and rule 3 is not 
broken. 



SELECT ALL FROM CUSTOMER WHERE ~ 

(STATE » 'MA' AND AGE => 20) OR (AGE > 21) 



Read-first-read-next because rule 3 is not satisfied. 



Command Optimizations ; A sequence of simple DISCOVER commands will 
normally provide better overall system performance than one 
compound command, especially in a multi-user environment involving 
large PRISAM files. The command sequence of "SELECT ALL FROM 
CUSTOMER" followed by a DISPLAY command will normally take less 
elapsed time and make better use of system resources than the 
command "SELECT fflJD DISPLAY ALL FROM CUSTOMER". This will be 
especially apparent if there are several other users on the system 
competing with DISCOVER for system resources and the DISCOVER user 
take time to peruse each screen of data before scrolling to the 
next screen. 



DBMS SELECT Performance Issues 

The purpose of this section is to describe the behavior of the ASG 
(Access Strategy Generator) thus forming a model of its behavior. 
This discussion applies to all versions of DBMS prior to and 
including Rev. 19.4. 
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Because the ASG is a significant software undertaking, this 
document contains a considerable amount of densely-packed 
information about its behavior. A good understanding of the 
behavior of the ASG can be achieved through careful study of this 
document. The audience for this document is assumed to be fairly 
familiar with the facilities provided by DISCOVER/DBMS, especially 
the SELECT command. In particular, readers are assumed to be 
familiar with SELECT syntax and purpose, and with DBMS features 
used in schema and subschema design, including the concept of the 
virtual record. Many terms, however, are used in this document and 
not defined elsewhere in DBMS or DISCOVER documentation. Please 
refer to the glossary at the end of this discussion for the 
definitions of unfamiliar terms. 

All examples in this document utilize a single schema and subschema 
contained in the appendices of this document. 

The behavior of the ASG can be described by outlining the 
processing and stating the rules which the ASG follows in 
constructing a strategy. A rule is composed of two parts: 
conditions and results. The general format of a rule is: 



IF <a set of conditions about the query and/or the data 
base is true>, 

THEN <a set of results occurs>. 



Conditions : The conditions in each ASG rule are composed of simple 
conditions about either the query (SELECT command) being processed or 
about the data base (subschema or schema) being accessed. These simple 
conditions all have one thing in common: each simple condition 
potentially affects the access strategy chosen by the ASG. 

The set of conditions which form the IF part of an ASG rule is made up 
of simple conditions about either the SELECT command or about the data 
base. 



SELECT Command Conditions : These conditions fall into two categories: 
characteristics of target lists and characteristics of WHERE clause 
predicates. 

Target List Characteristics : The characteristics of the target list 
which are important to the ASG refer to how many records and which 
records of the virtual record structure are chosen to be part of the 
target list. Each subschema record that contains an item that is 
referenced in the target list must be retrieved by the access strategy 
when materializing the portion of the virtual record being selected. 
In general, the fewer different subschema records referenced in the 
target list and the closer these records are to the base record, the 
more efficient the access strategy and the performance of the query. 
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WHERE Clause Predicate Characteristics : The WHERE clause of a SELECT 
command specifies the restrictions placed on the virtual records to be 
retrieved by the command. Thus, the contents of the WHERE clause 
affects the access strategy chosen. Among the important factors are: 

• Whether the items referenced are access keys of the data base 

• What kind of keys they are 

• The logical operators connecting the WHERE clause predicates and 
their precedence 

• The number of different subschema records containing the items 
referenced in the WHERE clause 



Data Base Conditions : These conditions relate to the structure of the 
schema and subschema which define the data base being accessed. Many 
factors are involved, among which are: 

• The number of different record types that comprise the virtual 
record 

• The position of each record type in the subschema structure 

• The presence and number of access keys useful as entry points to 
the structure (These access keys to entry point record types are 
called record keys . ) 

• The locations of these keys within the subschema structure 

• The presence, number, and types of sets relating record types 
within the subschema structure 



Sizes of Areas and Sets : Actual statistics of areas and sets, such as 
the number of buckets in an area, the number of record occurrences in 
an area, or the number of members per owner a set contains, are unknown 
to the ASG and have no current effect on access strategy generation. 
However, the ASG does attempt to estimate the cost of executing a given 
potential top-down access strategy, using these statistics, in order to 
guide it in choosing the most efficient strategy. Hypothetical values 
for these statistics are used in access strategy generation. 



Results : The output of an execution of the ASG on a SELECT command is 
a generated access strategy. This strategy is then executed against 
the data base by the Access Strategy Interpreter (ASI) . The result of 
an ASG rule specifies characteristics useful in generating an access 
strategy. 
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Types of Strategies : There are two basic types of access strategies: 

1. Bottom-Op: The bottom-up access strategy scans each bucket of 
each area containing occurrences of the base record type of the 
virtual record. If a record occurrence satisfies the 
predicates specified on it in the WHERE clause, then all owners 
that are required to satisfy additional predicates or 
materialize target list items are found. These find-owner 
operations are done for all necessary record types, utilizing 
the sets and structures specified in the subschema. 

2. Top-Down : The top-down access strategy utilizes the subschema 
structure and the WHERE clause predicate to limit the number of 
record occurrences accessed in each record type of the virtual 
record. Records accessed must include those containing items 
used in the WHERE clause predicates or in the target list. In 
a top-down strategy, the data base structure is navigated from 
a record type at the top of the schema structure, called an 
entry point, downward via the appropriate sets until the base 
record is reached, with record occurrences qualified or 
materialized along the way. Record types that are not along 
the access path from the entry point to the base record are 
qualified and materialized as needed by finding the owner via 
sets which relate these records to records that are along the 
main access path. 

The ASG frequently uses several entry points to retrieve the desired 
virtual records, utilizing different top-down substrategies. 

Expected Access Strategy Performance : In general, top-down access 
strategies perform better than bottom-up access strategies. The main 
component of this performance is the actual number of disk accesses 
which are made in reading area buckets, sets, and calc files. For the 
bottom-up strategies, reading every bucket of an area will take a 
fairly long time, especially with large areas. However, areas that are 
small may make the bottom-up strategy more efficient in some cases. 
Top-down strategies have a much better chance of performing better 
since efforts are made to restrict the number of records actually 
accessed by using sets and calc files. 

Note that since actual values for the sizes of the areas, sets, and so 
on, are not known to the ASG, some access strategies which are deemed 
most efficient by the ASG may in fact not be the most efficient 
available. This is an important area for future improvement. 

ASG Behavior : The purpose of the ASG is to determine and generate the 
most efficient access strategy available to satisfy the SELECT command. 
The input to the ASG are descriptions of the virtual record, the target 
list, and the WHERE clause, all of which are specified or implied in 
the SELECT command. The output of the ASG is the set of instructions 
used by DBMS to execute the access strategy and produce individual 
virtual records which match the WHERE clause predicate. These 
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instructions are interpreted and executed by a portion of DBMS called 
the Access Strategy Interpreter (ASI) . 

The processing that the ASG performs in generating a strategy is 
organized into two major sections. The first section analyzes the 
input provided and the structure of the virtual record and data base to 
determine the best access strategy available. The second section 
generates the instructions which implement the access strategy 
selected. 

As stated above, conditions and results are combined to form the rules 
that the ASG follows in producing access strategies. The actual rules 
used by the ASG are contained in the following subsections. 

Determining the Access Strategy ; Determining the access strategy to be 
executed to satisfy a query is the heart of the ASG. It is where the 
decisions are made regarding the most efficient strategy to be chosen. 
This processing is decomposed into several steps: 

1. Gather schema information: Scan the data base schema to gather 
relevant information about the items specified in the WHERE 
clause and target list items. 



Rule: 

IF no WHERE clause is specified on the SELECT command, 
THEN a bottom-up strategy is generated. 

Rule: 

IF no simple predicate in the WHERE clause on the 
SELECT command references the initial item of any key, 

THEN a bottom-up strategy is generated. 

2. Normalize the WHERE clause predicate: The WHERE clause of a 
SELECT command can specify the same predicate in many different 
ways. In order to determine whether a SELECT command can be 
processed using a top-down strategy, the ASG converts the WHERE 
clause into a standard or normal form. 

The smallest component of a normalized predicate is known as a 
simple predicate . It has the form 'operand operator operand 1 
(such as, CUSTOMER-ID = 3968) . The next level of aggregation 
within a normalized predicate is called the record predicate . 
Simple predicates referring to items within the same record 
type can be collected together into a unit, the record 
predicate. 
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For example: 

CUSTOMER-ID = 3968 OR CUSTOMER-NATE = » SMITH * 



Record predicates are next grouped together with the AND 
operator. These groupings of record predicates are called 
conjunctive groups (CGs). For example: 



(CUSTOMER-ID = 3968 OR CUSTOMER-NAME = 'SMITH* ) AND 
ORDER-SJATE > 830401 AND IRODUCP-ONHAND > 100 



Finally, the entire WHERE clause is organized into disjunctive 
normal form (DNF) . DNF has the general form: 



(record-pred AND ... AND record-pred) OR ... OR 
(record-pred AND ... AND record-pred). 

In the above, all CGs are ORed together to form the entire 
WHERE clause predicate. For example: 



((CUSTOMER-ID = 3968 OR CUSTOMER-NAME = 'SMITH') AND 
ORDER-DATE > 830401 AND HOTJCT-ONHAND > 100) OR 
(ITEM-QUANTm > 1000 AND ORDER-SALESiERSON = 'SCHMIDT') 



If utilizing a top-down strategy is possible, each conjunctive 
group in the normalized WHERE clause predicate generates its 
own top-down substrategy. 

The first step of normalization is to use DeMorgan's Laws to 
distribute all negation operators inward to the simple 
predicates. For example, if * (CUSTOMER-ID < 3968) is 
specified in the WHERE clause, the normalized version is 
CUSTOMER-ID >= 3968. 

The second step in the normalization process is to convert the 
whole WHERE clause predicate to DNF. Note that collections of 
simple predicates that form record predicates are not split up 
during the conversion to DNF. 
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For example, the normal form of: 



CUSTOMER-ID = 3968 AND 

(ORDER-DATE > 830401 OR ITEM-QUANTITy > 1000) 



is: 



(CUSTOMER-ID = 3968 AND ORDER-DATE > 830401) OR 
(CUSTOMER-ID = 3968 AND ITEM-QUMirm > 1000) 



whereas: 



(CUSTOMER-ID = 3968 OR CUSTOMER-NAME = ' SMITH') 
AND ORDER-DATE > 830401 



is already in normal form. 

The third step is to convert each record predicate to DNF as 
well. 

3. Examine the normalized record predicates: Each normalized 
record predicate must exhibit certain characteristics for a 
top-down access strategy to be considered. The rules in this 
section describe those characteristics and apply to each record 
predicate. 



Rule: 

IF at least one simple predicate in a conjunctive group 
of a record predicate specifies an access key, 

AND EITHER the access key is a full or partial 
sort/search key, 

OR the access key is a full calc key and the predicate 
operator is equality, 

THEN that conjunctive group is called amenable. 
For Example: 



SELECT ORDER-RECORD FROM ORDER-RECORD WHERE ~ 
ORDER-DATE = 830401 AND ORDER-SHIP-BY > 830908 OR 
ORDER-NUMBER > 12345 



In this example, the entire WHERE clause is a single record 
predicate that contains two conjunctive groups. In the first 
group, both items of ORDER-RECORD participate in a search list 
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of the SYSTEM-SRTD-ORDER-2 set. They thus constitute an access 
key that is a full search key. In the second group, 
ORDER-NUMBER is the calc key for ORDER-RECORD. Both 
conjunctive groups are therefore amenable. 



Rule: 

IF more than one simple predicate in a conjunctive 
group of a record predicate qualifies that conjunctive 
group as amenable, 

THEN only one record key is chosen to make that 
conjunctive group amenable. 

■The record key selected is the one predicted to be the 
most selective over all the record occurrences of that 
record type. In general, equality predicates are more 
selective than predicates containing inequality 
operators, such as GE or NE, and two inequality 
predicates on the same item specifying an upper and 
lower bound on the desired values are more selective 
than just one. 

For Example: 



SELECT ORDER-RECORD FROM ORDER-RECORD WHERE ~ 
ORDER-DATE = 830401 MD ORDER-SHIP-BY = 830908 AND 
ORDER-NUMBER > 12345 



Ihis example contains just one record predicate with one 
conjunctive group. There are three possible record keys which 
make this conjunctive group amenable: 

• Through the ascending key of SYSTEM-SRTD-ORDER-1 

• Through the ascending key of SYSTEM-SRID-ORDER-2 

• Through the second search key of SYSTEM-SRTD-GRDER-2 

In the first two cases, the items involve inequality operators. 
In the third case, the two items specify equality operators. 
Thus, the second search key is chosen as the most selective 
record key to make this conjunctive group amenable. 

Rule: 

IF all conjunctive groups of a normalized record 
predicate are amenable, 

THEN that normalized record predicate is also amenable. 
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4. Examine the normalized WHERE clause predicate: The normalized 
WHERE clause predicate must also exhibit certain 

characteristics for a top-down access strategy to be 
considered. The rules in this section describe those 
characteristics. 



Rule: 



IF any conjunctive group contains no amenable record 
predicates, 

THEN a bottom-up access strategy will be generated for this 
SELECT command. 



For Example: 



HELilSUr UKDER-KEUDRD FROM ORDER-RECORD WHERE ~ 
v-uo±UwD.K-iNttrxi - DvuRAK vjJULifl. uj. " flNu 
ORDER-SHIP-BY > 830908 OR ORDER-NUMBER > 12345 



In this example, there are two conjunctive groups. In the 
second one, after the OR, ORDER-NQMBER is the record key 
through set SYSTEM-SRTD-ORDER-1. In the first conjunctive 
group, however, neither item is an access key or a calc key, 
and therefore this conjunctive group contains no amenable 
record predicates. A bottcm-up access strategy is generated. 



Rule: 



IF a record predicate of a conjunctive group is 
amenable, AND the access key that made this conjunctive 
group amenable is a record key, 

THEN that record type is a candidate entry point for a 
top-down substrategy to be generated. 



Rule: 



IF at least one record predicate of a conjunctive group 
of the normalized WHERE clause predicate refers to a 
record which is a candidate entry point for a top-down 
substrategy, 

THEN that conjunctive group is a candidate for a 
top-down substrategy. 
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For Example: 



SELECT ORDER-RECDRD FROM ORDER-RECORD WHERE 
(USTOMER-NWE = 'DVORAK VIOLA GO. ' AND ~ 
ORDER-NUMBER > 12345 



The WHERE clause in this example contains two record 
predicates. Only the second of which is amenable. Since 
ORDER-NUMBER is the record key through set SYSTEM-SRTD-ORDER-1, 
ORDER-REODRD is a candidate entry point record for a top-down 
access strategy. Therefore, this conjunctive group (the only 
one in the query) is a candidate for a top-down substrategy. 



Rule: 



IF all conjunctive groups of the normalized WHERE 
clause predicate are candidates for a top-down 
substrategy, 

AND at least one entry point of a top-down substrategy 
is not the base record accessed through a full 
sequential scan of a system-owned set, 

Then a top-down access strategy will be generated for 
this SELECT command. 



For Example: 



SELECT ORDER-RECORD FROM ORDER-RECORD WHERE 
ORDER-DATE > 830908 OR CUSTOMER-NAJE = ~ 
'DVORAK VTDLA CO. ' AND ORDER-NUMBER > 12345 



In this example, the second conjunctive group is already known 
to be a candidate for a top-down substrategy. The first 
conjunctive group is also since ORDER-DATE is a partial search 
key of the SYSTEM-SRTD-ORDER-2 set, thus making it amenable and 
a record key. Thus, two top-down access substrategies will be 
generated for this query. 



Rule: 



IF at least one conjunctive group of the normalized 
WHERE clause predicate is NOT a candidate for a 
top-down substrategy, 

THEN a bottcm-up access strategy will be generated for 
this SELECT command. 
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For Example: 



SELECT ORDER-REGORD FROM ITEM-RECDRD WHERE ~ 
ITEM-QUANTITY > 100 OR CUSTOMER-NAME = ~ 
•DVORAK VTDLA 00. ' AND ORDER-NUMBER > 12345 

The second conjunctive group is a candidate for a top-down 
access substrategy. The first group is amenable since 
rrEM-QUANTITy is the descending key of the PRODUCT-ITEM set. 
However, it is not a record key. Thus, the conjunctive group 
of which it is the only component is not a candidate for a 
top-down access substrategy and, therefore, a bottcm-up 
strategy will be generated. 

5, Select the best substrategies : Under the assumption that a 
top-down access strategy will be employed, the ASG must now 
~" w% " jv - *■"<- wot wi=« wiic L.yi-r-uuwii auuess suostra'cegy is 
necessary for each conjunctive group and these substrategies 
are independent of each other, although they might select 
duplicate virtual record occurrences. In fact, the ASG may 
need to choose between several possible substrategies for each 
conjunctive group, considered separately. 



ruiLe: 



IF a record predicate of a member record type specifies 
a (partial) sort/search key of a set that lies along 
the access path from the entry point record to the base 
record, (called a set key ) 

THEN that (partial) sort/search key is utilized to 
access occurrences of that member record type during a 
top-down access substrategy in order to reduce the 
number of the record occurrences accessed from the 
owner record type. 



Rule: 



IF there is only one candidate entry point for a 
top-down substrategy, 

THEN that entry point will be chosen as the entry point 
for that top-down substrategy. 
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For Example: 



SELECT reOEUCT-ONHfiND, ITEM-QUANTITY FROM ITEM-FEOORD ~ 
WHERE ERODUCT-CODE = , AJ104580' AND ITEM-QUANTITY > 100 



The WHERE clause contains only one conjunctive group^ since 
there are no OR operators. There are two record predicates 
since IRODUCT-OODE is in ERQDUCT-REOORD and ITEM-QUANTITY is in 
ITEM-RECORD. In fact, these are the only two record types 
utilized in this query since the target list items are 
contained in these two records also. The HRODUCr-RECORD type 
utilizes ERODUCT-CDDE both as a calc key and as an ascending 
key through the SYSTEM-SRTD-HlODUCr-1 set. Since equality is 
the predicate operator in the WHERE clause, the calc key will 
be used to access this entry record type. The ITEM-RECORD type 
has no key items which can be used to access each ITEM-REODRD 
record occurrence. Thus, ERODUCT-RECDRD is the only candidate 
entry point for a top-down substrategy. Note that since there 
is only one conjunctive group, there is only one top-down 
substrategy to be generated. ITEM-QUANTITY will be used to 
restrict access to record occurrences in ITEM-RECORD that are 
owned by the occurrences of PRODUCT-RECDRD which satisfy the 
record predicate. The mODUCT-ITEM set is used for this 
purpose. 



Rule: 



IF there is more than one candidate entry point for a 
top-down substrategy, over a given conjunctive group, 

THEN only one entry point is chosen to begin the 
substrategy for this conjunctive group. The entry 
point selected is the one predicted to have the least 
execution cost of all entry point candidates. The cost 
estimations for each entry point are done by complex 
calculations, based on the predicted, and hypothetical, 
statistics relating to the data base and the normalized 
WHERE clause predicate. In general, the choice 
exhibits these characteristics: 

• The entry point with tiie most selective record 
predicate is chosen 

• The entry point with the most selective 
predicates on the sets encountered along the 
access path to the base record is chosen 

• The entry point farthest from the base record is 
chosen 
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There is no clear priority given to these guidelines. For 
example: 



SELECT HKXUCT-DESCRIEriDN FRCM ITEM-RECORD WHERE ' 
ORDER-NUMBER > 10000 AND PRODUCT-CODE = •AJ104523' 



There are three record types involved in this query: 
ORDER-RECORD, ITEM-RECORD, and PRODUCT-RECORD. ORDER-NUMBER is 
the sort list for the set SYSTEM-SRTD-ORDER-1, thereby making 
the ORDER-RECORD a candidate entry point. PRODUCT-CODE is both 
the calc key for IRODUCT-RECORD and the sort list for the 
SYSTEM-SRTD-PRODUCT-1 set, thus making PRODUCT-RECORD also a 
candidate entry point. The calc key is used since equality is 
the predicate operator. The ASG chooses the PRODUCT-RECORD as 
the entry point for this query since the equality operator is 
more selective than the greater-than operator. For example: 

SELECT PRODUCT-DESCRIPTION, ERODUCT-CNHAND FROM ~ 
ITEM-RECORD WHERE ORDER-NUMBER = 10000 AND ~ 
PRODUCT-CODE = *AJ1 04523' MD ITEM-QUANTITY > 100 

Again there are three record types involved in this query: 

>A, *» J *^ IWiva^Ki*, j.xa?i AMuvAyrd^ cubj rKvjiAJV^JL— xui^JUJ^L/. UKLEiiC-NUMBER IS 

the sort list for the set SYSTEM-SRTD-ORDER-1 and the calc key 
for ORDER-RECORD, thereby making the ORDER-RECORD a candidate 
entry point using the calc key. PRODUCT-CODE is both the calc 
key for PRODUCT-RECORD and the sort list for the 
SYSTEM-SRTD-PRODUCT-1 set, thus making PRODUCT-RECORD also a 
candidate entry point using the calc key. In addition, 
ITEM-QUANTriY is the sort key of the PRODUCT-ITEM set. 
Therefore, since the predicates on the two entry record types 
are equally selective, the ASG chooses the PRODUCT-RECORD as 
the entry point for this query since the ITEM-QUANTny 
predicate is a more selective access path than the ORDER-ITEM 
set, which has no sort keys at all. For example: 



SELECT CUSTOMER-NAM3 FROM ITEM-RECORD WHERE ~ 
ORDER-NUMBER > 10000 AND PRODUCT-CODE > , AJ104523' AND 
CUSTOMER-ID > 1000 



Again there are three record types involved in this query: 
CUSTOMER-RECORD, ORDER-RECORD, and PRODUCT-RECORD. ITEM-RECORD 
is also involved since it is the base record for the virtual 
record. CUSTOMER-NUMBER is the sort list for the set 
SYSTEM-SRTD-CUSTOMER-1, thereby making CUSTOMER-RECORD a 
candidate entry point using that set. ORDER-NUMBER is the sort 
list for the set SYSTEM-SRTD-ORDER-1, thereby making 
ORDER-RECORD a candidate entry point using that set. And 
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PRODUCT-CODE is the sort list for the SYSTEM-SRTD-PRODUCT-1 
set, thus making PRODUCT-RECORD also a candidate entry point 
using that set. The ASG chooses the CUSTOMER-RECORD as the 
entry point for this query since each record predicate is 
equally selective, no additional selectivity is present along 
any of the connecting sets, and CUSTOMER-RECORD is farthest 
from the base record. 

6. Generating the Access Strategy: The navigation that the two 
basic access strategies utilize has been described above. The 
bottcm-up strategy makes one pass over the data base qualifying 
and materializing virtual records. The top-down strategy is 
actually several serial strategies, each with its own pass over 
the data base. Duplicate qualified virtual record occurrences 
are prevented. 



Glossary 

The reader is assumed to be familiar with the concepts and terminology 
of CDDASYL data bases, virtual record structures, and SELECT commands. 
This section defines some additional terms that are used in this 
document. 



Access Key ; A record key or a set key. 

Access Path ; A portion of a schema structure (sets, records, and calc 
files) which provides the means to navigate from an entry point to the 
base record of a virtual record and to all record types required for 
materialization or qualification. 

Amenable ; A (portion of a) predicate in a SELECT command is amenable 
if it specifies access keys that permit a top-down strategy to utilize 
those keys to limit the number of record occurrences accessed for 
qualification. 

ASG - Access Strategy Generator ; The portion of DBMS intended for 
DISCDVER/DBMS support that determines the most effective means of 
navigating the subschema in order to satisfy a query against a virtual 
record. 

ASI - Access Strategy Interpreter ; The portion of DBMS intended for 
DISCOVER/DBMS support that executes the access strategy generated by 
the the ASG. 

Conjunction : A predicate consisting of the logical AND of one or more 
subpredicates; for example, A AND B AND C. 
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Conjunctive Group ; A conjunction of record predicates forming the main 
components of the disjunctive normal form of a predicate. 

Disjunction ; A predicate consisting of the logical OR of one or more 
subpredicates; for example, A OR B OR C. 

Disjunctive Normal Form fDNF) ; A canonical form for predicates. A 
predicate is in HF if it is the disjunction of one or more 
conjunctions. Every predicate consisting of flflDs, ORs, and MOTs of 
simple predicates has an equivalent DNF predicate. 

Entry Point ; Given a predicate against a virtual record structure, an 
entry point for that predicate is a record type in the virtual record 
structure that is used as the starting point for navigation of the 
structure to identify those virtual records satisfying the predicate. 

Materialization ; The goal of an access strategy that retrieves a set 
of record occurrences forming a virtual record in order to satisfy the 
target list of a SELECT command. 

Partial Key (Value) ; For access keys that are composed of several data 
items in a record, a partial key is one where not every data item is 
specified in the query. At least the first item is specified and 
possibly others in increasing sequence, as long as there is at least 
one data item which is not specified. 

Predicate ; A statement of conditions that restricts the virtual 
records selected for retrieval in a SELECT command. The statement is 
expressed using logical operators. 

Qualification ; The goal of an access strategy that retrieves record 
occurrences and checks simple predicate conditions on items contained 
in those record occurrences for the purpose of deciding whether a 
candidate virtual record satisfies the WHERE clause conditions of a 
SELECT command. 

Qualified Record Type ; A record type against which there is a record 
predicate. 

Record Key ; A sort key or a search key of a system-owned set whose 
related record type has AUTOMATIC and MANDATORY membership in that 
system-owned set, or a calc key of a record. 
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Record Predicate : A predicate referencing items of a single record 
type. 

Rule ; In this document, a precise description of some aspect of the 
behavior of the A9G. 

Set Key ; A sort key or a search key of a set relating two record types 
that 1 le along the access path from the entry point record and the base 
record. 

Simple Condition ; A statement in this document about characteristics 
of the SELECT command or the data base that contains neither 
conjunctions nor disjunctions of other conditions. 

Simple Predicate ; A predicate that does not involve the logical 
operators AND, 0R f and NOT; for example, LASTNAM^ 1 SMITH" . 
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Example Schema 

SCHEMA NAME IS 2W2-SCHEMA. 
AREA NAME IS ORDER-AREA. 
RECORD NAME IS CONTROL-RECORD; 

LOCATION MDDE IS CALC USING CONTROL-KEY 
DUPLICATES ARE NOT ALLOWED. 
/* 01 CONTROL-RECORD.*/ 

01 CONTROL-KEY; INTEGER*2. 
01 CONTRCL-LAST-CUSTOMER-ID; PICTURE '9(4)'. 
01 OONTRCL-LAST-ORDER-NDMBER; PICTURE '9(6)', 
RECORD NAME IS CUSTOMER-RECORD; 

LOCATION MDDE IS CALC USING CUSTOMER-ID 
DUPLICATES ARE NOT ALLOWED. 
/* 01 CUSTOMER-RECORD. */ 

01 CUSTOMER-ID; INTEGER*2. 
01 CUSTOMER-NAME; PICTURE I X(20)'. 
01 CUSTOMER-ADDRESS ; PICTURE ' X (20) ' . 
01 CUSTOMER-CITY; PICTURE 'X(12)'. 
01 CUSTOMER-STATE-COUNrY; PICTURE *X(7) ' . 
01 CUSTOMER-ZIP-POST-CODE; PICTURE 'X(7)'. 
01 CUSTOMER-COUNrRY; PICTURE 'XfU)'. 
RECORD NAME IS ORDER-RECORD; 

LOCATION MODE IS CALC USING ORDER-NUMBER 
DUPLICATES ARE NOT ALLOWED. 
/* 01 ORDER-RECORD.*/ 

01 ORDER-NUMBER; INTEGER*4 5 
01 ORDER-DATE; PICTURE '9(6)'. 
01 ORDER-SALESPSRSCN; PICTURE 'X(20)\ 
01 ORDER-SHIP-BY; PICTURE 'X(20)*. 
RECORD NAME IS ITEM-RECORD; 

LOCATION MODE IS VIA ORDER-ITEM SET. 
/* 01 ITEM-RECORD. */ 

01 ITEM-QUANTriY; PICTURE '9(3)'. 
01 ITEM-BACKORDERED; PICTURE '9(3)'. 
RECORD NAME IS PRODUCT-RECORD; 

LOCATION MODE IS CALC USING PRODUCT-CODE 
DUPLICATES ARE NOT ALLOWED. 
/* 01 PRODUCT-RECORD.*/ 

01 PRODUCT-CODE; PICTURE 'XW. 

01 PRODUCT-DESCRIPTIDN; PICTURE 'X(20)'. 

01 PRODUCT-PRICE; PICTURE '9(2)799'. 

01 PROroCT-ONHAND; PICTURE '9 (4)'. 

01 PRODUCT-LOCATIDN. 

02 PRODUCT-ROW; PICTURE 'X(2)\ 
02 PRODUCT-BIN; PICTURE '9(2)». 
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SET NAME IS CUSTOMER-ORDER} 
ORDER IS SORTED; 
OWNER IS CUSTOMER-RECORD. 

MEMBER IS ORDER-RECORD MANDATORY AUTOMATIC; 
ASCENDING KEY IS ORDER-DATE DUPLICATES ALLOWED. 
SET OCCURRENCE SELECTION IS THHJ CURRENT OF SET. 
SET NAME IS ORDER-ITEM; 
ORDER IS LAST; 
OWNER IS ORDER-RECORD. 

MEMBER IS ITEM-RECORD MANDATORY AUTOMATIC; 
SET OCCURRENCE SELECTION IS THRU CURRENT OF SET. 
SET NAME IS PRODUCT-ITEM; 
ORDER IS SORTED; 
OWNER IS PRODUCT-RECORD. 
MEMBER IS ITEM-RECORD OPTIONAL AUTOMATIC- 
DESCENDING KEY IS ITEM-QUANTriY DUPLICATES ALLOWED; 
SET OCCURRENCE SELECTION IS THHJ CURRENT OF SET. 
SET NAME IS SYSTEM-SRTD-CUSTOMER-1 ; 
ORDER IS SORTED; 
OWNER IS SYSTEM. 

MEMBER IS CUSTOMER-RECORD MANDATORY AUTOMATIC- 
ASCENDING KEY IS CUSTOMER- ID DUPLICATES NOT ALLOWED. 
SET NAME IS SYSTEM-SRTD-ORDER-1 ; 
ORDER IS SORTED; 
OWNER IS SYSTEM. 

MEMBER IS ORDER-RECORD MANDATORY AUTOMATIC; 
ASCENDING KEY IS ORDER-NUMBER DUPLICATES NOT ALLOWED. 
SET NAME IS SYSTEM-SRTD-ORDER-2 ; 
ORDER IS SORTED; 
OWNER IS SYSTEM. 

MEMBER IS ORDER-RECORD MANDATORY AUTOMATIC; 
ASCENDING KEY IS ORDER-NUMBER, 

ORDER-DATE DUPLICATES NOT ALLOWED; 
SEARCH KEY IS ORDER-SALESPERSON DUPLICATES ALLOWED; 
SEARCH KEY IS ORDER-DATE, 

ORDER-SHIP-BY DUPLICATES ALLOWED. 
SET NAME IS SYSTEM-ORDER-LAST; 
ORDER IS LAST; 
OWNER IS SYSTEM. 

MEMBER IS ORDER-RECORD MANDATORY AUTOMATIC. 
SET NAME IS SYSTEM-SRTD-PRODUCT-1 ; 
ORDER IS SORTED; 
OWNER IS SYSTEM. 

MEMBER IS PRODUCT-RECORD MANDATORY AUTOMATIC- 
ASCENDING KEY IS PRODUCT-CODE DUPLICATES NOT ALLOWED; 
SEARCH KEY IS PRODUCT-ROW, 

PRODUCT-BIN DUPLICATES ALLOWED. 

END SCHEMA. 
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Example COBOL Subschema 

SUBSCHEMA NAME IS SUB-1 OF SCHEMA AW2-SCHEMA. 

AREA SECTION 

COPY ALL AREAS. 

RECORD SECTION 

01 CUSTOMER-RECORD. 

02 CUSTOMER-ID; PICTURE 9 (4) . 

02 CUSTOMER-NAM3; PICTURE X (20). 

02 CUSTOMER-ADDRESS; PICTURE X (20). 

02 OJSTOMER-CTTY; PICTURE X (12). 

02 CUSTOMER-STATE-COUNrY; PICTURE X(7) . 

02 CUSTOMER-ZIP-POST-CODE; PICTURE X(7) . 

02 CUSTOMER-COUNTRY; PICTURE X(12) . 
01 ORDER-RECORD. 

02 ORDER-NUMBER; PICTURE 9 (6) . 

02 ORDER-DATE; PICTURE 9 (6) . 

02 ORDER-SALESPERSON; PICTURE X(20) . 

02 ORDER-SHIP-BY; PICTURE X(20) , 
01 ITEM-RECORD. 

02 ITEM-QUANTITY; PICTURE 9(3). 

02 ITEM-BACKORDERED; PICTURE 9 (3) . 
01 PRODUCT-RECORD. 

02 PRODUCT-CODE; PICTURE X (8). 

02 PRODUCT-DESCRIPTION; PICTURE X(20) . 

02 PRODUCT-PRICE; PICTURE 9(2) V99. 

«»•• j-ji».\^l^j^»j. \jvnjraxuj rj.\^j.\jxi£i y (t) . 

02 PRODUCT-LOCATION. 

03 PRODUCT-ROW; PICTURE X(2). 

03 PRODUCT-BIN; PICTURE 9(2). 
SET SECTION 

COPY ALL SETS. 
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SOFTWARE EROELEMS FIXED 

i^^L^* 13 - °?T nd n ° l0n 9 er aborts with a NULL_POINTER$ 
condition being raised (SEAR 3006637) . **hjw.ihj.iik? 

The OCCURS clause is no longer left off a member of a naminq qroup in a 
PRISAM record (SEAR 3006716, 3007835) . 9 9 P 

The LIST RECORDS OF FILE command new appends the .FRISAM suffix to the 
file name you enter, if it is missing (SPAR 3007834). 

The RELEASE RELATION and RELEASE ALL RELATIONS commands now properly 
clear the current relation name (SPAR 3007837, 3008109) . 

The SELECT command no longer returns aarbaap data w^« a ™,i i ^ ^ 

occurrence (represented by question marks') ""should be"~returmd ^p 
JU07838. %:> 

The SET TERM LENGTH command new affects the length of the update screen 
forms (SEAR 3007841, 3008110). ^^ 

S^ £ e JfTL ^^ feature * DISCOVER is disabled, the "Total 
records selected" message generated by SELECT no longer contains two 

S^f^" 9 ^a? 6 " 3 tbat ««« the line not to be printed % Se 
spooler when a COMOUTPUT file of the session is printed (SPAR 3007839)? 

UPDATE commands now default to the current record when there is both a 
current record and relation (SEAR 3007842) . 

The USE command no longer displays differing error messages, when a 

S^i^S-^ £"** dSfined iS USed ' *Penaing on whether or not the 
user specified the .PRISAM suffix in the file name (SPAR 3007843) . 

DISCOVER now aborts any active update transaction when an internal 
error occurs (SPAR 3007845) . ""■ 

Ent6 !S lg a JL aCtion code <* " Anbort to an uP^te form no longer aborts 
an active CEL or COMINPOT file (SPAR 3 007 847 )T 

3007848°! mSaa9e flle 1S n ° l0n9er Cl ° Sed ^^^anUy (SPAR 

The USE FILE command no longer hangs when the user attempts to use the 
same record with the same name three times (SEAR 3008306): 

Entering the RELEASE ALL RELATIONS command when there are no relations 
defined no longer causes DISCOVER to abort (SEAR 3009145) . 
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The HELP command within the update screen interface »™ g^^.Jgg 
text from the screen before returning to the update screen (SPAR 

3009148) . 

The description of the STORE command in the help data base has been 
corrected to show the correct abbreviation. 

When the user breaks out of an update command, the verification message 
now displays the correct command name. 

Certain HELP commands no longer cause the HELP subsystem to abort. 

Entering a token that starts with an underscore character ( _ ) no 
longer cause DISCOVER to abort. 

JOIN now works when the join key is a complex key containing a group 

item. 

Records that contain no keys may now be used in SELECT commands. 



OUTSTANDING HtCBLEMS 

The SKIP clause sometimes does not work properly (SEAR 3000238) . 

DISCOVER generates an internal error when the report width equals the 
terminal width (SPAR 3002533) . 

Formats compiled prior to Rev. 19.2.3 are incompatible at the binary 
level with later releases of DISCOVER (SPAR 3003991) . 

PIC 9 fields do not display leading zeros (SPAR 3007122) . 

Tne LIST RECORDS OF FILE command does not find the desired record when 
tte user-s5cif ied pathname already contains the ' .FRISAM' suffix (SPAR 
3008307) . 

Executing the DISPLAY command many times in a session causes DISCOVER 
to run out of dynamic memory (SPAR 3008561) . 



ENVIRONMENT 

Requires BDAM Rev. 19.4, FRISAM Rev. 2.0, and PRIMDS Rev. 19.4. 
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INSTALLATION AND BUILD PROCEDURES 

Standard except for the following: 

Users upgrading from VISTA to DISCOVER must use the DISG0VER_UP3RADE 
program in the directory DISGOVER_TOCLS to make their VISTA formats, 
procedures, and abbreviations available to DISCOVER. The instructions 
in the file DISGOVER_OTGRADE,HJND in the directory DISGOVER_TOOLS must 
be followed to insure a successful upgrade from VISTA to DISCOVER. If 
you are not upgrading from VISTA, you may ignore the precedinq 
paragraph. ^ 

DISCOVER uess a configuration file that contains several parameters 
that define the way DISCOVER interacts with users as well as with the 
directories that contain the DISCOVER catalogs and HELP data base. 
This file is DISCOVER. CONFIG and it is in the directory 
piS03VERJERlSAM>SYSTEM. It is copied to the directory SYSTEM by the 
installation procedure. If you have made any changes to this file for 
rarior releases of nrfifTWER. nioaeo ont-ar «k~» j_j 

DISCDVER_IRISAM>SYSTEM>DISGOVER. CONFIG before performing the 

installation or your changes will be lost. 

The DISCOVER configuration f He, SYSTEM>DISCDVER. CONFIG, consists of 21 
lines plus a 4 line header. Each line must be exactly as described in 
these instructions or DISCOVER cannot be expected to work properly. 
The file format consists of the information required by DISCOVER 
followed by an optional comment on each line. A comment begins with 
/*" and ends at the end of the line. The information on each line is 
as follows: 



LINES 1-4: Configuration file header. These lines are ignored 
by DISONIT.SAVE. They have been added to help 
document the file. Do not delete these lines . If 
they are deleted, DISCINIT will still ignore the 
first 4 lines of the file and will lose necessary 
information. 

LINE 5: The number of characters per line in the TTY display 
that DISCOVER is run with. This number should be 
one character less than the actual screen width to 
avoid unwanted automatic linefeeds (the default = 
79) . Note that this number should be greater than 
or equal to 71 for optimum performance of DISCOVER. 

LINE 6: The number of lines per screen in the TTY display 
that DISCOVER is run with. This number should be 
one less than the actual screen length to allow for 
the scrolling prompt (the default = 23) . 

LINE 7: The number of characters per logical line on the 
printer that DISCOVER is run with; that is, the 
number of characters on the line after the printer 
has inserted its side margins (the default = 132) . 
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LINE 8: 



LINE 9: 



LINE 10: 


LINE 11: 


LINE 12: 


LINE 13: 


LINE 14: 


LINE 15: 


LINE 16: 


LINE 17: 



The number of lines per logical page on the printer 
that DISCOVER is run with; that is r the number of 
lines on the page after the printer has inserted its 
top and bottom margins (the default = 66) . 

The maximum number of characters per line to be 
written to a file when the PRINT command FILE option 
is used (the default = 132) . 

The maximum number of lines per page to be written 
to a file when the PRINT command PILE option is used 
(the default = 66) . 

This line is reserved for future expansion and 
should be left blank. 

This line is reserved for future expansion and 
should be left blank. 

The name of the master DISCOVER UFD (the default ■ 
•DISCOVER*'). 

The owner password of the master DISCOVER UFD (the 
default = "). 

The owner password of the DISCOVER CATALOG UFD 
(where the procedures, formats and abbreviations are 
stored) (the default = "). 

The master UFD of the DISCOVER HELP subsystem files 
(the default = 'DISCOVER*'). 

The owner password of the master HELP UFD (the 
default = ' ' ) . 



Note 

If the default master DISCOVER UFD name 
(DISCOVER*) is used and the default master 
DISCOVER HELP Subsystem UFD name (DISCOVER*) 
is also used, then the passwords on this 
line and line 14 must be the same since the 
UFDs they apply to are themselves the same. 



LINE 18: 
LINE 19: 
LINE 20: 



The DISCOVER HELP UFD (the actual data files of the 
HELP subsystem reside here) (the default = 'HELP'). 

The DISCOVER HELP subsystem UFD owner password (the 
default - "). 

The DISCOVER HELP subsystem topmost level prefix. 
Since the HELP subsystem prints the actual name of 
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the UPD where it is currently located, it deletes 
the topmost (passworded) UFD names and their 
passwords from the HELP subsystem header. This 
prefix replaces the deleted portion (the default = 
'HELP DISCOVER'). 

LINE 21: The scrolling default. If "SCROLL ENABLED' is to be 
the default, set to 1. If 'SCROLL DISABLED 1 is to 
be the default, set to (the default = 1) . 

LINE 22: The number of records retrieved between printing the 
record count (the default = 1) . 



Note 

If DISCOVER will be used with hard-copy 
terminals, it is suggested that this number 
be left at the default. To disable the 
printing of the record count by default, the 
System Administrator can create a public 
DISCDVER "STARTUP" procedure containing the 
command "DISABLE RECORD COUNT". This will 
avoid the constant overwriting of the record 
count. 



LINE 23: The number of expected tokens to print after a 
syntax error. When DISCDVER finds a token it did 
not expect, it prints what it did expect, up to the 
maximum number of tokens set by this variable. 
Users with slow or hard-copy terminals may want to 
set this to lower than the default value to speed up 
DISCDVER after syntax errors (the default = 48) . 

LINE 24: The name of the pttolic and/or private DISCDVER 
procedures automatically executed when entering 
DISCDVER (the default = STARTUP) . 

LINE 25: The number associated with the level of update 
security you wish this installation of DISCDVER to 
have. Any or all of the update commands can be 
restricted by changing the value of this parameter 
(the default is 7, all UPDATE commands enabled). It 
must be set to the sum of the keys for the functions 
that you wish to allow from this list: 



ERASE = 1, MDDIFY = 2, STORE = 4. 
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PRISAM SELECT Performance Issues 



Questions concerning the performance of DISCOVER generally take the 
form of how a given query should be set up for best performance. Once 
again there is no one answer. The performance of a query will depend 
on a number of factors. The best way to address this question is with 
some general guidelines. Note that some of the guidelines are release 
dependent and specifics of each guideline may change as development on 
DISCOVER continues. However, the overall intent of each guideline will 
not change. 

Relation Selection Optimizations : The FROM clause in the SELECT, 
MODIFY, and ERASE commands specifies the relation which will be 
processed. Choosing an appropriate relation for a query is important 
for best performance. 

Single record relations are established by the USE command. The 
command "USE FILE CUSTOMER'', assuming that file CUSTOMER is a PRISAM 
file with a single record of the same name, would establish one single 
record relation named CUSTOMER. The commands "USE FILE PRODUCT" and 
"USE FILE ORDER", given similar assumptions, would establish two 
additional single record relations, PRODUCT and ORDER. Note that 
single record relations are usually referred to as records in most of 
the DISCOVER documentation. 

Multi-record relations are built by executing one or more JOIN 
commands. The first JOIN command that is executed on a given relation 
establishes the base record for the relation, names the relation, and 
sets up a default processing sequence for the records in the relation. 
Consider the command: 



JOIN RECORD CUSTOMER TO RECORD ORDER ~ 
GN CUSTOMER-ID = ORDER-CUSTOMER-ID ~ 
GIVING RELATION CUSTOMER-ORDER 

The record named in the "TO RECORD" clause tells DISCOVER that ORDER is 
the base record for this relation. The relation is named by the 
"GIVING RELATION" clause. The default processing sequence is base 
record ORDER followed by first joined record CUSTOMER. All other 
records that are part of this relation will be joined directly to the 
base record or indirectly to the base record through one or more 
intermediate records. 

JOIN commands which use a previously named relation will add records to 
the named relation. Consider the command: 



JOIN RECORD PRODUCT TO RELATION CUSTOMER-ORDER 
ON PRODUCT-CODE = ORDER-PRODUCT-CODE 
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This command adds another record PRODUCT to an existing relation 
CUSTOMER-ORDER. The PRODUCT record is appended to the end of the 
default processing sequence. 

The two JOIN commands above establish a relation named CUSTOMER-ORDER 
with a base record of ORDER and a default process sequence of ORDER 
record, CUSTOMER record, PRODUCT record. 

Now consider the commands: 



JOIN RECORD PRODUCT TO RECORD ORDER ~ 

ON PRODUCT-CODE = ORDER-FRODUCT-CODE 
GIVING RELATION PRODUCT-ORDER 



and 



JOIN RECORD CUSTOMER TO RELATION PRODUCT-ORDER ~ 
ON CUSTOMER-ID = ORDER-CUSTOMER-ID 



These two JOIN commands establish a relation named PRODUCT-ORDER that 
is similar to the relation CUSTOMER-ORDER but it has a default process 
sequence of ORDER record, PRODUCT record, CUSTOMER record. 

If a user followed the command sequence above, there would be three 
single-record relations (CUSTOMER, ORDER, and PRODUCT) and two multi- 
record relations (CUSTOMER-ORDER and PRODUCT-ORDER) defined to DISCOVER 
which could be used in the PROM clause. The question is which is the 
most appropriate for a given query. The following rules should be 
applied to answer this question. 

1. Choose the relation that has the smallest number of records and 
the smallest FRISAM record descriptions that contain all the 
data the user is looking for and all of the qualifying 
conditions that the user is placing on the data. 

2. If more than one relation satisfies rule 1, look at the default 
processing sequence of the relations that satisfy rule 1 and 
choose the relation that will reject occurrences of the 
relation as early as possible along the default processing path 
if there is a WHERE clause. If there is no WHERE clause, 
choose the relation that will accept occurrences of the 
relation as early as possible along the default processing 
path. 

3. Always be aware of implied conditions when using a multi-record 
relation. "SELECT CUSTOMER FROM CUSTOMER" tells DISCOVER to 
find each record occurrence in CUSTOMER and copy it into the 
current table. "SELECT CUSTOMER FROM CUSTOMER-ORDER" tells 
DISCOVER to find each record occurrence in ORDER, then find the 
CUSTOMER occurrence that is joined to that ORDER occurrence, 
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and copy that occurrence of CUSTOMER into the current table. 
The first SELECT will copy one occurrence of each CUSTOMER into 
the current table. NO CUSTOMER occurrence will be skipped and 
none will be duplicated, assuming none are duplicated in the 
CUSTOMER file. The second SELECT will copy one occurrence of 
the joined CUSTOMER into the current table for each occurrence 
of ORDER in the ORDER file. CUSTOMERS will be skipped if there 
is no joined ORDER and CUSTOMER that have more than one joined 
ORDER will be duplicated. 

For example, given the relations defined above: 

1. Find all of the data about all of the CUSTOMERS. 

SELECT ALL FROM CUSTOMER 

The multi-record relations CUSTOMER-ORDER or IRODUCT-ORDER 
could have also been used, but they do not satisfy rule 1. 

2. Find all of the data about PRODUCTS which are out of stock. 

SELECT ALL FROM PRODUCT WHERE mOTOCT-ONHAND = 

The multi-record relations CUSTOMER-ORDER or PRODUCT-ORDER 
could have also been used but they do not satisfy rule 1. 

3. Find the CUSTOMER-ID and IRODUCT-CODE for all ORDERS. 

SELECT CUSTOMER-rD, PRODUCT-CODE FROM CUSTOMER-ORDER 

or 

SELECT CUSTOMER-ID, PRODUCT-CODE FROM PRODUCT-ORDER 

Both are equally appropriate because all three records must be 
processed to satisfy the query and there is no WHERE clause to 
aid in selecting the best relation. 

4. Find the CUSTOMER-ID for all ORDERS. 

SELECT CUSTOMER-ID FROM CUSTOMER-ORDER 



CUSTOMER-ORDER is appropriate because of the implied condition. 
mODUCT-ORDER could also be used but the PRODUCT would have to 
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be processed when there is no need to (see rule 2) . Note that 
there will be duplicate CUSTOMER-lDs if an occurrence of 
CUSTOMER has more than one ORDER joined to it. The REMOVE 
DUPLICATE command can be used to eliminate any duplicates. 

5. Find the CUSTOMER-ID for all CUSTOMERS who have ordered PRODUCT 
AB123. 



SELECT CUSTOMER-ID FROM FRGDUCT-CRDER 
WHERE PRODUCT-CODE = 'AB123* 



mODUCT-ORDER is appropriate because of the implied condition 
and DISCOVER can reject occurrences as soon as it has processed 
ORDER (second on the default process list for PRC5DUCT-ORDER) 
without processing the CUSTOMER (third on the list). 
CUSTOMER-ORDER could also be used but DISCOVER would always 
process the CUSTOMER (second on the default process list for 
CUSTOMER-ORDER) before it processed FRODUCT. CUSTOMER 

occurrences would be processed that had not ordered the 
product. The same duplicate condition may occur as described 
in the example above. 



Data Ordering Optimizations : DISCOVER will take advantage of the 
processing sequence of data when it can. Consider the last example 
above where DISCOVER is asked to find the CUSTOMER-ID of all CUSTOMERS 
who have ordered PRODUCT AB123. If ORDER was sorted in 
ORDER-CUSTOMER-ID sequence then in ORDER-FRODUCT-CODE sequence, 
DISCOVER will be able to take advantage of having already processed 
CUSTOMER and/or FRODUCT for previous occurrences of ORDER if they have 
the same ORDER-CUSTOMER-ID and/or ORDER-FRODUCT-CODE as the current 
occurrence of ORDER. Given the command "SELECT CUSTOMER-ID FROM 
FRCOTCT-ORDER WHERE PRODUCT-CODE = 'AB123 ,n , DISCOVER will process an 
ORDER occurrence, then the FRODUCT occurrence joined to the ORDER and, 
assuming that it is indeed product AB123, DISCOVER would process the 
CUSTOMER joined to ORDER. Having completed processing of that 
occurrence of ORDER, DISCOVER will save the PRODUCT and CUSTOMER that 
it has just processed and proceed to the next occurrence of ORDER. If 
the next occurrence of ORDER has the same CUSTOMER and/or PRODUCT 
joined to it as the previous ORDER had, DISCOVER will perform a 
substantially shorter processing cycle on CUSTOMER and/or FRODUCT 
because of the saved data. 



FRISAM Key Optimizations ; The current release of DISCOVER uses a 
bottom up access strategy when performing the SELECT, MDDIFY, or ERASE 
command. This strategy entails finding an occurrence of the base 
record in the relation then finding all additional record occurrences 
which are joined, directly or indirectly, to that occurrence of the 
base record. If the command is being performed on a single record 
relation, there will be no additional records to find. There are two 
access methods that DISCOVER can use to find occurrences of the base 
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record, a read-first-read-next method or a key-read method. The 
read-first-read-next method will always work and is used if the 
key-read method can not be used. It is not the preferred method 
because it requires finding every record occurrence of the base record 
via what amounts to a sequential read, from the beginning to the end, 
of the base file. This is inefficient when there are a large number of 
base record occurrences and only a few of them satisfy the command. 
The preferred method is to find base record occurrence via a key read. 
DISCOVER will use the key-read method when there is a WHERE clause in 
the command that satisfies the following requirements: 

• The WHERE clause must contain at least one simple condition of 
the form "data- item-name equal literal" where data-item-name is 
the name of a key in the ERISAM file which contains the base 
record. The key must have been defined as "DUPLICATES NOT 
ALLOWED" in the FRISAM Data Definition. 

• If there are multiple conditions in the WHERE clause connected 
by the boolean operator AND (a compound condition), there must 
not be more than one simple condition containing the 
data-item-name. 

• If there are multiple simple and/or compound conditions in the 
WHERE clause connected by the boolean connector CR (a complex 
condition) , there must be at least one data-item-name that 
appears in each of the simple and/or compound conditions that 
satisfies rules 1 and 2 above. 

For example, given a ERISAM file CUSTOMER that contains a key 
STATE that has been defined as "DUPLICATES NOT ALLOWED" and a 
data-item AGE that is not a key: 

SELECT ALL FROM CUSTOMER WHERE AGE = 18 

Read-first-read-next because rule 1 is not satisfied. 

SELECT ALL FROM CUSTOMER WHERE STATE = 'MA 1 



Key-read because rule 1 is satisfied and rules 2 and 3 are not 
broken. 



SELECT ALL FROM CUSTOMER WHERE STATE = 'NY' AND AGE => 18 
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Key-read because rules 1 and 2 are satisfied and rule 3 is not 
broken. 



SELECT ALL FROM CUSTOMER WHERE ~ 

(STATE = 'NH' AND AGE => 19) OR 
(STATE = 'MA' AND AGE => 20) 



Key-read because rules 1 and 2 are satisfied and rule 3 is not 
broken. 



SELECT ALL FROM CUSTOMER WHERE ~ 

(STATE = 'MA' AND AGE => 20) OR (AGE > 21) 



Read-first- read-next because rule 3 is not satisfied. 



vajiuieuiu ot^.xuuuiaui.uiio ; c\ ac^ucuvx; va. aLu^uc l»jluvuvlii\ twuuituiuci 

will normally provide better overall system performance than one 
compound command, especially in a multi-user environment 
involving large ERISAM files. The command sequence of "SELECT 
ALL FROM CUSTOMER" followed by a DISPLAY command will normally 
take less elapsed time and make better use of system resources 
than the command "SELECT AND DISPLAY ALL FROM CUSTOMER". This 
will be especially apparent if there are several other users on 
the system competing with DISCOVER for system resources and the 
DISCOVER user take time to peruse each screen of data before 
scrolling to the next screen. 
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mSCOVERJJPGRADE 



This document describes DISCOVERJJPGRADE, a conversion tool that is to 
be used to upgrade a site from VISTA to DISCOVER. 



USAGE 



DISCOVERJJPGRADE 



-PARTITION, -PART, -EAR, -P partition-name 

-N0_DELETE, -NDDEL, -ND, -N 

-CDMOUT, -G0M0, -C [ comout-pathname ] 



This command creates the DISCOVER* UFD on the same partition where the 
VISTA* UFD resides unless a partition name is specified with the 
-PARTITION option, in which case the partition given will be used. Do 
not put angle brackets around the partition. 

DISCOVERJJPGRADE also copies the public and user catalogs from the 
VISTA* UFD to the DISCOVER* UFD. Unless the -N0_DELETE option is 
given, this program deletes the VISTA* UFD as well as all other 
portions of VISTA that reside in the directories CMDNCX) and SYSTEM 
(VISTA. SAVE in CMDNCO, the VI20 share files in SYSTEM, and so on). 

If the -CDMDUT option is given, DISCOVERJJPGRADE keeps a comoutput file 
of the session in DISCOVERJJPGRADE. COM) in your current UFD or in a 
treename that you specify. 



OTHER CONSIDERATIONS 

Run this program before installing DISCOVER on your system. You must 
use DISC0VER_D3MS.INSTALL.C0MI or DISCOVERJERISAM. INSTALL. COMI to 
install DISCOVER instead of DISCOVER_DBMS.INITINSTALL.CDMI or 
DISCOVER_PRISAM. INITINSTALL.COMI. 

You must have at least ALUEW access to the partition on which you want 
to install DISCOVER as well as at least DALUIW access to the UFDs 
SYSTEM, CMDNCO, and the partition on which VISTA is presently 
installed. 
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MIDASPLUS 



NEW FEATURES AND CHANGES 

Support of More File Units 

With PRIMDS Dynamic File Units at Rev. 19.4, many more file units per 
user are availahle. MIDASPLUS takes advantage of this by supporting up 
to 512 file units per user. The FUNITS configuration directive can 
still be used to limit the number of file units used for SUBFILES by a 
single user. The default for FUNITS is 256, the maximum is 512, and 
the minimum is 2. Please note that if FUNITS is set to 40, for 
example, then a single user may still be using 512 file units. 
However, no more than 40 of those units are for SUBFILES. The 
remaining units used are for main SEGMENT DIRECTORIES. This means that 
a user can have more than 40 MIDASPLUS files open even though the 
FUNITS directive is set to 40. 



SOFTWARE PROBLEMS FIXED 

Per user common information is now re-initialized at each program 
re-entry (SPAR 3007917) . 



Note 

For those customers who may have taken advantage of the earlier 
functionality allowing files to be left open across programs, a 
switch has been added to the MPLUS. CONFIG file. However, the 
use of this switch is not recommended because it allows 
MIDASPLUS files to be closed without updating the MIDASPLUS per 
user and system shared information. The new configuration 
directive is; 



INIT_USER_COMM3N f ON ~| /* default, initialize 

L OFF J /* don't re-initialize on 
re-entry. 



User common will be re-initialized at each new program (command 
level) change unless explicitly switched off. 



Attempting to add duplicate secondary indices to a file where they are 
not allowed now gives the correct error message (SPAR 3006360) . 

MPACK performance has been restored to its previous level (SPAR 
3007453) . 
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When NTYFM? is called for a file to which the user only has LUR rights, 
MIDASELUS will allow access to that file for read only use. This 
change allows read only access of MIDAS files by GOBCL users. Note 
that if a file is open for read only but the user has write access on 
the directory the file is in f MIDASELUS will allow the user to write to 
the file. To avoid this, use ACLs to restrict file access or let 
MIDASELUS open the file with OEENM$ and a K$REBD key. When a user 
aborts using UEDAT$ because a file is read-only, UEDAT$ now unlocks the 
record before exiting (SEAR 3005723) . 

MDUMP now works on remote files (SPAR 3002951) . 

MDUMP no longer dumps previously deleted secondary keys (SEAR 3004147) . 

MEACK no longer loops infinitely on an empty secondary index (SEAR 
3001371) . 

DELET$ will now release the record lock if the record is deleted (SEAR 
3002360) . 

Midasplus no longer uses only one slave per remote file for all users 
on the system. Each user now has a unique slave. 



OUTSTANDING ERCBLEMS 

Automatic cleanup hinders the ability to debug a language error because 
it cleans up the stack, preventing the use of DMSTK (SEAR 3001525) . 

BILD$R seems to handle negative bit strings incorrectly (SEAR 3003147) . 

Deferred quits interrupt MPLUSGLUP (SPAR 3007075) . 

Counters are not updated when the last user has read-only rights (SEAR 
3007516) . 

MDUMP does not seem to properly dump all of the records in a large 
MIDASELUS file that has been corrupted (SEAR 3009782) . 

MELUSCLUF appears to unconditionally set TERM -BREAK on (SEAR 3010388) . 

A damaged file shows negative numbers with the USAGE option of CREATK 
(SEAR 3010527) . 
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ENVIRONMENT 

At Rev. 19.4, MIDASHUS has the following dependencies: 



BASICV 19.4 
COBOL 19.4 

FOWERHUS 19.4 
ERIMDS 19.4 



INSTALLATION AND BUILD PROCEDURES 

The MIDASELUS installation procedures are standard using the two 
command files described below. 



MIDASH.US . INSTALL. COMI : COMINPJT file that places all the MIDASHUS 
files in the appropriate system directories. This file is similar to 
the standard master disk install files. 



MEDASHUS . SHARE. COMI ; COMINPJT file that properly shares and 
initializes MIDASELUS on the system. This file is similar to the 
standard master disk share files. 

The initial directory comes with everything built and ready for 
installation. This version of MIDASHiUS includes all the online and 
the offline routines, and the MIDAS utilities: CREATK, KBUILD, KEDDEL, 
MDUMP, MEACK, and SET. In addition, both an R-mode library, KIDALB, 
and a synonym library, VKDALB, are built for compatibility with 
previous MIDAS/MIDASHUS releases. 

If you desire to use any of the MIDASHiUS configuration directives (see 
below) you should create a file called MELUS. CONFIG in SYSTEM 
containing the required configuration directives. Note that you do not 
need to use config directives; they are optional. 

It is recommended that MIDASHiUS. SHARE. COMI be placed in the 
ERDDS.COMI (CJERMD) system initialization file so that MIDASHUS is 
shared and initialized at each system cold start. 



Password Directories 

Beginning at Rev. 19.3, a change in the scheme for preventing 
concurrent file access by a MIDASHUS utility user and a MIDASHUS 
runtime library user requires that any MIDASHUS file on which a 
utility will be used be in a directory protected by ACLs and that its 
parent directory be protected by ACLs also. The utilities will only 
work in a passworded directory if there is no owner password on the 
current directory or on the parent directory. 
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Biis new scheme reads and then changes the HWLOCK on the MIDASPLUS file 
to EXCLUSIVE before a utility is allowed access to the file. Any user 
who wishes to use the MIDASPLUS utilites on an existing file must have 
the following ACL rights: 

• L f U, P on the current directory 

• L, Don the parent directory 

Configuration Parameters 

MIDASPLUS has available configuration parameters that may be set at 
system initialization. MIDASPLUS is initialized by the IMIDASPLUS 
command contained in the MIDASPLUS. SHARE. CDMI CDMINPUT file. The 
IMIDASPLUS command will set seme configuration parameters as directed 
in a configuration file, if specified, and will make the appropriate 
initialization call to the MIDASPLUS library. Below is a description 
of the configuration file and how to utilize it. 

IMIDASPLUS allows a configuration file treename to be given on the 
command line or will optionally display a list of the available 
configuration parameters if -HELP is supplied on the command line. If 
a treename is not specified, IMIDASPLUS will assume that the 
configuration file to be utilized is file MPLUS. CONFIG in the current 
directory. If the MPLUS. CONFIG file does not exist, then IMIDASPLUS 
will assume that all system configuration defaults are to be assumed 
and will continue the initialization. 

The configuration file may contain a number of directives that specify 
MIDASPLUS configuration parameters. These parameters are contained in 
standard text, one per line, within the file. If an error is 
encountered with a particular directive, IMIDASPLUS will print an error 
message, assume the default, and continue the initialization. 

The available configuration directives are described in the paragraphs 
that follow. Any parameter not specified by a directive will assume 
its default value. 

SEMAPHORE <semaphore-number> 

Specifies the PRIM3S semaphore, given by 
<semaphore-number>, utilized for user synchroni- 
zation. The default for <semaphore-number> is -14. 
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DEBUG 



L OFF J 



Controls MIEftSELUS debug execution and print 
options for developer debug. The default for this 
parameter is OFF. This parameter sets debug 
control on a system wide basis. It may be set on a 
per user basis by calls to MSGCTL. 



FUNITS <max number of file units> 



Specifies the maximum number of file units per user 
that MIEftSELUS will use for MIEftSELUS subfiles . 
(This number does not include file units that are 
used for main MIEftSELUS segment directories.) The 
default is 256 and the maximum is 512. The value 
specified should not be less than the maxLmun 
number of MIEfiSELUS segment directories a user is 
likely to have open at a time. In most cases, the 
value should be at least four times that number. 
This will allow for four subfiles per MIEftSELUS 
file to be open. 



TIMEOUT <seconds> 



Specifies the number of seconds that any user will 
wait for some internal resource (such as locks, 
buffers) before MIEftSELUS assumes that the system 
is hung and aborts the current operation. The 
argument <seconds> should be a non-negative integer 
expressing the maximum number of seconds to wait 
for any resource. If <seconds> is zero, no timeout 
will occur and the user will wait indefinitely. 
The default value is 300 seconds or 5 minutes. 



ERXOTLERROR 



row l 

L OFF J 



Specifies whether MIEftSELUS should print error 
messages when fatal errors occur. If ON is given, 
MIEftSELUS will print the MIEftS error code for any 
fatal type of error encountered. If a ERIMDS 
system call error was encountered, it will also 
print the system error message. Specifying OFF 
will cause MIEftSELUS to not print any error 
messages. The default for this parameter is ON. 
This parameter sets the error print control on a 
system wide basis. It may additionally be 
controlled on a per user basis by calls to MSGCTL. 
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BUFFERS <buffer-count> 



Specifies the number of internal file buffers that 
MIDASPLUS is to utilize. The value of 

<buffer-count> must be from 2 to 64, inclusive. 
Giving a low value will utilize less working-set 
but increase the number of system I/Os and user 
wait time for a buffer. Giving a large value will 
decrease the user wait times, but utilize more 
working-set. The default value for <buf fer-oount> 
is 64. It is recommended that this parameter not 
be changed except on systems with few MIDASPLUS 
users and limited memory. 



REHDTELTRANSMIT 



TON ] 
L OFF J 



When set ON, allows outgoing MIDASPLUS access to 
remote files. When set OFF disallows outgoing 
remote calls. The default for this parameter is 
ON. 



REMOTEJRECEIVE 



ton -I 

L OFF J 



When set ON, allows incoming requests from other 
network nodes for access to MIDASPLUS files on this 
system to be processed. When set OFF, incoming 
requests are denied, Ifce default for this 
parameter is ON. 



REPORTJXJFS 



[ON "I 
L OFF J 



When set ON, the reporting of the existence of 
duplicate entries, by returning a value of one in 
the returned status code (word one of the ARRAY) , 
is enabled. When set OFF, a status code of one is 
never returned. This facility is useful since 
MIDAS was inconsistent in returning the duplicate 
indicator and many applications which consider a 
non-zero returned status to be an error might no 
longer operate in the same fashion with MIDASPLUS. 
The default value for this parameter is ON. The 
parameter sets a system wide control on the 
returning of duplicate indicators. It may be 
controlled on a per user basis by calls to MSGCTL. 
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RETORT_JOCKED 



row i 

I OFF J 



SFY_ J FNAMES 



When set ON, the reporting of locked records when 
performing read operations is enabled (that is 
FTND$ f NEXT$ operations). The fact that the 
record, which has been read, is locked is indicated 
by the value of Bit 5 in array word 13 being set to 
1 (as in MIDAS) . This should not be confused with 
Bit 1 of array word 10, which is set to 1 to 
indicate successful operation of a locked record 
call. When set to OFF (the default) Bit 5 of array 
word 13 is always set to zero, regardless of the 
record's locked status. This directive sets the 
system wide state for locked record reporting. It 
may be set on a per-user basis by MSGGH.. 



OFF 
ON 



When set ON, MIDASFLUS will save the filenames of 
open MIDAS files for SPY to use when displaying 
which files have records locks. When set OFF, will 
not save the filenames. The default OFF, 
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PIELIB 



At Rev. 19.4, PIELIB is used in creating the D3MS preprocessors CDML, 
CBLDML, FDML, and F77DML together with versions of preprocessors 
required by PRIM3WAY. Complete information may be found in the update 
package DBMS Data Manipulation Language Reference Guide (UPD5308-1LA) . 



NEW FEATURES MP CHANGES 

Two additional statement formats are provided for FIND and FETCH. 
These are as follows: 



Format 7 
FIND 
FETCH 



rec-name VIA 



[CURRENT OF] SET setr-name 
SOBKEYED dbid-1 [, dbid-2] 



Format 8 

FIND ^ ( NEXT 1 



j ( PRIOR j 



RECORD [rec-name] OF CURRENT LIST OF SET set-name 
FETCH 



In addition, F77 support is provided for DBMS in the form of F77DML. 

Kernel support of CBL has been enhanced to handle unlimited levels of 
qualification and unlimited subscripts. Checking of the correct syntax 
for CBL (or COBCL) is now left to the appropriate compiler. 

Kernel support for PL/1 (including PLP/SPL) now supports qualified data 
names and unlimited subscripts. 



SOFTWARE HttBLEMS FIXED 

Underscore is now a legal character in CBL and COBCL identifiers (TPAR 
2076) . 

The OF/IN qualifiers of COBOL and CBL must be acceptable in any case 
(TPAR 2159, 2353) . 

A qualified and/or subscripted identifier is now handled correctly when 
split across multiple lines (TPAR 2232, 2233) . 
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The character sequences 'QUAL NATE' and 'EOT 1 that appear in error 
messages have been expanded to more meaningful messages (TPAR 2648) . 

The censoring of statements by the PRINEWAY preprocessor has been 
amended to ensure that it works on punctuated statements (TPAR 2664) . 



INSTALLATION AND BDILD PROCEDURES 
Standard. 



Note 

The UFD structure has been slightly reorganized to place some 
additional files in INTOOM*. 
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HUM! POWER 



NEW FEATURES MP CHANGES 
POWER Passwords 

The POWER system passwords have been removed from the PASSWD file in 
POWER*. This will not affect the PASSWD SYSTEM command. A utility to 
convert to the new password format is included in POWERPLUS>TOCLS. 
This utility will be run by the POWERPLUS install file. 



Private Procedure Files 

PCWER now supports PDBLIC and PRIVATE PROCEDURE files. PRIVATE 
PROCEDURES are stored in the UFD specified during the PROCEDURE CREATE 
command and are only accessible by the user that "created the procedure. 

PROC CREATE ; The format of the PROC CREATE command has been changed to 
allow the user to specify a public or private procedure as follows: 



PROC CREATE PUBLIC or PROC CREATE PRIVATE 

PRIVATE is the default CREATE mode. CREATE PRIVATE asks for the 
following information: 



ENTER DIRECTORY (UFD) NANE 
ENTER DIRECTORY PASSWORD 
ENTER PROCEDURE NAJE 
ENTER PROCEDURE DESCRIPTION 



**' is accepted as a valid directory name. 

CREATE PUBLIC creates procedure files in the POWRCM UFD. 

PROC LIST : The format of this command is as follows: 

PROC LIST or PROC LIST ALL 



PROC LIST lists all procedure files created by the current user. 
PROC LIST ALL lists all public procedure files. 
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PROC DELETE ; PROC DELETE allcws the user to delete any private 
procedure file created under his or her LOGIN ID or any public 
procedure file. Existing procedure files do not have an associated 
LOGIN ID and can be deleted by any user. 

PROCS Created By Other Commands : The CREATE, POEM, RETORT, and SCREES 
commands allow the user to save responses in a procedure file. When 
the user requests that responses be saved, the following prompts are 
issued: 



DO YOU WANT TO CREATE A PRIVATE PROC? 

ENTER DIRECrORY(UFD) NAME 

ENTER DIRECTORY PASSWORD 

ENTER PROCEDURE NAME 

ENTER PROCEDURE DESCRIPTION 

If the user chooses to create a public procedure, the command omits the 
prompts for directory name and directory password. 

Converting To The New PROC Format : This enhancement requires a change 
in the structure of the procedure dictionary file. When Rev. 19.4 
POWER is installed, it will be necessary to run a utility to convert 
POWR##. Existing procedure files do not have associated LOGIN IDs and 
are all marked as public files. The utility to convert to the new PROC 
format is in EOWERPLUS>T00LS and is run by the POWERPLUS install 
command file. 



DISPLAY USING SCREEN 

The command format is as follows: 

DISPLAY [<setN>] USING SCREENXX 

setN is an optional set name or set number and SCREENXX is a valid 
screen name. 

DISPLAY USING SCREEN displays the first record in the set on the 
specified screen. The bottom line of the screen displays: 

ENTER COMMAND ("H" FOR HELP) : RECORD: 1 

The current record number is always displayed on th e b ottom of the 
screen. The cursor is always positioned after the "ENTER COMMAND ... " 
prompt. 
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The following are the commands to be entered: 

Command Meaning 

H The HELP command displays the available commands: 

END, REDRAW, NEXT, PREVIOUS, TOP, BOTTOM, <N> 
(Absolute, +/- (Relative) 

END Clear the screen and return to POWER command level 

REDRSW Redisplay the screen and the current record 

NEXT Display the next record in the set 

PREVIOUS Display the previous record in the set 

TOP Display the first record in the set 

BOTTOM Display the last record in the set 

<N> Display the Nth record in the set 

+N or -N Display the Nth relative record in the set 

All commands can be abbreviated to one letter. 



DESTROY -DELETE Option 

A -DELETE option has been added to the DESTROY command. The following 
command removes the file from the POWER dictionary and also deletes the 
disk file: 



DESTROY <filename> <password> -DELETE 



If the file was created with •*' as the directory name, the user must 
be attached to the directory containing the file in order to delete it. 



Table Skip 

When adding records to a file with an interactive ADD command, all or 
part of a table field may be blank-filled by entering '$N' as the next 
value in the table. • $N' causes the add to skip to the next field in 
the record. 
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LIST SYSTEM Command 



The LIST SYS or LIST SYSTEM command allows the System Administrator to 
list all POWER files, both public and private. 



Null Commands 

POWER no longer displays • INVALID COMMAND 1 when the user enters a blank 
command. 



Display FILLER Fields 

The DESCRIPTORS command now displays FILLER fields. 

Numeric Field Names 

The CREATE and CREATE CHANGE commands now accept the following field 
type names: 



REAL*8 or MJM 

REAL or NCJM2 

INT or NUM3 

INT*4 or NUM4 

DEC or NUM5 

COMP-3 or NUM6 



LIST VALIDATION 

The LIST VALIDATION command lists all of the validated descriptors and 
their associated validation files for the currently selected file. The 
command syntax is as follows: 

LIST VAL or LIST VALIDATION 

This command will display the following: 



DESCRIPTOR FILE NAME 

********** ********* 
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DESCRIPTOR is the name of the descriptor being validated and FILE NAMS 
is the name of the file that contains its validation table. If 
FILE NAME is blank, the descriptor is validated through a range check. 



RANGE Function 



The RANGE function displays the following values for a specified 
descriptor in the current or specified set: 



LOWEST VALUE 
LOWER QUARTILE 
MEDIAN 

mm 

UPPER QUARTILE 
HIGHEST VALUE 
NUMBER OF ENTRIES 

These have the following definitions: 

MEDIAN value at position (N+D/2 

LOWER QUARTILE value at position (KH-2J/4 

UPPER QUARTILE value at position (3Nf2)/4. 

ME2N the average of the N set elements 

The number of entries is N, the number of elements in the set. RANGE 
values can be obtained in two ways: by invoking the RANGE function for 
a particular descriptor and through the REPORTS: function. 

Interactive RMJGE Function 

A file must be selected and a set created from that file. The command: 

RANGE [set name] <descriptor> 
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displays the following for the specified descriptor: 



RANGE OF <descriptor> IS 
********************** 

MIN LQ MEDIAN MEAN UQ MAX NO 



All values except number of entries, are printed to four decimal 
places. RANGE can only be used on numeric descriptors. 

Invoking RANGE From a REPORT ; The REPORT CREATE dialogue asks "DO YOU 
WANT AVERAGE OR RANGE" for any numeric descriptor. The user may 
respond with any one of the following: 



YES (AVERAGE ONLY) 

BOTH (AVERAGE AND RANGE) 

RANGE (RANGE ONLY) 

ND (NO AVERAGE OR RANGE) 



If RANGE was selected, the RANGE values are displayed at the end of the 
REPORT. 



PST100 & PT200 

POWER now supports the PST100 and the PT200 terminals. The WREN must 
be index 9 in the POWER terminal table and the PT200 must be index 10. 
Therefore, TERM** and TERM## should be copied from POWERPLUS>TOOLS. 



Note 

When using the PT200, it is recommended that the user does not 
change screen size within a POWERPLDS session. 



Terminals Supported 

POWER now supports terminals which do cursor addressing in YX order as 
well as those which do addressing in XY order. Support has also been 
added for terminals which do not utilize cursor address codes. Because 
of this new functionality, changes have been made to the command files 
that configure the terminal drivers. Therefore the user should note 
the changes made to the following command files located in 
POWERPLUS>TOGLS. 
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PT45.COMI CWL.CDMI WREN.COMI 

FOX.COMI HSRD.COMI INF0T0N4.CDMI 

PT65.COMI REG100.CDMI REGENT.COMI PI200.COMI 

Any user-defined command files must also be modified accordingly and 
run before Rev. 19.4 is used. 



SOFTWARE PROBLEMS FIXED 

Multi-line FINDS using variables in procedures now give correct results 
(SPAR 2005470) . 

Table data in files are now displayed correctly (SEAR 3000730} . 

The RAN3E command is now included in the HELP function (SPAR 3001130) . 

PROC DELETE now works on procedure names with more than six characters 

fcrra-D inniiic\ 

Computing on dates of 1990 or later now works correctly (SPAR 3001604). 

A CHAN3E operation will now only execute on a 'Y' or a 'YES 1 response 
(SPAR 3001885) . 

Find < on character data now works properly (SPAR 3002004, 3001236) . 

DESTROY now leaves the PKFILE with the Rtf locks it had before the 
DESTROY (SPAR 3002258) . 

If the directory a file is stored in has DALURW ACL's without »P', 
EOWERPLUS now traps this as an error (SPAR 3002484). 

Screens now allocate 5 spaces for INT*2 and 10 spaces for INT*4 (SPAR 
3002721). 

Text lines are now printed correctly (SPAR 3002723, 3003943). 

DESTROY -DELETE now works correctly on all files (SPAR 3002762, 
3006068) . 

HEADING PAGE now reads from within a procedure file, if desired (SPAR 
3002772) . 

EXPAND command now works correctly on MIDAS files created with a field 
as ASCII (SPAR 3002774) . 

EDIT PROC on a procedure that contains a period now works correctly 
(SPAR 3002817) . 

DISPLAY USIN3 FORMnn using linked files now formats the output 
correctly (SPAR 3003390, 3001123). 
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Headings in writing report no longer hang (SPAR 3003734) . 

A REPORT CHANGE no longer prints superfluous characters (SPAR 3003778) . 

DISPLAY USING PORMnn no longer prints the MIDASPLUS error message 'UNIT 
NOT OPEN 1 when PRINT ERROR is ON (SPAR 3003929, 3004060, 3000733) . 

Data from three linked files can now be displayed without POWER hanging 
(SPAR 3004059) . 

Extra lines are no longer generated in reports (SPAR 3004062) . 

REPORT CREAT is now successful when AUDIT is on (SPAR 3004387) . 

PRINT without REPORT option no longer acts as a display on a screen 
(SPAR 3004889) . 

Previously, the first record of a file showed on a FORM followed by 
blank forms. Now all records appear (SPAR 3005395) . 

Previously, using linked files and forms, the first record would appear 
followed by a blank form, then the second record followed by a blank 
form and so on. Now all records appear without blank forms (SPAR 
3005396) . 

When trying to print descriptors instead of displaying them without 
having a report file, 'REPORT DOES NOT EXIST' appeared. Now PRINT 
works correctly (SPAR 3005397, 3006084). 

Descriptors NUM5 or NUM6 with pictures of 9(10)V99 or greater, no 
longer print a space with extra digits following (SPAR 3006058) . 

Calculations can now be made and the results assigned to a variable 
(SPAR 3006384) . 

An illegal FIND will no longer bump the user into PRIMDS level (SPAR 
3006497) . 

ADD USING SCREEN and ADD work correctly and consistently now (SPAR 
3006549) . 

SORT will now sort over 32,767 records successfully (SPAR 3006618). 

When multiple users access the same FORM simutaneously, POWERPLUS will 
no longer print the message 'FORM DOES NOT EXIST' (SPAR 3007039) . 

Documentation note: When doing a compound FIND, only one blank space 
can be left between the '#' and the rest of the command. If more than 
one space is, left an 'INVALID FIND' message will result (SPAR 
3007148) . 

Report totals no longer double with link files (SPAR 3007260) . 
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Member data descriptors are now displayed properly with the number of 
rows greater than one (SPAR 3007781) . 

The number of report lines written in a report are now printed 
correctly (SPAR 3007783) . 

Text data is now displayed on the row indicated (SPAR 3007784) . 

Data which is entered with negative exponents is now added and 
displayed correctly (SPAR 3009007) . 

Member file descriptors are now displayed when using the FORM function 
(SPAR 3009067) . 



DOCUMENTATION MODIFICATION 

On page 7-14, Prime POWER Guide, add item 4. to the bottom of the 
t«ge: 4. When doing a muiti line FIND, do not space more than one 

Cfrena fir ran 4-Vio fi rM*vmw4- ^ 



ENVmCNMENT 

Rev. 19.4 PRIMS POWER must be installed with Rev. 19.4 PRIMDS, FORERAN, 
and MiuAs. 



INSTALLATION AND BUILD PROCEDURES 

It is essential that the install command file supplied in POWERPLUS be 
used to install Rev. 19.4 POWER. This command file runs the utilities 
to convert the procedure directory and the password file. 
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FRISAM 



MEW FEATURES AND CHANGES 

Sequential Files ; FRISAM Rev. 2.0 now supports a new file 
organization, the sequential file. This new file organization is 
supported through the runtime library calls as well as by FAU and DIA3 
features. 

Subsystem Access : Access to more than one ROAM based subsystem is now 
allowed from within a single runtime application and within a single 
runtime transaction. Specifically, access to DBMS and FRISAM is 
allowed to occur from within the same transaction. 



Indexed File Internal Structure ; Indexed file nodes now have an 
improved internal structure, which increases the performance of runtime 
calls such as Z$jj?SR, Z$UFDT, and z?DELE. Users may expect to see a 
10% to 20% performance increase for these calls over FRISAM Rev. 1. 
The new node structure also requires less disk space to contain the 
after-images of changed index nodes. 



Note 

Users of FRISAM Rev. 1 must convert their FRISAM files using 
the REV2_CDNVERT utility before running FRISAM Rev. 2.0. 
Please refer to Appendix F of the FRISAM User's Guide for 
details. 



Spanning of Partitions ; FRISAM files may now span both logical and 
physical disks on a single network node. For all file organizations, 
the data component of the file may span more than one partition or UFD. 
For indexed organization, the index subfiles may be placed in 
partitions or UFDs other than that of the master. Users may specify up 
to 16 external partition or UFD names through the FAU. 

Users may control the dynamic extension of the data component of 
indexed and sequential files by setting a maximum quota on those UFDs 
where the data component is to reside. For example, if three external 
data subfiles are specified at file creation time, and the UFDs that 
will contain them have -their quotas set at 25, 50, and 0, respectively, 
FRISAM will insert data into UFD 1 until it exceeds 25 records (FRIMDS 
disk records, not FRISAM records) , then start inserting into UFD 2 
until it exceeds 50 records, then UFD 3 (which has no quota) until all 
records have been inserted or the disk becomes full. (Note that if the 
UFDs are located on separate partitions, then a disk full condition for 
the first two UFDs is equivalent to quota exceeded, and FRISAM will 
move to the next UFD when inserting data. Only when the last UFD 
becomes full does FRISAM report an error.) 
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For indexed files, users may increase the quota of a data UFD that has 
become full, thereby making the data component in that UFD available 
for more data once all other UFDs are full. If, in the above example, 
all UFDs are full, the user may increase UFD 2 quota from 50 to 100 (or 
delete unnecessary files in that UFD to lower the records used below 
50) . Since ERISAM cycles through each UFD looking for available space, 
it will see that UFD 2 is not full and resume inserting data there. 

Time Limit ; PRISAM now supports the new EDAM feature that enables an 
installation to specify a limit on the time that PRISAM waits for a 
concurrent read or write request to be satisfied. The system-wide 
default is set to 9 seconds. This may be overridden by using the 
CPRISAM utility to set the time limit to a user-specified value. 



Note 

The page wait feature may also cause timeouts which did not 
occur in ERISAM Rev. 1. This may occur if a file is being 
accessed by more than one user and a record that is locked by 
one user is requested by another. For more information, please 
refer to the ERISAM User's Guide . 

If a ERISAM application is running in a mixed mode environment (that 
is, accessing DBMS and PRISAM files) , then both ERISAM and DBMS will 
attempt to set the page wait timeout for FOAM. Whichever subsytem is 
invoked last sets this parameter. If it is ERISAM, page wait timeout 
is set to 9 seconds (and may be modified by using the CERISAM utility) . 
If the last subsystem to invoke EDAM is DBMS, page wait timeout is set 
to wait forever as is currently done in ERISAM Rev. 1. 

PI AG DUMP Facility ; The DIAG utility now provides a DUMP facility that 
displays the contents of data records in indexed, relative, and 
sequential file organizations and the contents of indexes within 
indexed files. The DUMP facility also displays the contents of the 
data description tables in Subfile 0. 

FAU COPY Facility ; The FAU utility now provides the COPY facility that 
enables the Administrator to copy PRISAM files through the FAU utility. 

New Option ; A new option has been added to the DIAG utility OUTPUT 
command. If the user specifies NO WATT, DIAG will not prompt the user 
with — More — during command output displays that generate more than 
one screen full of information. This feature is useful for CPL 
programs that invoke DIAG and have had the problem of DIAG ignoring 
valid commands that happened to occur in the input stream in response 
to the — More — prompt. 
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The syntax for the wait option of the OUTPUT command is: 



OUTPUT 



TO TOY [AND TO FILE pathname] 
TO pathname [AND TO TOY] 



WAIT 
PAUSE 
ND WAIT 
NO PAUSE 



pathname is a simple filename or the pathname to a file. 

For example, with the following command all oomnand output will be 
directed to the user's terminal and there will be no prompt for 
—More— if the output of a command exceeds one screen. 

OUTPUT TO TOY NO WAIT 

As another example, as a result of the following command, DIAG will 
prompt the user if command output would exceed one screen, since the 
output device was not specified, it will remain the same as in the 
preceding example (TOY) , assuming this command follows the last one. 

OUTPUT WAIT 

Note 

If output is directed to a file only_, the wait_option has no 
effect (output to a file only is never paused) . 

This is an enhancement in response to SPAR 3009096. 

New Routine; Z$INFO, a new user-callable runtime routine is now 
available. z$INFO returns the last error code generated by a call to a 
PRISAM runtime routine and is very useful for 00BOL users who get COBOL 
general error code 99. See the PRISAM User's Guide for more 
information. — — - 



SOFTWARE PROBLEMS FIXED 

FAU UNLOAD of a file that contains integer, floating point, or packed 
decimal fields may cause records to split when using the COBOL or TEXT 
option. Data input files loaded or unloaded using the ODBOL or TEXT 
option may not contain the ASCII code for the line feed character 
aligned on a byte boundary. FAU will read such a record as two records 
and attempt to load them as such. If the user has records containing 
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items of these data types, the user should unload and load them using 
the IMAGE or FTNBIN options (SPAR 3010512) . 

There is no mention in the documentation of the limit on number of 
duplicate keys allowed or how the maximum number can be exceeded. The 
limit is 64k minus 2 duplicates and may be exceeded by performing many 
insert delete operations on records with duplicate keys (SPAR 3009203) . 

The documentation states that the range of tenths of seconds for open 
wait in PRISAM CONFIG is to 32767. The correct range is 1 to 3600 
(SPAR 3009363) . 

ZSKDEL returned ER$H0F when key was greater than any key in the file; 
ER$L0F when less than any key in the file. Z$KDEL now returns ER$NFD 
(SPAR 3007968) . 

The FAU global command USE (specifying a current file) could not be 
properly used without first performing another FAU function on that 
file. USE now functions properly (SPAR 3009667) . 

Using FAU CREATE on a UFD that does not exist caused FAU to crash with 
a pointer fault. CREATE now functions properly (SPAR 3010487) . 

FAU LOAD of a file with over 400,000 records resulted in a file with 
empty indexes (this is a duplicate of a PACK bug that was fixed in 
Rev. 1.0.1). LOAD now functions correctly (SPAR 3007143). 

The error ER$PEX was missing from the SYSCOM user error insert files. 
It has been returned (SPAR 3006784) . 

An enhancement request to have a routine that returns the last error 
code is very useful for COBCL users who get COBCL general error code 
99. The new routine is called Z$INF0. See the PRISAM User's Guide for 
more information (SPAR 3005701) . 

In the SYSCOM user error insert files, ER$LFR was incorrectly replaced 
by 228. The correct number is now 227 (note that this leaves a gap 
between ER$LFR(227) and ER$INK (229)) (SPAR 3011210). The following 
insert files were changed: 

SYSCDM>PRISAM_USER_ERRS. INS. PLl 
SYSCOM>PRISAM_USER_ERRS. INS. FIN 
SYSCDM>PRISAM_USERJERRS. INS. PMA 

The user key mnemonic for Z$KYST, K$CHAR, has been changed in the 
SYSCOM files to K$CfflH to resolve a key conflict with another PRIM! 
product (SPAR 3011211) . The following insert files were changed: 

SYSO0M>PRISAM_USER_KEYS. INS. PLl 
SYSCOM>PRISAM_USER_KEYS. INS. FTN 
SYSO0M>PRISAM_USERjaEYS. INS. PMA 
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Under certain multi-user, high-contention circumstances, a read or a 
find of a record could return a ER$NFD code when the record is actually 
present. The code ER$ABT is now returned (SPAR 3011212) . 

The PRISAM documentation did not describe the following EPF restriction 
on the use of static mode libraries (SPAR 3010975) . 



Because the linkage areas for static mode libraries are all 
statically allocated, a user can have only one program EPF using 
the same static mode library at any given time. 



For example, if a user resumes a program EPF that accesses PRISAM and 
the program also tries to resume another program that contains a CP$ 
call to invoke another PRISAM program, the second program will fail 
with an error similar to; 



Error condition LINKAGE_ERRDR raised at ..... 
Attempt to link to an in use static mode library at 
entry point "nnnnnn". 



DIAG 'HELP DUMP 1 information was incorrect and the terms KBODY and 
RBASE are replaced with SRCD and SREB (SPAR 3009051, 3009013) . 

FAD LOAD of a relative file loaded spurious data if it was preceded by 
a partial load into the same relative file (SPAR 3009659) . 

If the user is in an update transaction with more than one PRISAM file 
open and becomes deadlocked with another user, ROAM aborts the 
transaction. PRISAM detects the transaction abort but causes the 
user's process to be aborted. There is no damage to any of the user's 
files when this occurs. Before restarting, the user must perform a 
manual CLUP. The error log indentifies this problem with a "File ID 
mismatch 1 ' message (SPAR 3009020) . 

If a user attempts to open a PRISAM Rev. 1 file with PRISAM Rev. 2.0, 
the condition ACCESS_V3DLATIDN$ is raised and the program aborts. FAU 
and DIAG do not check for software and file revision compatibilty (SPAR 
3009196) . 



OUTSTANDING PROBLEMS 

When two or more users attempt to PACK separate files in the same UFD 
simultaneously, FAD may fail with the error "file in use. (CMBN$S)". 
This happens when the PACK function attempts to open a temporary file 
and should be a rare occurrence, since the attempts to open the 
temporary files must occur at precisely the same time (SPAR 3010163) . 
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FAD CREATE does not tell the user if an attempt is made to create more 
than sixteen external data subfiles. ROAM informs the user but only 
after it has created sixteen and attempts to create the seventeenth 
(SEAR 3009017) . 

FAU creates an external index subfile if the user is attached to a UFD 
different from that of the master file. This only occurs if the file 
is a multiple-keyed indexed file and there is an EXDSFF file which does 
not declare all the keys in KREF statements but has at least one 
declared. FAU will create an external index subfile in the current 
attach point that contains all those keys not declared. The workaround 
is to explicitly declare every KREF in the EXESFF file or, if external 
index subfiles are not needed, make sure there are no KREF statements 
in the EXESFF file (SEAR 3010440) . 

When an empty Rev. 1 file is converted to Rev. 2.0 format using the 
REV2JCDNVERT utility, the index subfiles are not properly converted. 
The remedy is to simply create the Rev. 2.0 file using FAU rattier than 
converting the empty Rev. 1 file to Rev. 2.0 (SEAR 3009795). 

If the maximum quota on a directory is exceeded during the FAU LOAD 
operation, FAU will report 'disk full 1 instead of 'maximum quota 
exceeded 1 . 

When there is a request to read a record beyond the boundaries of a 
file, COBCL translates the ERISAM error to "not found' (SEAR 3007632). 

If either of the conditions 'maximum quota exceeded' or 'disk full' 
occurs during creation of a ERISAM relative file, ERISAM makes an 
unnecessary entry in the error log (SEAR 3008366) . 

DIAG halts if a user attempts to dump more than 7 nodes consecutively 
in certain ERISAM indexed f iles (SEAR 3009052) . 



ENVIRONMENT 

ERISAM Rev. 2.0 requires ERIM0S Rev. 19.4 and ROAM Rev. 19.4. No 
previous revisions of ERIMDS or ROAM will work correctly with Rev. 2.0 
of ERISAM. ERISAM requires the use of shared segments 2204, 2205, 
2207, and 2227, and of per-user static storage segment 6007, addresses 
from 50000 to 122777. 



INSTALLATION AND BUILD EROCEDDRES 

The build is standard. Installation and general information follows. 
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Files on System Tape 

PRISAM (DFD) ; The top level DFD contains the following files: 



IRISAM.3NITINSrALL.aDMI Used to install PRISAM for the first 

time 

PRISAM. INSTALL. GDMI Used to install PRISAM at any other 

tine 

PRISAM. SHARE. CDMI Used to share and initialize the 

PRISAM shared segments. 

PRISAM>CMDNCO : This UFD holds the CPL interludes to those V-mode 
segment directories found in PRISAM>SEGION* that become external 
commands to PRIMDS. The following interludes are moved to CMDNCO on 

t-ho rv->mmar«r1 no r+-i t-i nn K«7 T3DTC&M TKTaPXr T rr\ur 



DIAG.SAVE FAU.SAVE 



FRISAM>INFO : This UFD contains the documentation for the current 
release of PRISAM, PRISAM. FUNI, and PRISAM. FUND. 

PRISAM>LIB : This UFD contains the PRISAM binary object libraries: 
FRISAMLIB.BIN (the shared PRISAM runtime library) and FAULIB.BIN (the 
unshared PRISAM utilities library) . 



PRISAM>PRISAM* : This UFD contains the PRISAM error message file, 
ERTORJEX1S.ERR, segment directories used for configuring and 
initializing PRISAM, the Rev. 1 to Rev. 2.0 File Conversion Utility, 
and the HELP directory for the PRISAM File Administrator Utility, as 
follows: 



ERRQR_TEXCS . ERR REVLNDM 

CFRISAM.SEG IFRISAM.SEG RER72J03NVERT. SEG SFRISAM.SEG 

HELP 



PRISAM>SEGFUN* : This UFD contains the segment directories for the 
commands in PRISAMXMDNCO: 



DIAG.SEG FAU.SEG 
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ERISAM>SYSODM : This UFD contains language source files which may be 
included into user programs. These files define the entry points, user 
keys, and error codes for ERISAM. The installation procedure copies 
these files to SYSGDM on the command partition. 



ERISAM_USER_DCLS. INS. ELI 
PRISAM_USER_ERRS. INS. PTN 
ERISAM_USER_ERRS. INS. ELI 
ERISAM_USER_ERRS. INS. EMA 
FRISAM_USER_KEYS . INS. FTN 
ERISAM_USER_KEYS. INS. ELI 
ERISAM_USER_KEYS. INS. EMA 

ERISAM>SYSTEM : This UFD contains the ERISAM shared segment run files: 

ER2204 ER2205 ER4000 

Instructions For ERISAM Installation 

1. Attach to the MFD where you wish to restore the ERISAM DFDs. 

2. Restore the UFDs supplied on tape. 

3. Execute the ERISAM install program. If this is the first 
installation of ERISAM, at the supervisor terminal, type: 

00 ERISAM>ERISAM.INITINSTAIjL.CDMI 

If it is not the first installation, type: 

CD ERISAM>PRISAM. INSTALL. CDMI 



4. If the ERISAM* directory is to be an ACL directory, set the 
following specific ACLs: SYSTEM:ALL and <user or group name(s) 
representing all ERISAM users>: ALUEW (or just simply 
$REST:ALDTW) . These rights are the minimum required for ERISAM 
users. Then set specific ACLs for each file installed into 
ERISAM* to: SYSTEM :ALL and $REST:LUR. These six files are 
mentioned above under ERISAM>ERISAM* and must not be modified 
by users. 

If the ERISAM* directory is to be a password directory (not 
recommended) , it is safest to allow all users to be owners 
having at least EW rights. If ERISAM users must be non-owners, 
they must have at least W rights. 
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5. Share ERISAM from the supervisor terminal: 

GO SYSTEM>FRISAM. SHARE. ODMI 

This command should be included in ERIM3S.CDMI (C_FRMD) in 
CMDNCO so that ERISAM will be shared any tine the system is 
cold started. 

6. Convert all ERISAM files built under ERISAM Rev. 1. 

Note 

All existing ERISAM files created and/or accessed under 
ERISAM Rev. 1 must be converted to the new Rev. 2 
format before they are accessible under ERISAM Rev. 2. 
The utility ERISAM*>REV2_CDNVERr must be run against 
each such file. Refer to Appendix F of the ERISAM 
User's Guide for details. 
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ROAM 



NEW FEATORES AND CHANGES 

Support for timed wait on transactional reads and writes has been added 
at Rev. 19.4. PRISAM also supports timed wait. 

Manual CLUP security has been improved. A ROAM user can no longer CLDP 
another user unless the first user issues the CLUP command from the 
supervisor terminal or is a member of the .ROAMJfflMIN ACL group. 

IRQAM now checks to be sure if the date and time are set on the system 
before it initializes ROAM. If it is not set, the operator is 
instructed to set it and then rerun IRQAM. 

Support for mixed DBMS and PRISAM transactions has been implemented in 
this version of ROAM. 

The number of available file units per ROAM process has been increased 
and ROAM is compatible with PRIMDS* dynamic file unit allocation at 
Rev. 19.4. 

This version of ROAM uses the per process dynamic storage allocation 
mechanisms offered by Rev. 19.4 PRIMDS. 



SOFTWARE PROBLEMS FIXED 

Use of MAGSAV and MAGRST from the supervisor terminal is now allowed 
for DBMS/ROAM schemas. However, use of MftGRST from the supervisor 
terminal is not allowed if a version of the D3MS/R0AM schema already 
exists on the system. A user must be a member of the ,DBMS_ADMIN group 
to delete a DBMS/ROAM schema and User 1, the supervisor terminal, can 
not be a member of any user profile group. 

ROAM writes all after-image file messages to the system console even 
when terminal output is disabled (SPAR 3009353) . 

The start and end times of automatic clean up will be recorded in the 
ROAM system log whenever a user is force logged out of PRIMDS. If the 
end time is not written to the log, it means that automatic clean up 
did not have time to complete and manual clean up must be run. The 
format of the message is: 



CLUP FORCELO Status User-login-id User-* Date/time 



The value of Status is 'S' for start of automatic cleanup and 'E» for 
end of automatic cleanup. 
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The EOSAU STATUS command now displays how full the active AIFILE is. 

Access to EDAM files that have been truncated or altered by FIJUDISK is 
no longer allowed (file verification) . 

When a data file is extended during EDLLF and the file does not end on 
a page boundary, the system error reported has been clarified (EDAM 
system error handler). 

EDAM now checks at open tine to assure that the revision of the data 
file is compatible with the revision of the EDAM system that is 
running. Although the revision of the data file has not been changed, 
this check has been added in the event that a change in the EDAM file 
format is required in the future (EDAM file revision check) . 

When a SAVE of the AIFILE is done and an incomplete transaction is in 
the active AIFILE, SAVE will not lose that transaction by moving the 
next save address past its beginning (SPAR 3008558) . 

The ACLs for .ROAMjaXHN are now set correctly after MAGEST (SEAR 
3003079) . 

The CLUP command now asks the user to run IROAM if EDAM is not 
initialized (SEAR 3008116) . 

A change was made to allow MAGSAV of EDAM files from the current 
directory. This problem was never seen in a released version of EDAM 
but was introduced with the FIXJDISK change above and is included here 
for completeness (SPAR 3007397) . 

A system error is no longer reported when deleting a subfile from an 
archived EDAM file (SPAR 3007058) . 

The list of request mode for each user has been initialized before the 
user requests a general lock (SPAR 3005070) . 

When MAGSAV -INC is done, EDAM now checks the directory entry of the 
Master and each Slave to see whether or not the whole file has to be 
saved (SPAR 3006538) . 

An appropriate error message is now returned if an improper request id 
for a lock is not in use (SPAR 3005071) . 

Exceeding Disk/Quota space when expanding a DBMS schema table no longer 
causes a system error (SPAR 3003602) . 

When finding the next name in the RCVTAB, offline EDAM now verifies the 
position of the previous name in the RCVTAB (SPAR 3007249) . 

Offline EDAM returns a user error rather than a system error when the 
number of files open exceeds the maximun allowed (SPAR 3006061) . 

All file units are now closed after the initial installation of EDAM 
has been completed (SPAR 3009346) . 
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A problem encountered during Rev. 19.4 testing that caused certain 
retrieval transactions to be treated as update transactions has been 
fixed and performance has thus improved. This problem was never seen 
in a released version of ROAM but was introduced with mixed mode 
transaction support and is included here for completeness (SPAR 
3009083) . 

The improved EXET$ condition signalling mechanism with program 
invocation level that PRIMDS provides is utilized by ROAM. 

The new condition WARMSTART$ is ignored by the ROAM automatic cleanup 
mechanism. 



OUTSTANDING PROBLEMS 

Attempts to manipulate RBFs at the MFD level cause 'Illegal treename* 
errors as well as a system error when tr^iiy to delete an RBP 'SEAR 
30l0476). 

The system allowed the supervisor terminal user to enter ROSAD while 
the ROLIB phantom was running. This resulted in a system error and 
ROAM aborting (SPAR 3009683) . 

ROAM does not correctly determine whether a data base has been saved if 
the data base has been deleted, restored, and then had its name 
changed. This has only occurred when running from a CPL program (SPAR 
3009470). 

CLUP returns 'Not a valid Data Base Administrator 1 when a member of the 
ROAMJffiMIN group attempts to CLUP another user. However, any ROAM 
process can CLUP itself or another process with the same login id. 
Therefore, a user can run the CLUP command from any terminal to clean 
up the ROAM process by specifying the user number of that ROAM process 
(SPAR 3008863) . 

If users break (issue a <CTRL-P»< while BIFILE is being extended, the 
size of the Before Image file (BIFILE) as indicated by the BI block 
header is different from the actual physical BIFILE size (SPAR 
3008029) . 

Attempts to improperly close the system file return a system error 
rather than a user error (SPAR 3008179) . 

ROAM returns an error when opening a segment directory if * has been 
specified as part of the pathname (SPAR 3007919) . 

ROAM conversion of a schema containing more than 128 subfiles fails 
with an adjust_schema (9) error (SPAR 3009058) . 

ROAM conversion fails if a subfile referenced in the schema table does 
not exist (SPAR 3009059) . 
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EERMANENT RESTRICTIONS 



Because the linkage areas for static mode libraries are all 
statistically allocated, a user can have only one program Elf using the 
same library at any given time. Therefore, ROAM could not be accessed 
by a single user from more than one EPF level at the same time. This 
is the EPF restriction on static mode libraries. 



FJWIRONKENT 

Rev. 19.4 ROAM requires PRIMDS Rev. 19.4. ROAM requires the use of 
shared segments 2200 through 2203, 2217, 2220, 2223, and 2224. FOAM 
also requires the use of private segments 6007 (words through * 47777) 
and 6011. 



INSTALLATION AND BUILD PROCEDURES 

Ohe build is standard. Installation and general information follows. 

Files on System Tape 

ROAM (UFD) : The top level UFD contains the following files: 

RQAM.INITINSTALL.CDMI Used to install ROAM for the first 

time 

ROAM. INSTALL. ODMI Used to install ROAM after its 

initial 
ROAM. INSTALL. CPL installation 

ROAM. SHARE. ODMI Used to share the ROAM shared 

segments 



FOAMXMDNC0 ; This UFD holds the R-mode interludes to those V-mode 
segment directories found in SEGRDN* that become external commands to 
ERIMDS. These interludes are moved to the top level CMDNC0 by 
ROAM. INSTALL. OOMI . 



CLUP.SAVE OLRBF.SAVE CDFY_PBF. SAVE DELETE_RBF. SAVE 

IROAM.SAVE LIST_P£F.SAVE RESTJBF. SAVE ROSAU.SAVE 

SAVEJBF.SAVE SET_j®F.SAVE 
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ROAM>INFO : This UFD contains the documentation for the current release 
of ROAM, RDAM.RUNI and ROAM.RUKD. 

ROAM>LIB : This UFD contains the ROAM binary object libraries: 

ROOFFLIB.BIN (the ROAM offline library) and 
RORUNLIB.BIN (the ROAM runtime library). 

ROAM>RQAM* ; This DFD contains the following: 



3 Files: ROAM. ERR, ROLLS. CPL, TAPE_PH.CPL 

2 Segment Directories: ROLLB.SEG, TAPE_PH.SEG 

3 Directories: HELP, TOOLS, USER 



ROAM, ERR is the ROAM error message file. ROLLB.CPL and ROLIB.SEG are 
the CPL file and the V-mode segment directory for the ROLLB 
(Before- Image Recovery) phantom. TAPE_PH.CPL and TAPE_PH.SEG are the 
CPL file and the V-mode segment directory for the TAPE_PH phantom (used 
to automatically save the After-image file) . 

The HELP sub-uf d contains ROAM help files. 



ROAM>ROAM*>HELP : This UFD contains help files 



for ROAM interactive 

At present, only ROSAU (the help file for the ROAM System 

exists. The sub-UFD ROSAU. UFD contains help 



commands. 

Adninistrator Utility) 

files for all ROSAU subcommands. 



ROAM>ROAM*>HELP>ROSAU.UFD : Each file in this UFD contains information 
corresponding to a ROSAU subcommand of the same name. For example, the 
file ALLOCATE contains information on the ROSAU ALLOCATE subcommand. 
The files are as follows: 



ALLOCATE 

CREATE 

LOCK 

RECON 

STATUS 



AUTOSAVE 

FIX 

MEND 

RESET 

UNLOCK 



CLEAR 

HELP 

MDVE 

ROLLF 

WATT 



INSTALL 

QUIT 

SAVE 



ROAM>ROAM*>T0OLS : The TOOLS sub-UFD contains ROAM tools for system 
analysts. 



ROUTL.CPL 
RCOFFLIB.MAP 



RCUTL.SEG 
TRACE_RO.CPL 



RORUNLIB.MAP 
TRACE_J».SEG 
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ROUTL.CPL and ROUTL.SEG are the CPL file and V-mode segnent directory 
for the ROUTL tool. The TRACEJRD.CPL and TRAGELRO. SEG are the CPL file 
and V-mode segment directory for the TRACEJRQ tool. Both tools are 
used to dump or trace runtime EDAM. THE RORUNLIB. MAP and ROOFFLIB. MAP 
are ROAM runtime and offline shared library maps. 

The USER sub-UFD contains the ROAM system log and is where any user 
system error logs are created. The ROAM system log is a record of ROAM 
events. The log is kept for two days. Yesterday's log is named 
OLD.ROAM.IOG and today's log is named ROAM.LOG. 

The user system error logs are named in the format 
DSER<##>-<time>-<date>.IOG and contain valuable information about the 
state of ROAM when a system error occurs. If you should get a system 
error, be sure to spool the USER log and save it for your PRIME analyst 
to examine. 

ROAM>SEGRUN* : This UFD contains the V-mode segment directories 
corresponding to commands in RDAM>CMDNCO. 



CLUP.SEG COBF.SEG ODPY_PBF.SEG DELETE_RBF. SEG 

IROAM.SEG LISTJBF.SEG RESTJ©F.SEG ROSAU.SEG 

SAVE_RBF.SEG SETJRBF.SEG 



ROAM>SYSTEM ; This UFD contains the ROAM shared segment run files. The 
RRxxxx files correspond to the ROAM Runtime shared segments and the 
ROxxxx files correspond to the ROAM Offline shared segments. 



RO2203 RO4000 RR2200 

RR2201 RR2220 RR4000 



Instructions For Initial Installation Of ROAM 
To install ROAM initially, do the following: 

1. Restore the ROAM UFD supplied on the system tape. 

2. To execute the ROAM initial installion program, issue the 
command: 

00 ROAM>ROAM.INITINSrALL.ODMI 



This program will create the top-level ROAM* UFD on the command 
device and copy the ROAM system sub-UFDs to the appropriate top 
level system sub-UFDs. If desired, the ROAM* UFD may be moved 
to a partition other than the command device. 
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3. Set the system date and time. Be sure the system date-time is 
set before sharing BOAM. The ROAM initialization program will 
not run and FOAM will not be initalized if the date-tine is not 
set. 

4. Share ROAM from the supervisor terminal with the following 
command: 



CD SYSTEM>ROAM. SHARE. COM! 



Note that when the ROAM initialization program (IROAM) is run, 
error messages are printed. IROAM is responsible for restoring 
ROAM* s configuration data, validating the ROAM system files, 
and initializing ROAM shared memory. Since this is the 
installation of ROAM, no configuration data nor system files 
exist; thus, these messages may be disregarded. 

5. Invoke the ROAM System Adnunistrator * s Utility (RQSAU) INSTALL 
subcommand to install ROAM. This entails creating the system 
files (the Recovery Table, the Bef ore-Image file, and the 
After-image file) and setting the mode of after-imaging. This 
installation will implicitly initialize ROAM's configuration 
data. For each system file created, the user will be prompted 
for the UFD in which to place each system file and, in the case 
\a. «-iie Bet ore= anu «j.i_er = Image Fij.es, tue number of pages to 
initially allocate to each. Creating the After-image file and 
setting the mode of after-imaging (manual or automatic saves) 
is optional depending on whether or not autosave will be used 
at your site. The QUIT subcommand returns the user to the 
ERIKDS command level when installation is complete. The 
following rules for placement of the system files should be 
followed. 

• In order to ensure proper after-image recovery, the 
After-image file should be placed on a different disk 
partition than the user's data base files. 

• In order to guarantee at least one of either before- or 
after-image recovery in the event of a media failure, 
the Bef ore-Image file should be placed on a different 
disk partition than the After-image file. In order to 
increase disk I/O performance, the Before- Image file 
should be placed on a different disk drive than the 
After-image file. 

• In order to optimize the reconstruction of the Recovery 
Table or the Before-Image file, if lost in a media 
failure, the Recovery Table should be placed on a 
different disk partition than the Before-Image file. 

A rough estimate of the initial size of the Before- and 
After-image files can be obtained by adding the cumulative size 
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of the Before- and After-image files for all of your data base 
files. 

6. Reshare FOAM again with the following command: 
CD SYSTEM>ROAM. SHARE. CDMI 



This time, no error messages should be printed. This command 
should be included into the coldstart file (HMDS. CDMI or 
CLHttO) in CMDNCO so that EDAM will be shared at any time that 
the system is cold started. 



Instructions for Re- installation of ROAM 
To re-install ROAM, do the following: 

1. Restore the ROAM UFD supplied on the system tape. 

2. Execute the EDAM installation program with the command: 

CD ROAM>ROAM. INSTALL. CDMI 

3. Set the system date and time. Be sure the system date-time is 
set before sharing ROAM. The ROAM initialization program will 
not run and ROAM will not be initalized if the date-time is not 
set. 

4. Reshare ROAM with the command: 

CD SYSTEM>ROAM. SHARE. CDMI 
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INFOEMATJON 



NEW FEATURES AND CHANGES 

Prime INFORMATION, Release 5.5 runs on PRIMDS Rev. 19.4 rather than 
Revisions 19.1, 19.2, or 19.3. It contains all the functionality of 
Release 5.4 plus all the fixes of Releases 5.4.1 and some fixes 
subsequent to 5.4.1. Refer to the Release 5.4 INFORMATION. HJNI file or 
the 5.4 MRU (MRU5964-004) for details of new functionality for 
Release 5.4. Details of fixes for Releases 5.5 are described below. 



SOFTWARE PROBLEMS FIXED 

Problems Fixed in Release 5.4.1 

An INFO/BASIC program using exponential notation such as 1.0E+12, would 
not compile properly if the number was followed by + or - signs. These 
signs would be considered as part of the exponent. Thus, tokens 
succeeding the + or - sign would not be allowed. At Release 5.4.1, the 
INFO/BASIC compiler recognizes this syntax correctly (SPAR 3006245). 

If a HEADING option was not specified for a report, then the top margin 
was never printed on the first page. At Release 5.4.1, a top margin 
will now be produced whenever it is specified by the SETPTR command 
(SPAR 3006694). 
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When the 'K* in field 1 of the VDC entry "TO 1 was changed to 'KEYWORD 1 , 
a GETLIST XX TO 1 would not recognize the word "TO 1 as a keyword. This 
has been fixed at Release 5.4.1 (SPAR 3006783). 

At Release 5.4 , if the REUSE function in an I-Type expression was 
passed a null string, an access violation occurred. This is fixed at 
Release 5.4.1 (SPAR 3007455) . 

Prior to Release 5.4.1, the INFO/BASIC PAGE statement generated 
linefeeds to align to the bottom of a page even when the report did not 
have a FOOTER. This is fixed at Release 5.4.1 (SPAR 3007456) . 

An INPO/BftSIC report that had no top and bottom margins produced 
approximately 64 blank lines at the end of the report. This is fixed 
at Release 5.4.1. In addition, if the top and bottom margins are set 
to zero and no HEADING or FOOTING is specified, paging is suppressed 
(SPAR 3007720) . 

If a SAVE.LIST was done against a large select list, the list written 
to disk would end up larger than the actual number of keys selected. 
At Release 5.4.1, the number of keys saved on disk is identical to the 
number of keys selected (SPAR 3007849) . 

The NOEJECT option was never displayed by SETPTR even though it was 
set. At Release 5.4.1, this has been rectified so that NOEJECT is 
always displayed when it is set (SPAR 3008320) . 

When a user encountered a 'disk quota exceeded' or 'disk full error' 
message and was requested to release some space from another terminal, 
the terminal would appear to be hung if another user attempted to 
access the same group. This was caused by the group lock being held 
until space was released. At Release 5.4.1, the group lock is released 
during this request, allowing the other users to continue. 

If a printer report was aligned on a page boundary and PRINTER OFF, 
PRINTER CLOSE were executed, an extra page was produced. At 
Release 5.4.1, no extra page is produced. 



Problems Fixed in Release 5.5 

Error message 'Var Not Assigned* from Perform. The error message 'Var 
not assigned' appeared when the the Menu processor was exited either 
using the 'Q' option after the Menu processor had been invoked via a 
login paragraph or after a control-P was typed. This is fixed at 
Release 5.5 (SPAR 3006034). 

Prior to Release 5.5, executing the sequence of statements PRINTER ON, 
PRINTER CLOSE, PRINTER OFF caused the NOHEAD option to appear in the 
SETPTR characteristics. At Release 5.5, this has been fixed and the 
statements listed above no longer affect the characteristics 
established by a SETPTR or a TERM command (SPAR 3006035) . 
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Prior to Release 5.5, the INFO/BASIC CLEAR statement would not clear 
those variables assigned a string literal of length greater than eight 
characters. This is fixed at Release 5.5 (SPAR 3006246) . 

The sequence HUSH ON, PTERM -ECHO BELAY, HUSH OFF caused extra 
linefeeds to be echoed (SPAR 3006483) . The HUSH and PTERM commands 
have been modified and the following should be noted: 

HUSH ON suppresses the echoing of all terminal input and suppresses all 
terminal output except output generated by errors when invoking a 
PRIMDS primitive. 

If the user is in ECHO DELAY and enters HUSH ON mode, all standard 
terminal output, except PRIMDS subsystem error output, is suppressed. 
This is achieved by exiting ECHO DELAY mode while in HUSH ON mode. If 
the ECHO DELAY mode was previously in effect, then ECHO DELAY mode is 
restored when leaving HUSH ON mode. 

If the user is in HUSH ON mode and attempts to enter ECHO DELAY mode, 
BjruRMATjDN postpones the effects of this protocol until the user exits 
HUSH mode. ECHO DELAY mode is entered at that point. 

The PTERM command and the subroutine ! PTERM did not behave consistently 
when given the same parameters. The iPTERM subroutine has been 
improved so it functions according to the PTERM command except that 
-DISPLAY is not supported (SPAR 3006586) . 

The TERM command was destroying the banner established for the default 
printer. At Release 5.5, the default printer banner is not affected by 
the TERM command (SPAR 3006957) . 

The JOB command did not allow options to be passed to the utility that 
was being invoked by JOB. At Release 5.5, the command containing the 
utility's name and options may be enclosed in single quotes. These 
options are not passed to the JOB processor but rather to the job. For 
example, the command: 



JOB BASIC BP TEST 



invokes BASIC with the arguments BP TEST. That is, the command 
compiles the program TEST in file BP. The following command compiles 
TEST with the -XREF option in the file BP: 



JOB 'BASIC BP TEST -XREF 1 



The JOB processor options -DISPLAY and -STATUS function as before (SPAR 
3007478) . 
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SPAR 3007867: On-line help for FORMAT and FANCY. FORMAT. The on-line 
help for the FORMAT and FANCY. FORMAT verbs refer to the -LPTR option, 
whereas they should refer to the LEER option. 

Pathnames in fields 2 and 3 of type F VOC entries are changed. If the 
pathname of a type 1 file contained the partition name, the editor 
produced various error messages. This problem has been fixed at 
Release 5.5. Partition names are supported in fields 2 and 3 of the 
VOC entry for users 1 files (SPAR 3008470) . 

If a file had a record length of 2048 characters and printer unit was 
in use, the file would be damaged under cetain circumstances. This is 
fixed at Release 5.5 (SPAR 3009070) . 



ENVIRONMENT 

Prime INFORMATION Release 5.5 requires PRIM0S Rev. 19.4. 



INSTALLATION AND BUILD PROCEDURES 

Attach to any MFD and restore the contents of the tape containing Prime 
INFORMATION Release 5.5. This creates a top-level UFD called 
INFORMATION. 

Initial System Installation ; The following steps should be followed to 
install Prime INFORMATION on a new system. 

1. Run the INFORMATION. INniNSTALL.CPL File. Attach to 
INFORMATION and run INFORMATION. INITINSTALL.CPL. The CPL file 
determines if top-level UFD ISYS exists on MFD 0. (ISYS is 
Prime INFORMATION'S master account.) If ISYS does not exist it 
is created. You should ensure that you have adequate access 
rights for this. INFORMATION. INITINSTALL installs the needed 
files in their proper places. 

2. Create Catalog Segments. The INFORMATION Administrator has the 
ability to define the segments to be used for the catalog 
space. To do this, edit the file lSYS>SYS.CATALOG>SEGMENTINDEX 
to reflect the appropriate segments. The first number in the 
file signifies the number of segments that will be used. The 
subsequent numbers are the actual segment numbers. For 
example: 



8 

2330 

2331 

2332 

2333 
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2334 
2335 
2336 
2337 



The eight segments (2330,2331,2332,2333,2334,2335,2336,2337) 
will be shared and used for the system catalog space. Note 
that these segment numbers need not be contiguous nor in 
sequential order. 

The INFORMATION administrator should ensure that INFORMATION 
users have adequate access rights to ISYS and ISYS>SYS. CATALOG. 
Most installations give INFORMATION users LUR access to the 
ISYS UFD and LUBJ access to the ISYS>SYS. CATALOG UFD. Users 
who are permitted to reorganise the catalog space will need 
DALURW access to the ISYS>SYS. CMSLOG UFD. User SYSTEM should 
be given LUR access to ISYS and DALURW access to 
ISYS>SYS. CATALOG. 

Share the new system. From the supervisor terminal , attach to 
INFORMATION and run INFORMATION. INITSHARE. GEL. This CPL file 
will share the catalog segments that have just been defined, 
share the INFORMATION system, and run the INFORMATION bootstrap 
processor. The bootstrap processor will create a segment map 
for the catalog space and then load the new system into the 
catalog space. Once the file is run, re-attach to GMDNCO. 



Note 

The INFORMATION. INITSHARE. CFL file should only be run 
if you are installing a new system (that is, 
INFORMATION has never been installed on the machine on 
which you are doing the install) . 

4. Modify ERIMDS.COMI or C_PRM0. Add the command 'R 
SYSTEMXENFORMATIDN. SHARE. CFL 1 to the file PRIM3S.CDMI (C_FRM0) 
in CMDNCO in order to automatically share INFORMATION each time 
the system is booted. Note that when the system is being 
booted, the MFD containing ISYS should be added before 
INFORMATION is shared. 



Installing an Update Release 

If your system is running Prime INFORMATION Release 5.3.3 or earlier, 

refer to the update installation instructions of the Release 5.4 
INFORMATION. RUNI file or the Release 5.4 MRU (MRU5 964-004), as you will 

need to move the catalog space files. If your system is running 

Release 5.4, or 5.4.1, follow the instructions below. You should 
backup the system prior to installation. 
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1. Attach to any MFD and restore the contents of the tape 
containing Prime INFORMATION Release 5.5. This creates a 
top-level UFD called INFORMATION. 

2. Install the new Release. Attach to INFORMATION and run the 
command file INFORMATION. INSTALL. CPL. This command file will 
install the new Release over the existing one. 

The INFORMATION administrator should ensure that INFORMATION 
users have adequate access rights to ISYS and ISYS>SYS. CATALOG. 
Most installations give INFORMATION users LUR access to the 
ISYS UFD and LURW access to the ISYS>SYS. CATALOG UFD. Users 
who are permitted to reorganise the catalog space need DALURW 
access to the ISYS>SYS. CATALOG UFD. User SYSTEM should be 
given LUR access to ISYS and DALURW access to ISYS>SYS. CATALOG. 

3. Share the new Release. From the supervisor terminal , run 
SYSTEM>INFORMAT]DN. SHARE. CPL. This CPL file shares the proper 
catalog segments and the INFORMATION run machine. 

4. Run BOOT. INFO. CPL. Attach to ISYS and run the CPL file 
BOOT. INFO. CPL. This file loads the new verbs into the catalog 
space. 
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POEMS 



NEW FEATURES AND CHANGES 

The startup default device list for FED now includes the terminal type 
PT200. A new section has been added to the formname questionnaire that 
shows the valid sizes for the PT200 and allows the user to select one 
size. If the PT200 is not in the current device list f display of this 
section of the questionnaire is suppressed. If the EP200 is in the 
list and the user does not choose a size, then the default PT200 size 
of 80 by 48 is used. The FDL file produced by the CREATE command will 
contain FDL that specifies the size of the PP200 screen used in the 
creation of the form. 



SOFTWARE H3QBLEMS FIXED 

User numbers greater than 99 are now handled correctly (SPAR 3003467) . 
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POEMS AND FED 



FED 



NEW FEATURES AND CHfiNGES 

The startup default device list for FED now includes the terminal type 
PT200. A new section has been added to the formname questionnaire 
which shows the valid sizes for the PP200 and allows the user to select 
one. If the PT200 is not in the current device list, display of this 
section of the questionnaire is suppressed. If the FT200 is in the 
list and the user does not choose a size, then the default PT200 size 
of 80 by 48 is used. The FDL file produced by the CREATE command will 
contain FDL which specifies the size of the PT200 screen used in the 
creation of the form. 



SOFTWARE PROBLEMS FIXED 

While detailing fields in FED MODIFY, a stringrange error occurred when 
verifying an I/O field partially in view. This is now fixed (SPAR 
3007076) . 

An access violation occurred when detailing fields in FED MODIFY and a 
new field was added between two existing fields and then verified. 
This is now fixed (SPAR 3007077) . 

While detailing fields partially in view in FED MDDIFY, the field would 
be truncated to what was actually in view. This is now fixed (SPAR 
3007078) . 

Terminal size limitations within the PRIMSWAY environment have been 
fixed (SPAR 3005941) . 

The -TCB option on the FED build now works in the same manner as on the 
FORMS build (SPAR 3005942) . 
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DPTX 



NEW FEATURES AND CHANGES 
Warm Start handling 
Terminal Emulation (PTDSC) 

The P3T100 and PT200 terminals have an extra mode called DSC mode. 
This mode is invoked by issuing the command PTDSC while on a system 
with DPTX running. This invokes the terminal interface program, PTDSC. 
Upon exiting PTDSC the terminal reverts to its normal mode and aqain 
functions as a normal PST100 or PT200. 

PTDSC is a user program designed to interface with the DPTX/DSC 
package. PTDSC, along with the PST100 or PT200 terminal, provides 
emulation of an IBM 3277 Model 2 display station. 

Theterminal interface program is invoked by typing the command 
PTDSC . PTDSC first indicates the version of PTDSC being used (for 
example, PTDSC Rev. 19.4), and then responds by requesting that the 
user enter the name of a valid port to the mainframe : 

STATION NATE: 
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This port name was set up during configuration of DPPX. Following a 
successful attach to an emulation port, the line is placed in half 
duplex mode and PTDSC proceeds to check terminal status. 

The FTDSC program may be started from a CPL program. The station name 
may be provided by a CPL &DATA statement. No other input will be 
accepted from a CPL program. 

The first item checked by PTDSC is the identification number of the 
PROMS in the terminal. If the PROMS are not DSC mode (all PT200 
terminals have DSC mode PROMS) or the terminal is not a PSTIOO or 
PT200, the user will be told that the terminal can not run PTDSC and 
PTDSC will be exited. Following proper initialization, the current 
copy of the Virtual Buffer is displayed on the screen, the terminal is 
placed in DSC mode, and normal 3277 operation may begin. 



P5T100/P200 Differences 

PSTIOO Function Key Mapping ; Below is a chart of PSTIOO Function keys 
and their equivalent IBM function keys. 

Keys are assigned as follows: 
KEY IBM Normal Control Shift Ctrl-Shift 



ENTER 


ENTER 


ENTER 


$ 


ENTER 


$ 


PF11 


FF1 


FF1 


PF1 


PF1 


PF1 


PF12 


PF2 


PF2 


PF2 


PF2 


PF2 


PF13 


FF3 


PF3 


PF3 


PF3 


PF3 


PF7 


FF4 


PF4 


PF4 


PF4 


PF4 


PF8 


PF5 


PF5 


PF5 


PF5 


PF5 


PF9 


FF6 


PF6 


PF6 


PF6 


PF6 


PF4 


PF7 


PF7 


PF7 


PF7 


PF7 


PF5 


PF8 


PF8 


PF8 


PF8 


PF8 


PF6 


PF9 


PF9 


PF9 


PF9 


PF9 


PF1 


PF10 


PF10 


PF10 


PF10 


PF10 


PF2 


PF11 


PF11 


PF11 


PF11 


PF11 


PF3 


PF12 


PF12 


PF12 


PF12 


PF12 


PF10 


T.REQ 


T.REQ 


T.REQ 


T.REQ 


T.REQ 


PF14 


CLEfiR 


CLEfiR 


CLEfiR 


CLEfiR 


CLEfiR 


Fl 


BA1 


PA1 


PA1 


PA1 


EA1 


F2 


PA2 


PA2 


mi 


Eft2 


PA2 


F3 


PA3 


PA3 


PA3 


PA3 


PA3 
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COMMJNICATIONS 


Key 


IBM 

$ 
$ 
$ 


Normal 

RBOOV 

EXIT 
* 


Control 


Shift 


Ctrl-Shift 


F4 
F5 
F6 


RBOOV 

EXIT 
* 


RBOOV 

EXIT 
* 


REOOV 

EXIT 
* 


F7 
F8 


$ 
$ 


$ 
$ 


$ 
$ 


$ 
$ 


$ 
$ 



* Toggle keypad function between PF and Numeric. 
Keypad is initialized to PF function. 



ERASE 



STOP 



$ 
$ 



ERASE 
(CHAR) 



ERASE 
(INPUT) 



ERASE 
(EOF) 



ERASE 
(EOS) 



CTRL P CTRL P CTRL P CTRL P 



Notes 

All other escape sequences are NOLL operations. $ means not 
implemented or NOLL operation. 

Three of the keys listed in the chart are not IBM function 
keys. These are: 

Recover - writes a fresh copy of the virtual buffer to 
the screen. 

Exit - causes an exit to PRIMOS. The terminal is put 
back into normal mode, PTDSC is exited, and the 
OK, prompt is displayed. 

Stop - causes an exit to PRIMDS. The Exit key is the 
preferred means of exiting. 

PST100 Discrepancies; All known discrepancies between PST100 3277 
emulator and IBM 3277 are listed below. 

• All PST100 character keys are typamatic. 

* ™° nl L IBM indiGator that is correctly emulated is INSERT 
MODE. The PSTlOO's SYSTEM RDY indicator is similar to the IBM 
indicator SYSTEM AVAILABLE and the PST100 indicators KYBD LOCKED 
and SOFT LOCK are similar to the IBM indicator INPUT INHIBITED. 



• The PST100 has no Field Mark key. 

• The PST100 has no Dup key. 
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• The PSTIOO uses the ASCII character set. The IBM 3277 uses the 
EBCDIC character set. PTDSC provides the appropriate 
translation so the character set implementation is transparent 
to the user. 

• The PSTIOO Peset key does not reset INSERT MODE. 

• The PSTIOO Insert key toggles INSERT MDDE. 

• The PSTIOO displays null characters as dots. 

• The PSTIOO Shift Lock key operates as a toggle. Also, the 
PSTIOO Shift Lock functionality affects alphabetic characters 
only. The IBM Shift Lock also shifts numeric and special 
character keys. 

• When operating in INSERT MDDE, the PSTIOO treats embedded nulls 

(nulls between characters) as regular characters and the editing 
extent is the current line or the current extent, whichever is 
more restrictive. The IBM 3277 will right-shift over embedded 
nulls and the editing extent is the entire screen. 

• The editing extent of the PSTIOO Delete key is the current area 
and the line and screen will be wrapped as necessary. The 
editing extent of the IBM 3277 Delete key is the current line. 

• The PSTIOO allows both '.' and ',' in numeric fields. 

• The PSTIOO sets all MDT bits in unprotected attributes on an 
•Erase Input 1 operation. This is done to help prevent the 
terminal and the Virtual Buffer Emulator from getting out of 
synchronization. The IBM Erase All Unprotected command is 
handled correctly. MDT bits are reset on execution of tnis 
command. 

• The PSTIOO has an Erase Character key whereas the IBM does not. 
The Erase Character key deperssion will only erase the character 
at the current cursor position. Other characters in the field 
are not left shifted to fill the erasure as is done with the 
Delete key. 

• The PSTIOO has an Erase to End of Screen key (actually, a 
key-combination) whereas the IBM does not. 

• The PSTIOO has a HDME key. This is an IBM 3278 functionality, 
not a 3277 functionality. 

PT200 Function Key Mapping : Below is a chart of PT200 Function keys 
and their equivalent IBM r unction keys. 
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KEY 



Keys are assigned as follows: 
IBM Normal Control Shift Ctrl-Shift 



enter 


ENTER 


ENTER 


$ 


ENTER 


$ 


PF1 


PF1 


PF1 


PF1 


PF1 


PF1 


PF2 


PF2 


PF2 


PF2 


PF2 


PF2 


PF3 


PF3 


PF3 


PF3 


PF3 


PF3 


PF4 


PF4 


PF4 


PF4 


PF4 


PF4 


FF5 


PF5 


PF5 


EF5 


PF5 


PF5 


PF6 


PF6 


PF6 


PF6 


PF6 


PF6 


PF7 


PF7 


PF7 


PF7 


PF7 


PF7 


PF8 


PF& 


PF8 


PF8 


PF8 


PF8 


PF9 


PF9 


PF9 


PF9 


PF9 


PF9 


PF1Q 


PF10 


mo 


PF10 


PF10 


PF10 


PFll 


PF11 


PFll 


PFll 


PFll 


PFll 


PF12 


•DPI O 


ncii i 


rm *\ 


•N-t^ *\ 






xx- J..t. 


x-x-j.^ 


mz 


tviz. 


PF12 


PA1 


PA1 


PA1 


$ 


$ 


$ 


PA2 


PA2 


PA2 


$ 


$ 


$ 


PA3 


PA3 


PA3 


$ 


$ 


$ 


PA4 


$ 


RECOV 


$ 


$ 


$ 


Fl 


PA1 


PA1 


PA1 


PA1 


PA1 


F2 


PA2 


I«2 


PA2 


PA2 


EA2 


F3 


PA3 


PAS 


PA3 


PA3 


PA3 


F4 


$ 


RECOV 


RECOV 


RECOV 


RECOV 


F5 


$ 


EXIT 


EXIT 


EXIT 


EXIT 


F6 


$ 


$ 


$ 


$ 


$ 


F7 


$ 


$ 


$ 


$ 


$ 


F8 


$ 


$ 


$ 


$ 


$ 


F9 


T.REQ 


T.REQ 


T.REQ 


T.REQ 


T.REQ 


F10 


CLEAR 


CLEAR 


CLEAR 


CLEAR 


CLEAR 


ERASE 


$ 


ERASE 


ERASE 


ERASE 


ERASE 






(CHAR) 


(EOF) 


(EOL) 


(INPUT) 


CHAR SET 


$ 


CTRL P 


CTRL P 


CTRL P 


CTRL P 


/STOP 













Note 



$ means not implemented or NULL operation. 
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PT20 Discrepancies : All known discrepancies between ET200 3277 
emulator and IBM 3277 are listed below. Details regarding these 
differences may be obtained from the appropriate section of the 
Distributed Processing Terminal Executive Guide (DOC4035-193 and 
UPD4035-21A) . 

• All PT200 character keys are typamatic. 

• The only IBM indicator which is correctly emulated is INSERT 
MDDE. The PT200*s SYSTEM RDY indicator is similar to the IBM 
indicator SYSTEM AVAILABLE, and the PT200 indicators KYBD LOCKED 
and SOFT LOCK are similar to the IBM indicator INPUT INHIBITED. 

• The PT200 DUP key functionality is provided by the keypad key 
marked SCROL LOCK. 

• The PT200 Field Mark functionality is provided by the unmarked 
keypad key between SCROL LOCK and ERASE. 

• The PT200 key marked 'clear' (not to be confused with key F10 
which performs the CLEAR function) performs the function of the 
IBM 'reset' key. 

• The PT200 uses the ASCII character set, the IBM 3277 uses the 
EBCDIC character set. PTDSC provides the appropriate 
translation, so the character set implementation is transparent 
to the user. 

• The PT200 Insert key toggles INSERT MDDE. 

• AID generating keys (ENTER, PF keys, PA keys, etc) reset insert 
mode. This is an IBM 3278 functionality, not a 3277 
functionality. 

• The PT200 Lock key operates as a toggle. Also, the Lock 
functionality affects alphabetic characters only. The IBM Shift 
Lock also shifts numeric and special character keys. 



• 



• 



The PT200 Shift/Lock key combination shifts all keys. This is 
compatible with IBM shift lock functionality. Also, the lock 
key alone causes exit from this mode. 

The PT200 allows both ' . ' and ' , ' in numeric fields. 

The PT200 sets all MDT bits in unprotected attributes on an 
•Erase Input' operation. This is done to help prevent the 
terminal and the Virtual Buffer Emulator from getting out of 
synchronization. The IBM Erase All Unprotected command is 
handled correctly. MDT bits are reset on execution of this 
command. 
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• The PT200 has an Erase Character key, the IBM does not. The 
Erase Character key deperssion will only erase the character at 
the current cursor position. Other characters in the field are 
not left shifted to f ill the erasure as is done with the Delete 
key. 

• The PT200 has an Erase to End of Line key (actually, a 
key-combination) whereas the IBM does not. 

Functional Differences Between the PST100 and PT200 : The followinq 
differences exist between the EST 100 and the PT200. 

• The PT200 supports Field Mark and DUP, the R3TL00 does not. 

• The PT200 CLESR (reset function) key resets insert mode, the 
PST100 RESET key does not. ' 

~ *»T — r-**jr» i~"L» <ao ot «iwso f uie ksu.-j.uu displays tnem as 

• The PT200 has the capability of SHIFT LOCKing numeric and 
special characters whereas the PST100 does not. 

• Insert mode on the PT200 is IBM compatible; there are minor 
mcompatiblities on the PSTIOO. 

• Delete key functionality on the ET200 is IBM compatible? there 
are minor incompatibilities on the PSTLOO. 

• The PT200 has Erase to End of Line capability; the PSTIOO has 
Erase to End of Screen. Neither of these capabilities is found 
on IBM. 

• The PP200 locks the keyboard itself on depression of a PF, PA, 
or F key. EPDSC performs this function for the PSTLOO 
Unimplemented keys on the PT200 will cause a momentary display 
of the SOFT LOCK indicator. ™.*h*.*x 

• 5l S,rop key on the Fno ° sends ^ XDFF. Ite PAUSE key on the 
PSTLOO sends an XDFF. * 

• The CHAR SET/STOP key combination on the PT200 sends a CTRL-P 
(exit to PRIMDS) . The STOP key on the PST100 sends a CTRL-P. 

Unusable Key Sequences: The following keys or key sequences should not 
be used during PTD3C operations. They are valid DPTX operations and 
are implemented to provide greater flexibility for user developed 
functions. ^ 
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Esc ? clears the screen without notifying PTDSC. The 

screen image gets out of phase with the Virtual 
Buffer image. 

CTRL-BESET (on PST100) same as ESC ?. 

CTRL-CT,f.ar (on PT200) same as ESC ?. 

CTRL-CHAR SET enter DSC mode. This causes a reinitialization 
of DSC mode without notifying PTDSC. 

CTRL-SHIFT-CHAR SET 

exit DSC mode. The terminal program leaves DSC 
mode without notifying PTDSC. The DSC 
sequences sent by PTDSC are now invalid. 

QUIT Key Handling ; The stop key or <CTRL>P can be used to exitto 
ERIMDS. To use either key, The terminal must be in on-line mode 
(indicated in the status line) . 



Error Messages 

Listed below are error messages displayed by ETDSC, and their meaning: 

THIS TERMINAL CAN NOT RUN PTDSC - 

The terminal is not a PST100 or PT200 or, if it is, the wrong PROM set 
is installed. 

EXIT PTDSC - 
The exit key has been hit. A normal exit to FRIMDS is in progress. 
TERMINAL IN RECOVERY MODE - 

PTDSC is retransmitting a copy of the current screen to the terminal. 
This is due to the user hitting the REOOV key. 

UNSOLICITED ACK 
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A T$TOK code was received from the EDI when one was not ejected. This 
indicates possible software problems. After this message has been 
displayed for three seconds, the screen image is refreshed from the 
Virtual Buffer. 



TRANSMISSION FAILURE 



A T$TF code was received from the BDI. This may be caused by the IBM 
host issuing a select after a PF key was hit but before the terminal 
data was transmitted to the IBM host. It may also be caused by 
eviration of the DPTX NAK retry counter. After this message has been 
displayed for three seconds, the screen image is refreshed from the 
Virtual Buffer. 



UNEXPECTED BAD RESPONSE 



A T$TF code was received from the BDI when no response was ejected. 
After this message has been displayed for three seconds, the screen 
image is refreshed from the Virtual Buffer. 



TRANSACTION FAILED 

A TSSTAT code and T$TRSC subcode was received from the BDI. After this 
message has been displayed for three seconds, the screen image is 
refreshed from the Virtual Buffer. 



UNKNOWN MESSAGE 



An unrecognized code was received from the BDI. After this message has 
been displayed for three seconds, the screen image is refreshed from 
the Virtual Buffer. 



UNABLE TO REffiD INPUT DATA, TRY AGAIN 

PTDSC has made three unsuccessful attempts to read data from the 
terminal. This may indicate hardware problems in the link between the 
terminal and the PRIME host. After this message has been displayed for 
three seconds, the screen image is refreshed from the Virtual Buffer. 

UNABLE TO SEND DATA, TRY AGAIN 
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The BDI has rejected terminal data. This may be caused by the screen 
image being out of phase with the Virtual Buffer. After this message 
has been displayed for three seconds, the screen image is refreshed 
from the Virtual Buffer. 



ANY$ Condition: Condition Name> 

A PRIMDS condition has been signalled that PTDSC does not know how to 
handle. This is a fatal error. PTDSC will exit back to the PRIMOS 
command line. The condition name should be recorded for reporting to 
your PRIME Systems Analyst. 

PRIM3S PROMPT (ER!) - 

PTDSC has detected an error from which it cannot recover. It then puts 
the terminal back into normal mode and reverts to PRIMDS. 



BD$xxx - 

A fatal BDI error has occurred. Additional text will accompany these 
errors. 



SOFTWARE PROBLEMS FIXED 

Correction to system halt issuing a DPTX -OFF caused by page being 
unmapped during I/O. 

Correction to PA2 key for terminal support. 

When using DPTX subroutine BD$DUT, DPTX runs out of DB's on 88th record 
sent (SPAR 3006533) . 

In module BSCMfiN, a resource block was not being released back to the 
free pool from BSCMTR to BSCMAN for a M in control mode (SPAR 
3008133) . 

In module EAU, the line number that is used for COTBL is computed 
incorrectly (SPAR 3007565). 
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SOFTWARE PROBLEMS FIXED 

The error message 'Queue length exceeded 1 will be generated whenever 
there is an attempt to add an entry to an RJQ table that already 
contains 400 entries. Because the limit on the size of the queue is 
400 , no queue entry number higher than this can be generated (SPAR 
3002724) . 

RJOP: The LSITE command incorrectly displayed the list(s) of device (s) 
defined in the current SDF. This problem has now been fixed (SPAR 
3005760) . 

When the user quits in response to the 'Do you wish to quit 1 question, 
input is taken from the terminal rather than a OOMINPUT stream. If the 
user does not wish to quit, CDMINPUT is resumed if it was active (spar 
3001109). 
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SOFTWARE PROBLEMS FIXED 

RJQ: The error message 'Queue length exceeded 1 will be generated 
whenever there is an attempt to add an entry to an RJQ table that 
already contains 400 entries. Because the limit on the size of the 
queue is 400, no queue entry number higher than this can be generated 
(SPAR 3002724) . 

The LSITE command incorrectly displayed the list(s) of device (s) 
defined in the current SDF. This problem has now been fixed (SPAR 
3005760) . 

RJOP: When a user quits in response to the 'Do you wish to quit* 
question, input is taken from the terminal rather than a COMINPOT 
stream. If the user does not wish to quit, CDMINPOT is resumed if it 
was active (SPAR 3001109) . 
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software problems fixed 

RJQ: The error message 'Queue length exceeded' will be generated 
whenever there is an attempt to add an entry to an RJQ table that 
already contains 400 entries (SPAR 3002724). 

This problem has been fixed by changing the file RJQ$ADD.PLP to set the 
error flag if the last entry in the queue was 400. The actual limit on 
the size of the queue has been set to 400; thus, no queue entry number 
higher than this can be generated. 

The LSITE command incorrectly displayed the list(s) of device (s) 
defined in the current SDF. This problem has now been fixed (SPAR 
3005760) . 

When the user quits in response to the 'Do you wish to quit' question, 
input is taken from the terminal rather than a (DMINPUT stream. If the 
user does not wish to quit, (DMINPUT is resumed if it was active (SPAR 
3001109) . 
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SOFTWARE PROBLEMS FIXED 

RTQ: The error message 'Queue length exceeded' will be generated 
whenever there is an attempt to add an entry to an RJQ table that 
already contains 400 entries. Because the limit on the size of the 
queue is 400, no queue entry number higher than this can be generated 
(SPAR 3002724) . 

RJOP: The LSITE command incorrectly displayed the list(s) of device (s) 
defined in the current SDF. This problem has now been fixed (SPAR 
3005760) . 

The declaration of the transmit debug file data header has been changed 
so that the element 'emulator' is correct (SPAR 3006219). 

RJOP: When a user quits in response to the 'Do you wish to quit' 
question, input is taken from the terminal rather than a OOMINPUT 
stream. If the user does not wish to quit, OOMINPUT is resumed if it 
was active (SPAR 3001109) . 



8-17 First Edition 



Software Release Document 



First Edition 8-18 



CDMTONICATJDNS 



EHHASP 



SOFTWARE PROBLEMS FIXED 

RJQ: The error message 'Queue length exceeded' will be generated 
whenever there is an attempt to add an entry to an RJQ table that 
already contains 400 entries. Because the limit on the size of the 
queue is to 400, no queue entry number higher than this can be 
generated (SPAR 3002724) . 

RJOP: The LSITE command incorrectly displayed the list(s) of device (s) 
defined in the current SDF. This problem has now been fixed (SPAR 
3005760) . 

The declaration of the transmit debug file data header has been changed 
so that the element 'emulator' is correct (SPAR 3006219). 

RJOP: When a user quits in response to the 'Do you wish to quit* 
question, input is taken from the terminal rather than a CDMINPUT 
stream. If user does not wish to quit, CDMINPUT is resumed if it was 
active (SPAR 3001109). 
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SOFTWARE PROBLEMS FIXED 

The message 'JE15 Max number of characters exceeded' is displayed in 
the RJOP on transmission of a file. 

The pointer into the output buffer will not get out of step with the 
virtual block size. The correct number of records which can be placed 
within a block are now correctly fitted into the block (Spar 3002303) . 

CDNC&T: The message 'Illegal character in input file' will no longer 
be displayed within the RJOP. 

Each sub-section within a OONC&T file is now processed correctly. Each 
section within a (DNOVT file contains a header used to determine 
whether the sub-section contains text or binary records (SPAR 3006221) , 

The message ! Illegal character in receive file* no longer appears in 
the RJOP on transmission of binary files. The correct flag within the 
receive data structure is set on transmission of binary files (SPAR 
3006220) . 

The message ' Invalid field address' is no longer displayed within the 
RJOP. Should a line within a card-image file contain exactly 81 
characters, the correct message 'Line too long in transmit file*" 1 is 
displayed (SPAR 3006229) . 

On attempting to transmit transparent data from a roaster to a slave 
site, the line was dropped and the message 'Receive timeout - retries 
exceeded' was displayed in the RJOP. 

If the SDF indicates that 3780 transparent data is to be sent, the flag 
indicating which protocol is in use will be set correctly. 

The module TX80_TRAN.PLP has been modified to ensure that, on 
transmitting transparent data on a card-punch device, the initial block 
that defines the component selection contains the correct framing 
characters. The symptoms of this problem were that data could not be 
transmitted if the SDF indicated that data was to be sent in 
transparent mode (SPAR 3002946) . 

The error message 'Bad BCB received' was printed within the RJOP. 

The RJE Ring code has been changed so that the control message 
DLE/EOT is now added to the end of the data queue after any data so far 
received. This ensures that, when the line is subsequently 
disconnected, no data is lost. The worker module has also been changed 
to handle the control message and process it correctly. The modules 
RJES>RJEVNT.PLP, RJXMIT.PLP, and RJKEYS. INS. PLP have been changed to 
fix this problem within the RJE Ring code. The modules WORKER. PLP 
and RK_TOANSLATE.PLP have also been changed (SPAR 3001095). 
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KJQ: The error message 'Queue length exceeded' will be generated 
whenever there is an attempt to add an entry to an RJQ table that 
already contains 400 entries. 

This problem has been fixed by changing the file RJQ$ADD.PLP to set the 
error flag if the last entry in the queue was 400. The actual limit on 
the size of the queue has been set to 400; thus, no queue entry number 
higher than this can be generated (SPAR 3002724) . 

Reprocessing: The routines RETRANSLATE. PLP and RX80_TRAN.PLP have 
been modified to ensure that the device for which a save file has been 
generated is used to REPROCESS the file correctly (SPAR 3006636) . 

RJOP: The LSITE command incorrectly displayed the list(s) of device (s) 
defined in the current SDF. This problem has now been fixed (SPAR 
3005760) . 

The problem in which the component selection for punch files was being 
written to the output file has now been fixed by a change to 
RX80_TRAN.PLP (SPAR 3005144) . 

When data is being received by a slave site, the default component 
selection has now been changed so that, when both a card-punch and a 
line-printer have been configured, the site will default to processing 
the first file received without component selection as a print file 
(SPAR 3006362) . 

The first file sent to a print device now has the correct setting of 
the associated parameters (for example, line length, forms control 
setting(s) and so on) (SPAR 3002535). 

This problem occurs when attempting to transmit transparent binary data 
between the host and remote sites to a card-punch device. The routine 
TX80_3IN.PLP has been changed so that the last record of the file 
transmitted is not lost (SPAR 3003764) . 

The routine T5L.TRANSLATE.PLP has been modified to ensure that all 
blocks queued to the RJI by the X80 worker are written to the transmit 
debug file (SPAR 3006205) . 

The declaration of the transmit debug file data header has been changed 
so that the element 'emulator* is correct (SPAR 3006219). 

The error reporting within T)L.TRANSLATE.PLP has been improved. Also, 
the initialization for transmit devices now occurs only once and only 
on the first block of the file (SPAR 3006228) . 

The declaration of fencht and fenchr in the f rame_chars structure has 
now been corrected so that, when passed to TPUTL, their declaration 
agrees with that expected by this routine (SPAR 3006226) . 
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CDNGAT: The routine TX80JNIT.ELP has been changed so that the 
initialization of the flag TC.CDNCAT is now handled correctly. This 
flag is used to indicate that the type of file queued is a CDNCAT filo 
(SPAR 3002114, related SPAR 3001502)! 

CDN^T: The routine TX80_JNIT. PLP has been changed so that the 
initialization of the flag TC.CDNCAT is now handled correctly. This 

(SPAR 3001502, related SPAR 3002114). 

RJOP: Fixes to modules INIT.PLP and CATCHALL.PLP so that when a user 
T^J 11 f^P? 118 ? t0 J* 6 ,Do y° u wish to quit* question, input is taken 
from the terminal rather than a OOMINPUT stream, if user does not wish 
to quit, CDMINPUT is resumed if it was active (SPAR 3001109) 
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SOFTWARE PROBLEMS FIXED 

The error message 'Queue length exceeded 1 was generated whenever there 
was an attempt to add an entry to an RJQ table that already contained 
400 entries. 

This problem has been fixed by changing the file RJQ$ADB.PLP to set the 
error flag if the last entry in the queue is 400. The actual limit on 
the size of the queue has been set to 400 so that no queue entry number 
higher than this can be generated (SPAR 3002724). 

The LSITE command incorrectly displayed the list(s) of device (s) 
defined in the current SDF. This problem has now been fixed (SPAR 
3005760) . 

The declaration of the transmit debug file data header has been changed 
so that the element 'emulator 1 is correct (SPAR 3006219). 

RJOP: When a user quits in response to the 'Do you wish to quit' 
question, input is taken from the terminal rather than a CDM3NPUT 
stream. If user does not wish to quit, ODMINPUT is resumed if it was 
active (SPAR 3001109). 
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NEW FEATURES AND CHANGES 

The ERIM5/SNA Interactive Subsystem is the mamber of prije/sna that 
provides, in conjunction with the facilities available from the 
PRIMS/SNA Server and PRIKE/SELC, emulation of a subset of the 
capabilities of the IBM 3270 Information Display System operating in an 
SNA environment. The PRIJE/SNA Interactive Subsystem is composed of 



four parts 

• An LU Manager 

• Terminal emulation 

• Printer emulation 

• An administration facility 



The specific 3270 emulation provided by The PRINE/SNA Interactive 
Subsystem is a subset of the functionality available in the 3274 

^^L "^' Models 1C and 51C ' the 3278 Display Station, and the 3287 
and 3289 printers. 



8-27 First Edition 



Software Release Document 



First Edition 8-28 



<DMtUNICAT]DNS 



ERIMI/SNA Server Subsystem 

NEW FEATURES AND CHANGES 

The ERBE/SNA Server Subsystem is the member of the ERIIE/SNA product 
family that, in conjunction with ERItE/SDLC, allows PRIM! 50 Series 
machines to connect into SNA networks as a peripheral node of the 
network. 

In addition to providing the SNA connection support, the ERIM3/SNA 
Server Subsystem also provides a high level interface that allows mim 
50 Series processes (in ERIKE/SNA terms, LU Subsystems) to communicate 
with applications (in SNA terms, end users) existinq within the SNA 
network. 

There are two functional parts of the ERIKE/SNA Server support: 

• The ERIfE/SNA Server Adminstration Support which is invoked 
through the ERlfDS external commands, SNA_SERVER and 
SNA_SERVER_CDNFIG 

• The ERIJE/SNA Server process which is initiated as a phantom 
through the ERIIOS external command, SNAJSERVER 
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